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1. Introduction
In RAN Plenary meeting #49, it was approved to have a new specification 36.817 for RAN4 technical report Uplink Multiple Antenna Transmission; Base Station (BS) radio transmission and reception. [1]
According to the WID, the core part of this TR should be finished in December 2010 (RAN#50).
This contribution provides a text proposal for UL-MIMO BS TR 36.817 on “Chapter 5: Operating bands and channel arrangement” to conclude on potential impacts on current specification 36.104.
2. Discussion
RAN1 has approved CRs for Rel-10 WIs in last RAN1 meeting #62. Latest CRs for 36.211, 36.212 and 36.213 can be found in [2] [3] [4]. 
It is identified that there are no changes that will impact the operating band and channel arrangement (Chapter 5) in 36.817 due to the introduction of UL MIMO.

It can be concluded that no changes are foreseen for the following clauses in Chapter 5, 36.817.

5.1
General

5.2
Operating bands

5.3
Channel bandwidth

5.4
Channel arrangement
For the completeness of the specification 36.817, it is proposed to approve the attached TP for clause 5.1, 5.2, 5.3 and 5.4 of 36.817.
3. Conclusion

It is proposed to approve this TP for UL-MIMO TR 36.817 and use the corresponding agreements as a baseline for updating TS 36.104.
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4. Text proposal for UL-MIMO BS TR 36.817
----- Start of TP -----

5
Operating bands and channel arrangement
5.1
General
No changes for this clause due to UL MIMO.
5.2
Operating bands
No changes for this clause due to UL MIMO.
5.3
Channel bandwidth
No changes for this clause due to UL MIMO.
5.4
Channel arrangement
No changes for this clause due to UL MIMO.
5.4.1
Channel spacing
No changes for this clause due to UL MIMO.
5.4.2
Channel raster
No changes for this clause due to UL MIMO.
5.4.3
Carrier frequency and EARFCN
No changes for this clause due to UL MIMO.
----- End of TP -----
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