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Background and discussion

The work item TR 37.801 [1] for UMTS/LTE 3500 was updated to v0.8.0 at RAN4#56 in Madrid. 

This contribution adds a summary of the required changes for TR 37.104. Note that parts of the changes proposed are also included in [2].

Proposal

It is proposed that the attached text proposal is included in TR 37.801.
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TEXT PROPOSAL:

11.1
Required changes to TS 37.104

Required changes in specification TS 37.104 are described in the table below.  Requirements which are not shown are applicable without any modifications from the existing specifications.
Table 11.1-1: Required Changes in TS 37.104 for Bands [42] and [43] 

	Section
	Requirement
	Discussion / Required Changes in TS 37.104

	4.5
	Operating bands and Band Categories
	Table 4.5-2 “Unpaired bands in E UTRA and UTRA” requires alteration to accommodate the new LTE3500 frequency band parameters, see subclause 8.1.1.

	6.6.1.3.1
	BS spurious emissions limits for co-existence with systems operating in other frequency bands
	Add requirements for co-existence with Bands [42] and [43], with same limits as for other bands. According to Note 1, the 10 MHz frequency range immediately outside the downlink operating band is excluded.

	6.6.1.4.1
	BS spurious emissions limits for BS co-located with another BS
	Add requirements for co-existence with Bands [42] and [43], with same limits as for other bands. According to Note 1, the 10 MHz frequency range immediately outside the downlink operating band is excluded.

	7.4.1
	General blocking minimum requirement
	Bands [42] and [43] are added to the same entry as the other TDD bands, giving the same limits as for bands 33 to 40.

	7.4.5
	Additional BC3 blocking minimum requirement
	Bands [42] and [43] are added to the same entry as the other TDD bands, giving the same limits as for other bands 33 to 40.

	7.5.1
	General minimum requirement for out-of-band blocking
	Bands [42] and [43] are added to the same entry as the other TDD bands, giving the same limits as for bands 33 to 40.

	7.5.2
	Co-location minimum requirement for out-of-band blocking
	Add requirements for co-existence with Bands [42] and [43], with same limits as for other bands. According to Note 2, the 10 MHz frequency range immediately outside the downlink operating band is excluded.




	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	








