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1 Background

The present document is a technical report of the Expanded 1900 MHz work item that was approved at RAN #48. In 1994 the Federal Communications Commission (FCC) allocated 120 MHz of spectrum in the 1900 MHz band for broadband use (1850-1910 MHz & 1930-1990 MHz).  3GPP subsequently added the US PCS band to E-UTRAN as band 2. As part of an effort to eliminate interference within the 800 MHz public safety operations, the FCC re-banded parts of the 800 MHz spectrum and relocated some of the commercial operations from 800 MHz band to new broadband spectrum operating at 1910-1915 MHz and 1990-1995 MHz (G-Block). 
This WI proposes to create a new band that expands, but does not replace, the existing definition for band 2 to include the G- Block (1850-1915 MHz and 1930-1995 MHz) (see figure 1) This band is intended to address markets where these frequencies are currently available, or where regulations may allow it in the future. 
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Figure 1 

2 Proposal
It is proposed that the text below is discussed and approved to be captured in [1]. 
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------------------------------------- Start of TP--------------------------
6.3.1 Spurious Emissions
Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, inter-modulation products and frequency conversion products, but exclude out of band emissions. 

E1900 Mhz expanding the existing definition for band 2 to include the G-block.There is the same harmonic issues relative to E1900 Mhz, and the duplexer of the E1900 Mhz can also achieves similar performance as a band 2 UE duplexer.Thus,the spurious emission band UE co-existence requirement of band 2 can be also apply to the E1900 Mhz, that is the spurious requirements for the E1900 Mhz, for coexistence with the peotected band 4,5,10,12,13,14,and 17, can be the same as the existing E-UTRA band 2.
Table 6.3.1-1: Requirements
	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 21, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 33
	FDL_low
	- 
	FDL_high
	-50
	1
	Note3

	
	E-UTRA band 39
	FDL_low
	- 
	FDL_high
	-50
	1
	Note3

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note6,Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note 6, Note8

	2
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17,[23], [24], [25]
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	3
	E-UTRA Band  1, 3, 7, 8, 20, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	4
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17,[23], [24], [25]
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	5
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17,[23], [24], [25], 41
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note2

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	7
	E-UTRA Band  1, 3, 7, 8, 20, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 38
	FDL_low
	- 
	FDL_high
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 20, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low
	- 
	FDL_high
	-50
	1
	Note 2

	
	E-UTRA band 7
	FDL_low
	-
	FDL_high
	-50
	1
	Note 2

	9
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	10
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17, [23], [24], [25]
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	11
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	12
	E-UTRA Band  2, 5, 12, 13, 14, 17,[23], [24], [25], 41
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low
	-
	FDL_high
	-50
	1
	Note2

	13
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17,[23], [24], [25], 41
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	Note11

	14

	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17, [23], [24], [25]
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	

	
	Frequency range
	799
	
	805
	-35
	0.00625
	Note11

	17
	E-UTRA Band  2, 5, 12, 13, 14, 17, [23], [24], [25], 41
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low
	-
	FDL_high
	-50
	1
	Note2

	18
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	19
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-40
	1
	Note9

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	20
	E-UTRA Band  1, 3, 7, 8, , 20, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 38
	FDL_low
	-
	FDL_high
	-50
	1
	Note 2

	21
	E-UTRA Band  11, 21
	FDL_low  
	- 
	FDL_high 
	-35
	1
	Note10

	
	E-UTRA Band  1, 9, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	…
	
	
	
	
	
	
	

	[25]
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17, [23], [24], [25]
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	…
	
	
	
	
	
	
	

	33
	E-UTRA Band  1, 3,  7, 8, 20, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 21, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	

	38
	E-UTRA Band 1,3, 8, 20, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 7
	FDL_low  
	-
	FDL_high
	-50
	1
	Note3

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	

	40
	E-UTRA Band 1, 3, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	41
	E-UTRA Band 2, 4, 10, 12, 13, 14, 17, [23], [24], [25]
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	Note 1
	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

	Note 2
	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions.  An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.6-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth (MBW).

	Note 3
	To meet these requirements some restriction will be needed for either the operating band or protected band

	Note 4
	N/A

	Note 5
	For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

	Note 6
	Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.

	Note 7
	Applicable when co-existence with PHS system operating in 1884.5

	Note 8
	Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

	Note 9
	Applicable when NS_08 in section 6.6.3.3.3 is signalled by the network

	Note 10
	Applicable when NS_09 in section 6.6.3.3.4 is signalled by the network

	Note 11
	Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD


----------------------------------- End of TP ---------------------



























