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1   Introduction
In the last meeting, the MSR base station test configurations was discussed in [1][2][3][4]. These documents discussed test configurations about BC1 and BC2. This document presents some considerations of BC3 test configurations.
2
Discussion
In [1] five test configurations were introduced:

· TC1 – UTRA multi carrier configuration

· TC2 – E-UTRA multi carrier configuration

· TC3 – UTRA and E-UTRA multi-RAT configuration

· TC4 – GSM multi RAT configuration for transmitter tests

· TC5 – GSM multi RAT configuration for receiver tests

Generally, TC1, TC2, and TC3 are applied for BC3 MSR base station similarly to BC1 MSR base station.
For the simplification of MSR test specification, many TC1 tests can consult UTRA TDD specification TS25.142 and need not defined in MSR test specification, except following test.
· Transmit ON/OFF power; 

· Operating band unwanted emissions;

· In-band selectivity and blocking;
Requirements of Transmit ON/OFF power and Operating band unwanted emissions are defined in MSR specification different with UTRA TDD specification. There is no narrowband requirement in UTRA TDD specification for In-band selectivity and blocking.  Therefore, we think these TC1 tests should be defined in MSR test specification.
3 Proposal
In this document, we present our considerations of BC3 test configurations and propose test configuration is same as BC1. TC1 tests can refer to UTRA TDD specification except tests of Transmit ON/OFF power, Operating band unwanted emissions, and In-band selectivity and blocking.
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