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7
Receiver characteristics

7.1
General

Unless otherwise stated the receiver characteristics are specified at the antenna connector of the UE. For UE(s) with an integral antenna only, a reference antenna with a gain of 0 dBi is assumed. UE with an integral antenna may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective sections below.
The UE antenna performance has a significant impact on system performance, and minimum requirements on the antenna efficiency are therefore intended to be included in future versions of the present document. It is recognised that different requirements and test methods are likely to be required for the different types of UE. 

UEs supporting DC-HSDPA, regardless of MIMO configuration, shall support both minimum requirements, as well as additional requirements for DC-HSDPA.

UEs supporting DB-DC-HSDPA shall support both minimum requirements as well as additional requirements for DB-DC-HSDPA.
UEs supporting DC-HSUPA shall support additional requirements for DC-HSUPA.
For minimum requirements, all the parameters in clause 7 are defined using the DL reference measurement channel (12.2 kbps) specified in subclause A.3.1 and unless otherwise stated with DL power control OFF.

For the additional requirements for DC-HSDPA or DB-DC-HSDPA, all the parameters in clause 7 are defined using the DL reference measurement channel H-Set 12, specified in subclause A.7.1.12 and the downlink physical channel setup according to table C.12C.
For the additional requirements for DC-HSDPA and the additional requirements for DC-HSUPA, the spacing of the carrier frequencies of the two cells shall be 5 MHz.
7.2
Diversity characteristics

A suitable receiver structure using coherent reception in both channel impulse response estimation and code tracking procedures is assumed. Three forms of diversity are considered to be available in UTRA/FDD.

Table 7.1: Diversity characteristics for UTRA/FDD
	Time diversity
	Channel coding and interleaving in both up link and down link

	Multi-path diversity
	Rake receiver or other suitable receiver structure with maximum combining. Additional processing elements can increase the delay-spread performance due to increased capture of signal energy.

	Antenna diversity
	Antenna diversity with maximum ratio combing in the Node B and optionally in the UE. Possibility for downlink transmit diversity in the Node B.


7.3
Reference sensitivity level

The reference sensitivity level <REFSENS> is the minimum mean power received at the UE antenna port at which the specified minimum requirement shall be met.

7.3.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.2.

Table 7.2: Test parameters for reference sensitivity, minimum requirement.

	Operating Band
	Unit
	DPCH_Ec <REFSENS> 
	<REFÎor>

	I
	dBm/3.84 MHz
	-117
	-106.7

	II
	dBm/3.84 MHz
	-115
	-104.7

	III
	dBm/3.84 MHz
	-114
	-103.7

	IV
	dBm/3.84 MHz
	-117
	-106.7

	V
	dBm/3.84 MHz
	-115
	-104.7

	VI
	dBm/3.84 MHz
	-117
	-106.7

	VII
	dBm/3.84 MHz
	-115
	-104.7

	VIII
	dBm/3.84 MHz
	-114
	-103.7

	IX
	dBm/3.84 MHz
	-116
	-105.7

	X
	dBm/3.84 MHz
	-117
	-106.7

	XI
	dBm/3.84 MHz
	-117
	-106.7

	XII
	dBm/3.84 MHz
	-114
	-103.7

	XIII
	dBm/3.84 MHz
	-114
	-103.7

	XIV
	dBm/3.84 MHz
	-114
	-103.7

	XIX
	dBm/3.84 MHz
	-117
	-106.7

	XXI
	dBm/3.84 MHz
	-117
	-106.7

	NOTE 1
For Power class 3 and 3bis this shall be at the maximum output power

NOTE 2
For Power class 4 this shall be at the maximum output power

NOTE 3
For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of -114.5 dBm DPCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -104.2 dBm
NOTE 4
For the UE which supports both Band XI and Band XXI operating frequencies, the reference sensitivity level is FFS. 

NOTE 5
For the UE which supports DB-DC-HSDPA configuration 2, the reference sensitivity level of -114 dBm/3.84 MHz DPCH_Ec <REFSENS> shall apply for Band II. The corresponding <REFÎor> is -103.7 dBm/3.84 MHz

NOTE 6
For the UE which supports DB-DC-HSDPA configuration 2, the reference sensitivity level of -116 dBm/3.84 MHz DPCH_Ec <REFSENS> shall apply for Band IV. The corresponding <REFÎor> is -105.7 dBm/3.84 MHz


7.3.2
Additional requirement for DC-HSDPA 

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.2A.

Table 7.2A: Test parameters for reference sensitivity, additional requirement for DC-HSDPA.
	Operating Band
	Unit
	HS-PDSCH_Ec <REFSENS> 
	<REFÎor>

	I
	dBm/3.84 MHz
	-113
	-102.7

	II
	dBm/3.84 MHz
	-111
	-100.7

	III
	dBm/3.84 MHz
	-110
	-99.7

	IV
	dBm/3.84 MHz
	-113
	-102.7

	V
	dBm/3.84 MHz
	-111
	-100.7

	VI
	dBm/3.84 MHz
	-113
	-102.7

	VII
	dBm/3.84 MHz
	-111
	-100.7

	VIII
	dBm/3.84 MHz
	-110
	-99.7

	IX
	dBm/3.84 MHz
	-112
	-101.7

	X
	dBm/3.84 MHz
	-113
	-102.7

	XI
	dBm/3.84 MHz
	-113
	-102.7

	XII
	dBm/3.84 MHz
	-110
	-99.7

	XIII
	dBm/3.84 MHz
	-110
	-99.7

	XIV
	dBm/3.84 MHz
	-110
	-99.7

	XIX
	dBm/3.84 MHz
	-113
	-102.7

	XXI
	dBm/3.84 MHz
	-113
	-102.7

	NOTE 1
For Power class 3 and 3bis this shall be at the maximum output power

NOTE 2
For Power class 4 this shall be at the maximum output power

NOTE 3
For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of -110.5 dBm HS-PDSCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -100.2 dBm 

NOTE 4
For the UE which supports both Band XI and Band XXI operating frequencies, the reference sensitivity level is FFS. 

NOTE 5
For the UE which supports DB-DC-HSDPA configuration 2, the reference sensitivity level of -110 dBm/3.84 MHz HS-PDSCH_Ec <REFSENS> shall apply for Band II. The corresponding <REFÎor> is -99.7 dBm/3.84 MHz

NOTE 6
For the UE which supports DB-DC-HSDPA configuration 2, the reference sensitivity level of -112 dBm/3.84 MHz HS-PDSCH_Ec <REFSENS> shall apply for Band IV. The corresponding <REFÎor> is -101.7 dBm/3.84 MHz


7.3.3
Additional requirement for DB-DC-HSDPA 

For all requirements listed in Table 7.2.B, corresponding to the specific DB-DC-HSDPA configuration(s) supported by the UE, (see Table 5.0AA), the BLER measured on each individual cell shall not exceed 0.1.

Table 7.2B: Test parameters for reference sensitivity, additional requirement for DB-DC-HSDPA.
	DB-DC-HSDPA configuration
	UL Band
	DL Band
	Unit
	HS-PDSCH_Ec <REFSENS> 
	<REFÎor>

	1
	I
	I
	dBm/3.84 MHz
	-113
	-102.7

	
	
	VIII
	dBm/3.84 MHz
	-110
	-99.7

	1
	VIII
	I
	dBm/3.84 MHz
	-113
	-102.7

	
	
	VIII
	dBm/3.84 MHz
	-110
	-99.7

	2
	II
	II
	dBm/3.84 MHz
	-110
	-99.7

	
	
	IV
	dBm/3.84 MHz
	-112
	-101.7

	2
	IV
	II
	dBm/3.84 MHz
	-110
	-99.7

	
	
	IV
	dBm/3.84 MHz
	-112
	-101.7

	3
	I
	I
	dBm/3.84 MHz
	-113
	-102.7

	
	
	V
	dBm/3.84 MHz
	-111
	-100.7

	3
	V
	I
	dBm/3.84 MHz
	-113
	-102.7

	
	
	V
	dBm/3.84 MHz
	-111
	-100.7

	NOTE 1
For Power class 3 and 3bis this shall be at the maximum output power

NOTE 2
For Power class 4 this shall be at the maximum output power




7.4
Maximum input level

This is defined as the maximum mean power received at the UE antenna port, at which the specified BER performance shall be met.

7.4.1
Minimum requirement for DPCH reception

The BER shall not exceed 0.001 for the parameters specified in Table 7.3.

Table 7.3: Maximum input level
	Parameter
	Unit
	Level

	[image: image1.wmf]or

I

Ec

DPCH

_


	dB
	-19

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE:
Since the spreading factor is large (10log(SF)=21dB), the majority of the total input signal consists of the OCNS interference. The structure of OCNS signal is defined in Annex C.3.2.

7.4.2
Minimum requirement for HS-PDSCH reception

7.4.2.1
Minimum requirement for 16QAM

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 1 (16QAM version) specified in Annex A.7.1.1 with the addition of the parameters in Table 7.3A and the downlink physical channel setup according to table C.8.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 7.3B.

Table 7.3A

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version 
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note:
The HS-SCCH and corresponding HS-PDSCH shall be transmitted continuously with constant power but the HS-SCCH shall only use the identity of the UE under test every third TTI


Table 7.3B

	HS-PDSCH
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cor
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	T-put 
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 (kbps)

	-3
	700


7.4.2.2
Minimum requirement for 64QAM

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 8 specified in Annex A.7.1.8. with the addition of the parameters in Table 7.3C and the downlink physical channel setup according to table C.8.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 7.3D.

Table 7.3C

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	0

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version 
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note:
The HS-SCCH and corresponding HS-PDSCH shall be transmitted continuously with constant power but the HS-SCCH shall only use the identity of the UE under test every third TTI


Table 7.3D

	HS-PDSCH
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 (kbps)

	-2
	11800


7.4.3
Additional requirement for DC-HSDPA and DB-DC-HSDPA 

7.4.3.1
Additional requirement for 16QAM

The additional requirements are specified in terms of a minimum information throughput per cell R with the DL reference channel H-Set 1 (16QAM version) specified in Annex A7.1.1, with the addition of the parameters in Table 7.3E, and the downlink physical channel setup according to table C.8, applied to both cells simultaneously. .  Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 7.3F. 
Table 7.3E

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version 
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note:
The HS-SCCH and corresponding HS-PDSCH shall be transmitted continuously with constant power but the HS-SCCH shall only use the identity of the UE under test every third TTI


Table 7.3F

	HS-PDSCH

[image: image6.wmf]/

cor

EI

 (dB)
	T-put 
[image: image7.wmf]R

 (kbps)

	-3
	700


7.4.3.2
Additional requirement for 64QAM

The additional requirements are specified in terms of a minimum information throughput per cell R with the DL reference channel H-Set 8 specified in Annex A7.1.8, with the addition of the parameters in Table 7.3G, and the downlink physical channel setup according to table C.8, applied to both cells simultaneously. Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 7.3H. 
Table 7.3G

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	0

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version 
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note:
The HS-SCCH and corresponding HS-PDSCH shall be transmitted continuously with constant power but the HS-SCCH shall only use the identity of the UE under test every third TTI


Table 7.3H

	HS-PDSCH
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7.5
Adjacent Channel Selectivity (ACS)

Adjacent Channel Selectivity (ACS) is a measure of a receiver’s ability to receive a W-CDMA signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).

7.5.1
Minimum requirement

The UE shall fulfil the minimum requirement specified in Table 7.4 for all values of an adjacent channel interferer up to -25 dBm.

However it is not possible to directly measure the ACS, instead the lower and upper range of test parameters are chosen in Table 7.5 where the BER shall not exceed 0.001.
Table 7.4: Adjacent Channel Selectivity

	Power Class
	Unit
	ACS

	3
	dB
	33

	4
	dB
	33


Table 7.5: Test parameters for Adjacent Channel Selectivity

	Parameter
	Unit
	Case 1
	Case 2

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> + 14 dB
	<REFSENS> + 41 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 14 dB
	REFÎor> + 41 dB

	Ioac mean power (modulated)
	dBm
	-52
	-25

	Fuw (offset)
	MHz
	+5 or -5
	+5 or -5

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
The Ioac (modulated) signal consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2: <REFSENS> and <REFÎor> refers to the DPCH_Ec<REFSENS> and the DPCH<REFÎor> as specified in Table 7.2.  

7.5.2
Additional requirement for DC-HSDPA and DB-DC-HSDPA
The UE shall fulfil the additional requirement specified in Table 7.5A for all values of an adjacent channel interferer up to -25 dBm.

However it is not possible to directly measure the ACS, instead the lower and upper range of test parameters are chosen in Table 7.5B, where the HS-PDSCH BLER shall not exceed 0.1.
Table 7.5A: Adjacent Channel Selectivity

	Power Class
	Unit
	ACS

	3
	dB
	33

	4
	dB
	33


Table 7.5B: Test parameters for Adjacent Channel Selectivity

	Parameter
	Unit
	Case 1
	Case 2

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REFSENS> + 14 dB
	<REFSENS> + 41 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 14 dB
	<REFÎor> + 41 dB

	Ioac mean power (modulated)
	dBm
	-52
	-25

	Fuw (offset) 

(NOTE 2)
	MHz
	+5 or -5
	+5 or -5

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
The Ioac (modulated) signal consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. For DB-DC-HSDPA, offset refers to the assigned channel frequencies of the individual cells.
NOTE 3: <REFSENS> and <REFÎor> refers to the HS-PDSCH_Ec<REFSENS> and the HS-PDSCH<REFÎor> as specified in Table 7.2A for DC-HSDPA and Table 7.2B for DB-DC-HSDPA.  
7.6
Blocking characteristics

The blocking characteristic is a measure of the receiver’s ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occur.

7.6.1
Minimum requirement (In-band blocking)

The BER shall not exceed 0.001 for the parameters specified in Table 7.6. In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.
Table 7.6: In-band blocking

	Parameter
	Unit
	Level

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB

	Iblocking mean power (modulated)
	dBm
	-56
	-44

	Fuw offset
	
	=(10 MHz
	(-15 MHz

&

(15 MHz

	Fuw

(Band I operation)
	MHz
	2102.4( f (2177.6 
(Note 2)
	2095( f (2185

	Fuw

(Band II operation)
	MHz
	1922.4( f (1997.6
(Note 2)
	1915( f (2005

	Fuw
(Band III operation)
	MHz
	1797.4( f (1887.6
(Note 2)
	1790( f (1895

	Fuw
(Band IV operation)
	MHz
	2102.4( f (2162.6
(Note 2)
	2095( f (2170

	Fuw
(Band V operation)
	MHz
	861.4( f (901.6
(Note 2)
	854( f (909

	Fuw
(Band VI operation)
	MHz
	867.4( f (892.6
(Note 2 and 3)
	860( f (900
(Note 3)

	Fuw
(Band VII operation)
	MHz
	2612.4( f (2697.6
(Note 2)
	2605 ( f ( 2705


	Fuw

(Band VIII operation)
	MHz
	917.4( f (967.6
(Note 2)
	910 ( f ( 975


	Fuw
(Band IX operation)
	MHz
	1837.4 ( f ( 1887.4
(Note 2)
	1829.9 ( f ( 1894.9

	Fuw
(Band X operation)
	MHz
	2102.4 ( f ( 2177.6
(Note 2)
	2095 ( f ( 2185

	Fuw
(Band XI operation)
	MHz
	1468.4 ( f ( 1503.4
(Note 2)
	1460.9 ( f ( 1510.9

	Fuw
(Band XII operation)
	MHz
	720.4 ( f ( 753.6
(Note 2)
	713 ( f ( 761

	Fuw
(Band XIII operation)
	MHz
	738.4 ( f ( 763.6
(Note 2)
	731 ( f ( 771

	Fuw
(Band XIV operation)
	MHz
	750.4 ( f ( 775.6
(Note 2)
	743 ( f ( 783

	Fuw
(Band XIX operation)
	MHz
	867.4( f (897.6
(Note 2)
	860( f (905

(Note 3)

	Fuw
(Band XXI operation)
	MHz
	1488.4( f (1518.4
(Note 2)
	1480.9( f (1525.9
(Note 3)

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iblocking (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For each carrier frequency the requirement is valid for two frequencies, the carrier frequency +/- 10 MHz.

NOTE 3:
For Band VI, Band XIX and Band XXI, the unwanted interfering signal does not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.

NOTE 4: <REFSENS> and <REFÎor> refer to the DPCH_Ec<REFSENS> and the DPCH<REFÎor> as specified in Table 7.2.

7.6.1A
Additional requirement for DC-HSDPA and DB-DC-HSDPA
The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.6A. In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.
Table 7.6A: In-band blocking for DC-HSDPA and DB-DC-HSDPA
	Parameter
	Unit
	Level

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB

	Iblocking mean power (modulated)
	dBm
	-56
	-44

	Fuw offset

(NOTE 4)
	
	=(10 MHz
	(-15 MHz

&

(15 MHz

	Fuw

(Band I operation)
	MHz
	2102.4( f (2177.6 
(Note 2)
	2095( f (2185

	Fuw

(Band II operation)
	MHz
	1922.4( f (1997.6
(Note 2)
	1915( f (2005

	Fuw
(Band III operation)
	MHz
	1797.4( f (1887.6
(Note 2)
	1790( f (1895

	Fuw
(Band IV operation)
	MHz
	2102.4( f (2162.6
(Note 2)
	2095( f (2170

	Fuw
(Band V operation)
	MHz
	861.4( f (901.6
(Note 2)
	854( f (909

	Fuw
(Band VI operation)
	MHz
	867.4( f (892.6
(Note 2 and 3)
	860( f (900
(Note 3)

	Fuw
(Band VII operation)
	MHz
	2612.4( f (2697.6
(Note 2)
	2605 ( f ( 2705


	Fuw

(Band VIII operation)
	MHz
	917.4( f (967.6
(Note 2)
	910 ( f ( 975


	Fuw
(Band IX operation)
	MHz
	1837.4 ( f ( 1887.4
(Note 2)
	1829.9 ( f ( 1894.9

	Fuw
(Band X operation)
	MHz
	2102.4 ( f ( 2177.6
(Note 2)
	2095 ( f ( 2185

	Fuw
(Band XI operation)
	MHz
	1468.4 ( f ( 1503.4
(Note 2)
	1460.9 ( f ( 1510.9

	Fuw
(Band XII operation)
	MHz
	720.4 ( f ( 753.6
(Note 2)
	713 ( f ( 761

	Fuw
(Band XIII operation)
	MHz
	738.4 ( f ( 763.6
(Note 2)
	731 ( f ( 771

	Fuw
(Band XIV operation)
	MHz
	750.4 ( f ( 775.6
(Note 2)
	743 ( f ( 783

	Fuw
(Band XIX operation)
	MHz
	867.4( f (897.6
(Note 2)
	860( f (905

(Note 3)

	Fuw
(Band XXI operation)
	MHz
	1488.4( f (1518.4
(Note 2)
	1480.9( f (1525.9
(Note 3)

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iblocking (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For each carrier frequency the requirement is valid for two frequencies, the carrier frequency +/- 10 MHz.

NOTE 3:
For Band VI, Band XIX and Band XXI, the unwanted interfering signal does not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.

NOTE 4:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. For DB-DC-HSDPA, offset refers to the assigned channel frequencies of the individual cells.
NOTE 5: <REFSENS> and <REFÎor> refer to the HS-PDSCH_Ec<REFSENS> and the HS-PDSCH<REFÎor> as specified in Table 7.2A for DC-HSDPA and Table 7.2B for DB-DC-HSDPA.  
7.6.1B
Additional requirement for DC-HSUPA 
The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.6B. In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.
Table 7.6B: In-band blocking for DC-HSDPA and DB-DC-HSDPA
	Parameter
	Unit
	Level

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REF_POW>+3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB

	Iblocking mean power (modulated)
	dBm
	-56
	-44

	Fuw offset

(NOTE 4)
	
	=(10 MHz
	(-15 MHz

&

(15 MHz

	Fuw

(Band I operation)
	MHz
	2102.4( f (2177.6 
(Note 2)
	2095( f (2185

	Fuw

(Band II operation)
	MHz
	1922.4( f (1997.6
(Note 2)
	1915( f (2005

	Fuw
(Band III operation)
	MHz
	1797.4( f (1887.6
(Note 2)
	1790( f (1895

	Fuw
(Band IV operation)
	MHz
	2102.4( f (2162.6
(Note 2)
	2095( f (2170

	Fuw
(Band V operation)
	MHz
	861.4( f (901.6
(Note 2)
	854( f (909

	Fuw
(Band VI operation)
	MHz
	867.4( f (892.6
(Note 2 and 3)
	860( f (900
(Note 3)

	Fuw
(Band VII operation)
	MHz
	2612.4( f (2697.6
(Note 2)
	2605 ( f ( 2705


	Fuw

(Band VIII operation)
	MHz
	917.4( f (967.6
(Note 2)
	910 ( f ( 975


	Fuw
(Band IX operation)
	MHz
	1837.4 ( f ( 1887.4
(Note 2)
	1829.9 ( f ( 1894.9

	Fuw
(Band X operation)
	MHz
	2102.4 ( f ( 2177.6
(Note 2)
	2095 ( f ( 2185

	Fuw
(Band XI operation)
	MHz
	1468.4 ( f ( 1503.4
(Note 2)
	1460.9 ( f ( 1510.9

	Fuw
(Band XII operation)
	MHz
	720.4 ( f ( 753.6
(Note 2)
	713 ( f ( 761

	Fuw
(Band XIII operation)
	MHz
	738.4 ( f ( 763.6
(Note 2)
	731 ( f ( 771

	Fuw
(Band XIV operation)
	MHz
	750.4 ( f ( 775.6
(Note 2)
	743 ( f ( 783

	Fuw
(Band XIX operation)
	MHz
	867.4( f (897.6
(Note 2)
	860( f (905

(Note 3)

	Fuw
(Band XXI operation)
	MHz
	1488.4( f (1518.4
(Note 2)
	1480.9( f (1525.9
(Note 3)

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iblocking (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For each carrier frequency the requirement is valid for two frequencies, the carrier frequency +/- 10 MHz.

NOTE 3:
For Band VI, Band XIX and Band XXI, the unwanted interfering signal does not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.

NOTE 4:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. 
NOTE 5: <REF_POW> and <REFÎor> refer to the HS-PDSCH_Ec<REF_POW> and the HS-PDSCH<REFÎor> as specified in Table CA.1 for DC-HSDPA.
7.6.2
Minimum requirement (Out of-band blocking)

The BER shall not exceed 0.001 for the parameters specified in Table 7.7. Out-of-band blocking is defined for an unwanted interfering signal falling more than 15 MHz below or above the UE receive band. 

For Table 7.7 in frequency range 1, 2 and 3, up to 24 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size. For these exceptions the requirements of clause 7.7 Spurious response are applicable.

For Table 7.7 in frequency range 4, up to 8 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size. For these exceptions the requirements of clause 7.7 Spurious response are applicable
Table 7.7: Out of band blocking

	Parameter
	Unit
	Frequency range 1
	Frequency range 2
	Frequency range 3
	Frequency range 4

	DPCH_Ec
	dBm / 3.84 MHz
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS> +3 dB

	Îor
	dBm / 3.84 MHz
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB

	Iblocking (CW)
	dBm
	-44
	-30
	-15
	-15

	Fuw

(Band I operation)
	MHz
	2050<f <2095

2185<f <2230
	2025 <f (2050

2230 (f <2255
	1< f (2025

2255(f<12750
	-

	Fuw

(Band II operation)
	MHz
	1870<f <1915

2005<f <2050
	1845 <f (1870

2050 (f <2075
	1< f (1845

2075(f<12750
	1850 ( f ( 1910

	Fuw
(Band III operation)
	MHz
	1745 <f <1790

1895<f <1940
	1720 <f ( 1745

1940(f < 1965
	1< f (1720

1965(f<12750
	-

	Fuw
(Band IV operation)
	MHz
	2050< f <2095

2170< f <2215
	2025< f (2050

2215( f < 2240
	1< f (2025

2240(f<12750
	-

	Fuw
(Band V operation)
	MHz
	809< f <854

909< f <954
	784< f (809

954( f < 979
	1< f (784

979(f<12750
	824 ( f ( 849

	Fuw
(Band VI operation)
	MHz
	815 < f < 860
900 < f < 945
	790 < f ( 815

945 ( f < 970
	1 < f ( 790

970 ( f < 12750
	-

	Fuw
(Band VII operation)
	MHz
	2570 < f < 2605

2705 < f < 2750
	na

2750 ( f < 2775
	1 < f ( 2570
2775 ( f < 12750
	-

	Fuw
(Band VIII operation)
	MHz
	865 < f < 910

975 < f < 1020
	840 < f ( 865

1020 ( f < 1045
	1 < f ( 840
1045 ( f < 12750
	-

	Fuw
(Band IX operation)
	MHz
	1784.9 < f < 1829.9

1894.9 < f < 1939.9
	1759.9 < f ( 1784.9

1939.9 ( f < 1964.9
	1 < f ( 1759.9

1964.9 ( f < 12750
	-

	Fuw
(Band X operation)
	MHz
	2050 < f < 2095

2185 < f < 2230
	2025 < f ( 2050

2230 ( f < 2255
	1 < f ( 2025

2255 (f< 12750
	-

	Fuw
(Band XI operation)
	MHz
	1415.9 < f < 1460.9

1510.9 < f < 1555.9
	1390.9 < f ( 1415.9
1555.9 ( f < 1580.9
	1 < f ( 1390.9

1580.9 ( f < 12750
	-

	Fuw
(Band XII operation)
	MHz
	668 < f < 713

761 < f < 791
	643 < f ( 668

791 ( f < 816
	1 < f ( 643

816 (f< 12750
	698 ( f ( 716

	Fuw
(Band XIII operation)
	MHz
	686 < f < 731

771 < f < 816
	61 < f ( 686

816 ( f < 841
	1 < f ( 661

841 (f< 12750
	776 ( f ( 788

	Fuw
(Band XIV operation)
	MHz
	698 < f < 743

783 < f < 828
	673 < f ( 698

828 ( f < 853
	1 < f ( 673

853 (f< 12750
	788 ( f ( 798

	Fuw
(Band XIX operation)
	MHz
	815 < f < 860
905 < f < 950
	790 < f ( 815

950 ( f < 975
	1 < f ( 790

975 ( f < 12750
	-

	Fuw
(Band XXI operation)
	MHz
	1435.9 < f < 1480.9

1525.9 < f < 1570.9
	1410.9 < f ( 1435.9
1570.9 ( f < 1595.9
	1 < f ( 1410.9

1595.9 ( f < 12750
	-

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)

	Band I operation
	For 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band II operation
	For 1915(f (2005 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied

	Band III operation
	For 1790(f (1895 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band IV operation
	For 2095(f(2170 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band V operation
	For 854(f(909 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VI operation
	For 860(f(900 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VII operation
	For 2605 ( f ( 2705 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VIII operation
	For 910 ( f ( 975 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band IX operation
	For 1829.9(f( 1894.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band X operation
	For 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band XI

operation
	For 1460.9(f( 1510.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band XII

operation
	For 713 ( f ( 761 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band XIII

operation
	For 731 ( f ( 771 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band XIV

operation
	For 743 ( f ( 783 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band XIX operation
	For 860(f(905 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band XXI operation
	For 1480.9(f (1525.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	NOTE
	For the UE which supports both Band XI and Band XXI operating frequencies, the Out of band blocking is FFS.


NOTE: <REFSENS> and <REFÎor> refer to the DPCH_Ec<REFSENS> and the DPCH<REFÎor> as specified in Table 7.2.  

7.6.2A
Additional requirement for DC-HSDPA (Out of-band blocking)

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.7AA. Out-of-band band blocking is defined for an unwanted interfering signal falling more than 15 MHz below or above the UE receive band. 

For Table 7.7AA in frequency range 1, 2 and 3, up to 24 exceptions per received cell are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size. For these exceptions the requirements of clause 7.7 Spurious response are applicable.

For Table 7.7AA in frequency range 4, up to 8 exceptions per received cell are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size. For these exceptions the requirements of clause 7.7 Spurious response are applicable.
Table 7.7AA: Out of band blocking for DC-HSDPA

	Parameter
	Unit
	Frequency range 1
	Frequency range 2
	Frequency range 3
	Frequency range 4

	HS-PDSCH_Ec
	dBm / 3.84 MHz
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS> +3 dB

	Îor
	dBm / 3.84 MHz
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB

	Iblocking (CW)
	dBm
	-44
	-30
	-15
	-15

	Fuw

(Band I operation)
	MHz
	2050<f <2095

2185<f <2230
	2025 <f (2050

2230 (f <2255
	1< f (2025

2255(f<12750
	-

	Fuw

(Band II operation)
	MHz
	1870<f <1915

2005<f <2050
	1845 <f (1870

2050 (f <2075
	1< f (1845

2075(f<12750
	1850 ( f ( 1910

	Fuw
(Band III operation)
	MHz
	1745 <f <1790

1895<f <1940
	1720 <f ( 1745

1940(f < 1965
	1< f (1720

1965(f<12750
	-

	Fuw
(Band IV operation)
	MHz
	2050< f <2095

2170< f <2215
	2025< f (2050

2215( f < 2240
	1< f (2025

2240(f<12750
	-

	Fuw
(Band V operation)
	MHz
	809< f <854

909< f <954
	784< f (809

954( f < 979
	1< f (784

979(f<12750
	824 ( f ( 849

	Fuw
(Band VI operation)
	MHz
	815 < f < 860
900 < f < 945
	790 < f ( 815

945 ( f < 970
	1 < f ( 790

970 ( f < 12750
	-

	Fuw
(Band VII operation)
	MHz
	2570 < f < 2605

2705 < f < 2750
	na

2750 ( f < 2775
	1 < f ( 2570
2775 ( f < 12750
	-

	Fuw
(Band VIII operation)
	MHz
	865 < f < 910

975 < f < 1020
	840 < f ( 865

1020 ( f < 1045
	1 < f ( 840
1045 ( f < 12750
	-

	Fuw
(Band IX operation)
	MHz
	1784.9 < f < 1829.9

1894.9 < f < 1939.9
	1759.9 < f ( 1784.9

1939.9 ( f < 1964.9
	1 < f ( 1759.9

1964.9 ( f < 12750
	-

	Fuw
(Band X operation)
	MHz
	2050 < f < 2095

2185 < f < 2230
	2025 < f ( 2050

2230 ( f < 2255
	1 < f ( 2025

2255 (f< 12750
	-

	Fuw
(Band XI operation)
	MHz
	1415.9 < f < 1460.9

1510.9 < f < 1555.9
	1390.9 < f ( 1415.9

1555.9 ( f < 1580.9
	1 < f ( 1390.9

1580.9 ( f < 12750
	-

	Fuw
(Band XII operation)
	MHz
	668 < f < 713

761 < f < 791
	643 < f ( 668

791 ( f < 816
	1 < f ( 643

816 (f< 12750
	698 ( f ( 716

	Fuw
(Band XIII operation)
	MHz
	686 < f < 731

771 < f < 816
	61 < f ( 686

816 ( f < 841
	1 < f ( 661

841 (f< 12750
	776 ( f ( 788

	Fuw
(Band XIV operation)
	MHz
	698 < f < 743

783 < f < 828
	673 < f ( 698

828 ( f < 853
	1 < f ( 673

853 (f< 12750
	788 ( f ( 798

	Fuw
(Band XIX operation)
	MHz
	815 < f < 860
905 < f < 950
	790 < f ( 815

950 ( f < 975
	1 < f ( 790

975 ( f < 12750
	-

	Fuw
(Band XXI operation)
	MHz
	1435.9 < f < 1480.9

1525.9 < f < 1570.9
	1410.9 < f ( 1435.9
1570.9 ( f < 1595.9
	1 < f ( 1410.9

1595.9 ( f < 12750
	-

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)

	Band I operation
	For 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band II operation
	For 1915(f (2005 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied

	Band III operation
	For 1790(f (1895 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band IV operation
	For 2095(f(2170 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band V operation
	For 854(f(909 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band VI operation
	For 860(f(900 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band VII operation
	For 2605 ( f ( 2705 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band VIII operation
	For 910 ( f ( 975 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band IX operation
	For 1829.9(f( 1894.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band X operation
	For 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band XI

operation
	For 1460.9(f( 1510.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band XII

operation
	For 713 ( f ( 761 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band XIII

operation
	For 731 ( f ( 771 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band XIV

operation
	For 743 ( f ( 783 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band XIX operation
	For 860(f(905 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	Band XXI operation
	For 1480.9(f (1525.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	NOTE
	For the UE which supports both Band XI and Band XXI operating frequencies, the Out of band blocking is FFS.


NOTE: <REFSENS> and <REFÎor> refer to the HS-PDSCH_Ec<REFSENS> and the HS-PDSCH<REFÎor> as specified in Table 7.2A.

7.6.2B
Additional requirement for DB-DC-HSDPA (Out of-band blocking)

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.7AB. Out-of-band blocking is defined for an unwanted interfering signal falling at frequencies outside of frequency regions defined as the UE receive bands extended by 15 MHz at their lower and upper ends. For Table 7.7AB in frequency range 1, 2 and 3, up to 24 exceptions per received cell are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size. For these exceptions the requirements of clause 7.7 Spurious response are applicable.

For Table 7.7AB in frequency range 4, up to 8 exceptions per received cell are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size. For these exceptions the requirements of clause 7.7 Spurious response are applicable.
Table 7.7AB: Out of band blocking for DB-DC-HSDPA
	Parameter
	Unit
	Frequency range 1
	Frequency range 2
	Frequency range 3
	Frequency range 4

	HS-PDSCH_Ec
	dBm / 3.84 MHz
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS> +3 dB

	Îor
	dBm / 3.84 MHz
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB

	Iblocking (CW)
	dBm
	-44
	-30
	-15
	-15

	Fuw

(DB-DC-HSDPA Configuration 1)
	MHz
	865< f <910

975< f <1020

2050< f <2095

2185< f <2230
	840< f (865

1020( f <1045

2025< f  (2050

2230( f <2255


	1< f (840
1045( f <2025

2255< f ( 12750


	-

	Fuw

(DB-DC-HSDPA Configuration 2)
	MHz
	1870< f <1915

2005< f <2095

2170< f <2215
	1845< f (1870

2215( f <2240
	1< f (1845

2240( f <12750
	1850( f (1910

	Fuw
(DB-DC-HSDPA Configuration 3)
	MHz
	809< f <854

909< f <954

2050< f <2095

2185< f <2230


	784< f (809

954( f < 979

2025< f  (2050

2230( f <2255


	1< f (784

979( f <2025

2255< f (12750


	824 ( f ( 849

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)

	DB-DC-HSDPA Configuration 1
	For 910(f (975 MHz and 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	DB-DC-HSDPA Configuration 2
	For 1915(f (2005 MHz and 2095(f (2070 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.

	DB-DC-HSDPA Configuration 3
	For 1790(f (1905 MHz and 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.2 and subclause 7.6.1A shall be applied.


NOTE: <REFSENS> and <REFÎor> refer to the HS-PDSCH_Ec<REFSENS> and the HS-PDSCH<REFÎor> as specified in Table 7.2B.

7.6.3
Minimum requirement (Narrow band blocking)

The BER shall not exceed 0.001 for the parameters specified in Table 7.7A. This requirement is measure of a receiver’s ability to receive a W-CDMA signal at its assigned channel frequency in the presence of an unwanted narrow band interferer at a frequency, which is less than the nominal channel spacing 
Table 7.7A: Narrow band blocking characteristics

	Parameter
	Unit
	Band II, IV, V, X
	Band III, VIII, XII, XIII, XIV

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> + 10 dB
	<REFSENS> + 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	<REFÎor> + 10 dB

	Iblocking (GMSK) 
	dBm
	-57
	-56

	Fuw (offset) 
	MHz
	2.7
	2.8

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iblocking (GMSK) is an interfering signal as defined in TS 45.004 [6]

NOTE 2: <REFSENS> and <REFÎor> refer to the DPCH_Ec<REFSENS> and the DPCH<REFÎor> as specified in Table 7.2.  

7.6.3A
Additional requirement for DC-HSDPA and DB-DC-HSDPA (Narrow band blocking)

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.7B. This requirement is measure of a receiver’s ability to receive a W-CDMA signal at its assigned channel frequency in the presence of an unwanted narrow band interferer at a frequency, which is less than the nominal channel spacing 
Table 7.7B: Narrow band blocking characteristics for DC-HSDPA

	Parameter
	Unit
	Band II, IV, V, X
	Band III, VIII, XII, XIII, XIV

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REFSENS> + 10 dB
	<REFSENS> + 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	<REFÎor> + 10 dB

	Iblocking (GMSK) 
	dBm
	-57
	-56

	Fuw (offset) 

(NOTE 2)
	MHz
	(2.7
	(2.8

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iblocking (GMSK) is an interfering signal as defined in TS 45.004 [6]

NOTE 2:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. For DB-DC-HSDPA, offset refers to the assigned channel frequencies of the individual cells.
NOTE 3: <REFSENS> and <REFÎor> refer to the HS-PDSCH_Ec<REFSENS> and the HS-PDSCH<REFÎor> as specified in Table 7.2A for DC-HSDPA and Table 7.2B for DB-DC-HSDPA.  
7.6.3B
Additional requirement for DC-HSUPA (Narrow band blocking)

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.7C. This requirement is measure of a receiver’s ability to receive a W-CDMA signal at its assigned channel frequency in the presence of an unwanted narrow band interferer at a frequency, which is less than the nominal channel spacing 
Table 7.7C: Narrow band blocking characteristics for DC-HSDPA

	Parameter
	Unit
	Band II, IV, V, X
	Band III, VIII, XII, XIII, XIV

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REF_POW> + 10 dB
	<REF_POW> + 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	<REFÎor> + 10 dB

	Iblocking (GMSK) 
	dBm
	-57
	-56

	Fuw (offset) 

(NOTE 2)
	MHz
	(2.7
	(2.8

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iblocking (GMSK) is an interfering signal as defined in TS 45.004 [6]

NOTE 2:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. 

NOTE 3: <REF_POW> and <REFÎor> refer to the HS-PDSCH_Ec<REF_POW> and the HS-PDSCH<REFÎor> as specified in Table CA.1 for DC-HSDPA.  
7.7
Spurious response

Spurious response is a measure of the receiver’s ability to receive a wanted signal on its assigned channel frequency without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency at which a response is obtained i.e. for which the out of band blocking limit as specified in subclause 7.6.2 is not met.

7.7.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.8.

Table 7.8: Spurious Response

	Parameter
	Unit
	Level

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> +3 dB

	Iblocking (CW)
	dBm
	-44

	Fuw
	MHz
	Spurious response frequencies

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE: <REFSENS> and <REFÎor> refer to the DPCH_Ec<REFSENS> and the DPCH<REFÎor> as specified in Table 7.2.  
7.7.2
Additional requirement for DC-HSDPA and DB-DC-HSDPA
The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.8A.

Table 7.8A: Spurious Response

	Parameter
	Unit
	Level

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REFSENS> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> +3 dB

	Iblocking (CW)
	dBm
	-44

	Fuw
	MHz
	Spurious response frequencies

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE: <REFSENS> and <REFÎor> refer to the HS-PDSCH_Ec<REFSENS> and the HS-PDSCH<REFÎor> as specified in Table 7.2A for DC-HSDPA and Table 7.2B for DB-DC-HSDPA.  
7.8
Intermodulation characteristics

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receiver a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal. 

7.8.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.9.

Table 7.9: Receive intermodulation characteristics

	Parameter
	Unit
	Level

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> +3 dB

	Iouw1 (CW)
	dBm
	-46

	Iouw2 mean power (modulated)
	dBm
	-46

	Fuw1 (offset)
	MHz
	10
	-10

	Fuw2 (offset)
	MHz
	20
	-20

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iouw2 (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2: <REFSENS> and <REFÎor> refer to the DPCH_Ec<REFSENS> and the DPCH<REFÎor> as specified in Table 7.2. 

7.8.1A
Additional requirement for DC-HSDPA and DB-DC-HSDPA
The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.9AA.
Table 7.9AA: Receive intermodulation characteristics

	Parameter
	Unit
	Level

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REFSENS> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> +3 dB

	Iouw1 (CW)
	dBm
	-46

	Iouw2 mean power (modulated)
	dBm
	-46

	Fuw1 (offset)

(NOTE 2)
	MHz
	10
	-10

	Fuw2 (offset)

(NOTE 2)
	MHz
	20
	-20

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iouw2 (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. For DB-DC-HSDPA, offset refers to the assigned channel frequencies of the individual cells.
NOTE 3: <REFSENS> and <REFÎor> refers to the HS-PDSCH_Ec<REFSENS> and the HS-PDSCH<REFÎor> as specified in Table 7.2A.  
7.8.1B
Additional requirement for DC-HSUPA 
The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.9AB.
Table 7.9AB: Receive intermodulation characteristics

	Parameter
	Unit
	Level

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REF_POW> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> +3 dB

	Iouw1 (CW)
	dBm
	-46

	Iouw2 mean power (modulated)
	dBm
	-46

	Fuw1 (offset)

(NOTE 2)
	MHz
	10
	-10

	Fuw2 (offset)

(NOTE 2)
	MHz
	20
	-20

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iouw2 (modulated) consists of the common channels needed for tests as specified in Table C.7 and 16 dedicated data channels as specified in Table C.6.

NOTE 2:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. 

NOTE 3: <REF_POW> and <REFÎor> refers to the HS-PDSCH_Ec<REF_POW> and the HS-PDSCH<REFÎor> as specified in Table CA.1.  
7.8.2
Minimum requirement (Narrow band)

The BER shall not exceed 0.001 for the parameters specified in Table 7.9A.

Table 7.9A: Receive intermodulation characteristics

	Parameter
	Unit
	Band II, IV, V, X
	Band III, VIII, XII, XIII, XIV

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+ 10 dB
	<REFSENS>+ 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	[<REFÎor> +10 dB

	Iouw1 (CW)
	dBm
	-44
	-43

	Iouw2 (GMSK)
	dBm
	-44
	-43

	Fuw1 (offset)
	MHz
	3.5
	-3.5
	3.6
	-3.6

	Fuw2 (offset)
	MHz
	5.9
	-5.9
	6.0
	-6.0

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iouw2 (GMSK) is an interfering signal as defined in TS 45.004 [6].

NOTE 2: <REFSENS> and <REFÎor> refer to the DPCH_Ec<REFSENS> and the DPCH<REFÎor> as specified in Table 7.2.  

7.8.2A
Additional requirement for DC-HSDPA and DB-DC-HSDPA (Narrow band)

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.9B.

Table 7.9B: Receive intermodulation characteristics

	Parameter
	Unit
	Band II, IV, V, X
	Band III, VIII, XII, XIII, XIV

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REFSENS>+ 10 dB
	<REFSENS>+ 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	[<REFÎor> +10 dB

	Iouw1 (CW)
	dBm
	-44
	-43

	Iouw2 (GMSK)
	dBm
	-44
	-43

	Fuw1 (offset)

(NOTE 2)
	MHz
	3.5
	-3.5
	3.6
	-3.6

	Fuw2 (offset)

(NOTE 2)
	MHz
	5.9
	-5.9
	6.0
	-6.0

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iouw2 (GMSK) is an interfering signal as defined in TS 45.004 [6].

NOTE 2:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. For DB-DC-HSDPA, offset refers to the assigned channel frequencies of the individual cells.
NOTE3: <REFSENS> and <REFÎor> refers to the HS-PDSCH_Ec<REFSENS> and the HS-PDSCH<REFÎor> as specified in Table 7.2A for DC-HSDPA and Table 7.2B for DB-DC-HSDPA.  
7.8.2B
Additional requirement for DC-HSUPA
The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 7.9C.

Table 7.9C: Receive intermodulation characteristics

	Parameter
	Unit
	Band II, IV, V, X
	Band III, VIII, XII, XIII, XIV

	HS-PDSCH_Ec
	dBm/3.84 MHz
	<REF_POW>+ 10 dB
	<REF_POW >+ 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	[<REFÎor> +10 dB

	Iouw1 (CW)
	dBm
	-44
	-43

	Iouw2 (GMSK)
	dBm
	-44
	-43

	Fuw1 (offset)

(NOTE 2)
	MHz
	3.5
	-3.5
	3.6
	-3.6

	Fuw2 (offset)

(NOTE 2)
	MHz
	5.9
	-5.9
	6.0
	-6.0

	UE transmitted mean power
	dBm
	20 (for Power class 3 and 3bis)

18 (for Power class 4)


NOTE 1:
Iouw2 (GMSK) is an interfering signal as defined in TS 45.004 [6].

NOTE 2:
For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. 
NOTE3: <REF_POW > and <REFÎor> refers to the HS-PDSCH_Ec<REF_POW > and the HS-PDSCH<REFÎor> as specified in Table CA.1 for DC-HSDPA.  
7.9
Spurious emissions

The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the UE antenna connector. The spurious emission is verified per antenna connector with the other(s) terminated.
7.9.1
Minimum requirement

The power of any narrow band CW spurious emission shall not exceed the maximum level specified in Table 7.10 and Table 7.11

Table 7.10: General receiver spurious emission requirements

	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	30MHz ( f < 1GHz
	100 kHz
	-57 dBm
	

	1GHz ( f ( 12.75 GHz
	1 MHz
	-47 dBm
	


Table 7.11: Additional receiver spurious emission requirements

	Band
	Frequency Band
	MeasurementBandwidth
	Maximum level
	Note

	I
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm
	

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *
	

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm *
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *
	

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *
	

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1920 MHz ( f ( 1980 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	II
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	869 MHz  f ( 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1850 MHz ( f ( 1910 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	III
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm*
	

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm*
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm*
	

	
	1710 MHz ( f ( 1785 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	IV
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1710 MHz  f < 1755 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	V
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	824 MHz  f ( 849 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	VI
	815 MHz ( f ( 850 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	VII
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *
	

	
	925 MHz f 935 MHz
	100 kHz
-3.84 MHz
	-67 dBm *
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *
	

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2500 MHz ( f ( 2570 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VIII
	880 MHz f 915 MHz
	3.84 MHz
	-60 dBm 
	UE in URA_PCH, Cell_PCH and idle state 

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *
	

	
	925 MHz f  MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *
	

	
	1805 MHz < f  1880 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm
	

	IX
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1749.9 MHz ( f ( 1784.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	X
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1710 MHz  f < 1770 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	XI
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	

	
	1427.9 MHz ( f ( 1462.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XII
	698 MHz ( f 716 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIII
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	776 MHz ( f ( 788 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIV
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	788 MHz ( f ( 798 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIX
	815 MHz ( f ( 850 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XXI
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	

	
	1427.9 MHz ( f ( 1462.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	Note *
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 7.10 are permitted for each UARFCN used in the measurement


<next changed section>

Annex C (normative):
Downlink Physical Channels

C.1
General

This annex specifies the downlink physical channels that are needed for setting a connection and channels that are needed during a connection.

C.2
Connection Set-up

Table C.1 describes the downlink Physical Channels that are required for connection set up.

Table C.1: Downlink Physical Channels required
for connection set-up

	Physical Channel

	P-CPICH

	P-CCPCH 

	SCH

	S-CCPCH

	PICH

	AICH

	DPCH


C.3
During connection

The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done. For these measurements the offset between DPCH and SCH shall be zero chips at Node B meaning that SCH is overlapping with the first symbols in DPCH in the beginning of DPCH slot structure.

C.3.1
Measurement of Rx Characteristics

Table C.2 is applicable for measurements on the Receiver Characteristics (clause 7) with the exception of subclause 7.4 (Maximum input level).

Table C.2: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power ratio

	P-CPICH
	P-CPICH_Ec / DPCH_Ec = 7 Db

	P-CCPCH 
	P-CCPCH_Ec / DPCH_Ec = 5 Db

	SCH
	SCH_Ec / DPCH_Ec = 5 Db

	PICH
	PICH_Ec / DPCH_Ec = 2 Db

	DPCH
	Test dependent power


C.3.2
Measurement of Performance requirements

Table C.3 is applicable for measurements on the Performance requirements (clause 8), including subclause 7.4 (Maximum input level) and subclause 6.4.4 (Out-of-synchronization handling of output power).

Table C.3: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior = -10 Db
	Use of P-CPICH or S‑CPICH as phase reference is specified for each requirement and is also set by higher layer signalling. 

	S-CPICH
	S-CPICH_Ec/Ior = -10 Db
	When S‑CPICH is the phase reference in a test condition, the phase of S-CPICH shall be 180 degrees offset from the phase of P‑CPICH. When S-CPICH is not the phase reference, it is not transmitted.

	P-CCPCH
	P-CCPCH_Ec/Ior = -12 Db
	When BCH performance is tested the P-CCPCH_Ec/Ior is test dependent

	SCH
	 SCH_Ec/Ior = -12 Db
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior = -15 Db
	

	DPCH
	Test dependent power 
	When S‑CPICH is the phase reference in a test condition, the phase of DPCH shall be 180 degrees offset from the phase of P‑CPICH.
When BCH performance is tested the DPCH is not transmitted.

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of 16 dedicated data channels as specified in table C.6.


NOTE 1
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

C.3.3
Connection with open-loop transmit diversity mode

Table C.4 is applicable for measurements for subclause 8.6.1 (Demodulation of DCH in open loop transmit diversity mode).

Table C.4: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior = -13 Db
	1.
Total P-CPICH_Ec/Ior = -10 Db



	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior = -13 Db
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior = -15 Db
	1.
STTD applied

2.
Total P-CCPCH_Ec/Ior = -12 Db

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior = -15 Db
	

	SCH (antenna 1 / 2)
	SCH_Ec/Ior = -12 Db
	1.
TSTD applied.

2.
This power shall be divided equally between Primary and Secondary Synchronous channels

3.
When BCH performance is tested the P-CCPCH_Ec/Ior is test dependent

	PICH (antenna 1)
	PICH_Ec1/Ior = -18 Db
	1.
STTD applied

2.
Total PICH_Ec/Ior = -15 Db

	PICH (antenna 2)
	PICH_Ec2/Ior = -18 Db
	

	DPCH
	Test dependent power 
	1.
STTD applied

2.
Total power from both antennas

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	1.This power shall be divided equally between antennas

2.OCNS interference consists of 16 dedicated data channels as specified in Table C.6. 


NOTE 1
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

C.3.4
Connection with closed loop transmit diversity mode

Table C.5 is applicable for measurements for subclause 8.6.2 (Demodulation of DCH in closed loop transmit diversity mode).

Table C.5: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior = -13 Db
	1.
Total P-CPICH_Ec/Ior = -10 Db

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior = -13 Db
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior = -15 Db
	1.
STTD applied

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior = -15 Db
	1. STTD applied, 

2. total P-CCPCH_Ec/Ior = -12 Db

	SCH (antenna 1 / 2)
	SCH_Ec/Ior = -12 Db
	1.
TSTD applied

	PICH (antenna 1)
	PICH_Ec1/Ior = -18 Db
	1.
STTD applied

2.
STTD applied, total PICH_Ec/Ior = -15 Db

	PICH (antenna 2)
	PICH_Ec2/Ior = -18 Db
	1. 

	DPCH
	Test dependent power 
	1.
Total power from both antennas

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one (Notes 1 & 2)
	1.This power shall be divided equally between antennas

2. OCNS interference consists of 16 dedicated data channels. As specified in Table C.6.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table C.6: DPCH Channelization Code and relative level settings for OCNS signal
	Channelization Code at SF=128
	Relative Level setting (Db) (Note 1)
	DPCH Data (see NOTE 3)

	2
	-1
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	11
	-3
	

	17
	-3
	

	23
	-5
	

	31
	-2
	

	38
	-4
	

	47
	-8
	

	55
	-7
	

	62
	-4
	

	69
	-6
	

	78
	-5
	

	85
	-9
	

	94
	-10
	

	125
	-8
	

	113
	-6
	

	119
	0
	

	NOTE 1:
The relative level setting specified in Db refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.

NOTE 2:
The DPCH Channelization Codes and relative level settings are chosen to simulate a signal with realistic Peak to Average Ratio. 

NOTE 3: 
For MBSFN, the group of OCNS channels represent orthogonal S-CCPCH channels instead of DPCH. Transmit diversity is not applicable to MBSFN which excludes STTD.


C.3.5
(void)

Table C.6A: (void)

C.4
W-CDMA Modulated Interferer

Table C.7 describes the downlink Channels that are transmitted as part of the W-CDMA modulated interferer.

Table C.7: Spreading Code, Timing offsets and relative level settings for W-CDMA Modulated Interferer signal channels
	Channel Type
	Spreading Factor
	Channelization Code
	Timing offset (x256Tchip)
	Power
	NOTE

	P-CCPCH
	256
	1
	0
	P-CCPCH_Ec/Ior
= -10 Db
	

	SCH 
	256
	-
	0
	SCH_Ec/Ior
= -10 Db 
	The SCH power shall be divided equally between Primary and Secondary Synchronous channels

	P-CPICH
	256
	0
	0
	P-CPICH_Ec/Ior
= -10 Db
	

	PICH
	256
	16
	16
	PICH_Ec/Ior
= -15 Db
	

	OCNS
	See table C.6
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of the dedicated data channels. As specified in Table C.6.


C.5
HSDPA DL Physical channels

C.5.1
Downlink Physical Channels connection set-up

Table C.8 is applicable for the measurements for tests in subclause 7.4.2, 9.2.1 and 9.3. Table C.9 is applicable for the measurements for tests in subclause 9.2.2 and 9.2.4. Table C.10 is applicable for the measurements for tests in subclause 9.2.3. Table C.11 is applicable for the measurements for tests in subclause 9.4.1. Table C.12 is applicable for the measurements in subclause 9.4.2. Table C.12A and C.12B are applicable to requirements in subclause 9.6.

Table C.8: Downlink physical channels for HSDPA/DC-HSDPA receiver testing for Single Link performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10Db
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12Db
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12Db
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per TS25.213

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15Db
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex A.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). 

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of a number of dedicated data channels as specified in table C.13 and C. 13A. Table C.13 specifies the OCNS setup for H-Set 1 to H-Set 6. Table C.13A specifies the OCNS setup for H-Set 8 and H-set 10.


Table C.9: Downlink physical channels for HSDPA/DC-HSDPA receiver testing for Open Loop Transmit Diversity and MIMO performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13Db
	1. Total P-CPICH_Ec/Ior = -10Db

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13Db
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15Db
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is -12Db.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15Db
	

	SCH (antenna ½)
	SCH_Ec/Ior
	-12Db
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18Db
	1. STTD applied.

2. Total PICH Ec/Ior is -15Db.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18Db
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. STTD applied.

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval).

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. STTD applied for open loop transmit diversity tests, precoding used for MIMO tests

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
(Note 1)
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of a number of dedicated data channels as specified in table C.13 and C.13A.Table C.13 specifies the OCNS setup for H-Set 1 to H-set 6. Table C.13A specifies the OCNS setup for H-Set 9 and H-Set 11.


NOTE 1
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.
Table C.10: Downlink physical channels for HSDPA receiver testing for Closed Loop. 
Transmit Diversity (Mode-1) performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13Db
	1. Total P-CPICH_Ec/Ior = -10Db

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13Db
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15Db
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is -12Db.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15Db
	

	SCH (antenna ½)
	SCH_Ec/Ior
	-12Db
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18Db
	1. STTD applied.

2. Total PICH Ec/Ior is -15Db.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18Db
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. CL1 applied.

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval).

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STDD] applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. CL1 applied.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
(Note 1)
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table C.13.


NOTE 1:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.
Table C.11: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance

	Parameter
	Units
	Value
	Comment

	CPICH 
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cor

EI


	Db
	-10
	

	P-CCPCH 
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cor
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	Db
	-12
	Mean power level is shared with SCH.

	SCH 
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	Db
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per TS25.213

S-SCH pattern is scrambling code group 0

	PICH 
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cor
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	Db
	-15
	

	HS-PDSCH-1 
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	Db
	-10
	HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant power.

	HS-PDSCH-2 
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	Db
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	Db
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	Db
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	Db
	-8
	12.2 kbps DL reference measurement channel as defined in Annex A.3.1

	HS-SCCH-1
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	Db
	Test Specific
	All HS-SCCH’s allocated equal 
[image: image22.wmf]/

cor

EI

. Specifies 
[image: image23.wmf]/

cor

EI

 when TTI is active.

	HS-SCCH-2 
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	Db
	
	

	HS-SCCH-3 
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	Db
	
	

	HS-SCCH-4 
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	Db
	
	

	OCNS 
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	Db
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
(Note 1)
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. OCNS interference consists of 6 dedicated data channels as specified in table C.13.


NOTE 1:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.
Table C.12: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance in Open Loop Diversity

	Parameter
	Units
	Value
	Comment

	P-CPICH 
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cor
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 (antenna 1)
	Db
	-13
	1. Total P-CPICH 
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 = -10Db

	P-CPICH 
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 (antenna 2)
	Db
	-13
	

	P-CCPCH 
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 (antenna 1)
	Db
	-15
	1. STTD applied

2. Total P-CCPCH 
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 = -12Db

	P-CCPCH 
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 (antenna 2)
	Db
	-15
	

	SCH 
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 (antenna ½)
	Db
	-12
	1. TSTD applied

2. Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

3. P-SCH code is S_dl,0 as per TS25.213

4. S-SCH pattern is scrambling code group 0

	PICH 
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 (antenna 1)
	Db
	-15
	1. STTD applied

2. Total PICH 
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 = -12Db

	PICH 
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 (antenna 2)
	Db
	-15
	

	HS-PDSCH-1 
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	Db
	-10
	1. STTD applied

2. HS-PDSCH assoc. with HS-SCCH-1

	HS-PDSCH-2 
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	Db
	DTX
	1. STTD applied

2. HS-PDSCH assoc. with HS-SCCH-2

	HS-PDSCH-3 
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	Db
	DTX
	1. STTD applied

2. HS-PDSCH assoc. with HS-SCCH-3

	HS-PDSCH-4 
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	Db
	DTX
	1. STTD applied

2. HS-PDSCH assoc. with HS-SCCH-4

	DPCH 
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	Db
	-8
	1. STTD applied

2. 12.2 kbps DL reference measurement channel as defined in Annex A.3.1

	HS-SCCH-1
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	Db
	Test Specific
	1. STTD applied
2. All HS-SCCH’s allocated equal 
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.
3. Specifies 
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 when TTI is active.

	HS-SCCH-2 
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	Db
	
	

	HS-SCCH-3 
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	Db
	
	

	HS-SCCH-4 
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	Db
	
	

	OCNS 
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	Db
	Remaining power at
Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).
	1. STTD applied

2. OCNS interference consists of 6 dedicated data channels as specified in table C.13.

3. Power divided equally between antennas


Table C.12A: Downlink physical channels for HSDPA receiver testing for HS-DSCH reception in CELL_FACH state.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10Db
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12Db
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12Db
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per TS25.213

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15Db
	

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). 

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of a number of dedicated data channels as specified in table C.13. 


Table C.12B: Downlink physical channels for HSDPA receiver testing for HS-SCCH reception in CELL_FACH state.

	Parameter
	Units
	Value
	Comment

	CPICH 
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	Db
	-10
	

	P-CCPCH 
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	Db
	-12
	Mean power level is shared with SCH.

	SCH 
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	Db
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per TS25.213

S-SCH pattern is scrambling code group 0

	PICH 
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	Db
	-15
	

	HS-PDSCH-1 
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	Db
	-3
	HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant power.

	HS-PDSCH-2 
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	Db
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	Db
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	Db
	DTX
	HS-PDSCH associated with HS-SCCH-4

	HS-SCCH-1
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	Db
	Test Specific
	All HS-SCCH’s allocated equal 
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. Specifies 
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 when TTI is active.

	HS-SCCH-2 
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	Db
	
	

	HS-SCCH-3 
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	Db
	DTX
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-4 
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	Db
	
	

	OCNS 
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	Db
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
(Note 1)
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. OCNS interference consists of 6 dedicated data channels as specified in table C.13.


Table C.12C: Downlink physical channels for DC-HSDPA Reference Measurement Channel testing

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10Db
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12Db
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12Db
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per TS25.213

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15Db
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex A.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	-9 Db
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). 

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of a number of dedicated data channels as specified in table C.13 and C. 13A. Table C.13 specifies the OCNS setup for H-Set 1 to H-Set 6 and H-Set 12. Table C.13A specifies the OCNS setup for H-Set 8 and H-set 10.


C.5.2
OCNS Definition

The selected channelization codes and relative power levels for OCNS transmission during for HSDPA performance assessment for other than enhanced performance type 3i are defined in Table C.13. The selected codes are designed to have a single length-16 parent code. The test definition for the enhanced performance type 3i is defined in section C.5.3.

Table C.13: OCNS definition for HSDPA receiver testing.

	Channelization Code at SF=128
	Relative Level setting (Db) 
(Note 1)
	DPCH Data

	122
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	123
	-2
	

	124
	-2
	

	125
	-4
	

	126
	-1
	

	127
	-3
	


Table C.13A: OCNS definition for HSDPA receiver testing, FRC H-Set 8, H-Set 9, H-Set 10 and H-Set 11.

	Channelization Code at SF=128
	Relative Level setting (Db) 
(Note 1)
	DPCH Data

	4
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	5
	-2
	

	6
	-4
	

	7
	-1
	


NOTE 1:
The relative level setting specified in Db refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.

C.5.3
Test Definition for Enhanced Performance Type 3i

This section defines additional test definition for enhanced performance type 3i including: number of interfering cells and their respective powers; transmitted code and power characteristics (OCNS) for serving and interfering cells; and frame offsets for interfering cells. For DC-HSDPA requirements, the number of interfering cells and their respective powers; transmitted code and power characteristics (OCNS) for serving and interfering cells; and frame offsets for interfering cells shall be the same for each carrier frequency. The transmitted OCNS and data signals shall be independent for each cell.  
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where Îorj is the average received power spectral density from the j-th strongest interfering cell (Îor1 is assumed to be the power spectral density associated with the serving cell), and Ioc’ is given by
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where Ioc is the average power spectral density of a band limited white noise source consistent with the definition provided in section 3.2. 

C.5.3.1
Transmitted code and power characteristics for serving cell
The downlink physical channel code allocations for the serving cell are specified in Table C.14.  Ten HS-PDSCH codes have been reserved for the user of interest, based upon the use of QPSK with FRC H-Set 6.  The other user codes are selected from 46 possible SF = 128 codes.  Note not all 46 of these codes are used, and in addition only 16 codes are used at a given instance in time.  Table C.15 summarizes the power allocations of different channels for the serving cell for 50% and 25% HS-PDSCH power allocation.  Note the power allocations in the last row of Table C.15 are to be split between the HS-SCCH and the other users’ channels in order to ensure proper operation of the HS-SCCH during testing.

Table C.16 summarizes the channelization codes to be used for the other users channels (OCNS) along with their respective relative power allocations in Db when HS-PDSCH is allocated 25% or 50% of the total power.  As shown in Table C.16, there are two groups of 16 codes, which are randomly selected with equal probability on a symbol-by-symbol basis.  This random selection is done per code pair, where a code pair occupies the same row, as opposed to selecting all of the codes within group 1 or group 2.  This random selection between these two groups is for purposes of modelling a simplified form of DTX.  Note that the switching time for the symbols with SF = 64 would be the symbol timing associated with an SF 64 channel, and the switching time for the symbols with SF = 128 would be the symbol timing for SF = 128 channel.  Thus, there would be two different symbol times dependent upon the SF.  For SF = 64, symbol time ~ 16.67 microseconds, and for SF = 128, symbol time ~ 33.33 microseconds.  Each of these users is also power controlled as described in section C.5.3.3.  

The scrambling code of the serving cell is set to 0.


Table C.14. Downlink physical channel code allocation. 

	Channelization Code at SF=128
	Note

	0
	P-CPICH, P-CCPCH and PICH on SF=256

	1
	

	2…7
	6 SF=128 codes free for OCNS

	8…87
	10 HS-PDSCH codes at SF=16

	88…127
	40 SF=128 codes free for OCNS


                           Table C.15. Summary of modelling approach for the serving cell.

	
	Serving cell

	Common channels
	0.195 (-7.1Db)

As specified in Table C.8

	HS-PDSCH transport format
	H-Set 6

	HS-PDSCH power allocation [Ec/Ior]
	0.5

(-3 Db)
	0.25

(-6 Db)

	HS-SCCH + Other users’ channels (OCNS)
	0.3049

(-5.16 Db)

Other users’ channels set according to Table C.16
	0.5551

(-2.56 Db)

Other users’ channels set according to Table C.16


Note: The values given in decibel are only for information.

       Table C.16. Channelization codes and relative power levels for 25% and 50% HS-PDSCH power allocations.

	Group 1 
Channelization Code, Cch, SF,k 
	Group 2
Channelization Code, Cch, SF, k
	Relative level setting for 25% and 50%  allocation

	
	
	

	Cch,128,2
	Cch,128,108
	-1.7

	Cch,128,3
	Cch,128,103
	-2.7

	Cch,128,5
	Cch,128,109
	-3.5

	Cch,128,6
	Cch,128,118
	-0.8

	Cch,128,90
	Cch,128,4
	-6.2

	Cch,128,94
	Cch,128,123
	-4.6

	Cch,128,96
	Cch,128,111
	-2.3

	Cch,128,98
	Cch,128,106
	-4.1

	Cch,128,99
	Cch,128,100
	-3.1

	Cch,128,101
	Cch,128,113
	-5.1

	Cch,64,52
	Cch,64,44
	0.0

	Cch,128,110
	Cch,128,124
	-4.6

	Cch,128,114
	Cch,128,115
	-4.8

	Cch,128,116
	Cch,128,126
	-4.8

	Cch,64,60
	Cch,64,46
	-1.1

	Cch,128,125
	Cch,128,95
	-4.1


Note: The relative level settings specified in Db refer only to the relationship between the OCNS channels.  For the serving cell, the sum of the powers of the OCNS channels plus the power allocated to the HS-SCCH must add up to the values specified in the last row of Table C.15.  For the interfering cells, the sum of the powers of the OCNS channels must add up to the value shown in the last row of Table C.17.
C.5.3.2
Transmitted code and power characteristics for interfering cells
The downlink physical channel code allocations for the interfering cells are same as for the serving cell as given in Table C.14.  The modelling approach for the interfering cells is summarized in Table C.17.  The modelling of the other users’ dedicated channels is done in the same way as in the case of the serving cell except that the HSDPA power allocation is fixed at 50% and the total power allocated is not shared with the HS-SCCH.  Thus, the two groups of channelization codes defined in Table C.16 apply, along with the specified relative power levels.
Table C.17. Summary of modelling approach for the interfering cells.

	
	Interfering cell(s)

	Common channels
	0.195 (-7.1Db)

As specified in Table C.8

	HS-PDSCH transport format
	Selected randomly from Table C.18 Independent for each interferer.

	HS-PDSCH power allocation [Ec/Ior]
	0.5

(-3 Db)

	Other users’ channels 
	0.3049

(-5.16 Db)

Set according to Table C.16 for 50% HS-PDSCH power allocation


Note: The values given in decibel are only for information.

The HS-PDSCH transmission for interfering cells is modelled to have randomly varying modulation and number of codes. The predefined modulation and number of codes are given in Table C.18, with the actual codes selected per the code allocation given in Table C.14. The transmission from each interfering cell is randomly and independently selected every HSDPA TTI among the four options given in Table C.18. 

The scrambling codes of the interfering cells are set to 16 and 32, respectively.  The frame offsets for the interfering cells are set to 1296 and 2576 chips relative to the serving cell.  The scrambling code value of 16 and the frame offset value of 2576 corresponds to the first interfering cell.
Table C.18. Predefined interferer transmission.

	#
	Used modulation and number of HS-PDSCH codes

	1
	QPSK with 5 codes

	2
	16QAM with 5 codes

	3
	QPSK with 10 codes

	4
	16QAM, with 10 codes


C.5.3.3
Model for power control sequence generation 
In this section the modelling of power control for the other users’ channels is described. There are two powers that are calculated for each user, I at each slot, n.  The first is an interim power calculation, which develops a power 
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 in Db.  The second is the actual applied transmit power, 
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 in the linear domain, which is normalized such that the total power for all users remains the same as that originally allocated.  The interim power calculation is described first followed by the applied, normalized power calculation.  

The interim power is varied randomly, either by increasing or decreasing it by 1 Db steps in each slot, i.e. 
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The probability of ( having a value of +1 for the ith user at time instant n can be determined as
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where, 
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 is the interim power at time instant n-1 and 
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 is the initial value given in Table C.16 after conversion to Db for each of the two possible HS-PDSCH power allocations.  L is a scaling factor which can be used to determine the range to which the variation of power is confined. The value of L is set to 10, leading to a variance of ~5 Db.   

The applied, normalized power is given by
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where 
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is the interim power of the user I at time instant n in the linear domain, and 
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is the initial value of the ith user’s power also in the linear domain.  Each summation is over all 16 possible values for 
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 where the latter summation is equal to either 0.5551 or 0.3049 for HS-PDSCH allocations of 25% and 50%, respectively, see Table C.16.  The total instantaneous output power of the OCNS is now always equal to its allocated power.  One other subtle point to note is that at each iteration of interim power generation using (EQ.C.5.3.3.1) that the value of
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of the previous iteration as opposed to 
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of the previous iteration.   In summary, two sets of power control sequences are developed using (EQ.C.5.3.3.1) and (EQ.C.5.3.3.3), respectively, where the interim outputs developed by (C.1) are used to develop the applied, normalized values described by (EQ.C.5.3.3.3) and to which the actual channel powers are set. 

C.6
MBMS DL Physical channels
C.6.1
Downlink Physical Channels connection set-up
Table C.14 is applicable for measurements on the Performance requirements in Clause 11.

Table C.14: Downlink Physical Channels on each radiolink

	Physical Channel
	Power ratio
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior = -10 Db
	Only P-CPICH is used as phase reference for S-CCPCH carrying MCCH or MTCH. 

	P-CCPCH
	P-CCPCH_Ec/Ior = -12 Db
	

	SCH
	 SCH_Ec/Ior = -12 Db
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior = -15 Db
	

	S-CCPCH
	S-CCPCH_Ec/Ior = test dependent
	

	DPCH
	TBD 
	DPCH is enable only when UE has capability to receive MBMS in CELL_DCH state

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 16 dedicated data channels as specified in table C.6.


C.6.2
Downlink Physical Channels connection set-up for MBSFN

Table C.14a: Downlink Physical Channels for performance requirements

	Physical Channel
	Power ratio
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior = -10 Db
	Only P-CPICH is used as phase reference for S-CCPCH carrying MCCH or MTCH. 

	P-CCPCH
	P-CCPCH_Ec/Ior = -12 Db
	

	SCH
	 SCH_Ec/Ior = -12 Db
	This power shall be divided equally between Primary and Secondary Synchronous channels

	S-CCPCH
	S-CCPCH_Ec/Ior = test dependent
	

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	Same code channels as used for DPCH, see table C.6


Annex CA (normative) :
Reference input power for DC-HSUPA related receiver tests
CA.1
General
This normative annex specifies reference input levels for DC-HSUPA related receiver tests. The reference input level is a measure of the input level required to demodulate the H-SET 12 reference measurement channel, under the assumption that the UE is transmitting at an output power of 20 dBm.

CA.2
Reference input power
Table CA.1: Reference input power for DC-HSUPA related receiver tests.
	Operating Band
	Unit
	HS-PDSCH_Ec <REF_POW> 
	<REFÎor>

	I
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	II
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	III
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	IV
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	V
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	VI
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	VII
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	VIII
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	IX
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	X
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	XI
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	XII
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	XIII
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	XIV
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	XIX
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	XXI
	dBm/3.84 MHz
	tbd
	tbd – 10.3

	NOTE 3
For the UE which supports both Band III and Band IX operating frequencies, the reference power level of tbd dBm HS-PDSCH_Ec <REF_POW> shall apply for Band IX. The corresponding <REFÎor> is tbd dBm 

NOTE 4
For the UE which supports both Band XI and Band XXI operating frequencies, the reference power level is FFS. 


Annex D (normative) :
Environmental conditions

D.1
General

This normative annex specifies the environmental requirements of the UE. Within these limits the requirements of the present documents shall be fulfilled.

D.2
Environmental requirements 

The requirements in this clause apply to all types of UE(s).

D.2.1
Temperature

The UE shall fulfil all the requirements in the full temperature range of:

Table D.1

	+15(C to +35(C
	for normal conditions (with relative humidity of 25 % to 75 %)

	-10(C to +55(C
	for extreme conditions (see IEC publications 68‑2‑1 and 68‑2‑2)


Outside this temperature range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in TS 25.101 for extreme operation.

D.2.2
Voltage

The UE shall fulfil all the requirements in the full voltage range, i.e. the voltage range between the extreme voltages.

The manufacturer shall declare the lower and higher extreme voltages and the approximate shutdown voltage. For the equipment that can be operated from one or more of the power sources listed below, the lower extreme voltage shall not be higher, and the higher extreme voltage shall not be lower than that specified below.

Table D.2

	Power source
	Lower extreme

voltage
	Higher extreme

voltage
	Normal conditions

voltage

	AC mains
	0,9 * nominal
	1,1 * nominal
	nominal

	Regulated lead acid battery
	0,9 * nominal
	1,3 * nominal
	1,1 * nominal

	Non regulated batteries:

Leclanché

Lithium

Mercury/nickel & cadmium
	0,85 * nominal

0.95 * nominal

0,90 * nominal
	Nominal

1,1 * nominal

Nominal
	Nominal

1,1 * nominal

Nominal


Outside this voltage range the UE if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in TS 25.101 for extreme operation. In particular, the UE shall inhibit all RF transmissions when the power supply voltage is below the manufacturer declared shutdown voltage.

D.2.3
Vibration

The UE shall fulfil all the requirements when vibrated at the following frequency/amplitudes.

Table D.3

	Frequency
	ASD (Acceleration Spectral Density) random vibration

	5 Hz to 20 Hz
	0,96 m2/s3

	20 Hz to 500 Hz
	0,96 m2/s3 at 20 Hz, thereafter -3 Db/Octave


Outside the specified frequency range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in TS 25.101 for extreme operation

Annex E (informative):
UARFCN numbers

E.1
General

This Annex lists the UARFCN numbers used for the frequency bands implemented in the current specification.

E.2
List of UARFCN used for UTRA FDD bands

The UARFCN numbering scheme detailed in clauses 5.4.3 and 5.4.4 of this specification is summarized for information in Table E.1. The table shows the UARFCN assigned to all UTRA FDD operating bands, starting with the lowest UARFCN and continuing up to the highest one assigned. 

Each band may have two table entries, one for the “general” numbers and one for the “additional” ones, as specified in Table 5.2. The entries in Table E.1 are explained as follows:

Band range: The size of the frequency range for the UTRA FDD band specified in Table 5.0.

Range res.: The size of the frequency range corresponding to the UARFCN range that has been “reserved” in 3GPP for possible future extensions of the band.

Formula offset: The offset parameter (FUL_Offset or FDL_Offset) in the formula, used to calculate the UARFCN as specified in Clause 5.4.3.

Assigned/reserved: Indicates the significance of the UARFCN and corresponding frequencies listed as follows:

Start res.
 Start of the UARFCN range reserved for the band.

Min.
The lowest UARFCN assigned to the band.

Max.
The highest UARFCN assigned to the band.


End res.
End of the UARFCN range reserved for the band.

NU, ND: Uplink and downlink UARFCN.

FUL, FDL: Corresponding uplink and downlink frequencies.

(Add.): Refers to the additional UARFCN (on the 100 kHz raster) as specified in Table 5.1A.

Note that bands V and VI are shown with common entries in Table E.1, since their UARFCN ranges are completely overlapping.

Table E.1: UARFCN used for the UTRA FDD bands

	
	
	
	Uplink UARFCN
	Downlink UARFCN

	UTRA FDD Band
	Band range [MHz]
	Range res. [MHz]
	Formula offset FUL_Offset
[MHz]
	Assigned/Reserved
	NU
	FUL [MHz]
	Formula offset FDL_Offset
[MHz]
	Assigned/Reserved
	ND
	FDL [MHz]

	II

(Add.)
	2x60
	2x60
	1850.1
	Start res.
	0
	1850.1
	1850.1
	Start res.
	400
	1930.1

	
	
	
	
	Min.
	12
	1852.5
	
	Min.
	412
	1932.5

	
	
	
	
	Max.
	287
	1907.5
	
	Max.
	687
	1987.5

	
	
	
	
	End res.
	299
	1909.9
	
	End res.
	699
	1989.9

	XIX
	2x15
	2x15
	770
	Start res.
	300
	830.0
	735
	Start res.
	700
	875.0

	
	
	
	
	Min.
	312
	832.4
	
	Min.
	712
	877.4

	
	
	
	
	Max.
	363
	842.6
	
	Max.
	763
	887.6

	
	
	
	
	End res.
	374
	844.8
	
	End res.
	774
	889.8

	XIX

(Add.)
	2x15
	2x15
	755.1
	Start res.
	375
	830.1
	720.1
	Start res.
	775
	875.1

	
	
	
	
	Min.
	387
	832.5
	
	Min.
	787
	877.5

	
	
	
	
	Max.
	437
	842.5
	
	Max.
	837
	887.5

	
	
	
	
	End res.
	449
	844.9
	
	End res.
	849
	889.9

	XXI
	2x15
	2x15
	1358
	Start res.
	450
	1448.0
	1326
	Start res.
	850
	1496.0

	
	
	
	
	Min.
	462
	1450.4
	
	Min.
	862
	1498.4

	
	
	
	
	Max.
	512
	1460.6
	
	Max.
	912
	1508.4

	
	
	
	
	End res.
	524
	1462.8
	
	End res.
	924
	1510.8

	V 
and 
VI

(Add.)
	2x25 (V)

2x10 (VI)
	2x45
	670.1
	Start res.
	700
	810.1
	670.1
	Start res.
	925
	855.1

	
	
	
	
	Min. (V)
	782
	826.5
	
	Min. (V)
	1007
	871.5

	
	
	
	
	Min. (VI)
	812
	832.5
	
	Min. (VI)
	1037
	877.5

	
	
	
	
	Max. (VI)
	837
	837.5
	
	Max. (VI)
	1062
	882.5

	
	
	
	
	Max. (V)
	862
	842.5
	
	Max. (V)
	1087
	887.5

	
	
	
	
	End res.
	924
	854.9
	
	End res.
	1149
	899.9

	III
	2x75
	2x75
	1525
	Start res.
	925
	1710.0
	1575
	Start res.
	1150
	1805.0

	
	
	
	
	Min.
	937
	1712.4
	
	Min.
	1162
	1807.4

	
	
	
	
	Max.
	1288
	1782.6
	
	Max.
	1513
	1877.6

	
	
	
	
	End res.
	1299
	1784.8
	
	End res.
	1524
	1879.8

	IV
	2x45
	2x70
	1450
	Start res.
	1300
	1710.0
	1805
	Start res.
	1525
	2110.0

	
	
	
	
	Min.
	1312
	1712.4
	
	Min.
	1537
	2112.4

	
	
	
	
	Max.
	1513
	1752.6
	
	Max.
	1738
	2152.6

	
	
	
	
	End res.
	1649
	1779.8
	
	End res.
	1874
	2179.8

	IV
(Add.)
	2x45
	2x70
	1380.1
	Start res.
	1650
	1710.1
	1735.1
	Start res.
	1875
	2110.1

	
	
	
	
	Min.
	1662
	1712.5
	
	Min.
	1887
	2112.5

	
	
	
	
	Max.
	1862
	1752.5
	
	Max.
	2087
	2152.5

	
	
	
	
	End res.
	1999
	1779.9
	
	End res.
	2224
	2179.9

	VII
	2x70
	2x70
	2100
	Start res.
	2000
	2500.0
	2175
	Start res.
	2225
	2620.0

	
	
	
	
	Min.
	2012
	2502.4
	
	Min.
	2237
	2622.4

	
	
	
	
	Max.
	2338
	2567.6
	
	Max.
	2563
	2687.6

	
	
	
	
	End res.
	2349
	2569.8
	
	End res.
	2574
	2689.8

	VII
(Add.)
	2x70
	2x70
	2030.1
	Start res.
	2350
	2500.1
	2105.1
	Start res.
	2575
	2620.1

	
	
	
	
	Min.
	2362
	2502.5
	
	Min.
	2587
	2622.5

	
	
	
	
	Max.
	2687
	2567.5
	
	Max.
	2912
	2687.5

	
	
	
	
	End res.
	2699
	2569.9
	
	End res.
	2924
	2689.9

	VIII
	2x35
	2x35
	340
	Start res.
	2700
	880.0
	340
	Start res.
	2925
	925.0

	
	
	
	
	Min.
	2712
	882.4
	
	Min.
	2937
	927.4

	
	
	
	
	Max.
	2863
	912.6
	
	Max.
	3088
	957.6

	
	
	
	
	End res.
	2874
	914.8
	
	End res.
	3099
	959.8

	X
	2x60
	2x60
	1135
	Start res.
	2875
	1710.0
	1490
	Start res.
	3100
	2110.0

	
	
	
	
	Min.
	2887
	1712.4
	
	Min.
	3112
	2112.4

	
	
	
	
	Max.
	3163
	1767.6
	
	Max.
	3388
	2167.6

	
	
	
	
	End res.
	3174
	1769.8
	
	End res.
	3399
	2169.8

	X
(Add.)
	2x60
	2x60
	1075.1
	Start res.
	3175
	1710.1
	1430.1
	Start res.
	3400
	2110.1

	
	
	
	
	Min.
	3187
	1712.5
	
	Min.
	3412
	2112.5

	
	
	
	
	Max.
	3462
	1767.5
	
	Max.
	3687
	2167.5

	
	
	
	
	End res.
	3474
	1769.9
	
	End res.
	3699
	2169.9

	XI
	2x20
	2x20
	733
	Start res.
	3475
	1428.0 
	736
	Start res.
	3700
	1476.0

	
	
	
	
	Min.
	3487
	1430.4 
	
	Min.
	3712
	1478.4 

	
	
	
	
	Max.
	3562
	1445.4
	
	Max.
	3787
	1493.4 

	
	
	
	
	End res.
	3574
	1447.8
	
	End res.
	3799
	1495.8

	XII
	2x18
	2x18
	-22
	Start res.
	3600
	698.0 
	-37
	Start res.
	3825
	728.0

	
	
	
	
	Min.
	3612
	700.4 
	
	Min.
	3837
	730.4 

	
	
	
	
	Max.
	3678
	713.6 
	
	Max.
	3903
	743.6 

	
	
	
	
	End res.
	3689
	715.8
	
	End res.
	3914
	745.8

	XII (Add.)
	2x18
	2x18
	-39.9
	Start res.
	3690
	698.1 
	-54.9
	Start res.
	3915
	728.1

	
	
	
	
	Min.
	3702
	700.5 
	
	Min.
	3927
	730.5 

	
	
	
	
	Max.
	3767
	713.5 
	
	Max.
	3992
	743.5 

	
	
	
	
	End res.
	3779
	715.9
	
	End res.
	4004
	745.9

	XIII
	2x10
	2x10
	21
	Start res.
	3780
	777.0
	-55
	Start res.
	4005
	746.0

	
	
	
	
	Min.
	3792
	779.4
	
	Min.
	4017
	748.4

	
	
	
	
	Max.
	3818
	784.6
	
	Max.
	4043
	753.6

	
	
	
	
	End res.
	3829
	786.8
	
	End res.
	4054
	755.8

	XIII

(Add.)
	2x10
	2x10
	11.1
	Start res.
	3830
	777.1
	-64.9
	Start res.
	4055
	746.1

	
	
	
	
	Min.
	3842
	779.5
	
	Min.
	4067
	748.5

	
	
	
	
	Max.
	3867
	784.5
	
	Max.
	4092
	753.5

	
	
	
	
	End res.
	3879
	786.9
	
	End res.
	4104
	755.9

	XIV
	2x10
	2x10
	12
	Start res.
	3880
	788.0
	-63
	Start res.
	4105
	758.0

	
	
	
	
	Min.
	3892
	790.4
	
	Min.
	4117
	760.4

	
	
	
	
	Max.
	3918
	795.6
	
	Max.
	4143
	765.6

	
	
	
	
	End res.
	3929
	797.8
	
	End res.
	4154
	767.8

	XIV

(Add.)
	2x10
	2x10
	2.1
	Start res.
	3930
	788.1
	-72.9
	Start res.
	4155
	758.1

	
	
	
	
	Min.
	3942
	790.5
	
	Min.
	4167
	760.5

	
	
	
	
	Max.
	3967
	795.5
	
	Max.
	4192
	765.5

	
	
	
	
	End res.
	3979
	797.9
	
	End res.
	4204
	767.9

	V 
and 
VI
	2x25 (V)

2x10 (VI)
	2x45
	0
	Start res.
	4050
	810.0
	0
	Start res.
	4275
	855.0

	
	
	
	
	Min. (V)
	4132
	826.4
	
	Min. (V)
	4357
	871.4

	
	
	
	
	Min. (VI)
	4162
	832.4
	
	Min. (VI)
	4387
	877.4

	
	
	
	
	Max. (VI)
	4188
	837.6
	
	Max. (VI)
	4413
	882.6

	
	
	
	
	Max. (V)
	4233
	846.6
	
	Max. (V)
	4458
	891.6

	
	
	
	
	End res.
	4274
	854.8
	
	End res.
	4499
	899.8

	IX
	2x45
	2x75
	0
	Start res.
	8550
	1710.0
	0
	Start res.
	9025
	1805.0

	
	
	
	
	Min.
	8762
	1752.4
	
	Min.
	9237
	1847.4

	
	
	
	
	Max.
	8912
	1782.4
	
	Max.
	9387
	1877.4

	
	
	
	
	End res.
	8924
	1784.8
	
	End res.
	9399
	1879.8

	II
	2x60
	2x60
	0
	Start res.
	9250
	1850.0
	0
	Start res.
	9650
	1930.0

	
	
	
	
	Min.
	9262
	1852.4
	
	Min.
	9662
	1932.4

	
	
	
	
	Max.
	9538
	1907.6
	
	Max.
	9938
	1987.6

	
	
	
	
	End res.
	9549
	1909.8
	
	End res.
	9949
	1989.8

	I
	2x60
	2x60
	0
	Start res.
	9600
	1920.0
	0
	Start res.
	10550
	2110.0

	
	
	
	
	Min.
	9612
	1922.4
	
	Min.
	10562
	2112.4

	
	
	
	
	Max.
	9888
	1977.6
	
	Max.
	10838
	2167.6

	
	
	
	
	End res.
	9899
	1979.8
	
	End res.
	10849
	2169.8


Annex F (informative):
Change history

	TSG
	Doc
	CR
	R
	Title
	Cat
	Curr
	New
	WI

	RP-37
	
	
	
	Rel-7 version created based on v7.9.0
	
	
	8.0.0
	

	RP-37
	RP-070658
	0567
	
	Introduction of UMTS1500 requirements (Rel-8)
	B
	7.9.0
	8.0.0
	RinImp8-UMTS1500

	RP-37
	RP-070654
	0571
	1
	MBSFN FDD UE dem req
	B
	7.9.0
	8.0.0
	MBMSE-RANPhysFDD

	RP-38
	RP-070934
	0578
	
	Correction to UE Relative code domain power accuracy
	A
	8.0.0
	8.1.0
	RANimp-16QamUplink

	RP-38
	RP-070934
	0580
	1
	Introduction of requirements for UE capable of receiving HS-DSCH and HS-SCCH in CELL_FACH state
	A
	8.0.0
	8.1.0
	RANImp-Enhstate

	RP-38
	RP-070936
	0576
	
	Editorial correction to the RV sequence of the MIMO FRC
	A
	8.0.0
	8.1.0
	MIMO-RF

	RP-38
	RP-070937
	0575
	
	Correction to extreme condition voltages for Lithium batteries in table D.2.2
	A
	8.0.0
	8.1.0
	TEI7

	RP-39
	RP-080121
	0593
	
	Correct reference to MIMO dual-stream channel model for MIMO CQI dual-stream requirements
	A
	8.1.0
	8.2.0
	MIMO-RF

	RP-39
	RP-080121
	0594
	
	HS-SCCH Type nominator
	A
	8.1.0
	8.2.0
	MIMO-RF

	RP-39
	RP-080121
	0592
	1
	Nominal Peak Data Rate and redundancy versions in MIMO FRC Tests
	A
	8.1.0
	8.2.0
	MIMO-RF

	RP-39
	RP-080124
	0583
	2
	Introduction of UMTS700EMC requirements
	B
	8.1.0
	8.2.0
	RinImp8-UMTS700

	RP-39
	RP-080165
	0598
	
	Addition of 15 code HSDPA demodulation requirements for 16QAM and QPSK
	B
	8.1.0
	8.2.0
	RinImp8-Hsdpa15codes

	RP-39
	RP-080166
	0582
	1
	Specification of enhanced performance requirements type 3i for HSDPA based on receiver diversity and interference-aware chip level equaliser
	B
	8.1.0
	8.2.0
	RinImp8-2BIC

	RP-39
	RP-080167
	0595
	
	Correct reference to H-Set for 64-QAM max input test
	A
	8.1.0
	8.2.0
	RinImp

	RP-40
	RP-080326
	0606
	
	Correction of UMTS700 UE blocking and intermodulation values
	F
	8.2.0
	8.3.0
	RinImp8-UMTS700

	RP-40
	RP-080328
	0608
	2
	Introduction of Cat 19-20 demodulation requirement and cleanup of HS-DSCH requirement applicability.
	B
	8.2.0
	8.3.0
	RANimp-64QamMimoHsdpa

	RP-40
	RP-080323
	0600
	
	Correction to MIMO propagation conditions
	A
	8.2.0
	8.3.0
	MIMO-RF

	RP-40
	RP-080323
	0611
	
	HS-DSCH transport Format used for HS-SCCH type 3 requirements
	A
	8.2.0
	8.3.0
	MIMO-RF

	RP-40
	RP-080321
	0603
	
	Correction to Rx Spurious Emissions
	A
	8.2.0
	8.3.0
	TEI6

	RP-40
	RP-080321
	0601
	
	Correction to Annex A.8.1
	A
	8.2.0
	8.3.0
	TEI6

	RP-41
	RP-080629
	0618
	
	Correction to F-DPCH TPC error rate requirement
	A
	8.3.0
	8.4.0
	TEI6

	RP-41
	RP-080629
	0621
	1
	TS25.101: UTRA UE Power Class
	A
	8.3.0
	8.4.0
	TEI6

	RP-41
	RP-080631
	0614
	1
	CQI reporting test for single link with varying Ior/Ioc
	F
	8.3.0
	8.4.0
	TEI8

	RP-41
	RP-080631
	0626
	1
	MIMO CQI reporting bias tests
	F
	8.3.0
	8.4.0
	TEI8

	RP-41
	RP-080631
	0627
	
	Clarification of HSDPA performance requirement applicability
	F
	8.3.0
	8.4.0
	TEI8

	RP-41
	RP-080625
	624
	1
	CQI reporting test in fading conditions for 64QAM+MIMO
	F
	8.3.0
	8.4.0
	RANimp-64QamMimoHsdpa

	RP-42
	RP-080898
	635
	1
	Introduction of fading CQI requirement at higher geometry for 64QAM operation
	A
	8.4.0
	8.5.0
	TEI7

	RP-42
	RP-080927
	631
	1
	Clarification of HST propagation conditions
	A
	8.4.0
	8.5.0
	TEI7

	RP-42
	RP-080947
	640
	1
	Introduction of  E-AI requirements
	B
	8.4.0
	8.5.0
	RANImp-UplinkEnhState

	RP-42
	RP-080948
	641
	
	Introduction of CQI reporting test requirements for DC-HSDPA
	B
	8.4.0
	8.5.0
	RANimp-DCHSDPA

	RP-42
	RP-080948
	639
	3
	Introduction of DC-HSDPA requirements
	B
	8.4.0
	8.5.0
	RANimp-DCHSDPA

	RP-42
	RP-080948
	638
	4
	Introduction of FRC requirements for Dual cell HSDPA operation
	B
	8.4.0
	8.5.0
	RANimp-DCHSDPA

	RP-42
	RP-080942
	636
	
	CQI reporting test for STTD and CL1 with varying Ior/Ioc
	F
	8.4.0
	8.5.0
	TEI8

	
	
	
	
	Correction to version number shown in title line
	
	8.5.0
	8.5.1
	

	RP-043
	RP-090168
	644
	1
	Correction to requirement tables for 9.2.1 and 9.2.4.
	A
	8.5.1
	8.6.0
	TEI7

	RP-043
	RP-090168
	648
	1
	Dual Cell HSDPA CQI Requirements in AWGN
	F
	8.5.1
	8.6.0
	RANimp-DCHSDPA

	RP-043
	RP-090168
	658
	
	Correction of HS-SCCH power in CQI tests
	A
	8.5.1
	8.6.0
	TEI7

	RP-043
	RP-090168
	649
	1
	Correction to FRC requirements for DC HSDPA
	F
	8.5.1
	8.6.0
	RANimp-DCHSDPA

	RP-043
	RP-090168
	651
	
	25.101 CR Tx-Rx frequency separation for DC-HSDPA
	F
	8.5.1
	8.6.0
	RANimp-DCHSDPA

	RP-043
	RP-090168
	653
	
	25.101 CR clarification of CQI reporting requirement for DC-HSDPA
	F
	8.5.1
	8.6.0
	RANimp-DCHSDPA

	RP-043
	RP-090196
	650
	1
	25.101 CR E-DCH phase discontinuity test requirement
	F
	8.5.1
	8.6.0
	TEI8

	RP-043
	RP-090196
	654
	1
	Corrections of out of band blocking
	F
	8.5.1
	8.6.0
	TEI8

	RP-044
	RP-090539
	660
	
	Clarifications for CQI Reporting Requirements of HSDPA. (Technically Endorsed CR in R4-50bis - R4-091235)
	A
	8.6.0
	8.7.0
	TEI7

	RP-044
	RP-090539
	662
	
	Correction to MIMO Propagation Conditions. (Technically Endorsed CR in R4-50bis - R4-091433)
	F
	8.6.0
	8.7.0
	TEI7

	RP-044
	RP-090539
	666
	1
	Correction to FRC H-Set 8 definition
	A
	8.6.0
	8.7.0
	TEI7

	RP-044
	RP-090546
	667
	
	Introduction of a new Compressed Mode pattern for E-UTRAN measurements
	F
	8.6.0
	8.7.0
	LTE-RF

	RP-044
	RP-090555
	669
	
	Removal of square brackets for DC-HSDPA Type 3i demodulation tests
	F
	8.6.0
	8.7.0
	TEI8

	RP-044
	RP-090559
	661
	
	Introduction of Extended UMTS800 requirements
	B
	8.7.0
	9.0.0
	RInImp9-UMTSLTE800

	RP-45
	RP-090820
	673
	1
	Update of DC HSDPA CQI requirements
	A
	9.0.0
	9.1.0
	TEI8

	RP-46
	RP-091286
	676
	1
	Introduction of Extended UMTS1500 requirements for TS25.101 (Technically endorsed at RAN 4 52bis in R4-093624)
	B
	9.1.0
	9.2.0
	UMTSLTE1500

	RP-46
	RP-091290
	679
	1
	Combination of DC-HSDPA and MIMO, CQI requirements (Technically endorsed at RAN 4 52bis in R4-093831)
	B
	9.1.0
	9.2.0
	RANimp-DC_MIMO

	RP-46
	RP-091290
	680
	2
	Combination of DC-HSDPA and MIMO, FRC requirements (Technically endorsed at RAN 4 52bis in R4-093832)
	B
	9.1.0
	9.2.0
	RANimp-DC_MIMO

	RP-46
	RP-091290
	681
	1
	Combination of DC-HSDPA and MIMO, RF requirements (Technically endorsed at RAN 4 52bis in R4-093833)
	B
	9.1.0
	9.2.0
	RANimp-DC_MIMO

	RP-46
	RP-091288
	682
	1
	RF transmitter requirements for DC-HSUPA (Technically endorsed at RAN 4 52bis in R4-094072)
	B
	9.1.0
	9.2.0
	RANimp-DC_HSUPA

	RP-46
	RP-091289
	683
	 
	25.101 CR introduction of Dual Band DC-HSDPA (Technically Endorsed in R4-52, R4-093464)
	B
	9.1.0
	9.2.0
	RANimp-MultiBand_DC_HSDPA

	RP-46
	RP-091291
	689
	2
	Introduction of requirements for TxAA falback mode
	B
	9.1.0
	9.2.0
	RANimp-TxAA_nonMIMO

	RP-46
	RP-091296
	690
	 
	Clarification of CQI reporting requirement applicability
	A
	9.1.0
	9.2.0
	TEI8

	RP-46
	RP-091372
	694
	
	RAN5 related changes to enhanced CELL_FACH test case
	A
	9.1.0
	9.2.0
	TEI7
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