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1.

Introduction

This contribution proposes the measurement sequence charts for UE-assisted A-GPS.
The current draft TS proposal “Requirements for support of A-GPS” (R4AH-04005) contains in Annex D the proposed measurement sequence charts that are required in all test cases. However, in case of UE-assisted A-GPS, the sequence charts are not complete:

· Reference Time IE is missing

· [RESET AGPS STORED INFORMATION] is missing

· Failure case is missing.

2.

Proposal

It is proposed to include the attached text into Annex D of the draft baseline A-GPS TS.

3.
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Annex D (normative):
Measurement Sequence Chart

D.3
UE assisted A-GPS measurement sequence charts
D.3.1
UE assisted A-GPS message sequence normal
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D 3.2 
UE assisted A-GPS message sequence for periodical reporting test case 
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RRC measurement control  (Setup, Perodical  Reporting,Reference  Time  SV#1,…,[9] ,   Acquisition Assist SV#1,…,[9])  

RRC measurement report  (GPS measured results #1)  
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RRC measurement report (GPS measured results #2)  

RRC measurement report ( GPS measured results #N)  
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D 3.3 
UE assisted A-GPS message sequence failure
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RRC measurement control  (Setup, Perodical  Reporting,Reference  Time  SV#1,…,[9] ,   Acquisition Assist SV#1,…,[9])  

RRC measurement report  ( Error Reason )  

[RESET AGPS STORED INFORMATION]  
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RRC measurement control (Setup,Perodical Reporting,Reference Time SV#1,…,[9], Acquisition Assist SV#1,…,[9])











RRC measurement report (GPS measured results #1)











[RESET AGPS STORED INFORMATION]







RRC measurement report (GPS measured results #N)







RRC measurement report (GPS measured results #2)
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RRC measurement control (Setup,Perodical Reporting,Reference Time SV#1,…,[9], Acquisition Assist SV#1,…,[9])











RRC measurement report (Error Reason)















[RESET AGPS STORED INFORMATION]
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RRC measurement control (Setup, Periodical Reporting, Reference Time SV#1,…,[9], Acquisition Assist SV#1,…,[9])







RRC measurement report (GPS measured results #2)







RRC measurement report (GPS measured results #1)







[RESET AGPS STORED INFORMATION]







RRC measurement control (Setup, Periodical Reporting, Reference Time SV#1,…,[9], Acquisition Assist SV#1,…,[9])







RRC measurement control (Setup, Periodical Reporting, Reference Time SV#1,…,[9], Acquisition Assist SV#1,…,[9])







RRC measurement report (GPS measured results #N)
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[RESET AGPS STORED INFORMATION]















































[RESET AGPS STORED INFORMATION]
















