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<< Start of Changes >>
8.1
General

8.1.1
Dual-antenna receiver capability

The performance requirements are based on UE(s) that utilize a dual-antenna receiver. 

For all test cases, the SNR is defined as
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where the superscript indicates the receiver antenna connector. The above SNR definition assumes that the REs are not precoded. The SNR definition does not account for any gain which can be associated to the precoding operation. The relative power of physical channels transmitted is defined in Table C.3.2-1. The SNR requirement applies for the UE categories and CA capabilities given for each test. 

For enhanced performance requirements type A, the SINR is defined as
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where the superscript indicates the receiver antenna connector. The above SINR definition assumes  that the REs are not precoded. The SINR definition does not account for any gain which can be associated to the precoding operation. The relative power of physical channels transmitted is defined in Table C.3.2-1. The SINR requirement applies for the UE categories given for each test.
The applicability of the requirements with respect to CA capabilities is given as in Table 8.1.1-1. In case the CA capability is omitted, the requirement is applicable to a UE regardless of its CA capability.

Table 8.1.1-1: Applicability of the requirement with respect to the CA capability

	CA Capability
	CA Capability Description

	CL_X
	The requirement is applicable to a UE that indicates a CA bandwidth class X on at least one E-UTRA band.

	CL_X-Y
	The requirement is applicable to a UE that indicates CA bandwidth classes X and Y on at least one E-UTRA band combination.

	Note: The CA bandwidth classes are defined in Table 5.6A-1


For test cases with more than one component carrier, "Fraction of Maximum Throughput" in the performance requirement refers to the ratio of the sum of throughput values of all component carriers to the sum of the nominal maximum throughput values of all component carriers.
8.1.1.1
Simultaneous unicast and MBMS operations

8.1.1.2
Dual-antenna receiver capability in idle mode

8.1.2
Applicablity of requirements 
8.1.2.1
Applicablity of requirements for different channel bandwidths
<Editor’s note: >

Introduce here the applicability of the 5Mhz tests
<< Unchanged Sections >>
9
Reporting of Channel State Information 

9.1

General

This section includes requirements for the reporting of channel state information (CSI). For all test cases in this section, the definition of SNR is in accordance with the one given in clause 8.1.1, where 
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9.1.1
Applicability of requirements 
9.1.1.1
Applicability of requirements for different channel bandwidths
<Editor’s note: >

Introduce here the applicability of the 5Mhz tests

<< End Changes >>
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