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1 Introduction
In RAN4#68bis and RAN4#69 meeting, some measurement results were provided for MPR 2UL intra-band NC CA [1] [2]. And the uplink bandwidth was restricted to 75MHz in those measurements; this contribution provides the results for the similar measurement for B41.
2 Discussion
The same measurement methods and requirements were used in the measurement. We only test 1 PA, it is widely used by the B41 UEs, and the following table is the MPR measurement results.
	CC1 BW
	allocation
	CC1 fcenter
	CC2 BW
	CC2 fcenter
	allocation
	Wgap
	total#RB
	MPR

	5
	0/1
	2498.5
	5
	2687.5
	24/1
	184
	2
	21

	5
	0/1
	2540.5
	5
	2645.5
	24/1
	100
	2
	14

	5
	0/1
	2553
	5
	2633
	24/1
	75
	2
	12

	5
	0/1
	2575.5
	5
	2610.5
	24/1
	30
	2
	17

	5
	0/1
	2588
	5
	2598
	24/1
	5
	2
	17

	5
	Full
	2498.5
	5
	2687.5
	Full
	184
	50
	14

	5
	Full
	2545.5
	5
	2640.5
	Full
	90
	50
	9

	5
	Full
	2558
	5
	2628
	Full
	65
	50
	9

	5
	Full
	2575.5
	5
	2610.5
	Full
	30
	50
	9

	5
	Full
	2588
	5
	2598
	Full
	5
	50
	4

	10
	Full
	2501
	10
	2685
	Full
	174
	100
	16

	10
	Full
	2548
	10
	2638
	Full
	80
	100
	7

	10
	Full
	2573
	10
	2613
	Full
	30
	100
	9

	10
	Full
	2585.5
	10
	2600.5
	Full
	5
	100
	4

	15
	Full
	2503.5
	15
	2682.5
	Full
	164
	150
	15

	15
	Full
	2550.5
	15
	2635.5
	Full
	70
	150
	7

	15
	Full
	2570.5
	15
	2615.5
	Full
	30
	150
	7

	15
	Full
	2583
	15
	2603
	Full
	5
	150
	4

	20
	Full
	2506
	20
	2680
	Full
	154
	200
	13

	20
	Full
	2553
	20
	2633
	Full
	60
	200
	5

	20
	Full
	2568
	20
	2618
	Full
	30
	200
	6

	20
	Full
	2580.5
	20
	2605.5
	Full
	5
	200
	5


The results can be plotted in the following figure.
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Comparing the results in [1] and [2], the B41 MPR results are larger.
3 Conclusion
In this contribution, MPR measurement results of a B41 PA for 2UL intra-band NC CA are provided. It can be seen that the MPR measurement results for B41 are larger compared to the results provided by the previous meetings [1] [2].
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