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1. Introduction

The new work item of Band3+Band41 CA was approved at RAN#66 meeting [1]. This contribution is an essential text proposal for LTE_CA_B3_B41 to 36.8XX, the Rel-13 technical report for 2 Band Carrier Aggregation (2DL/1UL). It contains the proposed bandwidth combination and UE harmonic analysis result.
2. Text Proposal

----- Unchanged sections omitted -----
----- Start of TP -----
X. TDD-FDD Carrier Aggregation
X.1 General Part

X.1.Y LTE Advanced Carrier Aggregation of Band 3 and Band 41 (1 UL)
Table X.1.Y-1: Inter-band CA operating bands for 2DLs
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_3_41
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	

	NOTE 1:   The first part of the WI considers only one uplink component carrier to be used in any of the two frequency bands at any time.


X.1.Y.1 List of specific combination issues

X.1.Y.1.1 Channel bandwidths per operating band for CA

Table X.1.Y.1.1-1: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA with 2DLs
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_1A-41A
	1
	 
	 
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode 

X.1.Y.1.2  Harmonics and IMD study

X.1.Y.1.2.1  For the BS
<Text will be added>
X.1.Y.1.2.2  For the UE
As shown in Table X.1.Y.1.2.2-1, the harmonic frequencies of band 3 and band 41 in UL are away from the receive bands of B3 and B41 in the DL, so that we can conclude that there is no issue on UL harmonic interference.
Table X.1.Y.1.2.2-1: Impact of UL Harmonic Interference
	
	

	


	Band
	3
	41

	UE UL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	UL frequency (MHz)
	1710
	1785
	2496
	2690

	DL frequency (MHz)
	1805
	1880
	2496
	2690

	2nd order harmonics frequency range (MHz)
	3420 to 3570
	4992 to 5380

	3rd order harmonics frequency range (MHz)
	5130 to 5355
	7488 to 8070


X.1.Y.1.3
ΔTIB,c and ΔRIB,c values
<Text will be added>
----- Unchanged sections omitted -----
----- End of TP -----
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