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------------------------------ start of changed section ------------------------------
[bookmark: _Toc497395434][bookmark: _Toc31203][bookmark: _Toc19688][bookmark: _Toc17040][bookmark: _Toc4039]8.5	Conducted emissions, telecommunication port
This test is applicable for radio equipment and/or ancillary equipment for fixed use which have telecommunication ports.
This test shall be performed on a representative configuration of radio equipment, the associated ancillary equipment, or a representative configuration of the combination of radio and ancillary equipment.
[bookmark: _Toc478463318][bookmark: _Toc497395435][bookmark: _Toc4496][bookmark: _Toc1807][bookmark: _Toc4068][bookmark: _Toc26914]8.5.1	Definition
This test assesses the EUT unwanted emission present at the telecommunication ports.
[bookmark: _Toc478463319][bookmark: _Toc497395436][bookmark: _Toc3528][bookmark: _Toc24582][bookmark: _Toc25747][bookmark: _Toc27151]8.5.2	Test method
The test method shall be in accordance with CISPR 32 [11].
The measurement frequency range extends from 150 kHz to 30 MHz. When the EUT is a transmitter operating at frequencies below 30 MHz, then the exclusion band for transmitters applies (see subclause 4.5) for measurements in the transmit mode of operation.
----------------------------- End ------------------------------

