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Introduction
In this contribution, an optional declaration for 64QAM power back-off for EVM test requirement in FR2 is proposed, in order to address the agreement from RAN#87.
Discussion
Referring to the RAN4#87 report, the following was agreed during the discussion on the R4-1808284 (WF on FR2 EVM related requirements) and in its revision in R4-1808543: 
	EVM window length is agreed. 
EVM requirements for 64QAM is 8% 
Additional power back-off declared by vendors is allowed for 64QAM EVM testing in conformance testing for FR2.



In order to address the third bullet of the above agreement, an optional declaration is proposed to be formulated in TS 38.141-2, as below:  
	Declaration identifier
	Declaration
	Description
	Applicability

	
	
	
	BS type 1-H
	BS type 1-O
	BS type 2-O

	Dx.yy
	64QAM power back-off 
	Additional power back-off declared for 64QAM EVM test requirement for BS type 2-O.
	n/a
	n/a
	x
(Note)

	NOTE x: This manufacturer declaration is optional.



Please note, that manufacturer declarations for radiated testing of the NR BS were submitted in [2], based on the latest TS 38.141-1 [1]. The above declaration has been captured in the TP to TS 38.141-2 in [2].
Conclusions
Based on the above introduction, the following proposal is formulated:
Proposal 1:  agree on the introduction of the optional manufacturer declaration for BS type 2-O for the 64 QAM power backoff. 
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