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1 Background
This is a TP for the TR [1] regarding ON/OFF power conducted. We propose to reuse LTE requirement structure.
2 Summary
We scale measurement time with the symbol time in NR.
3 Proposal

It is proposed that the attached text proposal is included in TR/TS 38.xxx.
==================================== Start of TP ====================================
6.4
Transmit ON/OFF power

Transmitter OFF power is defined as the mean power measured over 70/N us filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the BS (BWConfig) centred on the assigned channel frequency during the transmitter OFF period. N = SCS/15, where SCS is Sub Carrier Spacing in kHz.
6.4.1 
intra-band contiguous CA
For BS supporting intra-band contiguous CA, the transmitter OFF power is defined as the mean power measured over 70 us filtered with a square filter of bandwidth equal to the Aggregated Channel Bandwidth BWChannel_CA centred on (Fedge_high+Fedge_low)/2 during the transmitter OFF period.

6.4.2
Minimum Requirement

The transmitter OFF power spectral density shall be less than -85dBm/MHz.

6.4.2.1
Multi-band operation

For BS capable of multi-band operation, the requirement is only applicable during the transmitter OFF period in all supported operating bands.
==================================== End of TP ====================================
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