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1 Background
The WID for NR DC was updated in RAN #76 meeting. This contribution provides a TP for TR 36.863-01-01 to finish the co-existence studies, delta Tib and Rib values for 2DL2UL DC_20A-n78A_BCS0.
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6.x.3
Co-existence studies
For 2UL/2DL UE coexistence study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.x.3-1
Table 6.x.3-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	832
	862
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz)
	1664
	1724
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2496
	2586
	9900
	11400

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2438
	2968
	4132
	4662

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2136
	1576
	5738
	6768

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4964
	5524
	7432
	8462

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	1304
	714
	9038
	10568

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	5796
	6386
	10732
	12262

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	5936
	4876
	8264
	9324

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14368
	12338
	148
	472

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14032
	16062
	6628
	7248

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	9736
	8176
	4014
	5104

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11564
	13124
	9096
	10186


Based on the table 6.x.3-1, the 4 order IMD products may fall in the own Rx of Band 20. In addition, 3rd order harmonic and 2nd, 3rd, 4th and 5th IMD products may also fall into Rx frequencies of bands 1-10, 12-14, 17-20, 25-29, 31, 33-39, 41, 44, 46-70 and n77.
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.X.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.X.3-2: 2UL Band x +Band y harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD 3

	Galileo
	1559
	-
	1591
	Yes
	
	IMD 3

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD 3

	GPS
	1563
	-
	1587
	Yes
	
	IMD 3

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD 2

	
	2400
	-
	2494
	Yes
	Asia
	IMD 2

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4

	
	5470
	-
	5725
	Yes
	
	IMD3, 4

	
	5150
	-
	5825
	Yes
	Asia
	IMD3, 4


Table 6.X.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.X.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_20A-n78A
	FFS
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


6.X.4
∆TIB and ∆RIB values
TBD
6.X.5
MSD
TBD
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