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1. Introduction

At last RAN4 meeting (RAN4#84 in Berlin) it was decided to create a technical report for capturing the background information. The background information will be used to create the specification text for the NR BS specification TS 37.104. 

The technical specification TS 38.104 will hold RF core requirements for NR base stations with support for four requirement sets (1-C, 1-H, 1-O and 2-O). For AAS type base stations operating within FR1, RAN4 have decided to re-use requirement concepts and definitions from TS 37.105.
In this contribution, a text proposal for radiated transmit power requirement applicable for requirement set 1-H and requirement set 1-O is attached for approval. 
This is a revised version of R4-1709466. 
2. References

[1]
TR 37.842, “E-UTRA and UTRA; RF requirement background for AAS BS”, 3GPP, V13.2.0
[Text proposal for sub-clause 8.2]
8.2
Radiated transmit power

8.2.1
General

The minimum requirements for radiated transmit power, are placed on one or more manufacturer declared beam(s) over a declared OTA peak direction set. Radiated transmit power requirements are defined for both directional EIRP requirement and TRP requirements.
For requirement set 1-H and 1-O, the radiated transmit power requirements will be the same as those for E-UTRA, background information for the minimum requirement is captured in TR 37.842, sub-clause 7.2.4.
[The end of text proposal]
