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Summary of R5(T1)#26 Action Points 

	Id
	SIG/RF/ R5
	What?
	To
	References
	Conclusion

	AP26.1
	RF
	To trace 1 slot TPC response time
	
	T1-050314
	

	AP26.2
	RF
	Re step size and rate measures
	SS makers
	T1-050187
	

	AP26.3
	RF
	Look at coverage of  cell FACH
	Qualcomm
	T1-050094
	

	AP26.4
	RF
	Consider the suitability of the suggested test tolerances for A-GPS
	All
	T1-050238
	

	AP26.5
	RF
	Whatever happened to case 7
	All
	T1-050235
	

	AP26.6
	RF
	Check 0.3dB vs 0.6dB non-static test tols
	Anritsu
	T1-050372
	

	AP26.7
	RF
	Move beta values to new annex for new HSDPA tests
	
	T1-050343
	

	AP26.8
	SIG
	Create content to SIB16 and add it in 34.108 and consequently to update the SIB Schedule in 34.108
	Anite
	T1-050019
	

	AP26.9
	SIG
	To “clean up” 34.108 so that a specific value is not specified for the cell value tag but make clear that it is implementation dependent (as long as it remains consistent), and in 34.123-1, to make sure that the TC are now consistent with change in 34.108. More generally, all instances of value tags used have to be reviewed.
	Anritsu
	T1-050407
	

	AP26.10
	SIG
	Go through the rest of the GMM section and look for the same problem and ask people to produce CR  to solve the issue.
	
	T1-050456
	

	AP26.11
	SIG
	Investigate to which of the 12.3.x the removal of the “switch off” shall apply.
	MCC160
	T1-050405
	

	AP26.12
	SIG
	34.108 should be checked against HSDPA TCs. More precisely, the IE ‘RB Information Reconfiguration’ contain extra parameters on the r5 branch of the Radio Bearer Reconfiguration message (with regards to the r3 branch). These new IE’s must be defined in the prose.
	Nokia
	T1-050271
	

	AP26.13
	SIG
	Raise the issue of test codage for user plane on the e-mail reflector.
	Optimay-Agere Systems
	T1-050437
	

	AP26.14
	SIG
	Lead discussions on ciphering on e-mail reflector
	TIM
	T1-050452
	


