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18.2.5.2a
 Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.3.4.4.2a. 

This radio bearer configuration is tested with three different SYSTEM INFORMATION (BCCH) configurations:

1.
The contents of System Information Block type 5 shall be as per the message specific content below. 


Two SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and the second SCCPCH carries the FACH for two Interactive/Background 32 kbps PS RABs and the FACH for SRBs on CCCH/ DCCH/ BCCH.


This configuration is verified in test case 18.2.5.2a.1.

2.
The contents of System Information Block type 5 as specified in TS 34.108, clause 6.1.3.


Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and both the second and third SCCPCHs carry the FACH for two Interactive/Background 32 kbps PS RABs and the FACH for SRBs on CCCH/ DCCH/ BCCH.


This configuration is verified in test case 18.2.5.2a.2.

3.
The contents of System Information Block type 5 and 6 as specified in TS 34.108, clause 6.1.2.


Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH. The second SCCPCH carries the FACH for CTCH (Cell Broadcast Service) and the FACH for SRBs on CCCH/ BCCH for idle mode UEs. The third SCCPCH carries the FACH for two Interactive/Background 32 kbps PS RABs and the FACH for SRBs on CCCH/ DCCH/ BCCH for connected mode UEs.


This configuration is verified in test case 18.2.5.2a.3. 
Specific Message Content for Radio Bearer Setup message to be used for these test cases:

Use the RADIO BEARER SETUP message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	   - RAB information for setup
        - RAB info
	(AM DTCH for PS domain)

	
	

	         - RAB identity
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	         - CN domain identity
	PS domain

	         - NAS Synchronization Indicator
	Not Present

	         - Re-establishment timer
	useT315

	        - RB information to setup
	

	         - RB identity
	20

	         - PDCP Info
	Not Present

	         - CHOICE RLC info type

          - CHOICE Uplink RLC mode
	RLC info

AM RLC

	           - Transmission RLC discard
            - CHOICE SDU discard mode
             - MAX_DAT
	No Discard
15

	
	

	
	

	           - Transmission window size
           - Timer_RST
	128
500

	           - Max_RST
	4

	
	

	           - Polling info
	

	            - Timer_poll_prohibit
	200

	            - Timer_poll
	200

	            - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Windows
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	128

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	

	         - Information for each multiplexing option
	2 RBMuxOptions

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	DCH

	           - UL Transport channel identity
	1

	           - Logical channel identity
	7

	           - CHOICE RLC size list
	Configured

	           - MAC logical channel priority
	8

	          - Downlink RLC logical channel info
	

	           - Number of downlink RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	6

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	7

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	7

	           - CHOICE RLC size list
	Explicit list

	             - RLC size index 
	Reference to TS34.108 clause 6 Parameter Set

	           - MAC logical channel priority
	8

	          - Downlink RLC logical channel info
	

	           - Number of downlink RLC logical channels
	1

	            - Downlink transport channel type
	FACH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	7

	         - RAB identity
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	         - CN domain identity
	PS domain

	         - NAS Synchronization Indicator
	Not Present

	         - Re-establishment timer
	useT315

	        - RB information to setup
	

	         - RB identity
	24

	         - PDCP info
	Not Present

	         - CHOICE RLC info type
	RLC info

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - CHOICE SDU discard mode
	No Discard

	             - MAX_DAT
	15

	           - Transmission window size
	128

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	200

	            - Timer_poll
	200

	            - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Windows
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	128

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	

	         - Information for each multiplexing option
	2 RBMuxOptions

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	DCH

	           - UL Transport channel identity
	1

	           - Logical channel identity
	10

	           - CHOICE RLC size list
	Configured

	           - MAC logical channel priority
	8

	          - Downlink RLC logical channel info
	

	           - Number of downlink RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	6

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	10

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	10

	           - CHOICE RLC size list
	Explicit list

	             - RLC size index 
	Reference to TS34.108 clause 6 Parameter Set

	           - MAC logical channel priority
	8

	          - Downlink RLC logical channel info
	

	           - Number of downlink RLC logical channels
	1

	            - Downlink transport channel type
	FACH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	10
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