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<START OF MODIFIED SECTION>

16.1.2.4
Method of test

Initial Conditions

-
System simulator:

-
1 cell, default parameters.

-
User Equipment:

-
the UE shall be in MM-state "Idle, updated";

-
the SMS message storage shall be empty.

Related ICS/IXIT Statements

Support for Short message MO/PP.

Support for state U10 of call control.

The value of timer TC1M.

Whether SMS messages are stored in the USIM and/or the ME.


Maximum number of retransmissions of an unacknowledged CP-DATA message.

Test procedure

<END OF MODIFIED SECTION>
<START OF MODIFIED SECTION>
16.1.10.4
Method of test

Initial Conditions

-
System simulator:

-
1 cell, default parameters.

-
User Equipment:

-
the UE shall be in  MM-state "Idle, updated";

-
the SMS message storage shall be empty.

Related ICS/IXIT Statements

Support for Short message MO/PP and MT/PP.
Support for state U10 of call control.
The value of timer TC1M.

Whether SMS messages are stored in the USIM and/or the ME.


Test procedure

16.1.10.4
Method of test

<END OF MODIFIED SECTION>

<START OF MODIFIED SECTION>
16.2.2.4
Method of test

Initial Conditions

-
System simulator:

-
1 cell, default parameters.

-
User Equipment:

-
the UE shall be in GMM-state "GMM-REGISTERED";

-
the SMS message storage shall be empty.

Related ICS/IXIT Statements

Support for Short message MO/PP.

Support for state PDP-ACTIVE of session management.

The value of timer TC1M.

Whether SMS messages are stored in the USIM and/or the ME.


Maximum number of retransmissions of an unacknowledged CP-DATA message.

Test procedure

<END OF MODIFIED SECTION>

<START OF MODIFIED SECTION>

16.2.10.4
Method of test

Initial Conditions

-
System simulator:

-
1 cell, default parameters.

-
User Equipment:

-
the UE shall be in  GMM-state "GMM-REGISTERED";
-
the SMS message storage shall be empty.

Related ICS/IXIT Statements

Support for Short message MO/PP and MT/PP.
Support for state PDP-ACTIVE of session management.
The value of timer TC1M.

Whether SMS messages are stored in the USIM and/or the ME.


Test procedure

<END OF MODIFIED SECTION>
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