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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document specifies the measurement procedures for the conformance test of the user equipment (UE) that supports Assisted Global Positioning System (A-GPS).
Tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “definition and applicability” part of the test.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

-
For a Release 1999 UE, references to 3GPP documents are to version 3.x.y.

-
For a Release 4 UE, references to 3GPP documents are to version 4.x.y.

-
For a Release 5 UE, references to 3GPP documents are to version 5.x.y.

-
For a Release 6 UE, references to 3GPP documents are to version 6.x.y.

[1]
3GPP TR 21.905: “Vocabulary for 3GPP Specifications”.

[2]
3GPP TR 25.990: “Vocabulary for UTRAN”.

[3]
3GPP TS 34.108: “Common test environments for User Equipment (UE) conformance testing”.

[4]
3GPP TS 34.109: “Terminal logical test interface; Special conformance testing functions”.

[5]
3GPP TS 25.331: “Radio Resource Control (RRC) protocol specification”.

[6]
3GPP TS 25.171: “Requirements for support of Assisted Global Positioning System (A-GPS); Frequency Division Duplex (FDD)”.
[7]
3GPP TS 25.302: “Services provided by the physical layer”.
[8]
Navstar GPS Space Segment/Navigation User Interfaces, ICD-GPS 200, Rev. C.

[9]
P. Axelrad, R.G. Brown, “GPS Navigation Algorithms”, in Chapter 9 of “Global Positioning System: Theory and Applications”, Volume 1, B.W. Parkinson, J.J. Spilker (Ed.), Am. Inst. of Aeronautics and Astronautics Inc., 1996.

[10]
S.K. Gupta, “Test and Evaluation Procedures for the GPS User Equipment”, ION-GPS Red Book, Volume 1, p. 119.

[11]
3GPP TS 25.215: “Physical layer; Measurements (FDD)”.
[12]
IEC 60068-2-1: “Environmental testing - Part 2: Tests. Tests A: Cold”.

[13]
IEC 60068-2-2: “Environmental testing - Part 2: Tests. Tests B: Dry heat”.

[14]
ETSI TR 102 273-2-1: “Electromagnetic compatibility and Radio spectrum Matters (ERM); Improvement on Radiated Methods of Measurement (using test site) and evaluation of the corresponding measurement uncertainties; Part 1: Uncertainties in the measurement of mobile radio equipment characteristics; Sub-part 2: Examples and annexes”.
3
Definitions, symbols, abbreviations and equations

3.1
Definitions

For the purpose of the present document, the terms and definitions given in 3GPP TR 21.905 [1], 3GPP TR 25.990 [2] and the following apply:

Horizontal Dilution of Precision (HDOP): measure of position determination accuracy that is a function of the geometrical layout of the satellites used for the fix, relative to the receiver antenna.
L1: L band GPS transmission frequency of 1575.42 MHz.
3.2
Symbols

For the purposes of the present document, the symbols given in 3GPP TR 21.905 [1], 3GPP TR 25.990 [2] and the following apply:

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken

3.3
Abbreviations

For the purpose of the present document, the abbreviations given in 3GPP TR 21.905 [1], 3GPP TR 25.990 [2] and the following apply:

A-GPS
Assisted - Global Positioning System

AWGN
Additive White Gaussian Noise

C/A
Coarse/Acquisition 

ECEF
Earth Centred, Earth Fixed
GPS
Global Positioning System

GSS
GPS System Simulator

HDOP
Horizontal Dilution Of Precision

LOS
Line Of Sight

OCNS
Orthogonal Channel Noise Simulator
NOTE:
A mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink.
SS
System Simulator
NOTE:
See annex A for description.
WLS
Weighted Least Square
3.4
Equations

For the purpose of the present document, the following equations apply:

FFS

4
General test conditions
4.1
GPS test conditions
4.1.1
GPS signals

The GPS signal is defined at the A-GPS antenna connector of the UE. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.
4.1.2
GPS frequency

The GPS signals shall be transmitted with a frequency accuracy of  ( 0.025 PPM.

4.2
UTRA test conditions

4.2.1
UTRA frequency band and frequency range

The tests in the present document are performed at mid range of the UTRA operating frequency band of the UE. The UARFCNs to be used for mid range are defined in 3GPP TS 34.108 [3], clause 5.1.1. 
If the UE supports multiple frequency bands then the Sensitivity tests in clause 5.2 shall be repeated in each supported frequency band.

4.2.2
UTRA frequency 

For all tests the UTRA frequency shall be offset with respect to the nominal frequency by an amount equal to the sum of +0.025 PPM and the offset in PPM of the actual transmitted GPS carrier frequency with respect to the nominal GPS frequency.
5
Performance requirements for A-GPS

5.1
General

This section defines the minimum performance requirements for both UE based and UE assisted FDD A‑GPS terminals. If a terminal supports both modes then it shall be tested in both modes.

The requirements are defined for CELL_DCH and CELL_FACH states.  All tests shall be performed in CELL_DCH state and the Moving Scenario and Periodic Update Performance test case shall be also performed in CELL_FACH state.
5.1.1
Measurement parameters

5.1.1.1
UE based A-GPS measurement parameters

In case of UE-based A-GPS, the measurement parameters are contained in the RRC UE POSITIONING POSITION ESTIMATE INFO IE. The measurement parameter is the horizontal position estimate reported by the UE and expressed in latitude/longitude.

5.1.1.2
UE assisted A-GPS measurement parameters

In case of UE-assisted A-GPS, the measurement parameters are contained in the RRC UE POSITIONING GPS MEASURED RESULTS IE. The measurement parameters are the UE GPS Code Phase measurements, as specified in 3GPP TS 25.302 [7] and 3GPP TS 25.215 [11]. The UE GPS Code Phase measurements are converted into a horizontal position estimate using the procedure detailed in annex B.

5.1.1.3
2D position error

The 2D position error is defined by the horizontal difference in meters between the ellipsoid point reported or calculated from the UE Measurement Report and the actual simulated position of the UE in the test case considered.

5.1.1.4
Response time

Max Response Time is defined as the time starting from the moment that the UE has received the final RRC measurement control message containing reporting criteria different from “No Reporting” sent before the UE sends the measurement report containing the position estimate or the GPS measured result, and ending when the UE starts sending the measurement report containing the position estimate or the GPS measured result on the Uu interface. The response times specified for all test cases are Time-to-First-Fix (TTFF) unless otherwise stated, i.e. the UE shall not re‑use any information on GPS time, location or other aiding data that was previously acquired or calculated and stored internally in the UE. A dedicated test message ‘RESET UE POSITIONING STORED INFORMATION’ specified in 3GPP TS 34.109 [4], clause 5.4, has been defined for the purpose of deleting this information.
5.2
Sensitivity

5.2.1
Sensitivity Coarse Time Assistance

5.2.1.1
Definition and applicability

Sensitivity with coarse time assistance is the minimum level of GPS satellite signals required for the UE to make an A-GPS position estimate to a specific accuracy and within a specific response time when the network only provides coarse time assistance.

The requirements and this test apply to all types of UTRA for the FDD UE that supports A-GPS.

5.2.1.2
Minimum requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 5.2.1.2 for the parameters specified in table 5.2.1.1.

Table 5.2.1.1: Test parameters for Sensitivity Coarse Time Assistance

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(2

	GPS Signal for one satellite
	dBm
	-142

	GPS Signal for remaining satellites
	dBm
	-147


Table 5.2.1.2: Minimum requirements for Sensitivity Coarse Time Assistance 

	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 25.171 [6], clause 5.1.1.1.
5.2.1.3
Test purpose

To verify the UE’s first position estimate meets the minimum requirements under GPS satellite signal conditions that represent weak signal conditions and with only Coarse Time Assistance provided by the SS.
5.2.1.4
Method of test

5.2.1.4.1
Initial conditions

Test environment: normal; see clause E.2.

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in figures A.1 or A.2.

2.
Set the GPS test parameters as specified in table 5.2.1.3 for GPS scenario #1. Select the first satellite PRN defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5 for the one satellite with the higher level. 
3.
Switch on the UE.
4.
Set up a connection using the procedure in clause D.2.

5.2.1.4.2
Procedure 

1.
Start GPS scenario #1 as specified in 3GPP TS 34.108 [3] clause 10.1.2 with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 1 000 m above WGS‑84 reference ellipsoid using the method described in 3GPP TS 34.108 [3] clause 10.1.2.4

2.
Send a RESET UE POSITIONING STORED INFORMATION message followed by RRC MEASUREMENT CONTROL messages containing appropriate assistance data; as specified in 3GPP TS 34.108 [3], clauses 10.2 and 10.6 for UE based testing; or clauses 10.4 and 10.6 for UE assisted testing with the value of GPS TOW msec offset by a random value as specified in 3GPP TS 34.108 [3] clause 10.6.2; as required to obtain a fix using the procedure specified in 3GPP TS 34.108 [3], clauses 7.5.1 or 7.5.4.

3.
If the UE returns a valid result in the MEASUREMENT REPORT message within the Max response time specified in table 5.2.1.4 then record the result and process it as specified in step 4. If the UE does not return a valid result within the Max response time specified in table 5.2.1.4 or reports a UE positioning error in the MEASUREMENT REPORT message then record one Bad Result.
4.
For UE based testing compare the reported position estimate in the MEASUREMENT REPORT message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.2.1.4 and record one  Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GPS measured results reported in the MEASUREMENT REPORT message to a 2D position using the method described in Annex B and then compare the result against the simulated position of the UE, used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.2.1.4 and record one  Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GPS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Select the first satellite PRN defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5 for the one satellite with the higher level. Use new random values for the UE location and altitude in step 1 and for the GPS TOW msec offset in step 2.
6.
Repeat steps 1 to 5 until the statistical requirements of clause 5.2.1.5 are met. Each time scenario #1 or #2 is used, the start time of the GPS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used select the next satellite PRN from the one used previously, defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5, for the one satellite with the higher level.
7.
Release the connection using the procedure in clause D.3.
5.2.1.5
Test Requirements

For the parameters specified in table 5.2.1.3 the UE shall meet the requirements and the success rate specified in table 5.2.1.4 with a confidence level of 95% according to annex F.6.1.
Table 5.2.1.3: Test parameters for Sensitivity Coarse Time Assistance

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(1.8

	GPS Signal for one satellite
	dBm
	-141

	GPS Signal for remaining satellites
	dBm
	-146.8


Table 5.2.1.4: Test requirements for Sensitivity Coarse Time Assistance 

	Success rate
	2-D position error
	Max response time

	95 %
	101.3 m for UE based / 100 + TT m for UE assisted
	20+TT s


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

5.2.2
Sensitivity Fine Time Assistance

5.2.2.1
Definition and applicability

Sensitivity with fine time assistance is the minimum level of GPS satellite signals required for the UE to make an A-GPS position estimate to a specific accuracy and within a specific response time when the network provides fine time assistance in addition to coarse time assistance.

The requirements and this test apply to all types of UTRA for the FDD UE that supports A-GPS and that is capable of providing an enhanced performance when the network provides Fine Time Assistance.

5.2.2.2
Minimum requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 5.2.2.2 for the parameters specified in table 5.2.2.1.

Table 5.2.2.1: Test parameters for Sensitivity Fine Time Assistance

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse time assistance error range
	seconds
	(2

	GPS Fine Time assistance error range
	(s
	(10

	GPS Signal for all satellites
	dBm
	-147


Table 5.2.2.2: Minimum requirements for Sensitivity Fine Time Assistance 

	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 25.171 [6], clause 5.1.2.1.
5.2.2.3
Test purpose

To verify the UE’s first position estimate meets the minimum requirements under GPS satellite signal conditions that represent weak signal conditions and with Fine Time Assistance provided by the SS.

5.2.2.4
Method of test

5.2.2.4.1
Initial conditions

Test environment: normal; see clause E.2.

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in figures A.1 or A.2.

2.
Set the GPS test parameters as specified in table 5.2.2.3 for GPS scenario #1.

3.
Switch on the UE.
4.
Set up a connection using the procedure in clause D.2.

5.2.2.4.2
Procedure 

1.
Start GPS scenario #1 as specified in 3GPP TS 34.108 [3] clause 10.1.2 with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 1 000 m above WGS‑84 reference ellipsoid using the method described in 3GPP TS 34.108 [3] clause 10.1.2.4

2.
Send a RESET UE POSITIONING STORED INFORMATION message followed by RRC MEASUREMENT CONTROL messages containing appropriate assistance data; as specified in 3GPP TS 34.108 [3], clauses 10.2 and 10.6 for UE based testing; or clauses 10.4 and 10.6 for UE assisted testing with the values of GPS TOW msec and UTRAN GPS timing of cell frames offset by random values as specified in 3GPP TS 34.108 [3] clause 10.6.2; as required to obtain a fix using the procedure specified in 3GPP TS 34.108 [3], clauses 7.5.1 or 7.5.4.

3.
If the UE returns a valid result in the MEASUREMENT REPORT message within the Max response time specified in table 5.2.2.4 then record the result and process it as specified in step 4. If the UE does not return a valid result within the Max response time specified in table 5.2.2.4 or reports a UE positioning error in the MEASUREMENT REPORT message then record one Bad Result.

4.
For UE based testing compare the reported position estimate in the MEASUREMENT REPORT message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.2.2.4 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GPS measured results reported in the MEASUREMENT REPORT message to a 2D position using the method described in Annex B and then compare the result against the simulated position of the UE used in step  1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.2.2.4 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GPS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Use new random values for the UE location and altitude in step 1 and for the GPS TOW msec and UTRAN GPS timing of cell frames offsets in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 5.2.2.5 are met. Each time scenario #1 or #2 is used, the start time of the GPS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again.

7.
Release the connection using the procedure in clause D.3.
5.2.2.5
Test Requirements

For the parameters specified in table 5.2.2.3 the UE shall meet the requirements and the success rate specified in table 5.2.2.4 with a confidence level of 95% according to annex F.6.1.
Table 5.2.2.3: Test parameters for Sensitivity Fine Time Assistance

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse time assistance error range
	seconds
	(1.8

	GPS Fine Time assistance error range
	(s
	(9

	GPS Signal for all satellites
	dBm
	-146


Table 5.2.2.4: Test requirements for Sensitivity Fine Time Assistance 

	Success rate
	2-D position error
	Max response time

	95 %
	101.3 m for UE based / 100 + TT m for UE assisted
	20+TT s


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
5.3
Nominal Accuracy

5.3.1
Definition and applicability

Nominal accuracy is the accuracy of the UE’s A-GPS position estimate under ideal GPS signal conditions.
The requirements and this test apply to all types of UTRA for the FDD UE that supports A-GPS.

5.3.2
Minimum requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 5.3.2 for the parameters specified in table 5.3.1.

Table 5.3.1: Test parameters for Nominal Accuracy

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(2

	GPS Signal for all satellites
	dBm
	-130


Table 5.3.2: Minimum requirements for Nominal Accuracy 

	Success rate
	2-D position error
	Max response time

	95 %
	30 m
	20 s


The reference for this requirement is 3GPP TS 25.171 [6], clause 5.2.1.
5.3.3
Test purpose

To verify the UE’s first position estimate meets the minimum requirements under GPS satellite signal conditions that represent ideal conditions.

5.3.4
Method of test

5.3.4.1
Initial conditions

Test environment:  normal; see clause E.2.

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in figures A.1 or A.2.

2.
Set the GPS test parameters as specified in table 5.3.3 for GPS scenario #1.

3.
Switch on the UE.
4.
Set up a connection using the procedure in clause D.2.

5.3.4.2
Procedure 

1.
Start GPS scenario #1 as specified in 3GPP TS 34.108 [3] clause 10.1.2 with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 1 000 m above WGS‑84 reference ellipsoid using the method described in 3GPP TS 34.108 [3] clause 10.1.2.4

2.
Send a RESET UE POSITIONING STORED INFORMATION message followed by RRC MEASUREMENT CONTROL messages containing appropriate assistance data; as specified in 3GPP TS 34.108 [3], clauses 10.2 and 10.6 for UE based testing; or clauses 10.4 and 10.6 for UE assisted testing with the value of GPS TOW msec offset by a random value as specified in 3GPP TS 34.108 [3] clause 10.6.2; as required to obtain a fix using the procedure specified in 3GPP TS 34.108 [3], clauses 7.5.1 or 7.5.4.

3.
If the UE returns a valid result in the MEASUREMENT REPORT message within the Max response time specified in table 5.3.4 then record the result and process it as specified in step 4. If the UE does not return a valid result within the Max response time specified in table 5.3.4 or reports a UE positioning error in the MEASUREMENT REPORT message then record one Good Result.

4.
For UE based testing compare the reported position estimate in the MEASUREMENT REPORT message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.3.4 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GPS measured results reported in the MEASUREMENT REPORT message to a 2D position using the method described in Annex B and then compare the result against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.3.4 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GPS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Use new random values for the UE location and altitude in step 1 and for the GPS TOW msec offset in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 5.3.5 are met. Each time scenario #1 or #2 is used, the start time of the GPS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again.

7.
Release the connection using the procedure in clause D.3.
5.3.5
Test Requirements

For the parameters specified in table 5.3.3 the UE shall meet the requirements and the success rate specified in table 5.3.4 with a confidence level of 95% according to annex F.6.1.
Table 5.3.3: Test parameters for Nominal Accuracy

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1  to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(1.8

	GPS Signal for all satellites
	dBm
	-130


Table 5.3.4: Test requirements for Nominal Accuracy 

	Success rate
	2-D position error
	Max response time

	95 %
	31.3 m for UE based / 30 + TT m for UE assisted
	20+TT s


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
5.4
Dynamic Range

5.4.1
Definition and applicability

Dynamic Range is the maximum difference in level of the GPS signals from a number of satellites that allows the UE to make an A-GPS position estimate with a specific accuracy and a specific response time.

The requirements and this test apply to all types of UTRA for the FDD UE that supports A-GPS.

5.4.2
Minimum requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 5.4.2 for the parameters specified in table 5.4.1.

Table 5.4.1: Test parameters for Dynamic Range

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	6

	HDOP Range
	-
	1.4 to 2.1

	GPS Coarse Time assistance error range
	seconds
	(2

	Propagation conditions
	-
	AWGN

	GPS Signal for 1st satellite
	dBm
	-129

	GPS Signal for 2nd satellite
	dBm
	-135

	GPS Signal for 3rd satellite
	dBm
	-141

	GPS Signal for 4th satellite
	dBm
	-147

	GPS Signal for 5th satellite
	dBm
	-147

	GPS Signal for 6th satellite
	dBm
	-147


Table 5.4.2: Minimum requirements for Dynamic Range
	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 25.171 [6], clause 5.3.1.
5.4.3
Test purpose

To verify the UE’s first position estimate meets the minimum requirements under GPS satellite signal conditions that have a wide dynamic range. Strong satellites are likely to degrade the acquisition of weaker satellites due to their cross‑correlation products.

5.4.4
Method of test

5.4.4.1
Initial conditions

Test environment:  normal; see clause E.2.

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in figures A.1 or A.2.

2.
Set the GPS test parameters as specified in table 5.4.3 for GPS scenario #1. Select the first three satellite PRNs defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5 for the three satellites with the higher levels. 
3.
Switch on the UE.
4.
Set up a connection using the procedure in clause D.2.

5.4.4.2
Procedure

1.
Start GPS scenario #1 as specified in 3GPP TS 34.108 [3] clause 10.1.2 with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 1 000 m above WGS‑84 reference ellipsoid using the method described in 3GPP TS 34.108 [3] clause 10.1.2.4

2.
Send a RESET UE POSITIONING STORED INFORMATION message followed by RRC MEASUREMENT CONTROL messages containing appropriate assistance data; as specified in 3GPP TS 34.108 [3], clauses 10.2 and 10.6 for UE based testing; or clauses 10.4 and 10.6 for UE assisted testing with the value of GPS TOW msec offset by a random value as specified in 3GPP TS 34.108 [3] clause 10.6.2; as required to obtain a fix using the procedure specified in 3GPP TS 34.108 [3], clauses 7.5.1 or 7.5.4.

3.
If the UE returns a valid result in the MEASUREMENT REPORT message within the Max response time specified in table 5.4.4 then record the result and process it as specified in step 4. If the UE does not return a valid result within the Max response time specified in table 5.4.4 or reports a UE positioning error in the MEASUREMENT REPORT message then record one Bad Result.

4.
For UE based testing compare the reported position estimate in the MEASUREMENT REPORT message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.4.4 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GPS measured results reported in the MEASUREMENT REPORT message to a 2D position using the method described in Annex B and then compare the result against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.4.4 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GPS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Select the first three satellite PRNs defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5 for the three satellites with the higher levels. Use new random values for the UE location and altitude in step 1 and for the GPS TOW msec offset in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 5.4.5 are met. Each time scenario #1 or #2 is used, the start time of the GPS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used select the next three satellite PRNs from the ones used previously, defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5, for the three satellites with the higher levels.
7.
Release the connection using the procedure in clause D.3.
5.4.5
Test Requirements

For the parameters specified in table 5.4.3 the UE shall meet the requirements and the success rate specified in table 5.4.4 with a confidence level of 95% according to annex F.6.1..
Table 5.4.3: Test parameters for Dynamic Range

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	6

	HDOP Range
	-
	1.4 to 2.1

	GPS Coarse Time assistance error range
	seconds
	(2+TT

	Propagation conditions
	-
	AWGN

	GPS Signal for 1st satellite
	dBm
	-129

	GPS Signal for 2nd satellite
	dBm
	-134.8

	GPS Signal for 3rd satellite
	dBm
	-140.8

	GPS Signal for 4th satellite
	dBm
	-146.8

	GPS Signal for 5th satellite
	dBm
	-146.8

	GPS Signal for 6th satellite
	dBm
	-146.8


Table 5.4.4: Test requirements for Dynamic Range
	Success rate
	2-D position error
	Max response time

	95 %
	101.3 m for UE based / 100 + TT m for UE assisted
	20+TT s


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
5.5
Multi-path Performance

5.5.1
Definition and applicability

Multi-path performance measures the accuracy and response time of the UE’s A-GPS position estimate in a specific GPS signal multi-path environment.

The requirements and this test apply to all types of UTRA for the FDD UE that supports A-GPS.

5.5.2
Minimum requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 5.5.2 for the parameters specified in table 5.5.1.

Table 5.5.1: Test parameters for Multi-path Performance

	Parameters
	Unit
	Value

	Number of generated satellites (see note)
	-
	5

	GPS Coarse Time assistance error range
	seconds
	(2

	HDOP Range
	-
	1.8 to 2.5

	GPS signal for Satellite 1, 2 (see note)
	dBm
	-130

	GPS signal for Satellite 3, 4, 5 (see note)
	dBm
	LOS signal of -130 dBm, multi-path signal of -136 dBm

	NOTE:
Satellites 1, 2 no multi-path. Satellites 3, 4, 5 multi-path defined in clause C.2.2.


Table 5.5.2: Minimum requirements for Multi-path Performance 

	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


The reference for this requirement is 3GPP TS 25.171 [6], clause 5.4.1.
5.5.3
Test purpose

To verify the UE’s first position estimate meets the minimum requirements under GPS satellite signal conditions that represent simple multi-path conditions.
5.5.4
Method of test

5.5.4.1
Initial conditions

Test environment:  normal; see clause E.2.

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in figures A.1 or A.2.

2.
Set the GPS test parameters as specified in table 5.5.3 for GPS scenario #1. Select the first two satellite PRNs defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5 for the two satellites with the higher levels.
3.
Switch on the UE.
4.
Set up a connection using the procedure in clause D.2.

5.5.4.2
Procedure 

1.
Start GPS scenario #1 as specified in 3GPP TS 34.108 [3] clause 10.1.2 with the UE location randomly selected to be within 3 km of the Reference Location and the altitude of the UE randomly selected between 0 m to 1 000 m above WGS‑84 reference ellipsoid using the method described in 3GPP TS 34.108 [3] clause 10.1.2.4. The initial carrier phase difference between taps of the multi-path model shall be randomly selected between 0 and  2radians by selecting the next random number from a standard uniform random number generator, in the range 0 to 2, representing radians with a resolution of 0.1, representing 0.1 radians.

2.
Send a RESET UE POSITIONING STORED INFORMATION message followed by RRC MEASUREMENT CONTROL messages containing appropriate assistance data; as specified in 3GPP TS 34.108 [3], clauses 10.2 and 10.6 for UE based testing; or clauses 10.4 and 10.6 for UE assisted testing with the value of GPS TOW msec offset by a random value as specified in 3GPP TS 34.108 [3] clause 10.6.2; as required to obtain a fix using the procedure specified in 3GPP TS 34.108 [3], clauses 7.5.1 or 7.5.4.

3.
If the UE returns a valid result in the MEASUREMENT REPORT message within the Max response time specified in table 5.5.4 then record the result and process it as specified in step 4. If the UE does not return a valid result within the Max response time specified in table 5.5.4 or reports a UE positioning error in the MEASUREMENT REPORT message then record one Bad Result.

4.
For UE based testing compare the reported position estimate in the MEASUREMENT REPORT message against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.5.4 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GPS measured results reported in the MEASUREMENT REPORT message to a 2D position using the method described in Annex B and then compare the result against the simulated position of the UE used in step 1, and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.5.4 and record one Good Result or Bad Result as appropriate.

5.
Repeat steps 1 to 4 using GPS scenario #2 instead of #1 so that the reference location changes sufficiently such that the UE shall have to use the new assistance data. Select the first two satellite PRNs defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5 for the two satellites with the higher levels. Use new random values for the UE location and altitude, and the initial carrier phase difference between taps of the multi-path model in step 1 and for the GPS TOW msec offset in step 2.

6.
Repeat steps 1 to 5 until the statistical requirements of clause 5.5.5 are met. Each time scenario #1 or #2 is used, the start time of the GPS scenario shall be advanced by 2 minutes from the time used previously for that scenario. Once a scenario reaches the end of its viable running time, restart it from its nominal start time again. Each time scenario #1 or #2 is used select the next two satellite PRNs from the ones used previously, defined in the table in 3GPP TS 34.108 [3] clause 10.1.2.5, for the two satellites with the higher level.

7.
Release the connection using the procedure in clause D.3.
5.5.5
Test Requirements

For the parameters specified in table 5.5.3 the UE shall meet the requirements and the success rate specified in table 5.5.4 with a confidence level of 95% according to annex F.6.1
Table 5.5.3: Test parameters for Multi-path Performance

	Parameters
	Unit
	Value

	Number of generated satellites (see note)
	-
	5

	GPS Coarse Time assistance error range
	seconds
	(2+TT

	HDOP Range
	-
	1.8 to 2.5

	GPS signal for Satellite 1, 2 (see note)
	dBm
	-130

	GPS signal for Satellite 3, 4, 5 (see note)
	dBm
	LOS signal of -130 dBm, multi-path signal of -136.2 dBm 

	NOTE:
Satellites 1, 2 no multi-path. Satellites 3, 4, 5 multi-path defined in clause C.2.2.


Table 5.5.4: Test requirements for Multi-path Performance
	Success rate
	2-D position error
	Max response time

	95 %
	101.3 m for UE based / 100 + TT m for UE assisted
	20+TT s


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
5.6
Moving Scenario and Periodic Update Performance

5.6.1
Definition and applicability

Moving scenario and periodic update performance measures the accuracy of the UE’s A-GPS position estimates and the periodic update capability of the UE in a moving scenario.
The requirements and this test apply to all types of UTRA for the FDD UE that supports A-GPS.

5.6.2
Minimum requirements

The position estimates, after the first reported position estimate, shall meet the accuracy requirement in table 5.6.2 with the periodical reporting interval of 2 seconds for the parameters specified in table 5.6.1.

NOTE:
In the actual testing the UE may report error messages until it has been able to acquire GPS measured results or a position estimate. The SS shall only consider the first measurement report different from an error message as the first position estimate in the requirement in table 5.6.2.
Table 5.6.1: Test parameters for Moving Scenario and Periodic Update Performance

	Parameters
	Unit
	Value

	Number of generated satellites 
	-
	5

	HDOP Range
	-
	1.8 to 2.5

	Propagation condition
	-
	AWGN

	GPS signal for all satellites  
	dBm
	-130


Table 5.6.2: Minimum requirements for Moving Scenario and Periodic Update Performance 

	Success Rate
	2-D position error

	95 %
	100 m


The reference for this requirement is 3GPP TS 25.171 [6], clause 5.5.1.
5.6.3
Test purpose

To verify the UE’s position estimates, after the first reported position estimate, meet the minimum requirements under GPS satellite signal conditions that simulate a moving scenario. A good tracking performance, with regular position estimate reporting is essential for certain location services.
5.6.4
Method of test

5.6.4.1
Initial conditions

Test environment:  normal; see clause E.2.

The UE is requested to use periodical reporting with a reporting interval of 2 seconds.

The GPS signals simulate the UE moving on a rectangular trajectory of 940 m by 1 440 m with rounded corners defined in figure 5.6.1 and table 5.6.3. The initial reference is first defined followed by acceleration to final speed of 100 km/h in 250 m. The UE then maintains the speed for 400 m. This is followed by deceleration to final speed of 25 km/h in 250 m. The UE then turn 90 degrees with turning radius of 20 m at 25 km/h. This is followed by acceleration to final speed of 100 km/h in 250 m. The sequence is repeated to complete the rectangle.

Table 5.6.3: Trajectory Parameters for Moving Scenario and Periodic Update Performance test case
	Parameter
	Distance (m)
	Speed (km/h)

	l11, l15, l21, l25
	20
	25

	l12, l14, l22, l24
	250
	25 to 100 and 100 to 25

	l13
	400
	100

	l23
	900
	100
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Figure 5.6.1: Rectangular Trajectory for Moving Scenario and Periodic Update Performance test case

1.
Connect SS and GSS to the UE antenna connector or antenna connectors as shown in figures A.1 or A.2.

2.
Set the GPS test parameters as specified in table 5.6.4 for GPS scenario #3.
3.
Switch on the UE.
4.
Set up a connection using the procedure in clause D.2.

5.6.4.2
Procedure 

1.
Start GPS scenario #3 as specified in 3GPP TS 34.108 [3], clause 10.1.2 

2.
Send a RESET UE POSITIONING STORED INFORMATION message followed by RRC MEASUREMENT CONTROL messages containing appropriate assistance data; as specified in 3GPP TS 34.108 [3], clauses 10.2 and 10.6 for UE based testing; or clauses 10.4 and 10.6 for UE assisted testing; as required to obtain fixes using the procedure specified in 3GPP TS 34.108 [3], clauses 7.5.2 or 7.5.5.

3.
Ignore any error messages that the UE may report in MEASUREMENT REPORT messages until it has been able to acquire the GPS signals and reports the first GPS measured result or position estimate.
4.
Discard the first GPS measured result or position estimate.
5.
Record the time of reception of the next MEASUREMENT REPORT message after reception of the first GPS measured result or position estimate.
6.
After the reception of the first GPS measured result or position estimate reported in a MEASUREMENT REPORT message, every time the UE returns a GPS measured result or position estimate in the MEASUREMENT REPORT message record the result and process it as specified in step 7, if the UE reports a UE positioning error in any MEASUREMENT REPORT messages then record one Bad Result for each report.

7.
For UE based testing compare the reported position estimate in the MEASUREMENT REPORT message against the simulated position of the UE at the time of applicability reported in the position estimate and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.6.5 and record one Good Result or Bad Result as appropriate; or


For UE assisted testing convert the GPS measured results reported in the MEASUREMENT REPORT message to a 2D position using the method described in Annex B and then compare the result against the simulated position of the UE at the time of applicability reported in the GPS measured results and calculate the 2D position error as specified in clause 5.1.1.3. Compare the 2D position error against the value in table 5.6.5 and record one Good Result or Bad Result as appropriate.

8.
Continue the test until the statistical requirements of clause 5.6.5 are met, allowing for the condition in step 9.
9.
At the end of the test record the time of reception of the final MEASUREMENT REPORT message. Calculate the theoretical number of MEASUREMENT REPORT messages that should have been received at a rate of one per 2 seconds and compare to the actual number received. If an excess of MEASUREMENT REPORT messages have been received then discard that number of Good Results. If a deficit has been received then add that number of Bad Results.

10.
Release the connection using the procedure in clause D.3.

5.6.5
Test Requirements

For the parameters specified in table 5.6.4, after the first reported position estimate, the UE shall meet the accuracy requirement and the success rate specified in table 5.6.5 with a periodical reporting interval of 2 seconds and with a confidence level of 95% according to annex F.6.1. No final decision shall be made until the simulation has completed one complete trajectory from the point where the UE returns a GPS measured result or position estimate in the MEASUREMENT REPORT message. This shall be taken as a minimum of 114 results.
.
Table 5.6.4: Test parameters for Moving Scenario and Periodic Update Performance

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	5

	HDOP Range
	-
	1.8 to 2.5

	Propagation condition
	-
	AWGN

	GPS signal for all satellites
	dBm
	-130


Table 5.6.5: Test requirements for Moving Scenario and Periodic Update Performance
	Success Rate
	2-D position error

	95 %
	101.3 m for UE based / 100 + TT m for UE assisted


NOTE 1:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
NOTE 2:
In the actual testing the UE may report error messages until it has been able to acquire GPS measured results or a position estimate. The test equipment shall only consider the first measurement report different from an error message as the first position estimate in the requirement in table 5.6.5.

F.6
General rules for statistical testing

F.6.1
Statistical testing of 2 D position error and TTFF

F.6.1.1
Test Method

Each test is performed in the following manner:

a)
Setup the required test conditions.

b)
Measure the 2D position and Time to First Fix (if applicable) repeated times. Start each repetition after having applied the message ‘RESET UE POSITIONING STORED INFORMATION’. This ensures that each result is independent from the previous one. The results, measured, are simplified to: 

good result, if the 2D position and TTFF (if applicable) are ≤ limit.

bad result, if the  2D position or TTFF(if applicable) or both  are > limit

c)
Record the number of  results (ns) and the number of bad  results (ne)

d)
Stop the test at a pass or an fail event.

e)
Once the test is stopped, decide according to the pass fail decision rules ( F.6.1.4.2)

F.6.1.2
Error Ratio (ER)

The Error Ratio (ER) is defined as the ratio of bad results (ne) to all results (ns).

(1-ER is the success ratio)

F.6.1.3
Test Design

A statistical test is characterised by:

Test-time, Selectivity and Confidence level
F.6.1.3.1
Confidence level
The outcome of a statistical test is a decision. This decision may be correct or in-correct. The Confidence Level CL describes the probability that the decision is a correct one. The complement is the wrong decision probability (risk) D = 1-CL 

 F.6.1.3.2
Introduction: Supplier Risk versus Customer Risk 
There are two targets of decision:

a) A measurement on the pass-limit shows, that the DUT has the specified quality or is better with probability CL  (CL e.g.95%) This shall lead to a “pass decision”

The pass-limit is on the good side of the specified DUT-quality. A more stringent  CL (CL e.g.99%) shifts the pass-limit further into the good direction. Given that the quality of the DUTs is distributed, a greater CL passes less and better DUTs.

A measurement on the bad side of the pass-limit is simply “not pass” (undecided)

aa) Complementary:

A measurement on the fail-limit shows, that the DUT is worse than the specified quality with probability CL.

The fail-limit is on the bad side of the specified DUT-quality. A more stringent  CL shifts the fail-limit further into the bad direction. Given that the quality of the DUTs is distributed, a greater CL fails less and worse DUTs.

A measurement on the good side of the fail-limit is simply “not fail”.

b) A DUT, known to have the specified quality, shall be measured and decided pass with  probability CL. This leads to the pass limit.

For CL e.g. 95%, the pass limit is on the bad side of the specified DUT-quality. CL e.g.99% shifts the pass-limit further into the bad direction. Given that the DUT-quality is distributed, a greater CL passes more and worse DUTs. 

ab) A DUT, known to be an (ε(0) beyond the specified quality, shall be measured and decided fail with probability CL.

For CL e.g.95%, the fail limit is on the good side of the specified DUT-quality. 

Note the different sense for CL in (a), (aa) versus  (b), (bb)

Note, for constant CL in all 4 bullets (a) is equivalent to (bb) and (aa) is equivalent to (b) 

F.6.1.3.3
Supplier Risk versus Customer Risk 
 The table below summarizes the different targets of decision.

Table F.6.1.3.3 Equivalent statements
	
	Equivalent statements, using different cause-to-effect-directions,

 and assuming CL = constant >0.5

	cause-to-effect-directions
	Known measurement result ( estimation of the DUT’s quality
	Known DUT’s quality ( estimation of the measurement’s outcome

	Supplier Risk
	A measurement on the pass-limit shows, that the DUT has the specified quality or is better                                 (a)
	A DUT, known to have an (ε(0) beyond the specified DUT-quality, shall be measured and decided fail               (bb)

	Customer Risk
	A measurement on the fail-limit shall shows, that the DUT is worse than the specified quality

(aa)
	A DUT, known to have the specified quality, shall be measured and decided pass

(b)


The bold text shows the obvious interpretation of  Supplier Risk and Customer Risk.

The same statements can be based on other  DUT-quality-definitions.

F.6.1.3.4
Introduction: Standard test versus early decision concept

In standard statistical tests, a certain number of results (ns) is predefined in advance of  the test. After ns results the number of bad results (ne) is counted and the error ratio (ER) is calculated as  ne/ns.

Applying statistical theory,  a decision limit can be designed, against which the calculated ER is compared to derive the decision. Such a limit is one decision point and is characterised by:

· D: the wrong decision probability (a predefined parameter)

· ns: the number of results (a fixed predefined parameter)

· ne: the number of bad results (the limit based on just ns) 

In the  formula for the limit, D and ns are parameters and ne is the variable. In  the standard test  ns and D are constant. The property of such a test is: It discriminate between two states only, depending on the test design: 

· pass (with CL) / undecided           (undecided in the sense: finally undecided)

· fail (with CL) / undecided            (undecided in the sense: finally undecided)

· pass(with CL)  / fail (with CL)     (however against two limits). 
In contrast to the standard statistical tests, the early decision concept predefines a set of (ne,ns) co-ordinates, representing the limit-curve for decision. After each result a preliminary ER is calculated and compared against the limit-curve. After each result one may make the decision or not (undecided for later decision)   The parameters and variables in the limit-curve for the early decision concept have a similar but not equal meaning:

· D: the wrong decision probability (a predefined parameter)

· ns: the number of results (a variable parameter)

· ne: the number of bad results (the limit. It varies together with ns) 

To avoid a “final undecided” in the standard test, a second limit must be introduced and the single decision co-ordinate (ne,ns) needs a high ne, leading to a fixed (high) test time. In the early decision concept, having the same selectivity and the same confidence level an “undecided” does not need to be avoided, as it can be decided later. A perfect DUT will hit the decision coordinate (ne,ns) with ne=0. This test time is short. 

F.6.1.3.5
Standard test versus early decision concept
For Supplier Risk:

The wrong decision probability D in the standard test is the probability, to decide a DUT in-correctly in the single decision point. In the early decision concept there is a probability of in-correct decisions d at each point of the limit-curve. The sum of all those wrong decision probabilities accumulate to D. Hence d<D

For Customer Risk:

The correct decision probability CL in the standard test is the probability, to decide a DUT correctly in the single decision point. In the early decision concept there is a probability of correct decisions cl at each point of the limit-curve. The sum of all those correct decision probabilities accumulate to CL. Hence cl<CL or d>D

F.6.1.3.6
Selectivity 
There is no statistical test which can discriminate between a limit-DUT-quality and a  DUT-quality which is an (ε(0) apart from the limit in finite time and confidence level CL>1/2. Either the test discriminates against one limit with the results pass (with CL)/undecided or fail (with CL)/undecided, or the test ends in a result pass (with CL)/fail (with CL) but this requires a second limit. 

For CL>0.5, a (measurement-result  =  specified-DUT-quality), generates undecided in test “supplier risk against pass limit” (a, from above) and also in the equivalent test against the fail limit (aa from above)

For CL>0.5, a DUT, known to be on the limit, will be decided  pass for the test “customer  risk against pass limit” (b) and also in the equivalent test against fail limit (bb).

This overlap or undecided area is not a  fault or a contradiction, however it can be avoided by introducing a Bad or a Good DUT quality according to:
· Bad DUT quality:    specified DUT-quality * M (M>1)

· Good DUT quality: specified DUT-quality * m (m<1) 

Using e.g  M>1 and  CL=95%  the test for different DUT qualities yield different pass probabilities:

Figure F.6.1.3.6   Pass probability versus DUT quality
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F.6.1.3.7
Design of the test
The test is defined according to the following design principles:

1. The early decision concept is applied.

2. A second limit is introduced: Bad DUT factor M>1
3. To decide the test pass:
Supplier risk is applied based on the Bad DUT quality

To decide the test fail

Cusomer Risk is applied based on the specified DUT quality

The test is defined using the following parameters:

1.    Specified DUT quality:  ER = 0.05

2.    Bad DUT quality: M=1.5 (selectivity)

3.    Confidence level CL = 95% (for specified DUT and Bad DUT-quality)

This has the following consequences:

  a)              A measurement on the fail limit is connected with 2 equivalent statements:

	A measurement on the fail-limit shows, that the DUT is worse than the specified DUT-quality
	A DUT, known to have the specified quality, shall be measured and decided pass


         A measurement on the pass limit is connected with the complementary statements:

	A measurement on the pass limit shows, that the DUT is better than the Bad DUT-quality.
	A DUT, known to have the Bad DUT quality, shall be measured and decided fail


The left column is used to decide the measurement.

The right column is used to verify the design of the test by simulation.

The simulation is based on the two fulcrums A and B only in Figure F.6.1.3.6. There is freedom to shape the remainder of the function.   

  b) Test time

· The minimum and maximum test time is fixed.

· The average test time is a function of the DUT’s quality.

· The individual test time is not predictable (except ideal DUT).

c) The number of decision co-ordinates (ne,ns) in the early decision concept is responsible for the selectivity of the test and the maximum test time. Having fixed the number of decision co-ordinates there is still freedom to select the individual decision co-ordinates in many combinations, all leading to the same confidence level.
F.6.1.4.1
Numerical definition of the pass fail limits

	ne
	nsp
	nsf
	ne
	nsp
	nsf
	ne
	nsp
	nsf
	ne
	nsp
	nsf

	0
	77
	NA
	43
	855
	576
	86
	1525
	1297
	129
	2173
	2050

	1
	106
	NA
	44
	871
	592
	87
	1540
	1314
	130
	2188
	2067

	2
	131
	NA
	45
	887
	608
	88
	1556
	1331
	131
	2203
	2085

	3
	154
	NA
	46
	903
	625
	89
	1571
	1349
	132
	2218
	2103

	4
	176
	NA
	47
	919
	641
	90
	1586
	1366
	133
	2233
	2121

	5
	197
	NA
	48
	935
	657
	91
	1601
	1383
	134
	2248
	2139

	6
	218
	42
	49
	951
	674
	92
	1617
	1401
	135
	2263
	2156

	7
	238
	52
	50
	967
	690
	93
	1632
	1418
	136
	2277
	2174

	8
	257
	64
	51
	982
	706
	94
	1647
	1435
	137
	2292
	2192

	9
	277
	75
	52
	998
	723
	95
	1662
	1453
	138
	2307
	2210

	10
	295
	87
	53
	1014
	739
	96
	1677
	1470
	139
	2322
	2227

	11
	314
	100
	54
	1030
	756
	97
	1692
	1487
	140
	2337
	2245

	12
	333
	112
	55
	1046
	772
	98
	1708
	1505
	141
	2352
	2263

	13
	351
	125
	56
	1061
	789
	99
	1723
	1522
	142
	2367
	2281

	14
	369
	139
	57
	1077
	805
	100
	1738
	1540
	143
	2381
	2299

	15
	387
	152
	58
	1093
	822
	101
	1753
	1557
	144
	2396
	2317

	16
	405
	166
	59
	1108
	839
	102
	1768
	1574
	145
	2411
	2335

	17
	422
	180
	60
	1124
	855
	103
	1783
	1592
	146
	2426
	2352

	18
	440
	194
	61
	1140
	872
	104
	1798
	1609
	147
	2441
	2370

	19
	457
	208
	62
	1155
	889
	105
	1813
	1627
	148
	2456
	2388

	20
	474
	222
	63
	1171
	906
	106
	1828
	1644
	149
	2470
	2406

	21
	492
	237
	64
	1186
	922
	107
	1844
	1662
	150
	2485
	2424

	22
	509
	251
	65
	1202
	939
	108
	1859
	1679
	151
	2500
	2442

	23
	526
	266
	66
	1217
	956
	109
	1874
	1697
	152
	2515
	2460

	24
	543
	281
	67
	1233
	973
	110
	1889
	1714
	153
	2530
	2478

	25
	560
	295
	68
	1248
	990
	111
	1904
	1732
	154
	2544
	2496

	26
	577
	310
	69
	1264
	1007
	112
	1919
	1750
	155
	2559
	2513

	27
	593
	325
	70
	1279
	1024
	113
	1934
	1767
	156
	2574
	2531

	28
	610
	341
	71
	1295
	1040
	114
	1949
	1785
	157
	2589
	2549

	29
	627
	356
	72
	1310
	1057
	115
	1964
	1802
	158
	2603
	2567

	30
	643
	371
	73
	1326
	1074
	116
	1979
	1820
	159
	2618
	2585

	31
	660
	387
	74
	1341
	1091
	117
	1994
	1838
	160
	2633
	2603

	32
	676
	402
	75
	1357
	1108
	118
	2009
	1855
	161
	2648
	2621

	33
	693
	418
	76
	1372
	1126
	119
	2024
	1873
	162
	2662
	2639

	34
	709
	433
	77
	1387
	1143
	120
	2039
	1890
	163
	2677
	2657

	35
	725
	449
	78
	1403
	1160
	121
	2054
	1908
	164
	2692
	2675

	36
	742
	465
	79
	1418
	1177
	122
	2069
	1926
	165
	2707
	2693

	37
	758
	480
	80
	1433
	1194
	123
	2084
	1943
	166
	2721
	2711

	38
	774
	496
	81
	1449
	1211
	124
	2099
	1961
	167
	2736
	2729

	39
	790
	512
	82
	1464
	1228
	125
	2114
	1979
	168
	2751
	2747

	40
	807
	528
	83
	1479
	1245
	126
	2128
	1997
	169
	2765
	NA

	41
	823
	544
	84
	1495
	1263
	127
	2143
	2014
	
	
	

	42
	839
	560
	85
	1510
	1280
	128
	2158
	2032
	
	
	


The first column is the number of bad results (ne)

The second column is the number of  results for the pass limit (nsp)

The third column is the number of  results for the fail limit (nsf)

F.6.1.4.2
Pass fail decision rules
Having observed   0  bad results, pass the test at      ≥77 results,                                               otherwise continue

Having observed   1  bad result,  pass the test at     ≥106 results,                                              otherwise continue

Having observed   2  bad result,  pass the test at     ≥131 results,                                              otherwise continue

etc. until
Having observed 6 bad result,  pass the test at  ≥218  results, fail the test at ≤ 42 results,  otherwise continue
Having observed 7 bad result,  pass the test at  ≥238  results, fail the test at ≤ 52 results,  otherwise continue

etc. until
Having observed 168 bad result,  pass the test at  ≥2751 results, fail the test at ≤2747 results,  otherwise continue

Having observed 169 bad result,  pass the test at  ≥2765 results, otherwise fail 

Note: an ideal DUT passes after 77 results. The maximum test time is 2765 results.

F.6.1.4.3
Background information to the pass fail limits

There is freedom to design the decision co-ordinates (ne,ns).

The binomial distribution and its inverse is used to design the pass and fail limits. Note that this method is not unique and that other methods exist. 
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Where

fail(..) is the error ratio for the fail limit

pass(..) is the error ratio for the pass limit

ER is the specified error ratio 0.05

ne is the number of bad results. This is the variable in both equations

M is the Bad DUT factor M=1.5

df is the wrong decision probability of a single (ne,ns) co-ordinate for the fail limit. 

It is found by simulation to be df  =  0.004

clp is the confidence level of a single (ne,ns) co-ordinate for the pass limit.

It is found by simulation to be clp  =  0.9975

qnbinom(..): The inverse cumulative function of the negative binomial distribution

The simulation works as follows:

A large population of limit DUTs with true ER = 0.05 is decided against the pass and fail limits.

clp    and df   are tuned such that CL (95%) of the population passes and D (5%) of the population fails.

A population of Bad DUTs with true ER = M*0.05 is decided against the same pass and fail limits.

clp    and df   are tuned such that CL (95%) of the population fails and D (5%) of the population passes.

This procedure and the relationship to the measurement is justified in clause F.6.1.3.7. The number of DUTs decrease during the simulation, as the decided DUTs leave the population. That number decreases with an approximately exponential characteristics. After 169 bad results all DUTs of the population are decided.
Note:  The exponential decrease of the population is an optimal design goal for the decision co-ordinates (ne,ns), which can be achieved with other formulas or methods as well. 
Annex G (informative): 
Change history

	T Meeting
	Doc-1st-Level
	CR
	Rev
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level

	RP-28
	RP-050264
	-
	-
	Approved to go under revision control
	-
	2.0.0
	6.0.0
	R5-050832
































B

















A





0            specified quality      M* specified quality          DUT quality in ER                                        





   100%


   95%


Pass-


Proba-


bility








   50%

















       5%


       0%











Fail- 


Proba


bility








�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1180360102.bin

