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1. Introduction

Intel and ETS identified that some applicability requirements of RAB test cases in TS34.123-2 are defined as "FFS" (for future study).
The affected test cases are already validated in GCF and hence should also be well defined in TS34.123-2 and in TS34.123-3.

2. Study & results 
Those are the RAB parameters that need to be defined for each test case:


	DL Max CC TB bits
	

	DL Max TC TB bits
	

	DL Max TrCHs
	

	DL Max CCTrCH
	

	DL Max TTI TB
	

	DL Max TFS
	

	DL Max TF
	

	DL TC
	

	UL Max TB bits
	

	UL Max CC TB bits
	

	UL Max TC TB bits
	

	UL Max TrCHs
	

	UL Max TTI TB
	

	UL Max TFS
	

	UL Max TF
	

	UL TC
	

	Other required UE radio access capability
	





For each RAB test cases there is a definition of the data rate involved in the test case for user data and signalling data (SRB), for example:
"Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
The required RAB parameters should be defined by a fixed value set, specified in 25.306 5.1,5.2

(e.g. for DL parameters combination from TS25.306)
Table 5.2.2.1: UE radio access capability parameter combinations, DL parameters

	Reference combination of UE Radio Access capability parameters in DL
	12 kbps class
	32 kbps class
	64 kbps class
	128 kbps class
	384 kbps class
	768 kbps class
	2048 kbps class

	Transport channel parameters
	
	
	
	
	
	
	

	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant
	640 (FDD)

1280 (TDD)
	1280
	3840
	3840
	6400 
	10240
	20480

	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant
	640
	640
	640
	640
	640
	640
	640




The list of the test cases that should be defined: 


-- 14.2.4a is in TS 34.108, section 6.10.2.4.1.4a 

  
	14.2.4a
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


-14.2.23b is in TS 34.108, section 6.10.2.4.1.23b
 
	14.2.23b
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.23c is in TS 34.108, section 6.10.2.4.1.23c
 
	14.2.23c
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	E supporting FDD and reference radio bearer configuration "Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.23d is in TS 34.108, section 6.10.2.4.1.23d
  

	14.2.23d
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH"


- 14.2.38a is in TS 34.108, section 6.10.2.4.1.38a

	14.2.38a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.38b is in TS 34.108, section 6.10.2.4.1.38b

	14.2.38b
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.38c is in TS 34.108, section 6.10.2.4.1.38c
	14.2.38c
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.38d is in TS 34.108, section 6.10.2.4.1.38d
	14.2.38d
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.38e is in TS 34.108, section 6.10.2.4.1.38e
	14.2.38e
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.38f is in TS 34.108, section 6.10.2.4.1.38f
 

	14.2.38f
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


- 14.2.51a is in TS 34.108, section 6.10.2.4.1.51a
 
	14.2.51a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.51b is in TS 34.108, section 6.10.2.4.1.51b 
	14.2.51b
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


- 14.2.56 is in TS 34.108, section 6.10.2.4.1.56
 
	14.2.56
	Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


- 14.2.57 is in TS 34.108, section 6.10.2.4.1.57
 
	14.2.57
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.58 is in TS 34.108, section 6.10.2.4.1.57
 
	14.2.58
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


 

- 14.2.58a is in TS 34.108, section 6.10.2.4.1.58a
	14.2.58a
	Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C???
	UE supporting FDD and reference radio bearer configuration "Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"


3. Conclusion:
As the above mentioned RAB parameters are not defined within TS 34.123-2 yet, and as they seem not to fit automatically into the fixed parameter sets specified within TS 25.306, clause 5.1 and 5.2 due to the fact that they are in the range between two classes, we need to define these requirements in detail in order to specify them correctly in TS 34.123-2.
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