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	The CR is only connected with TDD test cases.


Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1,A3
	
	

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	
	

	        - message authentication code
	
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	
	Not Present
	

	Ciphering mode info
	
	Not Present
	

	Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	New U-RNTI
	
	Not Present
	

	New C-RNTI
	
	Not Present
	

	New DSCH-RNTI
	
	Not Present
	

	New H-RNTI
	
	Not Present
	REL-5

	RRC State indicator
	
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	
	Not Present
	

	CN information info
	
	Not Present
	

	URA identity
	
	Not Present
	

	 - Signalling RB information to setup
	
	Not Present
	

	 - RAB information for setup list
	A1
	
	

	   - RAB information for setup
	
	
	

	        - RAB info
	
	
	

	         - RAB identity
	
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	CS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	UseT314
	

	        - RB information to setup list
	
	
	

	         - RB information to setup
	
	
	

	 - RB identity
	
	10
	

	          - PDCP info
	
	Not Present
	

	          - CHOICE RLC info type
	
	RLC info
	

	           - CHOICE Uplink RLC mode
	
	TM RLC
	

	            - Transmission RLC discard
	
	Not Present
	

	            - Segmentation indication
	
	FALSE
	

	           - CHOICE Downlink RLC mode
	
	TM RLC
	

	            - Segmentation indication
	
	FALSE
	

	          - RB mapping info
	
	
	

	           - Information for each multiplexing option
	
	
	

	            - RLC logical channel mapping indicator
	
	Not Present
	

	            - Number of uplink RLC logical channels
	
	1
	

	             - Uplink transport channel type
	
	DCH
	

	             - UL Transport channel identity
	
	1
	

	             - Logical channel identity
	
	Not Present
	

	             - CHOICE RLC size list
	
	Configured
	

	             - MAC logical channel priority
	
	7
	

	            - Downlink RLC logical channel info
	
	
	

	             - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	6
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	RAB information for setup list
	A3
	
	

	- RAB information for setup
	
	
	

	        - RAB info
	
	
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	UseT315
	

	        - RB information to setup list
	
	
	

	         - RB information to setup
	
	
	

	          - RB identity
	
	20
	

	          - PDCP info
	
	Not Present
	

	          - CHOICE RLC info type
	
	RLC info
	

	           - CHOICE Uplink RLC mode
	
	AM RLC
	

	            - Transmission RLC discard
	
	
	

	             - CHOICE SDU discard mode
	
	No discard
	

	              - MAX_DAT
	
	15
	

	            - Transmission window size
	
	128
	

	            - Timer_RST
	
	500
	

	            - Max_RST
	
	4
	

	            - Polling info
	
	
	

	             - Timer_poll_prohibit
	
	200
	

	             - Timer_poll
	
	200
	

	             - Poll_SDU
	
	1
	

	             - Last transmission PDU poll
	
	TRUE
	

	             - Last retransmission PDU poll
	
	TRUE
	

	             - Poll_Windows
	
	99
	

	             - Timer_poll_periodic
	
	Not Present
	

	           - CHOICE Downlink RLC mode
	
	AM RLC
	

	            - In-sequence delivery
	
	TRUE
	

	            - Receiving window size
	
	128
	

	            - Downlink RLC status info
	
	
	

	             - Timer_status_prohibit
	
	200
	

	             - Timer_EPC
	
	200
	

	             - Missing PDU indicator
	
	TRUE
	

	             - Timer_STATUS_periodic
	
	Not Present
	

	          - RB mapping info
	
	
	

	           - Information for each multiplexing option
	
	2RBMuxOptions
	

	            - RLC logical channel mapping indicator
	
	Not Present
	

	            - Number of uplink RLC logical channels
	
	1
	

	             - Uplink transport channel type
	
	DCH
	

	             - UL Transport channel identity
	
	1
	

	             - Logical channel identity
	
	Not Present
	

	             - CHOICE RLC size list
	
	Configured
	

	             - MAC logical channel priority
	
	8
	

	            - Downlink RLC logical channel info
	
	
	

	             - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	6
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	            - RLC logical channel mapping indicator
	
	Not Present
	

	            - Number of uplink RLC logical channels
	
	1
	

	             - Uplink transport channel type
	
	RACH
	

	             - UL Transport channel identity
	
	Not Present
	

	             - Logical channel identity
	
	7
	

	             - CHOICE RLC size list
	
	Explicit List
	

	             - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	             - MAC logical channel priority
	
	8
	

	            - Downlink RLC logical channel info
	
	
	

	             - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	FACH
	

	              - DL DCH Transport channel identity
	
	Not Present
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	RB information to be affected list
	A1,A3
	Not Present 
	

	Downlink counter synchronization info
	
	Not Present
	

	UL Transport channel information for all transport channels
	A1,A3
	
	

	        - PRACH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	TDD
	

	             -Individual UL CCTrCH information
	
	
	

	              - TFCS ID
	
	(This IE is repeated for TFC number.)
	

	              - Allowed Transport Format combination
	
	0 to MaxTFCvalue-1 (MaxTFCValue is refer to clause 6 Parameter Set.)
	

	              - PRACH TFCS
	
	(This IE is repeated for TFC number.)
	

	              - CHOICE TFCI signalling
	
	Normal
	

	                    - TFCI Field 1 information
	
	
	

	                         - TFCS complete reconfigure information
	
	
	

	                          - CHOICE TFCS Size
	
	Number of used bits must be enough to cover all combinations of CTFC from clauses 6.

Refer to clause 6 Parameter Set
	

	                          - CTFC information
	
	Not Present
	

	          - CHOICE mode
	
	TDD
	

	                - Individual UL CCTrCH information
	
	Not Present
	

	Deleted UL TrCH information list
	
	Not Present
	

	Added or Reconfigured UL TrCH information list
	A1,A3
	1
	

	      - Added or Reconfigured UL TrCH information
	
	
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport Format Information
	
	
	

	         - RLC size
	
	Reference to clause 6 Parameter Set
	

	         - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Transmission Time Interval
	
	Not Present
	

	          - Number of Transport blocks
	
	Reference to clause 6 Parameter Set
	

	          - Transmission Time Interval
	
	Not Present
	

	          - Number of Transport blocks
	
	1
	

	         - CHOICE Logical channel List
	
	ALL
	

	        - Semi-static Transport Format Information 
	
	
	

	         - Transmission time interval
	
	Reference to clause 6 Parameter Set
	

	         - Type of channel coding
	
	Reference to clause 6 Parameter Set 
	

	         - Coding Rate
	
	Reference to clause 6 Parameter Set 
	

	         - Rate matching attribute
	
	Reference to clause 6 Parameter Set 
	

	         - CRC size
	
	Reference to clause 6 Parameter Set 
	

	CHOICE mode
	A1, A3
	TDD     (no data)
	

	DL Transport channel information common for all transport channel
	A1,A3
	
	

	        - SCCPCH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	TDD
	

	         - CHOICE DL parameters
	
	Independent    (Refer to clause 6)
	

	Deleted DL TrCH information list
	A1,A3
	Not Present
	

	Added or Reconfigured DL TrCH information list
	
	1
	

	     - Added or Reconfigured DL TrCH information
	
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	1
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	Reference to clause 6
	

	Frequency info
	A1,A3
	Not Present
	

	Maximum allowed UL TX power
	
	30dBm
	

	CHOICE channel requirement
	
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	
	

	         - CHOICE mode
	
	TDD
	

	             - UL Target SIR
	
	Reference to clause 6 Parameter set.
	

	             - CHOICE UL OL PC info
	
	Individually signalled
	

	                - CHOICE TDD option
	
	1.28 Mcps
	

	                     - TPC step size
	
	1 dB
	

	                     - Primary CCPCH Tx Power
	
	Not Present
	

	              - CHOICE mode

	
	TDD
	

	               - Uplink Timing Advance Control

	
	Not Present
	

	               - UL CCTrCH List
	
	
	

	                 - TFCS Id
	
	1
	

	                 - Time info
	
	
	

	
         - Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	                       - Duration
	
	Infinite
	

	                   - Common timeslot info
	
	
	

	                      - 2nd interleaving mode
	
	Reference to clause 6 Parameter Set
	

	                      - TFCI coding
	
	Reference to clause 6 Parameter Set
	

	                      - Puncturing Limit
	
	Reference to clause 6 Parameter Set
	

	                      - Repetition Period
	
	Reference to clause 6 Parameter Set
	

	                      - Repetition Length
	
	Reference to clause 6 Parameter Set
	

	                      - First individual timeslot info
	
	
	

	                      - Timeslot number
	
	The number of an uplink timeslot that has unassigned codes.
	

	                      - TFCI existence
	
	TRUE
	

	                      - Midamble shift and burst type
	
	
	

	                            - CHOICE TDD option
	
	1.28 Mcps
	

	                               - Midamble allocation mode
	
	Default
	

	                               - Midamble configuration
	
	16
	

	                           - CHOICE TDD option
	
	1.28 Mcps TDD      
	

	                               - Modulation
	
	QPSK
	

	                               - SS-TPC Symbols
	
	1
	

	        - CHOICE Mode
	
	TDD
	

	        - First timeslot channelisation codes
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	

	        - Channelisation code
	
	(i/SF) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	

	        - CHOICE more timeslots
	
	The presence of this IE depends upon the number of resources specified in clause 6 and the number of slots in which they

are being assigned.
	

	CHOICE Mode
	
	TDD                  (no data)
	

	Downlink HS-PDSCH Information
	A1,A3
	Not Present
	REL-5

	Downlink information common for all radio links
	A1,A3
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Maintain
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - CHOICE mode
	
	TDD
	

	           - TPC step size
	
	1 dB
	

	             - CHOICE TDD mode
	
	1.28 Mcps 
	

	              - TSTD indicator
	
	TRUE
	

	        - Default DPCH Offset Value
	
	Not Present
	

	Downlink information for per radio link list
	A1,A3
	
	

	   - Downlink information for each radio link
	
	
	

	     - CHOICE mode
	
	TDD
	

	        - Primary CCPCH info
	
	
	

	           - CHOICE TDD option
	
	1.28  Mcps
	

	                   - TSTD indicator
	
	TRUE
	

	                - Cell parameters ID
	
	0
	

	                - Block STTD indicator
	
	FALSE
	

	         - Downlink DPCH info for each RL
	
	
	

	               - CHOICE mode
	
	TDD
	

	                   - DL CCTrCH List
	
	
	

	                    - TFCS ID
	
	1
	

	                      - Time info
	
	
	

	                       - Activation time
	
	(256+CFN-(CFN mod 8 + 8))mod 256
	

	                        - Duration
	
	Infinite
	

	                    - Common timeslot info
	
	
	

	                      - 2nd interleaving mode
	
	Reference to the present document
	

	                      - TFCI coding
	
	TRUE
	

	                      - Puncturing limit
	
	Reference to clause 6 Parameter set
	

	                      - Repetition period
	
	1
	

	                      - Repetition length
	
	Empty
	

	                      - Downlink DPCH timeslots and codes
	
	
	

	                         - Individual timeslot info
	
	
	

	                            - Timeslot number
	
	The number of a downlink timeslot that has unassigned codes.
	

	                              - TFCI existence
	
	TRUE
	

	                              - Midamble shift and burst type
	
	
	

	                              - CHOICE TDD option
	
	1.28 Mcps 
	

	                                     -Midamble Allocation Mode
	
	Default
	

	                                    - Midamble configuration
	
	16
	

	                                     - Modulation
	
	QPSK
	

	 - SS-TPC Symbols
	
	1
	

	                      - First timeslot channelisation codes
	
	
	

	                       - First channelisation code
	
	(i/SF) where i is the lowest numbered code that is being assigned and SF is specified in clause 6 Parameter Set.
	

	                         - Last channelisation code
	
	(j/SF) where j is the highest numbered code that is being assigned in the slot.
	

	                         - Bitmap
	
	Bitmap of the codes that are being assigned in the slot.
	

	                        - CHOICE more timeslots
	
	The presence of this IE depends upon whether the requirements of clause 6

Parameter Set could be met by the codes that have been assigned in the first timeslot.
	

	                     - UL CCTrCH TPC List
	
	Not Present
	

	                 -SCCPCH information for FACH
	
	Not Present
	


	Condition
	Explanation

	A1
	This IE is needed for CS RAB

	A3
	This IE is needed for PS RAB.
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