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<START OF MODIFIED SECTION>

4.2.1.1
Supported Channels for FDD Mode

4.2.1.1.1
Logical channels

	Logical channel
	Minimum number
	Comments

	BCCH
	1
	

	CCCH
	1
	

	DCCH
	4
	2 for RRC testing, 2 for NAS testing

	PCCH
	1
	

	DTCH
	n <FFS>
	Depending on SS's support for RB service testing (See clause 14 of 3GPP TS 34.123-1 [1])


4.2.1.1.2
Transport channels

	Transport channel
	Minimum number
	Comments

	BCH
	1
	

	FACH
	1
	

	PCH
	1
	

	DCH
	n <FFS>
	

	DSCH
	1
	Applicable to R99 and Rel-4 only.

	RACH
	2
	

	CPCH
	1
	

	FAUSCH
	N/A
	Not in Release 1999


4.2.1.1.3
Physical channels

	Physical channel
	Minimum number
	Comments

	P-CCPCH
	1
	Primary Common Control Physical channel. This is used by the Cell to Broadcast System Information messages, it is transmitted using the Primary Scrambling Code for the Cell.

	P-CPICH
	1
	Primary Common Pilot Channel using the Primary Scrambling Code for the Cell.

	S-CPICH
	1 (For RF Tests)
	Secondary Common Pilot Channel. This signal is used as the phase reference for some RF tests.

	SCH
	1
	Synchronization Channel (includes P-SCH and S-SCH)

	S-CCPCH
	2
	Secondary Common Control Physical channel.

	PICH
	1
	To identify when the UE should access the PCCH for Paging Messages.

	AICH
	1
	General Acquisition Indicator Channel that can be used for:

-
Aquisition Indicator Channel, for PRACH

-
Access Preamble Acquisition Indicator Channel (AP-ICH), for PCPCH

-
Collision-Detection/Channel-Assignment Indicator Channel (CD/CA‑ICH), for PCPCH.

	DPDCH
	3
	Downlink Physical Data Channel. There will be a single DPCCH associated with all the DPDCHs used for Layer 1 signalling.

This number is for the First Cell. Additional Cells may define a lower number which should be at least 1.

	PDSCH
	1
	Physical Downlink Shared Channel. Applicable to R99 and Rel-4 only.

	DPCH
	1
	Uplink Dedicated Physical channel

	PRACH
	2
	Physical Random Access Channel.

	PCPCH
	1
	Physical Common Packet Channel.

	CSICH
	1
	CPCH Status Indicator Channel


4.2.1.2
Supported Channels for TDD Mode

4.2.1.2.1
Logical channels

	Logical channel
	Minimum number
	Comments

	Control channels

	BCCH
	1
	Broadcast Control Channel: DL channel for broadcasting system control information.

	CCCH
	1
	Common Control Channel: Bi-directional channel for transmitting control information between network and UEs. This channel is commonly used by the UEs having no RRC connection with the network and by the UEs using common transport channels when accessing a new cell after cell reselection.

	DCCH
	4
	Dedicated Control Channel: A point-to-point bi-directional channel that transmits dedicated control information between a UE and the network. This channel is established through RRC connection setup procedure. 2 channels for RRC testing and 2 channels for NAS testing estimated.

	PCCH
	1
	Paging Control Channel: DL channel that transfers paging information. This channel is used when the network does not know the location cell of the UE, or, the UE is in the cell connected state

	SHCCH
	1
	Shared Channel Control Channel: Bi-directional channel that transmits control information for uplink and downlink shared channels between network and UEs. This channel is for TDD only.

	Traffic channels

	DTCH
	1
	Dedicated Traffic Channel is a point-to-point channel, dedicated to one UE, for the transfer of user information. A DTCH can exist in both UL and DL.

	CTCH
	1
	Common Traffic Channel is a point-to-multipoint unidirectional channel for transfer of dedicated user information for all or a group of specified UEs.


4.2.1.2.2
Transport channels

	Transport channel
	Minimum number
	Comments

	BCH
	1
	Broadcast Channel: DL channel used to broadcast system and cell-specific information. 

	FACH
	1
	Forward Access Channel: DL channel used to carry control information to a mobile station when the system knows the location cell of the mobile station (may also carry short user packets). 

	PCH
	1
	Paging Channel: DL channel used to carry control information to a mobile station when the system does not know the location cell of the mobile station.

	DCH
	2
	Dedicated Channel:UL or DL channel used to carry user or control information between the UTRAN and a UE

	DSCH
	1
	DL shared channel: DL channel shared by several UEs carrying dedicated control or traffic data.

	USCH
	1
	UL shared channel: UL channel shared by several UEs carrying dedicated control or traffic data.

	RACH
	1
	Random Access Channel: UL channel used to carry control information from mobile station. The RACH may also carry short user packets.


4.2.1.2.3
Physical channels (3.84 Mcps option)

	Physical channel
	Minimum number
	Comments

	P-CCPCH
	1
	Primary Common Control Physical channel. . The BCH as described in clause 4.2.1 is mapped onto the P-CCPCH. The position (time slot / code) of the P-CCPCH is known from PSCH. 

	SCH
	1
	Synchronization Channel. Code group of a cell can be derived from the synchronization channel. In order not to limit the uplink/downlink asymmetry the SCH is mapped on one or two downlink slots per frame only.

	S-CCPCH
	2
	Secondary Common Control Physical channel. PCH and FACH as described in clause 4.2.1 are mapped onto one or more S-CCPCH. 

	PICH
	
	Paging Indicator Channel is a physical channel used to carry the paging indicators.

	DPCH (DL)
	3
	Downlink Dedicated Physical channel. DCH channels are mapped onto DPCH

	PDSCH
	1
	Physical Downlink Shared Channel. DSCH as desribed in clause 4.2.1 is mapped onto one or more PDSCH.

	DPCH (UL)
	1
	Uplink Dedicated Physical channel. DCH channels are mapped onto DPCH.

	PUSCH
	1
	Physical Uplink Shared Channel. The USCH as desribed in clause 4.2.1 is mapped onto one or more PUSCH. Timing advance, as described in 3GPP TS 25.224 [27], clause 4.3, is applied to the PUSCH.

	PRACH
	2
	Physical Random Access Channel. The RACH as described in clause 4.2.1 is mapped onto PRACH

	PNBSCH
	1
	Physical node B synchronization channel: In case cell sync bursts are used for Node B synchronization the PNBSCH shall be used for the transmission of the cell sync burst 3GPP TS 25.223 [35]. The PNBSCH shall be mapped on the same timeslot as the PRACH.


4.2.1.2.4
Physical channels (1.28 Mcps option)

	Physical channel
	Minimum number
	Comments

	P-CCPCH
	2
	Primary Common Control Physical channel.The BCH as described in clause 4.2.1 is mapped onto the P‑CCPCH1 and P-CCPCH2. The position (time slot / code) of the P-CCPCHs is fixed in the 1.28 Mcps TDD. The P-CCPCHs are mapped onto the first two code channels of timeslot#0 with spreading factor of 16.

	DwPCH
	1
	Synchronization Channel for DL. Present in each 5 ms subframe.

	UpPCH
	1
	Synchronization Channel for UL. Present in each 5 ms subframe.

	S-CCPCH
	2
	Secondary Common Control Physical channel. PCH and FACH as described in clause 4.2.1 are mapped onto one or more S-CCPCH.

	PICH
	
	Paging Indicator Channel is a physical channel used to carry the paging indicators.

	DPCH (DL)
	3
	Downlink Dedicated Physical channel.DCH channels are mapped onto DPCH 

	PDSCH
	1
	Physical Downlink Shared Channel. PDSCH provides the possibility for transmission of TFCI, SS, and TPC in downlink.

	DPCH (UL)
	1
	Uplink Dedicated Physical channel. DCH channels are mapped onto DPCH.

	PUSCH
	1
	Physical Uplink Shared Channel. PUSCH provides the possibility for transmission of TFCI, SS, and TPC in uplink.

	FPACH
	1
	Fast Physical Access Channel. FPACH is used by the Node B to carry, in a single burst, the acknowledgement of a detected signature with timing and power level adjustment indication to a user equipment.

	PRACH
	2
	Physical Random Access Channel. The RACH as described in clause 4.2.1 is mapped onto one or more uplink Physical Random Access Channels (PRACH).


4.2.1.3
Support of Tcell timing offset

In test case parameter declarations, the parameter Tcell may be specified between 0 to 38 399, to allow for extensibility. However, the system simulator is required only to support a maximum Tcell value of 2 304, with a step resolution of 256. The SS may limit a Tcell value of greater than 2 304, and may round Tcell to the nearest multiple of 256.

<END OF MODIFIED SECTION>

<START OF MODIFIED SECTION>

6.10
Reference Radio Bearer configurations used in Radio Bearer interoperability testing

The reference radio bearer configurations are typical configurations of the radio interface. This sub-set of the mandatory set of radio bearer configurations supported by the UE is intended to be used as test configurations for testing of the UE. The purpose of the reference radio bearer configurations is to ensure interoperability of UE's in different regions and networks.

The reference radio bearer configurations are used in the radio bearer interoperability test cases, clause 14 of 3GPP TS 34.123-1 [1]. The reference radio bearer configurations are also intended to be the first choice for other test cases where a radio bearer configuration is needed. For test cases requiring alternative configurations not provided by the reference radio bearer configurations then these specific radio bearer configurations are either specified in the actual test case itself; or in case the configurations are used by more than one test case then these common radio bearer configurations are specified in clause 6.11 of the present document.

NOTE
If not specifically specified then the mid-value of the RM attribute value range as specified by the actual reference radio bearer configuration shall be applied for testing.  However, in the case of UL and DL:3.4 kbps SRBs for DCCH and where the Choice "Same As UL" is used for the IE "DL Transport channel information common for all transport channel", the RM attribute for the "DL:3.4 kbps SRBs for DCCH" shall be set to the same value as that used in the Uplink.

6.10.1
QoS Architecture and RAB attributes

From a user point-of-view services are considered end-to-end, this means from a Terminal Equipment (TE) to another TE. An End-to-End Service may have a certain Quality of Service (QoS) which is provided for the user through the different networks. In UMTS, it is the UMTS Bearer Service that provides the requested QoS through the use of different QoS classes as defined in 3GPP TS 23.107 [15].

The UMTS Bearer Service consists of two parts, the Radio Access Bearer Service, RAB, and the Core Network Bearer Service. The Radio Access Bearer Service is realized by a Radio Bearer Service and an Iu-Bearer Service. The relationship between the services is illustrated in figure 6.10.1.1.
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Figure 6.10.1.1: UMTS QoS Architecture

The Radio Access Bearer Service is characterized by a number of attributes such as Traffic class, Maximum bit rate, Guaranteed bit rate, SDU error ratio, Residual BER, Transfer Delay etc. As a first approach the four following attributes have been considered to come up with the parameter settings in clause 6.10.2.4 for FDD mode and clause 6.10.3.4 for TDD mode:

· Traffic class;

· SSD;

· Maximum bit rate;

· Residual BER.

The Traffic classes are explained in table 6.10.1.1. The Maximum bit rate has been considered at RLC layer and Physical Layer for the acknowledged and unacknowledged modes respectively. The Residual BER is understood as BER at RLC layer and Transport BLER for the acknowledged and unacknowledged modes respectively.

NOTE:
The maximum bit rate in clause 6.10.2.4 for FDD mode and clause 6.10.3.4 for TDD mode is one of  the RAB attribute as described above. For Interactive/Background PS RABs, however, the maximum bit rate of Radio Bearer can be lower than the maximum bit rate of RAB attributes due to radio resource management. Bit rates of Interactive/Background PS RABs described in 6.10.2.4 for FDD mode and clause 6.10.3.4 for TDD mode may represent the maximum bit rate of Radio Bearer taking account into this management.
Table 6.10.1.1: Traffic classes

	Traffic class
	Conversational class

conversational RT
	Streaming class

streaming RT
	Interactive class

Interactive best effort
	Background

Background best effort

	Fundamental characteristics
	-
Preserve time relation (variation) between information entities of the stream


Conversational pattern (stringent and low delay)
	-
Preserve time relation (variation) between information entities of the stream (i.e. some but constant delay)
	
Request response pattern 


Preserve payload content
	
Destination is not expecting the data within a certain time


Preserve payload content

	Example of the application
	-
speech, video, etc.
	-
facsimile (NT)

-
streaming audio and video
	-
Web browsing
	-
background download of  emails


6.10.2
RAB and signalling RB for FDD

6.10.2.1
RABs and signalling RBs

In the following clauses, the typical parameter sets are presented for reference RABs, signalling RBs and important combinations of them. The data rate given for each RAB is the maximum data rate that can be supported by that RAB.

NOTE:
The granularity for each RAB needs to be clarified.

Table 6.10.2.1.1: Prioritized RABs
	#
	Traffic class

3GPP TS 23.107 [15]
	SSD 

3GPP TS 23.107 [15]
	Max. rate, kbps
	CS/PS
	Version

	1
	Conversational
	Speech
	UL:12.2 DL:12.2
	CS
	R99

	1a
	Conversational
	Speech
	UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75)
	CS
	R99

	2
	Conversational
	Speech
	UL:10.2 DL:10.2
	CS
	R99

	2a
	Conversational
	Speech
	UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75)
	CS
	R99

	3
	Conversational
	Speech
	UL:7.95 DL:7.95
	CS
	R99

	4
	Conversational
	Speech
	UL:7.4 DL:7.4
	CS
	R99

	4a
	Conversational
	Speech
	UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75)
	CS
	R99

	5
	Conversational
	Speech
	UL:6.7 DL:6.7
	CS
	R99

	6
	Conversational
	Speech
	UL:5.9 DL:5.9
	CS
	R99

	7
	Conversational
	Speech
	UL:5.15 DL:5.15
	CS
	R99

	8
	Conversational
	Speech
	UL:4.75 DL:4.75
	CS
	R99

	9
	Conversational
	Unknown
	UL:28.8 DL:28.8
	CS
	R99

	10
	Conversational
	Unknown
	UL:64 DL:64
	CS
	R99

	11
	Conversational
	Unknown
	UL:32 DL:32
	CS
	R99

	11a
	Conversational
	Unknown
	UL:8 DL:8
	PS
	R99

	12
	Streaming
	Unknown
	UL:14.4 DL:14.4
	CS
	R99

	13
	Streaming
	Unknown
	UL:28.8 DL:28.8
	CS
	R99

	14
	Streaming
	Unknown
	UL:57.6 DL:57.6
	CS
	R99

	15
	Void
	
	
	
	

	15a
	Streaming
	Unknown
	UL:16 DL:64
	PS
	R99

	15b
	Streaming
	Unknown
	UL:16 DL:128
	PS
	R99

	16
	Void
	
	
	
	

	17
	Void
	
	
	
	

	18
	Void
	
	
	
	

	19
	Void
	
	
	
	

	20
	Interactive or Background
	N/A
	UL:32 DL:8
	PS
	R99

	20a
	Interactive or Background
	N/A
	UL:8 DL:8
	PS
	R99

	20b
	Interactive or Background
	N/A
	UL:16 DL:16
	PS
	R99

	20c
	Interactive or Background
	N/A
	UL:32 DL:32
	PS
	R99

	21
	Void
	
	
	
	

	22
	Interactive or Background
	N/A
	UL:32 DL:64
	PS
	R99

	23
	Interactive or Background
	N/A
	UL:64 DL:64
	PS
	R99

	24
	Interactive or Background
	N/A
	UL:64 DL:128
	PS
	R99

	25
	Interactive or Background
	N/A
	UL:128 DL:128
	PS
	R99

	26
	Interactive or Background
	N/A
	UL:64 DL:384
	PS
	R99

	27
	Interactive or Background
	N/A
	UL:128 DL:384
	PS
	R99

	28
	Interactive or Background
	N/A
	UL:384 DL:384
	PS
	R99

	29
	Interactive or Background
	N/A
	UL:64 DL:2048
	PS
	R99

	30
	Interactive or Background
	N/A
	UL:128 DL:2048
	PS
	R99

	31
	Void
	
	
	
	

	32
	Interactive or Background
	N/A
	UL:64 DL:256
	PS
	R99

	33
	Interactive or Background
	N/A
	UL:0 DL:32
	PS
	R99

	34
	Interactive or Background
	N/A
	UL:32 DL: 0
	PS
	R99

	35
	Interactive or Background
	N/A
	UL:64 DL:144
	PS
	R99

	36
	Interactive or Background
	N/A
	UL:144 DL:144
	PS
	R99

	37
	Conversational 
	N/A
	UL:42.8 DL:42.8
	PS
	REL-5

	38
	Conversational 
	Speech
	UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6)
	CS
	REL-5

	39
	Interactive or Background 
	N/A
	UL:64 DL:768
	PS
	REL-5


Table 6.10.2.1.2: Signalling RBs

	#
	Maximum rate, kbps
	Logical channel
	PhyCh onto which 
SRBs are mapped
	Version

	1
	UL:1.7 DL:1.7
	DCCH
	DPCH
	R99

	2
	UL:3.4 DL:3.4
	DCCH
	DPCH
	R99

	3
	UL:13.6 DL:13.6
	DCCH
	DPCH
	R99

	4
	DL:27.2 (alt. 40.8)
	DCCH
	SCCPCH
	R99

	5
	UL:16.6
	CCCH
	PRACH
	R99

	6
	DL:30.4 (alt. 45.6)
	CCCH
	SCCPCH
	R99

	7
	DL:33.2 (alt. 49.8)
	BCCH
	SCCPCH
	R99

	8
	DL:24 (alt. 6.4)
	PCCH
	SCCPCH
	R99

	9
	DL: 0.15
	DCCH
	DPCH
	REL-5


6.10.2.2
Combinations of RABs and Signalling RBs

In the present document, physical channel parameters for following combinations of RABs and signalling RBs on a CCTrCH are described.

NOTE:
It is understood that for speech service the AMR mode may be operated asymmetrically for the uplink and downlink.

Combinations on DPCH

1)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH.

2)
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH.

3)
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.

4)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

4a)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5)
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

5a)
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

6)
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

7)
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

7a)
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

8)
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

9)
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

10)
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH.

11)
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:1.7 DL:1.7 kbps SRBs for DCCH.

12)
Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

13)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

14)
Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

15) 
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

16)
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

17)
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

18)
Void

19)
Void.

20)
Void.

21)
Void.

22)
Void.

23)
Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

23a)
Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

23b)
Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

23c)
Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

23d)
Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH.
24)
Void

25)
Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

26)
Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

27)
Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

28)
Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

29)
Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

30)
Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

31)
Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH.

32)
Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH.

33)
Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

34)
Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

35)
Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

36)
Void

37)
Void

38)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38a)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38b)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38c)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38d)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38e)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38f)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38g)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38h)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38i)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38j)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
38k)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH (L1 multiplexing).

39)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

40)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

41)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

42)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

43)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

44)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:128 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

45)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

46)
Void

47)
Void.

48)
Void.

49)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. 

49a)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

50)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51a)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51b)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:16 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

52)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

53)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

54)
Void

55)
Void.

56)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

57)
Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

58)
Streaming / unknown / UL:16 DL:64 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

58a)
Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 

59)
Conversational / Speech / UL:42.8 DL:42.8 kbps / PS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5).

60)
Conversational / Speech / UL:42.8 DL:42.8 kbps / PS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
 + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5).

61)
Conversational / unknown / UL:8 DL:8 kbps / PS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB + 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

62)
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH (REL-5).

63)
Interactive or background / UL:64 DL:768 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH (REL-5).

Combinations on DSCH and DPCH

1)
Void

2)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH (R99 and Rel-4 only).

3)
Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH (R99 and Rel-4 only).

4)
Void

5)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH  (R99 and Rel-4 only).

6)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH  (R99 and Rel-4 only).

<END OF MODIFIED SECTION>

<START OF MODIFIED SECTION>

6.10.2.4.2
Combinations on PDSCH and DPCH
6.10.2.4.2.1
Void

6.10.2.4.2.2
Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH (R99 and Rel-4 only)
6.10.2.4.2.2.1
Uplink

See clause 6.10.2.4.1.26.1.

6.10.2.4.2.2.2
Downlink

6.10.2.4.2.2.2.1
Transport channel parameters
6.10.2.4.2.2.2.1.1
Transport channel parameters for Interactive or background / DL:384 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	384 000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	18

	
	MAC multiplexing
	Logical channel multiplexing on a frame by frame basis

	Layer 1
	TrCH type
	DSCH

	
	TB sizes, bit
	354

	
	TFS
	TF0, bits
	0x354

	
	
	TF1, bits
	1x354

	
	
	TF2, bits
	2x354

	
	
	TF3, bits
	4 x354

	
	
	TF4, bits
	8 x354

	
	
	TF5, bits
	12 x354

	
	
	TF6, bits
	N/A (alt. 16x354)

	
	
	TF7, bits
	N/A (alt. 20x354)

	
	
	TF8, bits
	N/A (alt. 24x354)

	
	TTI, ms
	10 (alt. 20)

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	13 332 (alt. 26 664)

	
	RM attribute
	110 to 150


6.10.2.4.2.2.2.1.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.10.2.4.2.2.2.1.3
TFCS

	PDSCH
	TFCS size
	6 (alt.9)

	
	TFCS
	384 kbps RAB = TF0, TF1, TF2, TF3, TF4, TF5

(alt. TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8)

	DPCH Downlink associated with PDSCH
	TFCS size
	2

	
	TFCS
	SRBs for DCCH = TF0, TF1


6.10.2.4.2.2.2.2
Physical channel parameters

	PDSCH
	RAB or SRB, TrCh
	Interactive or background / 384 kbps / PS RAB, DSCH

	
	DTX position
	N/A (SingleTrCH)

	
	Minimum spreading factor
	8

	DPCH Downlink associated with PDSCH
	RAB or SRB, TrCh
	3.4 kbps SRB for DCCH, DCH

	
	DTX position
	N/A (SingleTrCH)

	
	Spreading factor
	256

	
	DPCCH
	Number of TFCI bits/slot
	2

	
	
	Number of TPC bits/slot
	2

	
	
	Number of Pilot bits/slot
	4

	
	DPDCH
	Number of data bits/slot
	12

	
	
	Number of data bits/frame
	180


6.10.2.4.2.3
Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH (R99 and Rel-4 only)
6.10.2.4.2.3.1
Uplink

See clause 6.10.2.4.1.26.1.

6.10.2.4.2.3.2
Downlink

6.10.2.4.2.3.2.1
Transport channel parameters
6.10.2.4.2.3.2.1.1
Transport channel parameters for Interactive or background / DL:2 048 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	640

	
	Max data rate, bps
	2 048 000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	18

	
	MAC multiplexing
	Logical channel multiplexing on a frame by frame basis

	Layer 1
	TrCH type
	DSCH

	
	TB sizes, bit
	674

	
	TFS
	TF0, bits
	0x674

	
	
	TF1, bits
	1x674

	
	
	TF2, bits
	2x674

	
	
	TF3, bits
	4 x674

	
	
	TF4, bits
	8 x674

	
	
	TF5, bits
	12x674

	
	
	TF6, bits
	16x674

	
	
	TF7, bits
	20x674

	
	
	TF8, bits
	24x674

	
	
	TF9, bits
	28x674

	
	
	TF10, bits
	32x674

	
	
	TF11, bits
	N/A (alt. 36x674)

	
	
	TF12, bits
	N/A (alt. 40x674)

	
	
	TF13, bits
	N/A (alt. 44x674)

	
	
	TF14, bits
	N/A (alt. 48x674)

	
	
	TF15, bits
	N/A (alt. 52x674)

	
	
	TF16, bits
	N/A (alt. 56x674)

	
	
	TF17, bits
	N/A (alt. 60x674)

	
	
	TF18, bits
	N/A (alt. 64x674)

	
	TTI, ms
	10 (alt. 20)

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	66 300 (alt. 132 588)

	
	RM attribute
	130 to 170


6.10.2.4.2.3.2.1.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1

6.10.2.4.2.3.2.1.3
TFCS

	PDSCH
	TFCS size
	11 (alt.19)

	
	TFCS
	2 048 kbps RAB =

TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8, TF9, TF10

(alt. TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8, TF9, TF10, TF11, TF12, TF13, TF14, TF15, TF16, TF17, TF18)

	DPCH Downlink associated with PDSCH
	TFCS size
	2

	
	TFCS
	SRBs for DCCH = TF0, TF1


6.10.2.4.2.3.2.2
Physical channel parameters

	PDSCH
	RAB or SRB, TrCh
	Interactive or background / 2 048 kbps / PS RAB, DSCH

	
	DTX position
	N/A (SingleTrCH)

	
	Minimum spreading factor
	4

	DPCH Downlink associated with PDSCH
	RAB or SRB, TrCh
	3.4 kbps SRB for DCCH, DCH

	
	DTX position
	N/A (SingleTrCH)

	
	Spreading factor
	256

	
	DPCCH
	Number of TFCI bits/slot
	2

	
	
	Number of TPC bits/slot
	2

	
	
	Number of Pilot bits/slot
	4

	
	DPDCH
	Number of data bits/slot
	12

	
	
	Number of data bits/frame
	180


6.10.2.4.2.4
Void

6.10.2.4.2.5
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (R99 and Rel-4 only)
6.10.2.4.2.5.1
Uplink

See clause 6.10.2.4.1.40.1.

6.10.2.4.2.5.2
Downlink

6.10.2.4.2.5.2.1
Transport channel parameters
6.10.2.4.2.5.2.1.1
Transport channel parameters for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB

See clause 6.10.2.4.1.4.2.1.1.

6.10.2.4.2.5.2.1.2
Transport channel parameters for Interactive or background / DL:384 kbps / PS RAB

See clause 6.10.2.4.2.2.2.1.1.
6.10.2.4.2.5.2.1.3
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.10.2.4.2.5.2.1.4
TFCS

	PDSCH
	TFCS size
	6 (alt.9)

	
	TFCS
	384 kbps RAB = TF0, TF1, TF2, TF3, TF4, TF5

(alt. TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8)

	DPCH Downlink associated with PDSCH
	TFCS size
	6

	
	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, DCCH) =

(TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0), (TF2, TF1, TF1, TF0),

(TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF1), (TF2, TF1, TF1, TF1)


6.10.2.4.2.5.2.2
Physical channel parameters

	PDSCH
	RAB or SRB, TrCh
	Interactive or background / 384 kbps / PS RAB, DSCH

	
	DTX position
	N/A (SingleTrCH)

	
	Minimum spreading factor
	8

	DPCH Downlink associated with PDSCH
	RAB or SRB, TrCh
	Conversational / speech / 12.2 kbps / CS RAB, DCH
+ 3.4 kbps SRBs for DCCH. DCH

	
	DTX position
	Fixed

	
	Spreading factor
	128

	
	DPCCH
	Number of TFCI bits/slot
	2

	
	
	Number of TPC bits/slot
	2

	
	
	Number of Pilot bits/slot
	4

	
	DPDCH
	Number of data bits/slot
	32

	
	
	Number of data bits/frame
	480


6.10.2.4.2.6
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:2 048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (R99 and Rel-4 only)
6.10.2.4.2.6.1
Uplink

See clause 6.10.2.4.1.40.1.

6.10.2.4.2.6.2
Downlink

6.10.2.4.2.6.2.1
Transport channel parameters
6.10.2.4.2.6.2.1.1
Transport channel parameters for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB

See clause 6.10.2.4.1.4.2.1.1.

6.10.2.4.2.6.2.1.2
Transport channel parameters for Interactive or background / DL:2 048 kbps / PS RAB

See clause 6.10.2.4.2.3.2.1.1.
6.10.2.4.2.6.2.1.3
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.10.2.4.2.6.2.1.4
TFCS

	PDSCH
	TFCS size
	11 (alt.19)

	
	TFCS
	2 048 kbps RAB =TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8, TF9, TF10

(alt. TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8, TF9, TF10, TF11, TF12, TF13, TF14, TF15, TF16, TF17, TF18)

	DPCH Downlink associated with PDSCH
	TFCS size
	6

	
	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, DCCH) =

(TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0), (TF2, TF1, TF1, TF0),

(TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF1), (TF2, TF1, TF1, TF1)


6.10.2.4.2.6.2.2
Physical channel parameters

	PDSCH
	RAB or SRB, TrCh
	Interactive or background / 2 048 kbps / PS RAB, DSCH

	
	DTX position
	N/A (SingleTrCH)

	
	Minimum spreading factor
	4

	DPCH Downlink associated with PDSCH
	RAB or SRB, TrCh
	Conversational / speech / 12.2 kbps / CS RAB, DCH
+ 3.4 kbps SRBs for DCCH. DCH

	
	DTX position
	Fixed

	
	Spreading factor
	128

	
	DPCCH
	Number of TFCI bits/slot
	2

	
	
	Number of TPC bits/slot
	2

	
	
	Number of Pilot bits/slot
	4

	
	DPDCH
	Number of data bits/slot
	32

	
	
	Number of data bits/frame
	480


<END OF MODIFIED SECTION>
<START OF MODIFIED SECTION>

7.1.2.4.4
RRC CONNECTION SETUP COMPLETE

This message is sent by the UE to the SS using AM-RLC SAP. The message is sent on the DCCH Logical channel.

	Information Element
	Value/Remark

	Message Type
	RRC CONNECTION SETUP COMPLETE

	UE Information Elements
	

	Hyper frame number
	Not checked

	UE radio access capability
	Conformance test compliance
	R99

	
	PDCP capability
	Support for lossless SRNS relocation
	Not checked

	
	
	Supported algorithm types
	Not checked

	
	RLC capability
	Total RLC AM buffer size
	Not checked

	
	
	Maximum number of AM entities
	Not checked

	
	Transport channel capability
	Downlink

	
	
	Max no of bits received
	Not checked

	
	
	Max convolutionally coded bits received
	Not checked

	
	
	Max turbo coded bits received
	Not checked

	
	
	Maximum number of simultaneous transport channels
	Not checked

	
	
	Max no of received transport blocks
	Not checked

	
	
	Maximum number of TFC in the TFCS
	Not checked

	
	
	Maximum number of TF
	Not checked

	
	
	Support for turbo decoding
	Not checked

	
	
	Uplink

	
	
	Max no of bits transmitted
	Not checked

	
	
	Max convolutionally coded bits received
	Not checked

	
	
	Max turbo coded bits received
	Not checked

	
	
	Maximum number of simultaneous transport channels
	Not checked

	
	
	Max no of transmitted transport blocks
	Not checked

	
	
	Maximum number of TFC in the TFCS
	Not checked

	
	
	Maximum number of TF
	Not checked

	
	
	Support for turbo encoding
	Not checked

	
	RF capability
	UE power class
	As declared for UE

	
	
	Tx/Rx frequency separation
	Not checked

	
	Physical channel capability
	Downlink

	
	
	Maximum number of simultaneous CCTrCH
	Not checked

	
	
	Max no DPCH/PDSCH codes
	Not checked (PDSCH  applicable to R99 and Rel-4 only) 

	
	
	Max no physical channel bits received
	Not checked

	
	
	Support for SF 512
	Not checked

	
	
	Support of PDSCH
	Not checked (R99 and Rel-4 only)

	
	
	Simultaneous reception of SCCPCH and DPCH
	Not checked

	
	
	Max no of S-CCPCH RL
	Not checked

	
	
	Uplink

	
	
	Maximum number of DPDCH bits transmitted per 10 ms
	Not checked

	
	
	Support of PCPCH
	Not checked

	
	UE multi-mode/multi-RAT capability
	Multi-RAT capability
	

	
	
	Multi-mode capability
	FDD or FDD/TDD

	
	Security capability
	Ciphering algorithm capability
	Not checked

	
	
	Integrity protection algorithm capability
	Not checked

	
	LCS capability
	Standalone location method(s) supported
	Not checked

	
	
	UE based OTDOA supported
	Not checked

	
	
	Network Assisted GPS support
	Not checked

	
	
	GPS reference time capable
	Not checked

	
	
	Support for IPDL
	Not checked

	
	Measurement capability
	Need for downlink compressed mode
	Not checked

	
	
	FDD measurements DL
	Not checked

	
	
	TDD measurements DL
	Not checke

	
	
	GSM 900 DL
	Not checked

	
	
	DCS 1800 DL
	Not checked

	
	
	GSM 1900 DL
	Not checked

	
	
	Multi-carrier measurement DL
	Not checked

	
	
	Need for uplink compressed mode
	Not checked

	
	
	FDD measurements UL
	Not checked

	
	
	TDD measurements UL
	Not checked

	
	
	GSM 900 UL
	Not checked

	
	
	DCS 1800 UL
	Not checked

	
	
	GSM 1900 UL
	Not checked

	
	
	Multi-carrier measurement UL
	Not checked

	UE system specific capability
	Not checked


<END OF MODIFIED SECTION>

<START OF MODIFIED SECTION>

9
Default Message Contents
9.1
Default Message Contents for Signalling
9.1.1
Default RRC Message Contents (FDD)
This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of 3GPP TS 34.123-1 [1], shall be transmitted and checked by the system simulator.

In order to permit stability in test implementations certain alternative values, although less desirable, shall be permitted for a limited transitional period.  Such values are indicated below, and in 3GPP TS 34.123-1 [1], by the term "Deprecated alternative value".  Normal document modification procedures will be used to remove, on a case by case basis, the permission to use such alternative values.
In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

Default SYSTEM INFORMATION:

NOTE:
SYSTEM INFORMATION BLOCK TYPE 1 (except for PLMN type "GSM-MAP"), SYSTEM INFORMATION BLOCK TYPE 8, SYSTEM INFORMATION BLOCK TYPE 9, SYSTEM INFORMATION BLOCK TYPE 10, SYSTEM INFORMATION BLOCK TYPE 14, SYSTEM INFORMATION BLOCK TYPE 15 and SYSTEM INFORMATION BLOCK TYPE 16 messages are not used.

Contents of ACTIVE SET UPDATE message: AM
	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3
	

	Integrity check info
	
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Activation time
	now
	

	New U-RNTI
	Not Present
	

	CN information info
	Not Present
	

	Maximum allowed UL TX power
	Not Present - use default value
	

	Radio link addition information
	Not Present
	

	Radio link removal information
	Not Present
	

	TX Diversity Mode
	None
	

	SSDT information
	Not Present
	

	DPC Mode
	[FFS]
	REL-5


Contents of ACTIVE SET UPDATE COMPLETE message: AM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the same value used in the corresponding downlink ACTIVE SET UPDATE message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.


Contents of ACTIVE SET UPDATE FAILURE message: AM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the same value used in the corresponding downlink ACTIVE SET UPDATE message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure cause
	Refer to test requirement


Contents of CELL UPDATE message: TM 

	Information Element
	Value/remark
	Version

	Message Type
	
	

	U-RNTI
	Checked to see if it is set to the following values
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	RRC transaction identifier
	Checked to see if it is absent
	

	Integrity check info
	
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	

	START List
	Checked to see if the 'CN domain identity' and 'START' IEs are present for all CN domains supported by the UE .
	

	        - CN domain identity
	Checked to see if it is one of the supported CN domains
	

	        - START
	This IE is checked to see if it is present. The first/ leftmost bit of the bit string contains the most significant bit of the START.
	

	AM_RLC error indication (RB2, RB3 or RB4)
	Checked to see if it is set to 'FALSE'
	

	AM_RLC error indication (RB>4)
	Checked to see if it is set to 'FALSE'
	

	Cell update cause
	See the specific test case 
	

	Failure cause
	Checked to see if it is absent
	

	RB timer indicator
	
	

	        - T314 expired
	Checked to see if it is set to 'FALSE'
	

	        - T315 expired
	Checked to see if it is set to 'FALSE'
	

	Establishment cause
	See the specific test case
	REL-5

	Measured results on RACH
	Not checked
	


Contents of CELL UPDATE CONFIRM message: UM 

	Information Element
	Value/remark
	Version

	Message Type
	
	

	U-RNTI
	If this message is sent on CCCH, use the following values. Else, this IE is absent.
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	RRC transaction identifier
	Selects an arbitrary integer between 0 to 3
	

	Integrity check info
	
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	Not Present
	

	Ciphering mode info
	Not Present 
	

	Activation time
	Not Present - use default value
	

	New U-RNTI
	Not Present
	

	New C-RNTI
	Not Present
	

	New DSCH-RNTI
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	Not Present
	REL-5

	RRC State indicator
	CELL_FACH
	

	UTRAN DRX cycle length coefficient
	Not Present
	

	RLC re-establish indicator (RB2, RB3 and RB4)
	FALSE
	

	RLC re-establish indicator (RB5 and upwards)
	FALSE
	

	CN information info
	Not Present
	

	URA identity
	Not Present
	

	RB information to release list
	Not Present
	

	RB information to reconfigure list
	Not Present
	

	RB information to be affected list
	Not Present
	

	Downlink counter synchronization info
	Not Present
	

	UL Transport channel information common for all transport channels
	Not Present
	

	Deleted TrCH information list
	Not Present
	

	Added or Reconfigured TrCH information list
	Not Present
	

	CHOICE Mode
	FDD
	

	  - CPCH set ID
	Not Present
	

	  - Added or Reconfigured TrCH 
information for DRAC list
	Not Present
	

	DL Transport channel information common for all transport channels
	Not Present
	

	Deleted TrCH information list
	Not Present
	

	Added or Reconfigured TrCH information list
	Not Present
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	Not Present
	

	CHOICE channel requirement
	Not Present
	

	CHOICE mode
	FDD
	

	        - Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	Not Present
	REL-5

	Downlink information common for all radio links
	Not Present
	

	Downlink information per radio link list
	Not Present
	


Contents of DOWNLINK DIRECT TRANSFER message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	CN domain identity
	CS domain or PS domain

	NAS message
	See Specific Message Content for each test case


Contents of HANDOVER FROM UTRAN COMMAND-GSM message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	now

	RAB Info
	

	     - RAB identity
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.

	     - CN domain identity
	CS domain

	     - NAS Synchronization Indicator
	Not present

	     - Re-establishment timer
	Use T315

	Inter-system message
	

	     - CHOICE System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Single GSM message
	GSM HANDOVER COMMAND formatted and coded according to GSM specifications as BIT STRING (1..512). The first/ leftmost/ most significant bit of the bit string contains bit 8 of the first octet of the GSM message. The contents of the HANDOVER COMMAND is to be defined in the specific test case.


Contents of HANDOVER FROM UTRAN FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the same value used in the corresponding downlink HANDOVER FROM UTRAN COMMAND -GSM message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	Inter-RAT handover failure
	

	  -Inter-RAT handover failure cause
	physical channel failure

	Inter-system message
	Not Checked


Contents of INITIAL DIRECT TRANSFER message: AM 

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Integrity check info
	
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.
	

	CN domain identity
	Checked to see if set to supported CN domain as specified in the IXIT statements.
	

	Intra Domain NAS Node Selector 
	
	

	     - CHOICE version
	R99
	

	          - CHOICE CN type
	GSM-MAP
	

	               - CHOICE Routing basis
	Local (P)TMSI
	

	                    - Routing parameter
	If the IE "CN domain identity" is equal to "CS domain", this bit string is set to to bits b14 through b23 of the TMSI.

If the IE "CN domain identity" is equal to "PS domain", this bit string is set to to bits b14 through b23 of the P-TMSI.

The TMSI/P-TMSI consists of 4 octets (32bits). This can be represented by a string of bits numbered from b0 to b31, with bit b0 being the least significant

The "Routing parameter" bit string consists of bits b14 through b23 of the TMSI/ PTMSI.

The first/ leftmost/ most significant bit of the bit string contains bit b23 of the TMSI/ PTMSI.
	

	               - Entered parameter
	Not checked
	

	NAS message
	Set according to that indicated in specific message content for each test case
	

	START
	 This IE is checked to see if it is present.
	

	Establishment cause
	See the specific test case
	REL-5

	Measured results on RACH
	Not checked
	


Contents of MEASUREMENT CONTROL message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects an unused integer between 0 to 3

	Integrity check info
	

	        - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	        - Measurement Report Transfer Mode
	Acknowledged mode RLC

	        - Periodical Reporting/Event Trigger Reporting Mode
	Periodical reporting

	Additional measurement list
	Not Present

	CHOICE Measurement type
	Intra-frequency measurement

	         - Intra-frequency measurement
	

	          - Intra-frequency cell info list
	

	           - CHOICE intra-frequency cell removal
	Not present

	           - New intra-frequency cell
	

	            - Intra-frequency cell-id
	1

	            - Cell info
	

	             - Cell individual offset
	0dB

	             - Reference time difference to cell
	Not Present

	             - Read SFN number
	FALSE

	             - CHOICE mode
	FDD

	              - Primary CPICH info
	

	               - Primary scrambling code
	Different from the Default setting in clause 6.1 (FDD)

	              - Primary CPICH Tx power
	Not Present

	              - TX Diversity indicator
	FALSE

	           - Cells for measurement
	Not present

	          - Intra-frequency measurement quantity
	Not Present

	          - Intra-frequency reporting quantity
	

	           - Reporting quantities for active set cells
	

	            - Cell synchronization information reporting indicator
	FALSE

	            - Cell Identity reporting indicator
	TRUE

	            - CPICH Ec/N0 reporting indicator
	FALSE

	            - CPICH RSCP reporting indicator
	TRUE

	            - Pathloss reporting indicator
	FALSE

	           - Reporting quantities for monitored set cells
	

	            - Cell synchronization information reporting indicator
	FALSE

	            - Cell Identity reporting indicator
	TRUE

	            - CPICH Ec/N0 reporting indicator
	FALSE

	            - CPICH RSCP reporting indicator
	TRUE

	            - Pathloss reporting indicator
	FALSE

	           - Reporting quantities for detected set cells
	Not Present

	          - Reporting cell status
	

	           - CHOICE reported cell
	Report cell within active set and/or monitored cells on used frequency

	            - Maximum number of reported cells
	2

	          - Measurement validity
	Not Present

	          - CHOICE report criteria
	Periodic reporting criteria

	           - Amount of reporting
	Infinity

	           - Reporting interval
	64 s

	DPCH Compressed mode status info
	Not Present


Contents of MEASUREMENT CONTROL FAILURE message: AM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it's set to the identical value for the same IE in the downlink MEASUREMENT CONTROL message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure cause
	See the test content


Contents of MEASUREMENT REPORT message: AM
	Information Element
	Value/remark
	Version

	Message Type
	
	

	Integrity check info
	
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	

	Measurement identity
	1
	

	Measured Results
	
	

	         - Intra-frequency measured results
	
	

	          - Cell measured results
	
	

	           - Cell Identity
	Not present
	

	           - Cell synchronization information
	Checked that this IE is absent
	

	           - Primary CPICH info
	
	

	            - Primary scrambling code
	Different from the Default setting in clause 6.1 (FDD)
	

	           - CPICH Ec/N0
	Checked that this IE is absent
	

	           - CPICH RSCP
	Checked that this IE is present
	

	           - Pathloss
	Checked that this IE is absent
	

	Measured results on RACH
	Checked that this IE is absent
	

	Additional measured results
	Checked that this IE is absent
	

	Event results
	Checked that this IE is absent
	

	
	
	REL-4

	GSM OTD reference cell
	Checked that this IE is absent
	REL-4


Contents of PAGING TYPE 1 message: TM (Speech in CS)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	

	 - Paging record
	

	       - CHOICE Used paging identity
	CN identity

	        - Paging cause
	Terminating Conversational Call

	        - CN domain identity
	CS domain

	        - CHOICE UE identity
	

	         - IMSI (GSM-MAP)
	Set to the same octet string as in the IMSI stored in the USIM card 

	BCCH modification info
	Not Present


Contents of PAGING TYPE 1 message: TM (The others of speech in CS)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	

	 - Paging record
	

	       - CHOICE Used paging identity
	CN identity

	        - Paging cause
	Terminating Streaming Call

	        - CN domain identity
	CS domain

	        - CHOICE UE identity
	

	         - IMSI (GSM-MAP)
	Set to the same octet string as in the IMSI stored in the USIM card

	BCCH modification info
	Not Present


Contents of PAGING TYPE 1 message: TM (Packet in PS)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	

	 - Paging record
	

	       - CHOICE Used paging identity
	CN identity

	        - Paging cause
	Terminating Interactive Call

	        - CN domain identity
	PS domain

	        - CHOICE UE identity
	

	         - P-TMSI
	Use P-TMSI allocated by SS at initial attach.

	BCCH modification info
	Not Present


Contents of PAGING TYPE 1 message: TM (SMS in CS)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	

	 - Paging record
	

	        - CHOICE Used paging identity
	CN identity

	        - Paging cause
	Terminating Low Priority Signalling

	        - CN domain identity
	CS domain

	        - CHOICE UE identity
	

	         - IMSI (GSM-MAP)
	Set to the same octet string as in the IMSI stored in the TEST USIM card

	BCCH modification info
	Not Present


Contents of PAGING TYPE 1 message: TM (SMS in PS)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	

	 - Paging record
	

	        - CHOICE Used paging identity
	CN identity

	        - Paging cause
	Terminating Low Priority Signalling

	        - CN domain identity
	PS domain

	        - CHOICE UE identity
	

	         - IMSI (GSM-MAP)
	Set to the same octet string as in the IMSI stored in the TEST USIM card

	BCCH modification info
	Not Present


Contents of PAGING TYPE 2 message: AM (Speech in CS)

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3

	Integrity check info
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Paging cause
	Terminating Conversational Call

	CN domain identity
	CS domain

	Paging record type identifier
	Select the same type as in the IE "Initial UE Identity" in RRC CONNECTION REQUEST" message. 


Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM 

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10
	
	

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	
	

	        - message authentication code
	
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	
	Not Present
	

	Ciphering mode info
	
	Not Present 
	

	Activation time
	A1, A2, A3
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	Activation time
	A4, A5, A6, A7, A8, A9, A10
	Not Present
	

	New U-RNTI
	
	Not Present
	

	New C-RNTI
	A1, A2, A3, A4, A7, A8, A9, A10
	Not Present
	

	New C-RNTI
	A5, A6
	'1010 1010 1010 1010'
	

	New DSCH-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10
	Not Present
	REL-5

	RRC State indicator
	A1, A2, A3, A4
	CELL_DCH
	

	RRC State indicator
	A5, A6
	CELL_FACH
	

	RRC State indicator
	A7, A8
	URA_PCH
	

	RRC State indicator
	A9, A10
	CELL_PCH
	

	UTRAN DRX cycle length coefficient
	A1, A2, A3, A4, A5, A6
	Not Present
	

	UTRAN DRX cycle length coefficient
	A7, A8, A9, A10
	3
	

	CN information info
	
	Not Present
	

	URA identity
	
	Not Present
	

	Downlink counter synchronization info
	
	Not Present
	

	Frequency info
	A1, A2, A3, A4, A5
	
	

	        - UARFCN uplink (Nu)
	
	Reference to clause 5.1 Test frequencies
	

	        - UARFCN downlink (Nd)
	
	Reference to clause 5.1 Test frequencies
	

	Frequency info
	A6, A7, A8, A9, A10
	Not Present
	

	Maximum allowed UL TX power
	
	33dBm
	

	CHOICE channel requirement
	A5, A6, A7, A8, A9, A10
	Not Present
	

	CHOICE channel requirement
	A1, A2, A3, A4
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	
	

	         - DPCCH power offset
	
	-80dB  (i.e. ASN.1 IE value of -40)
	

	         - PC Preamble
	
	1 frame
	

	         - SRB delay
	
	7 frames
	

	         - Power Control Algorithm
	
	Algorithm1
	

	         - TPC step size
	
	1dB
	

	         - ACK
	
	Not Present
	REL-5

	         - NACK
	
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	
	Not Present
	REL-5

	        - Scrambling code type
	
	Long
	

	        - Scrambling code number
	
	0 (0 to 16777215)
	

	        - Number of DPDCH
	
	Not Present(1)
	

	         - spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	        - TFCI existence
	
	Reference to clause 6.10 Parameter Set
	

	        - Number of FBI bit
	
	Reference to clause 6.10 Parameter Set
	

	        - Puncturing Limit
	
	Reference to clause 6.10 Parameter Set 
	

	CHOICE Mode
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10
	FDD
	

	        - Downlink PDSCH information
	
	Not Present
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10
	Not Present
	REL-5

	Downlink information common for all radio links
	A1, A2, A3
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Maintain
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	          - Power offset PPilot-DPDCH
	
	0
	

	          - DL rate matching restriction information
	
	Not Present
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	          - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set
	

	          - TFCI existence
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	
	Not Present
	

	         - TX Diversity mode
	
	None
	

	         - SSDT information
	
	Not Present
	

	         - Default DPCH Offset Value
	
	Not Present
	

	        - MAC-hs reset indicator
	
	Not Present
	REL-5

	Downlink information common for all radio links
	A4
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Initialize
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	          - Power offset PPilot-DPDCH
	
	0
	

	          - DL rate matching restriction information
	
	Not Present
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	          - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set
	

	          - TFCI existence
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	
	Not Present
	

	         - TX Diversity mode
	
	None
	

	         - SSDT information
	
	Not Present
	

	         - Default DPCH Offset Value
	
	Arbitrary set to value 0..306688 by step of 512
	

	        - MAC-hs reset indicator
	
	Not Present
	REL-5

	Downlink information common for all radio links
	A5, A6, A7, A8, A9, A10
	Not Present
	

	Downlink information for each radio links
	A1, A2,A3
	
	

	   - Choice mode
	
	FDD
	

	         - Primary CPICH info
	
	
	

	          - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	         - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - CHOICE mode
	
	FDD
	

	          - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	          - DPCH frame offset
	
	Set to value : Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	          - Secondary CPICH info
	
	Not Present
	

	          - DL channelisation code
	
	
	

	           - Secondary scrambling code
	
	5
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	           - Code number
	
	0
	

	           - Scrambling code change
	
	No change
	

	          - TPC combination index
	
	0
	

	          - SSDT Cell Identity
	
	Not Present
	

	          - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	Downlink information for each radio links
	A4
	
	

	   - Choice mode
	
	FDD
	

	         - Primary CPICH info
	
	
	

	          - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	         - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - CHOICE mode
	
	FDD
	

	          - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	          - DPCH frame offset
	
	Set to value : Default DPCH Offset Value mod 38 400
	

	          - Secondary CPICH info
	
	Not Present
	

	          - DL channelisation code
	
	
	

	           - Secondary scrambling code
	
	5
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	           - Code number
	
	0
	

	           - Scrambling code change
	
	No change
	

	          - TPC combination index
	
	0
	

	          - SSDT Cell Identity
	
	Not Present
	

	          - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A5
	
	

	   - Choice mode
	
	FDD
	

	    - Primary CPICH info
	
	
	

	     - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	    - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	    - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	    - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	   - Downlink DPCH info for each RL
	
	Not Present
	

	   - SCCPCH Information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A6, A7, A8, A9, A10
	Not Present
	


	Condition
	Explanation

	A1
	This IE need for "Non speech in CS"

	A2
	This IE need for "Speech in CS"

	A3
	This IE need for "Packet to CELL_DCH from CELL_DCH in PS"

	A4
	This IE need for "Packet to CELL_DCH from CELL_FACH in PS"

	A5
	This IE need for "Packet to CELL_FACH from CELL_DCH in PS"

	A6
	This IE need for "Packet to CELL_FACH from CELL_FACH in PS"

	A7
	This IE need for "Packet to URA_PCH from CELL_FACH in PS"

	A8
	This IE need for "Packet to URA_PCH from CELL_DCH in PS"

	A9
	This IE need for "Packet to CELL_PCH from CELL_FACH in PS"

	A10
	This IE need for "Packet to CELL_PCH from CELL_DCH in PS"


Contents of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it's set to identical value of the same IE in the downlink PHYSICAL CHANNEL RECONFIGURATION message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Uplink integrity protection activation info
	Not checked

	CHOICE mode
	FDD

	COUNT-C activation time
	Not checked

	Radio bearer uplink ciphering activation time info
	Not checked

	Uplink counter synchronization info
	Not present


Contents of PHYSICAL CHANNEL RECONFIGURATION FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identitifer
	Checked to see if it is set to identical value of the same IE in the downlink PHYSICAL CHANNEL RECONFIGURATION message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	Failure cause
	Checked to see if it meets test requirement


Contents of RADIO BEARER SETUP message: AM or UM
	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	
	

	
	, A9, A10
	
	REL-5

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	
	

	        - message authentication code
	
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	
	Not Present
	

	Ciphering mode info
	
	Not Present
	

	Activation time
	A1, A2, A3, A11
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	
	, A9
	
	REL-5

	Activation time
	A4, A5, A6, A7, A8
	Not Present
	

	
	A10
	
	REL-5

	New U-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	

	
	, A9, A10
	
	REL-5

	New C-RNTI
	A1, A2, A3, A4, A7, A8, A11
	Not Present
	

	
	, A9, A10
	
	REL-5

	New C-RNTI
	A5, A6
	'1010 1010 1010 1010'
	

	New DSCH-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	R99 and Rel-4 only


	
	, A9, A10
	
	

	New H-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	REL-5

	New H-RNTI
	A9, A10
	'1010 1010 1010 1010'
	REL-5

	RRC State indicator
	A1, A2, A3, A4, A7, A8, A11
	CELL_DCH
	

	
	, A9, A10
	
	REL-5

	RRC State indicator
	A5, A6
	CELL_FACH
	

	UTRAN DRX cycle length coefficient
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	

	
	, A9, A10
	
	REL-5

	CN information info
	
	Not Present
	

	URA identity
	
	Not Present
	

	 - Signalling RB information to setup
	
	Not Present
	

	   - RAB information for setup
	A1, A7
	
	

	        - RAB info
	
	
	

	         - RAB identity
	
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	CS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT314
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	10
	

	         - PDCP info
	
	Not Present
	

	         - CHOICE RLC info type
	
	RLC info
	

	          - CHOICE Uplink RLC mode
	
	TM RLC
	

	           - Transmission RLC discard
	
	Not Present
	

	           - Segmentation indication
	
	FALSE
	

	          - CHOICE Downlink RLC mode
	
	TM RLC
	

	           - Segmentation indication
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	7
	

	          - Downlink RLC logical channel info
	
	
	

	          - Number of downlink RLC logical channels
	
	1
	

	           - Downlink transport channel type
	
	DCH
	

	           - DL DCH Transport channel identity
	
	6
	

	           - DL DSCH Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A2, A8
	
	

	        - RAB info
	
	
	

	         - RAB identity
	
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	CS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT314
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	10
	

	         - PDCP info
	
	Not Present
	

	         - CHOICE RLC info type
	
	RLC info
	

	          - CHOICE Uplink RLC mode
	
	TM RLC
	

	           - Transmission RLC discard
	
	Not Present
	

	           - Segmentation indication
	
	FALSE
	

	          - CHOICE Downlink RLC mode
	
	TM RLC
	

	           - Segmentation indication
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	6
	

	          - Downlink RLC logical channel info
	
	
	

	          - Number of downlink RLC logical channels
	
	1
	

	           - Downlink transport channel type
	
	DCH
	

	           - DL DCH Transport channel identity
	
	6
	

	           - DL DSCH Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	Not Present
	

	         - RB identity
	
	11
	

	         - PDCP info
	
	Not Present
	

	         - CHOICE RLC info type
	
	RLC info
	

	          - CHOICE Uplink RLC mode
	
	TM RLC
	

	           - Transmission RLC discard
	
	Not Present
	

	           - Segmentation indication
	
	FALSE
	

	          - CHOICE Downlink RLC mode
	
	TM RLC
	

	           - Segmentation indication
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	2
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	6
	

	          - Downlink RLC logical channel info
	
	
	

	          - Number of downlink RLC logical channels
	
	1
	

	           - Downlink transport channel type
	
	DCH
	

	           - DL DCH Transport channel identity
	
	7
	

	           - DL DSCH Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	Not Present
	

	         - RB identity
	
	12
	

	         - PDCP info
	
	Not Present
	

	         - CHOICE RLC info type
	
	RLC info
	

	          - CHOICE Uplink RLC mode
	
	TM RLC
	

	           - Transmission RLC discard
	
	Not Present
	

	           - Segmentation indication
	
	FALSE
	

	          - CHOICE Downlink RLC mode
	
	TM RLC
	

	           - Segmentation indication
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	3
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	6
	

	          - Downlink RLC logical channel info
	
	
	

	          - Number of downlink RLC logical channels
	
	1
	

	           - Downlink transport channel type
	
	DCH
	

	           - DL DCH Transport channel identity
	
	8
	

	           - DL DSCH Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A3, A4, A5, A6
	
	

	        - RAB info
	
	(AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	20
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	200
	

	            - Timer_poll
	
	200
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	128
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	200
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	6
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	RACH
	

	           - UL Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	7
	

	           - CHOICE RLC size list
	
	Explicit list
	

	             - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	FACH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	7
	

	   - RAB information for setup
	A9
	
	REL-5

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	3 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	6
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	Not Present
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	          - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	0
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	RACH
	

	           - UL Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	7
	

	           - CHOICE RLC size list
	
	Explicit list
	

	             - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	FACH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	7
	

	   - RAB information for setup
	A10
	
	REL-5

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	0
	

	            - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A11
	
	

	        - RAB info
	
	(AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	20
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	200
	

	            - Timer_poll
	
	200
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	128
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	200
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	4
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	9
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	RACH
	

	           - UL Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	7
	

	           - CHOICE RLC size list
	
	Explicit list
	

	             - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	FACH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	7
	

	RB information to be affected
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present 
	

	
	, A9, A10
	
	REL-5

	Downlink counter synchronization info
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	

	
	, A9, A10
	
	REL-5

	UL Transport channel information for all transport channels
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	
	

	
	, A9, A10
	
	REL-5

	        - PRACH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - TFC subset
	
	Not Present
	

	         - UL DCH TFCS
	
	
	

	          - CHOICE TFCI signalling
	
	Normal
	

	           - TFCI Field 1 information
	
	
	

	            - CHOICE TFCS representation
	
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	
	

	              - CHOICE CTFC Size
	
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	

	               - CTFC information
	
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4 Parameter Set
	

	                - CTFC
	
	 Reference to clause 6.10.2.4 Parameter Set
	

	                - Power offset information
	
	
	

	                 - CHOICE Gain Factors
	
	Computed Gain Factors(The last TFC is set to Signalled Gain Factors)
	

	                   - Gain factor βc
	
	11 (below 64 kbps)

9 (higher than 64 kbps) (Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	

	                   - Gain factor βd
	
	15

(Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	

	                  - Reference TFC ID
	
	0
	

	                 - CHOICE mode
	
	FDD
	

	                  - Power offset P p-m
	
	Not Present
	

	Deleted UL TrCH information 
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	

	
	, A9, A10
	
	REL-5

	Added or Reconfigured UL TrCH information
	A1, A3 A4, A5, A6, A7
	1 DCH added, 1 DCH reconfigured (if from cell_DCH) OR 2 DCHs added (if from cell_FACH)
	

	
	, A9, A10
	
	REL-5

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	5
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	Added or Reconfigured UL TrCH information
	A11
	1 DCH added for DTCH
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	4
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	Added or Reconfigured UL TrCH information
	A2, A8
	4 TrCHs(DCH for DCCH and 3DCHs for DTCH)
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	5
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	2
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	3
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	CHOICE mode
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	FDD
	

	
	, A9, A10
	
	REL-5

	 - CPCH set ID
	
	Not Present
	

	 - Added or Reconfigured TrCH 
 information for DRAC list
	
	Not Present
	

	
	
	
	

	DL Transport channel information common for all transport channel
	A1, A2, A7, A8
	
	

	        - SCCPCH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - CHOICE DL parameters
	
	SameasUL
	

	DL Transport channel information common for all transport channel
	A3, A4, A5, A6, A11
	
	

	
	A10
	
	REL-5

	        - SCCPCH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - CHOICE DL parameters
	
	Explicit
	

	          - DL DCH TFCS
	
	
	

	           - CHOICE TFCI Signalling
	
	Normal
	

	            - TFCI Field 1 Information
	
	
	

	             - CHOICE TFCS representation
	
	Complete reconfiguration
	

	              - TFCS complete reconfigure
	
	
	

	               - CHOICE CTFC Size
	
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	

	                - CTFC information
	
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4
	

	                 - CTFC
	
	Reference to clause 6.10.2.4 Parameter Set
	

	                 - Power offset information
	
	Not Present
	

	DL Transport channel information common for all transport channel
	A9
	
	REL-5

	        - SCCPCH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - CHOICE DL parameters
	
	Explicit
	

	          - DL DCH TFCS
	
	
	

	           - CHOICE TFCI Signalling
	
	Normal
	

	            - TFCI Field 1 Information
	
	
	

	             - CHOICE TFCS representation
	
	Complete reconfiguration
	

	              - TFCS complete reconfigure
	
	
	

	               - CHOICE CTFC Size
	
	ctfc2bit
	

	                - CTFC information
	
	
	

	                 - CTFC
	
	0

((DL DCH RAB, DCCH)=(TF0, TF0))
	

	                 - Power offset information
	
	Not Present
	

	                 - CTFC
	
	1

((DL DCH RAB, DCCH)=(TF0, TF1))
	

	                 - Power offset information
	
	Not Present
	

	Deleted DL TrCH information 
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	, A9, A10
	
	REL-5

	Added or Reconfigured DL TrCH information
	A1
	1 DCH added, 1 DCH reconfigured
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	1
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Added or Reconfigured DL TrCH information
	A3, A4, A5, A6, A7
	2 TrCHs(DCH for DCCH and DCH for DTCH)
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set only including TF0
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Added or Reconfigured DL TrCH information
	A2, A8
	4 TrCHs(DCH for DCCH and 3DCHs for DTCH)
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	2.0
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	Not Present
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	7
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	Not Present
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	8
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	Not Present
	

	Added or Reconfigured DL TrCH information
	A9
	3 TrCHs (DCH for DCCH and DCH plus HS-DSCH for DTCH)
	REL-5

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	            - BLER Quality value
	
	-2.0
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL Transport channel identity
	
	Not Present
	

	        - CHOICE DL parameters
	
	HS-DSCH
	

	            - HARQ Info
	
	
	

	                - Number of Processes
	
	6
	

	                - CHOICE Memory Partitioning
	
	Implicit
	

	            - Added or reconfigured MAC-d flow
	
	
	

	                - MAC-hs queue to add or reconfigure list
	
	(one queue)
	

	                    - MAC-hs queue Id
	
	0
	

	                    - MAC-d Flow Identity
	
	0
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	336
	

	                        - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue to delete list
	
	Not present
	

	        - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A10
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	REL-5

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	            - BLER Quality value
	
	-2.0
	

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL Transport channel identity
	
	Not Present
	

	        - CHOICE DL parameters
	
	HS-DSCH
	

	            - HARQ Info
	
	
	

	                - Number of Processes
	
	6
	

	                - CHOICE Memory Partitioning
	
	Implicit
	

	            - Added or reconfigured MAC-d flow
	
	
	

	                - MAC-hs queue to add or reconfigure list
	
	(one queue)
	

	                    - MAC-hs queue Id
	
	0
	

	                    - MAC-d Flow Identity
	
	0
	

	                    - T1
	
	50
	

	                    - MAC-hs window size
	
	16
	

	                    - MAC-d PDU size Info
	
	
	

	                        - MAC-d PDU size
	
	336
	

	                        - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue to delete list
	
	Not present
	

	        - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A11
	1 DCH for DTCH
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	9
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Frequency info
	A1, A2, A3, A4, A5, A7, A8, 11
	
	

	
	, A9, A10
	
	REL-5

	        - UARFCN uplink (Nu)
	
	Reference to clause 5.1 Test frequencies if frequency is different from the current frequency otherwise set to Not Present.
	

	        - UARFCN downlink (Nd)
	
	Reference to clause 5.1 Test frequencies if frequency is different from the current frequency otherwise set to Not Present.
	

	Frequency info
	A6
	Not Present
	

	Maximum allowed UL TX power
	A1, A2, A3, A4, A7, A8, A11
	33dBm
	

	
	, A9, A10
	
	REL-5

	Maximum allowed UL TX power
	A5, A6
	Not Present
	

	 CHOICE channel requirement
	A1, A2, A3, A4, A7, A8, A11
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	
	

	         - DPCCH power offset
	
	-80dB  (i.e. ASN.1 IE value of -40)
	

	         - PC Preamble
	
	1 frame
	

	         - SRB delay
	
	7 frames
	

	         - Power Control Algorithm
	
	Algorithm1
	

	         - TPC step size
	
	1dB
	

	         - NACK
	
	Not Present
	REL-5

	         - NACK
	
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	
	Not Present
	REL-5

	        - Scrambling code type
	
	Long
	

	        - Scrambling code number
	
	0 (0 to 16777215)
	

	        - Number of DPDCH
	
	Not Present(1)
	

	         - spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	        - TFCI existence
	
	Reference to clause 6.10 Parameter Set
	

	        - Number of FBI bit
	
	Reference to clause 6.10 Parameter Set
	

	        - Puncturing Limit
	
	Reference to clause 6.10 Parameter Set
	

	 CHOICE channel requirement
	A9, A10
	Uplink DPCH info
	REL-5

	        - Uplink DPCH power control info
	
	
	

	         - DPCCH power offset
	
	-6dB
	

	         - PC Preamble
	
	1 frame
	

	         - SRB delay
	
	7 frames
	

	         - Power Control Algorithm
	
	Algorithm1
	

	         - TPC step size
	
	1dB
	

	         - ACK
	
	3
	

	         - NACK
	
	3
	

	         - Ack-Nack repetition factor
	
	1
	

	        - Scrambling code type
	
	Long
	

	        - Scrambling code number
	
	0 (0 to 16777215)
	

	        - Number of DPDCH
	
	Not Present(1)
	

	         - spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	        - TFCI existence
	
	Reference to clause 6.10 Parameter Set
	

	        - Number of FBI bit
	
	Reference to clause 6.10 Parameter Set
	

	        - Puncturing Limit
	
	Reference to clause 6.10 Parameter Set
	

	 CHOICE channel requirement
	A5,A6
	Not Present
	

	CHOICE Mode
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	FDD
	

	
	, A9, A10
	
	REL-5

	        - Downlink PDSCH information
	
	Not Present
	R99 and Rel-4 only

	Downlink information common for all radio links
	A1, A2, A3, A11 
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Maintain
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	           - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - CHOICE mode
	
	FDD
	

	         - DPCH compressed mode info
	
	Not Present
	

	         - TX Diversity mode
	
	None
	

	         - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Not Present
	

	Downlink information common for all radio links
	A9
	
	REL-5

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Maintain
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	           - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - CHOICE mode
	
	FDD
	

	         - DPCH compressed mode info
	
	Not Present
	

	         - TX Diversity mode
	
	None
	

	         - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Not Present
	

	        - MAC-hs reset indicator
	
	TRUE
	

	Downlink information common for all radio links
	A4,A7,A8
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Initialize
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	           - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - CHOICE mode
	
	FDD
	

	         - DPCH compressed mode info
	
	Not Present
	

	         - TX Diversity mode
	
	None
	

	         - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Arbitrary set to value 0..306688 by step of 512
	

	Downlink information common for all radio links
	A10
	
	REL-5

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Initialize
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	           - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - CHOICE mode
	
	FDD
	

	         - DPCH compressed mode info
	
	Not Present
	

	         - TX Diversity mode
	
	None
	

	         - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Arbitrary set to value 0..306688 by step of 512
	

	        - MAC-hs reset indicator
	
	TRUE
	

	Downlink HS-PDSCH Information
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	Not Present
	REL-5

	Downlink HS-PDSCH Information
	A9, A10
	
	REL-5

	    - HS-SCCH Info
	
	
	

	        - CHOICE mode
	
	FDD
	

	            - DL Scrambling Code
	
	Not present
	

	            - HS-SCCH Channelisation Code Information
	
	
	

	                - HS-SCCH Channelisation Code
	
	1
	

	    - Measurement Feedback Info
	
	
	

	        - CHOICE mode
	
	FDD
	

	            - POhsdsch
	
	6 dB
	

	            - CQI Feedback cycle, k
	
	4 ms
	

	            - CQI repetition factor
	
	1
	

	            - CQI
	
	5 (corresponds to 0dB in relative power offset)
	

	    - CHOICE mode
	
	FDD (no data)
	

	Downlink information common for all radio links
	A5,A6
	Not Present
	

	Downlink information for each radio link list
	A1, A2, A3, A4, A7, A8, A11
	
	

	 - Downlink information for each radio link 
	
	
	

	       - Choice mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	         - DPCH frame offset
	
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	         - Secondary CPICH info
	
	Not Present
	

	         - DL channelisation code
	
	
	

	          - Secondary scrambling code
	
	1
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	          - Code number
	
	0
	

	          - Scrambling code change
	
	No code change
	

	         - TPC combination index
	
	0
	

	         - SSDT Cell Identity
	
	Not Present
	

	         - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	Downlink information for each radio link list
	A5
	
	

	  - Downlink information for each radio link
	
	
	

	   - Choice mode
	
	FDD
	

	    - Primary CPICH info
	
	
	

	     - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	    - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	    - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	    - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	   - Downlink DPCH info for each RL
	
	Not present
	

	   - SCCPCH information for FACH
	
	Not Present
	

	Downlink information for each radio link list
	A9, A10
	
	REL-5

	 - Downlink information for each radio link 
	
	
	

	       - Choice mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	TRUE
	

	        - Downlink DPCH info for each RL
	
	
	

	         - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	         - DPCH frame offset
	
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	         - Secondary CPICH info
	
	Not Present
	

	         - DL channelisation code
	
	
	

	          - Secondary scrambling code
	
	 Not present
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	          - Code number
	
	0
	

	          - Scrambling code change
	
	 No code change
	

	         - TPC combination index
	
	0
	

	         - SSDT Cell Identity
	
	Not Present
	

	         - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	Downlink information for each radio link list
	A6
	Not Present
	


	Condition
	Explanation
	Version

	A1
	This IE is needed for "Non speech to CELL_DCH from CELL_DCH in CS"
	

	A2 
	This IE is needed for "Speech to CELL_DCH from CELL_DCH in CS"
	

	A3
	This IE is needed for "Packet to CELL_DCH from CELL_DCH in PS"
	

	A4
	This IE is needed for "Packet to CELL_DCH from CELL_FACH in PS"
	

	A5
	This IE is needed for "Packet to CELL_FACH from CELL_DCH in PS"
	

	A6
	This IE is needed for "Packet to CELL_FACH from CELL_FACH in PS"
	

	A7
	This IE is needed for "Non speech to CELL_DCH from CELL_FACH in CS"
	

	A8
	This IE is needed for "Speech to CELL_DCH from CELL_FACH in CS"
	

	A9
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using three multiplexing options", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_DCH in PS"
	REL-5

	A10
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using one multiplexing option", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_FACH in PS"
	REL-5

	A11
	This IE is needed for " Packet RAB Setup after Speech RAB Setup in CELL_DCH"
	


Contents of RADIO BEARER SETUP COMPLETE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if the value is identical to the same IE in the downlink RADIO BEARER SETUP message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value. 

	Uplink integrity protection activation info
	Not checked.

	CHOICE mode
	FDD

	START
	Not checked (if ciphering is OFF), check the presence if ciphering is ON.

	COUNT-C activation time
	The UE shall include this IE if the following two conditions are fulfilled: (a) The RADIO BEARER SETUP message did not contain the IE "Ciphering activation time for DPCH" and (b) The RADIO BEARER SETUP message established the first RB(s) mapped to RLC-TM for a CN domain. Else, this IE is absent.

	Radio bearer uplink ciphering activation time info
	Not checked

	Uplink counter synchronization info
	Not present


Contents of RADIO BEARER SETUP FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identitifer
	Checked to see if it is set to identical value of the same IE in the downlink RADIO BEARER SETUP message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure cause
	Checked to see if it meets test requirement

	Radio bearers for which reconfiguration would have succeeded
	Not checked


Contents of RADIO BEARER RECONFIGURATION message: AM or UM 
	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1,A2,A3,A4,A5,A6
	
	

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	
	

	        - message authentication code
	
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	
	Not Present
	

	Ciphering mode info
	
	Not Present 
	

	Activation time
	A1,A2,A3
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	Activation time
	A4, A5,A6
	Not Present
	

	New U-RNTI
	
	Not Present
	

	New C-RNTI
	A1, A2, A3, A4,
	Not Present
	

	New C-RNTI
	A5, A6
	'1010 1010 1010 1010'
	

	New DSCH-RNTI
	A1, A2, A3, A4, A5, A6
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	A1, A2, A3, A4, A5, A6
	Not Present
	REL-5

	RRC State indicator
	A1, A2, A3, A4
	CELL_DCH
	

	RRC State indicator
	A5, A6
	CELL_FACH
	

	UTRAN DRX cycle length coefficient
	A1,A2,A3,A4,A5,A6
	Not Present
	

	CN information info
	
	Not Present
	

	URA identity
	
	Not Present
	

	CHOICE specification mode
	
	[FFS]
	REL-5

	RAB information to reconfigure list
	
	Not Present
	

	RB information to reconfigure list
	A1
	TS25.331 specifies that "Although this IE is not always required, need is MP to align with ASN.1".

	

	       - RB information to reconfigure
	
	(UM DCCH for RRC)
	

	        - RB identity
	
	1
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for RRC)
	

	        - RB identity
	
	2
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for NAS_DT High priority)
	

	        - RB identity
	
	3
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for NAS_DT Low priority)
	

	        - RB identity
	
	4
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(TM DTCH)
	

	        - RB identity
	
	10
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	RB information to reconfigure list
	A2
	TS25.331 specifies that "Although this IE is not always required, need is MP to align with ASN.1".
	

	       - RB information to reconfigure
	
	(UM DCCH for RRC)
	

	        - RB identity
	
	1
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for RRC)
	

	        - RB identity
	
	2
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for NAS_DT High priority)
	

	        - RB identity
	
	3
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for NAS_DT Low priority)
	

	        - RB identity
	
	4
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(TM DTCH)
	

	        - RB identity
	
	10
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(TM DTCH)
	

	        - RB identity
	
	11
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(TM DTCH)

(This IE is needed for 12.2 kbps and 10.2 kbps)
	

	        - RB identity
	
	12
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	RB information to reconfigure list
	A3,A4,A5,A6
	TS25.331 specifies that "Although this IE is not always required, need is MP to align with ASN.1".
	

	       - RB information to reconfigure
	
	(UM DCCH for RRC)
	

	        - RB identity
	
	1
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for RRC)
	

	        - RB identity
	
	2
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for NAS_DT High priority) 
	

	        - RB identity
	
	3
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DCCH for NAS_DT Low priority)
	

	        - RB identity
	
	4
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	       - RB information to reconfigure
	
	(AM DTCH)
	

	        - RB identity
	
	20
	

	        - PDCP info
	
	Not Present
	

	        - PDCP SN info
	
	Not Present
	

	        - RLC info
	
	Not Present
	

	        - RB mapping info
	
	Not Present
	

	        - RB stop/continue
	
	Not Present
	

	RB information to be affected
	A1, A2, A3,A4,A5,A6
	Not Present
	

	UL Transport channel information for all transport channels
	A1, A2, A5,A6


	Not Present
	

	UL Transport channel information for all transport channels
	A3, A4
	
	

	        - PRACH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - TFC subset
	
	Not Present
	

	         - UL DCH TFCS
	
	
	

	          - CHOICE TFCI signalling
	
	Normal
	

	           - TFCI Field 1 information
	
	
	

	            - CHOICE TFCS representation
	
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	
	

	              - CHOICE CTFC Size
	
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	

	               - CTFC information
	
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4 Parameter Set
	

	                - CTFC
	
	 Reference to clause 6.10.2.4 Parameter Set
	

	                - Power offset information
	
	
	

	                 - CHOICE Gain Factors
	
	Computed Gain Factors(The last TFC is set to Signalled Gain Factors)
	

	                   - Gain factor βc
	
	11 (below 64 kbps)

9 (higher than 64 kbps) 
(Not Present if the CHOICE Gain Factors is set to ComputedGain Factors)
	

	                   - Gain factor βd
	
	15

(Not Present if the CHOICE Gain Factors is set to ComputedGain Factors)
	

	                  - Reference TFC ID
	
	0
	

	                 - CHOICE mode
	
	FDD
	

	                  - Power offset P p-m
	
	Not Present
	

	Deleted UL TrCH information 
	A1, A2, A3, A4, A5,A6
	Not Present
	

	Added or Reconfigured UL TrCH information
	A1, A2, A5,A6
	Not Present
	

	Added or Reconfigured UL TrCH information
	A4
	2 TrCHs(DCH for DCCH and DCH for DTCH)
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	5
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	Added or Reconfigured UL TrCH information
	A3
	(DCH for DTCH)
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	CHOICE mode
	A1,A2,A3,A4,A5,A6
	FDD
	

	         - CPCH set ID
	
	Not Present
	

	         - Added or Reconfigured TrCH information for DRAC list
	
	Not Present
	

	DL Transport channel information common for all transport channel
	A1, A2, A5, A6
	Not Present
	

	DL Transport channel information common for all transport channel
	A3,A4
	
	

	        - SCCPCH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - CHOICE DL parameters
	
	Explicit
	

	          - DL DCH TFCS
	
	
	

	           - CHOICE TFCI Signalling
	
	Normal
	

	            - TFCI Field 1 Information
	
	
	

	             - CHOICE TFCS representation
	
	Complete reconfiguration
	

	              - TFCS complete reconfigure
	
	
	

	               - CHOICE CTFC Size
	
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	

	                - CTFC information
	
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4
	

	                 - CTFC
	
	Reference to clause 6.10.2.4 Parameter Set
	

	                 - Power offset information
	
	Not Present
	

	Deleted DL TrCH information 
	A1, A2, A3, A4, A5,A6
	Not Present
	

	Added or Reconfigured DL TrCH information
	A1, A2, A5, A6
	Not Present
	

	Added or Reconfigured DL TrCH information
	A4
	2 TrCHs(DCH for DCCH and DCH for DTCH)
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	Not Present
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Added or Reconfigured DL TrCH information
	A3
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Preconfiguration
	A1,A2,A3,A4,A5,A6
	[FFS]
	REL-5

	Frequency info
	A1,A2,A3,A4,A5
	
	

	        - UARFCN uplink (Nu)
	
	Reference to clause 5.1 Test frequencies
	

	        - UARFCN downlink (Nd)
	
	Reference to clause 5.1 Test frequencies
	

	Frequency info
	A6
	Not Present
	

	Maximum allowed UL TX power
	A1,A2,A3,A4,A5,A6
	33dBm
	

	 CHOICE channel requirement
	A1, A2, A3, A4
	Uplink DPCH info
	

	         -Uplink DPCH power control info
	
	
	

	         - DPCCH power offset
	
	-80dB  (i.e. ASN.1 IE value of -40)
	

	         - PC Preamble
	
	1 frame
	

	         - SRB delay
	
	7 frames
	

	         - Power Control Algorithm
	
	Algorithm1
	

	         - TPC step size
	
	1dB
	

	         - ACK
	
	Not Present
	REL-5

	         - NACK
	
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	
	Not Present
	REL-5

	        - Scrambling code type
	
	Long
	

	        - Scrambling code number
	
	0 (0 to 16777215)
	

	        - Number of DPDCH
	
	Not Present(1)
	

	         - spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	        - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	        - Number of FBI bit
	
	Reference to clause 6.10 Parameter Set 
	

	        - Puncturing Limit
	
	Reference to clause 6.10 Parameter Set 
	

	CHOICE channel requirement
	A5, A6
	Not Present
	

	CHOICE Mode
	A1,A2,A3,A4,A5,A6
	FDD
	

	        - Downlink PDSCH information
	
	Not Present
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	A1, A2, A3, A4, A5, A6
	Not Present
	REL-5

	Downlink information common for all radio links
	A5, A6
	Not Present
	

	Downlink information common for all radio links
	A1, A2, A3
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Maintain
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	          - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	
	Not Present
	

	        - TX Diversity mode
	
	None
	

	        - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Not Present
	

	        - MAC-hs reset indicator
	
	Not Present
	REL-5

	Downlink information common for all radio links
	A4
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Initialize
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	          - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	
	Not Present
	

	        - TX Diversity mode
	
	None
	

	        - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Present Arbitrary set to value 0..306688 by step of 512
	

	        - MAC-hs reset indicator
	
	Not Present
	REL-5

	Downlink information per radio link list
	A1, A2, A3
	
	

	  -Downlink information for each radio link
	
	
	

	       - Choice mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	         - DPCH frame offset
	
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	         - Secondary CPICH info
	
	Not Present
	

	          - Secondary scrambling code
	
	
	

	          - channelisation code
	
	
	

	         - DL channelisation code
	
	
	

	          - Secondary scrambling code
	
	2
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	          - Code number
	
	0
	

	          - Scrambling code change
	
	No change
	

	         - TPC combination index
	
	0
	

	         - SSDT Cell Identity
	
	Not Present
	

	         - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	Downlink information per radio link list
	A4
	
	

	  -Downlink information for each radio link
	
	
	

	       - Choice mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	         - DPCH frame offset
	
	Set to value : Default DPCH Offset Value mod 38 400
	

	         - Secondary CPICH info
	
	Not Present
	

	          - Secondary scrambling code
	
	
	

	          - channelisation code
	
	
	

	         - DL channelisation code
	
	
	

	          - Secondary scrambling code
	
	2
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	          - Code number
	
	0
	

	          - Scrambling code change
	
	No change
	

	         - TPC combination index
	
	0
	

	         - SSDT Cell Identity
	
	Not Present
	

	         - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A5
	
	

	   - Choice mode
	
	FDD
	

	    - Primary CPICH info
	
	
	

	     - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	    - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	    - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	    - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	   - Downlink DPCH info for each RL
	
	Not present
	

	   - SCCPCH Information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A6
	
	R99

	   - Choice mode
	
	FDD
	

	    - Primary CPICH info
	
	
	

	     - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	    - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	    - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	   - Downlink DPCH info for each RL
	
	Not present
	

	   - SCCPCH Information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A6
	Not Present
	REL-4 on


	Condition
	Explanation

	A1
	This IE need for "Non speech in CS"

	A2
	This IE need for "Speech in CS"

	A3
	This IE need for "Packet to CELL_DCH from CELL_DCH in PS"

	A4
	This IE need for "Packet to CELL_DCH from CELL_FACH in PS"

	A5
	This IE need for "Packet to CELL_FACH from CELL_DCH in PS"

	A6
	This IE need for "Packet to CELL_FACH from CELL_FACH in PS"


Contents of RADIO BEARER RECONFIGURATION FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identitifer
	Checked to see if it is set to identical value of the same IE in the downlink RADIO BEARER RECONFIGURATION message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure cause
	Checked to see if it meets test requirement

	Radio bearers for which reconfiguration would have succeeded List
	Not checked


Contents of RADIO BEARER RECONFIGURATION COMPLETE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if the value is identical to the same IE in the downlink RADIO BEARER RECONFIGURATION COMPLETE message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Uplink integrity protection activation info
	Not checked

	CHOICE mode
	FDD

	COUNT-C activation time
	Not checked

	Radio bearer uplink ciphering activation time info
	Not checked

	Uplink counter synchronization info
	Not present


Contents of RADIO BEARER RELEASE message: AM or UM 

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8
	
	

	
	, A9, A10
	
	REL-5

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	
	

	        - message authentication code
	
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	
	Not Present
	

	Ciphering mode info
	
	Not Present 
	

	Activation time
	A1, A2, A3, A7, A8
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	
	, A9, A10
	
	REL-5

	Activation time
	A4, A5, A6
	Not Present 
	

	New U-RNTI
	
	Not Present
	

	New C-RNTI
	A1,A2,A3,A4
	Not Present
	

	
	, A9
	
	REL-5

	New C-RNTI
	A5, A6, A7, A8
	'1010 1010 1010 1010'
	

	
	, A10
	
	REL-5

	New DSCH-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	R99 and Rel-4 only

	
	, A9, A10, 
	
	

	New H-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	, A9, A10, 
	
	REL-5

	RRC State indicator
	A1,A2, A3, A4
	CELL_DCH
	

	
	, A9
	
	REL-5

	RRC State indicator
	A5, A6, A7, A8
	CELL_FACH
	

	
	, A10
	
	REL-5

	UTRAN DRX cycle length coefficient
	A1,A2,A3,A4,A5,A6, A7, A8
	Not Present
	

	
	, A9, A10 
	
	REL-5

	CN information info
	
	Not Present
	

	Signalling Connection release indication
	
	Not Present
	

	URA identity
	
	Not Present
	

	RAB information to reconfigure list
	
	Not Present
	

	RB information to release
	A1,A2, A7, A8
	
	

	        - RB identity
	
	10
	

	RB information to release
	A2, A8
	
	

	        - RB identity
	
	11
	

	RB information to release
	A2, A8
	
	

	        - RB identity
	
	12
	

	RB information to release
	A3, A4, A5, A6
	
	

	        - RB identity
	
	20
	

	RB information to release
	A9, A10
	
	REL-5

	        - RB identity
	
	25
	

	RB information to be affected
	A1,A2, A3,A4,A5, A6, A7, A8
	Not Present
	

	
	, A9, A10
	
	REL-5

	Downlink counter synchronization info
	A1,A2,A3,A4,A5,A6, A7, A8
	Not Present
	

	
	, A9, A10
	
	REL-5

	UL Transport channel information for all transport channels
	A1, A2, A3, A4, A5, A6, A7, A8
	TFCS reconfigured to fit the new transport channel configuration.
	

	
	, A9, A10
	
	REL-5

	Deleted UL TrCH Information
	A1,A2, A3, A4, A5, A6, A7, A8
	
	

	
	, A9, A10
	
	REL-5

	        - Uplink transport channel type
	
	DCH
	

	        - Transport channel identity
	
	1
	

	Deleted UL TrCH Information
	A2, A8
	
	

	        - Uplink transport channel type
	
	DCH
	

	        - Transport channel identity
	
	2
	

	Deleted UL TrCH Information
	A2, A8
	
	

	        - Uplink transport channel type
	
	DCH
	

	        - Transport channel identity
	
	3
	

	Added or Reconfigured UL TrCH information
	A5, A6, A7, A8
	Not Present
	

	
	, A10
	
	REL-5

	Added or Reconfigured UL TrCH information
	A1, A2, A3, A4
	 TrCHs(DCH for DCCH )
	

	
	, A9
	
	REL-5

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	5
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	           - Number of Transport blocks
	
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Type of channel coding
	
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Coding Rate
	
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Rate matching attribute
	
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - CRC size
	
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	DL Transport channel information for all transport channels
	A1, A2, A3, A4, A5, A6, A7, A8
	TFCS reconfigured to fit the new transport channel configuration.
	

	
	, A9, A10
	
	REL-5

	Deleted DL TrCH Information
	A1, A2, A3,  A4, A5,  A6, A7, A8
	
	

	
	, A9
	
	REL-5

	        - Downlink transport channel type
	
	DCH
	

	        - Transport channel identity
	
	6
	

	Deleted DL TrCH Information
	A2, A8
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - Transport channel identity
	
	7
	

	Deleted DL TrCH Information
	A2, A8
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - Transport channel identity
	
	8
	

	Deleted DL TrCH Information
	A9, A10
	
	REL-5

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL HS-DSCH MAC-d flow identity
	
	0
	

	Added or Reconfigured DL TrCH information
	A5, A6, A7, A8
	Not Present
	

	
	, A10
	
	REL-5

	Added or Reconfigured DL TrCH information
	A1, A2, A3, A4
	1 TrCHs(DCH for DCCH)
	

	
	, A9
	
	REL-5

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	Not Present
	

	Frequency info
	A1,A2,A3,A4,A5, A7, A8
	
	

	
	, A9, A10
	
	REL-5

	        - UARFCN uplink (Nu)
	
	Reference to clause 5.1 Test frequencies
	

	        - UARFCN downlink (Nd)
	
	Reference to clause 5.1 Test frequencies
	

	Maximum allowed UL TX power
	
	33dBm
	

	Frequency info
	A6
	Not Present
	

	CHOICE channel requirement
	A5, A6, A7, A8
	Not Present
	

	
	, A10
	
	REL-5

	 CHOICE channel requirement
	A1,A2,A3,A4
	Uplink DPCH info
	

	
	, A9
	
	REL-5

	        - Uplink DPCH power control info
	
	
	

	         - DPCCH power offset
	
	-80dB  (i.e. ASN.1 IE value of -40)
	

	         - PC Preamble
	
	1 frame
	

	         - SRB delay
	
	7 frames
	

	         - Power Control Algorithm
	
	Algorithm1
	

	         - ACK
	
	Not Present
	REL-5

	         - NACK
	
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	
	Not Present
	REL-5

	         - TPC step size
	
	1dB
	

	        - Scrambling code type
	
	Long
	

	        - Scrambling code number
	
	0 (0 to 16777215)
	

	        - Number of DPDCH
	
	Not Present(1)
	

	         - spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	        - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	        - Number of FBI bit
	
	Reference to clause 6.10 Parameter Set 
	

	        - Puncturing Limit
	
	Reference to clause 6.10 Parameter Set 
	

	CHOICE Mode
	A1,A2,A3,A4,A5,A6, A7, A8
	FDD
	

	
	, A9, A10
	
	REL-5

	        - Downlink PDSCH information
	
	Not Present
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10
	Not Present
	REL-5

	Downlink information common for all radio links
	 A5, A6, A7, A8
	Not Present
	

	
	, A10
	
	REL-5

	Downlink information common for all radio links
	A1,A2, A3
	
	

	
	, A9
	
	REL-5

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Maintain
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	          - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	
	Not Present
	

	        - TX Diversity mode
	
	None
	

	        - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Not Present
	

	        - MAC-hs reset indicator
	
	Not Present
	REL-5

	Downlink information common for all radio links
	A4
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Initialize
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	          - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	
	Not Present
	

	        - TX Diversity mode
	
	None
	

	        - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Arbitrary set to value 0..306688 by step of 512
	

	        - MAC-hs reset indicator
	
	Not Present
	REL-5

	Downlink information for each radio link list
	A1,A2,A3
	
	

	
	, A9
	
	REL-5

	  -Downlink information for each radio link
	
	
	

	       - Choice mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Ref. to  the Default setting in clause 6.1 (FDD)
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	         - DPCH frame offset
	
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	         - Secondary CPICH info
	
	Not Present
	

	          - Secondary scrambling code
	
	
	

	          - channelisation code
	
	
	

	         - DL channelisation code
	
	
	

	          - Secondary scrambling code
	
	3
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	          - Code number
	
	0
	

	          - Scrambling code change
	
	No change
	

	         - TPC combination index
	
	0
	

	         - SSDT Cell Identity
	
	Not Present
	

	         - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	Downlink information for each radio link list
	A4
	
	

	  -Downlink information for each radio link
	
	
	

	       - Choice mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Ref. to  the Default setting in clause 6.1 (FDD)
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	         - DPCH frame offset
	
	Set to value : Default DPCH Offset Value mod 38 400
	

	         - Secondary CPICH info
	
	Not Present
	

	          - Secondary scrambling code
	
	
	

	          - channelisation code
	
	
	

	         - DL channelisation code
	
	
	

	          - Secondary scrambling code
	
	3
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	          - Code number
	
	0
	

	          - Scrambling code change
	
	No change
	

	         - TPC combination index
	
	0
	

	         - SSDT Cell Identity
	
	Not Present
	

	         - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A5, A7, A8
	
	

	   - Choice mode
	
	FDD
	

	    - Primary CPICH info
	
	
	

	     - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	    - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	    - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	    - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	   - Downlink DPCH info for each RL
	
	Not present
	

	   - SCCPCH information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A6, A10
	Not Present
	


	Condition
	Explanation
	Version

	A1
	This IE need for "Non speech in CS"
	

	A2
	This IE need for "Speech in CS"
	

	A3
	This IE need for "Packet to CELL_DCH from CELL_DCH in PS"
	

	A4
	This IE need for "Packet to CELL_DCH from CELL_FACH in PS"
	

	A5
	This IE need for "Packet to CELL_FACH from CELL_DCH in PS"
	

	A6
	This IE need for "Packet to CELL_FACH from CELL_FACH in PS"
	

	A7
	This IE need for "Non speech to CELL_FACH from CELL_DCH in CS"
	

	A8
	This IE need for "Speech to CELL_FACH from CELL_DCH in CS"
	

	A9
	This IE is needed for "Packet to CELL_DCH / HS-DSCH using three multiplexing options", or when not stated otherwise, for "Packet to CELL_DCH from CELL_DCH / HS-DSCH in PS"
	REL-5

	A10
	This IE is needed for  "Packet to CELL_DCH / HS-DSCH using one multiplexing option", or when not stated otherwise, for "Packet to CELL_FACH from CELL_DCH / HS-DSCH in PS"
	REL-5


Contents of RADIO BEARER RELEASE COMPLETE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see the value is identical to the same IE in the downlink RADIO BEARER RELEASE message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value. 

	Uplink integrity protection activation info
	Not checked.

	CHOICE mode
	FDD

	COUNT-C activation time
	Not checked

	Radio bearer uplink ciphering activation time info
	Not checked

	Uplink counter synchronization info
	Not present


Contents of RADIO BEARER RELEASE FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identitifer
	Checked to see if it is set to identical value of the same IE in the downlink RADIO BEARER RELEASE message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	Failure cause
	Checked to see if it meets test requirement

	Radio bearers for which reconfiguration would have succeeded 
	Not checked


Contents of RRC CONNECTION REQUEST message: TM 

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Predefined configuration status information
	To be checked against requirement if specified
	REL-5

	Initial UE identity
	
	

	        - CHOICE UE id type
	
	

	         - TMSI and LAI (GSM-MAP)
	Set to the UE's TMSI and LAI.
	

	Establishment cause
	To be checked against requirement if specified
	

	Protocol error indicator
	FALSE
	

	UE Specific Behaviour Information 1 idle
	This IE will not be checked by default behaviour, but in specific test case.
	

	Measured results on RACH
	To be checked against requirement if specified
	

	
	
	REL-4

	Access stratum release indicator
	To be checked against requirement if specified
	REL-4


Contents of RRC CONNECTION REJECT message: UM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3

	Initial UE identity
	Select the same type as in the IE "Initial UE Identity" in RRC CONNECTION REQUEST" message.

	Rejection cause
	Unspecified

	Wait Time
	0

	Redirection info
	Not Present


Contents of RRC CONNECTION RELEASE message: UM

	Information Element
	Value/remark
	Version

	Message Type
	
	

	U-RNTI
	This IE is set to the following value when the message is transmitted on the CCCH. When transmitted on DCCH, this is absent.
	R99, REL-4

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	CHOICE identity type
	This IE is set to the following value when the message is transmitted on the CCCH. When transmitted on DCCH, this is absent.
	REL-5

	   - U-RNTI
	
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	   - Group identity
	[FFS]
	

	        - Group release information
	[FFS]
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	This IE is present when this message is transmitted on downlink DCCH. Else, this IE and the sub-IEs are omitted.
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.
	

	N308
	2 (for CELL_DCH state) (Deprecated alternative value "1"). Not Present (for UE in other connected mode states).
	

	Release cause
	Normal event
	

	Rplmn information
	Not Present
	


Contents of RRC CONNECTION RELEASE COMPLETE message: AM or UM

	Information Element
	Semantics description

	Message Type
	

	RRC transaction identifier
	The value of this IE is checked to see that it matches the value of the same IE transmitted in the downlink RRC CONNECTION RELEASE message.

	Integrity check info
	

	     - Message authentication code
	Checked to see if it's identical to the value of XMAC-I calculated by the SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	Checked to see if it is present.  This number is used by the SS to compute the XMAC-I

	Error indication
	Not checked


Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Initial UE identity
	Select the same identity as in the IE "Initial UE Identity" in received RRC CONNECTION REQUEST" message
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Activation time
	Not Present(Now)
	

	New U-RNTI
	
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	New C-RNTI
	Not present
	

	RRC State Indicator
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	9
	

	Capability update requirement
	
	

	        - UE radio access FDD capability update requirement
	TRUE
	

	        - UE radio access TDD capability update requirement
	FALSE
	

	        - System specific capability update requirement list
	GSM
	

	CHOICE specification mode
	Complete specification
	REL-5

	- Complete specification
	
	REL-5

	 -  Signalling RB information to setup
	(UM DCCH for RRC)
	

	        - RB identity
	Not Present
	

	        - CHOICE RLC info type
	
	

	         - RLC info
	
	

	          - CHOICE Uplink RLC mode
	UM RLC
	

	           - Transmission RLC discard
	Not Present
	

	          - CHOICE Downlink RLC mode
	UM RLC
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	1
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	1
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	10
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	1
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	1
	

	           - CHOICE RLC size list
	Explicit List
	

	             - RLC size index
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	           - MAC logical channel priority
	1
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	1
	

	 -  Signalling RB information to setup
	(AM DCCH for RRC)
	

	        - RB identity
	Not Present
	

	        - CHOICE RLC info type
	
	

	         - RLC info
	
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	32
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	             - Poll_PDU
	Not Present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Window
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	32
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	2
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	2
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	10
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	2
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	2
	

	           - CHOICE RLC size list
	Explicit List
	

	             - RLC size index
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	           - MAC logical channel priority
	2
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	2
	

	 -  Signalling RB information to setup
	(AM DCCH for NAS_DT High priority)
	

	        - RB identity
	Not Present
	

	        - CHOICE RLC info type
	
	

	         - RLC info
	
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	32
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Window
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	32
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	3
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	3
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	10
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	3
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	3
	

	           - CHOICE RLC size list
	Explicit List
	

	             - RLC size index
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	           - MAC logical channel priority
	3
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	3
	

	 -  Signalling RB information to setup
	(AM DCCH for NAS_DT Low priority)
	

	        - RB identity
	Not Present
	

	        - CHOICE RLC info type
	
	

	         - RLC info
	
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	32
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Window
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	32
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	4
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	4
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	10
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	4
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	4
	

	           - CHOICE RLC size list
	Explicit List
	

	             - RLC size index
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	           - MAC logical channel priority
	4
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	4
	

	UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE Mode
	FDD
	

	        - TFC subset
	Nor Present
	

	        - UL DCH TFCS
	
	

	         - CHOICE TFCI signalling
	Normal
	

	          - TFCI Field 1 information
	
	

	           - CHOICE TFCS representation
	Complete
	

	            - TFCS complete reconfigure
	
	

	             - CHOICE CTFC Size
	2bit CTFC
	

	              - CTFC information
	This IE is repeated for TFC numbers according to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	               - CTFC
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	               - Power offset information
	
	

	               - CHOICE Gain Factors
	Computed Gain Factors (The last TFC is set to Signalled Gain Factors)
	

	                - Gain factor ßc
	11 (below 64 kbps)

9 (higher than 64 kbps) 
(Not Present if the above is set to Computed Gain Factors)
	

	                - Gain factor ßd
	15

(Not Present if the above is set to Computed Gain Factors)
	

	                - Reference TFC ID
	0
	

	               - CHOICE mode
	FDD
	

	                - Power offset Pp-m
	Not Present
	

	Added or Reconfigured UL TrCH information
	
	

	        - Uplink transport channel type
	DCH
	

	        - UL Transport channel identity
	5
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	

	          - RLC size
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Number of TBs and TTI lists
	(This IE is repeated for TFI number)
	

	           - Transmission Time Interval
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	           - Number of Transport blocks
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - CHOICE Logical channel list
	All
	

	         - Semi-static Transport Format information
	
	

	          - Transmission time interval
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Type of channel coding
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Coding Rate
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Rate matching attribute
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - CRC size
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	DL Transport channel information common for all transport channel
	
	

	         - SCCPCH TFCS
	Not Present
	

	       - CHOICE mode
	FDD
	

	        - CHOICE DL parameters
	Same as UL
	

	Added or Reconfigured DL TrCH information
	
	

	        - Downlink transport channel type
	DCH
	

	        - DL Transport channel identity
	10
	

	         - CHOICE DL parameters
	Same as UL
	

	         - Uplink transport channel type
	DCH
	

	          - UL TrCH Identity
	5
	

	        - DCH quality target
	
	

	         - BLER Quality value
	-2.0
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	Not Present
	

	Uplink DPCH info
	
	

	        - Uplink DPCH power control info
	
	

	         - DPCCH power offset
	-80dB  (i.e. ASN.1 IE value of -40)
	

	         - PC Preamble
	1 frame
	

	         - SRB delay
	7 frames
	

	         - Power Control Algorithm
	Algorithm1
	

	         - TPC step size
	1dB
	

	        - Scrambling code type
	Long
	

	        - Scrambling code number
	0 (0 to 16777215)
	

	        - Number of DPDCH
	Not Present(1)
	

	        - Spreading factor
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	        - TFCI existence
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	        - Number of FBI bit
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	        - Puncturing Limit
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	Downlink information common for all radio links
	
	

	        - Downlink DPCH info common for all RL
	
	

	        - Timing Indication
	Initialize
	

	        - CFN-targetSFN frame offset
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - Downlink DPCH power control information
	
	

	           - DPC mode
	0 (single)
	

	         - Power offset P Pilot-DPDCH
	0
	

	         - DL rate matching restriction information
	Not Present
	

	         - Spreading factor
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	         - Fixed or Flexible Position
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	         - TFCI existence
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	         - CHOICE SF
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	        - DPCH compressed mode info
	Not Present
	

	        - TX Diversity mode
	None
	

	        - SSDT information
	Not Present
	

	        - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512
	

	Downlink information for each radio links list
	
	

	 - Downlink information for each radio links
	
	

	       - CHOICE mode
	FDD
	

	        - Primary CPICH info
	
	

	         - Primary scrambling code
	Reference to clause 6.1 "Default settings (FDD)"
	

	        - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	

	         - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	         - DPCH frame offset
	Set to value: Default DPCH Offset Value mod 38 400
	

	         - Secondary CPICH info
	Not Present
	

	         - DL channelisation code
	
	

	          - Secondary scrambling code
	1
	

	          - Spreading factor
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	          - Code number
	0
	

	          - Scrambling code change
	Not Present
	

	         - TPC combination index
	0
	

	         - SSDT Cell Identity
	Not Present
	

	         - Closed loop timing adjustment mode
	Not Present
	

	        - SCCPCH information for FACH
	Not Present
	


Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_FACH)

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Initial UE identity
	Select the same identity as in the IE "Initial UE Identity" in received RRC CONNECTION REQUEST" message
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Activation time
	Not Present (Now)
	

	New U-RNTI
	
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	New C-RNTI
	0000 0000 0000 0001B
	

	RRC state indicator
	CELL_FACH
	

	UTRAN DRX cycle length coefficient
	9 
	

	Capability update requirement
	
	

	        - UE radio access FDD capability update requirement
	TRUE
	

	        - UE radio access TDD capability update requirement
	FALSE
	

	        - System specific capability update requirement list
	GSM
	

	CHOICE specification mode
	Complete specification
	REL-5

	- Complete specification
	
	REL-5

	 -  Signalling RB information to setup
	(UM DCCH for RRC)
	

	        - RB identity
	Not present (Deprecated alternative value "1")
	

	        - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	UM RLC
	

	           - Transmission RLC discard
	 timerBasedNoExplicit : dt50
	

	            - SDU discard mode
	Not present
	

	          - CHOICE Downlink RLC mode
	UM RLC
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	1
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	1
	

	         - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	DCH
	

	           - DL DCH Transport channel identity
	10
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	1
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	1
	

	           - CHOICE RLC size list
	Explicit list
	

	             - RLC size index
	According to clause 6.10.2.4.4.1
	

	           - MAC logical channel priority
	1
	

	         - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	FACH
	

	           - DL DCH Transport channel identity
	Not Present
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	1
	

	 -  Signalling RB information to setup
	(AM DCCH for RRC)
	

	        - RB identity
	Not Present (Deprecated alternative value "2")
	

	        - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No Discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	32
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not Present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Windows
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	32
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	2
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	2
	

	         - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	DCH
	

	           - DL DCH Transport channel identity
	10
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	2
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	2
	

	           - CHOICE RLC size list
	Explicit list
	

	             - RLC size index
	According to clause 6.10.2.4.4.1
	

	           - MAC logical channel priority
	2
	

	         - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	FACH
	

	           - DL DCH Transport channel identity
	Not Present
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	2
	

	Signalling RB information to setup
	(AM DCCH for NAS_DT High priority)
	

	        - RB identity
	Not present (Deprecated alternative value "3")
	

	        - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No Discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	32
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not Present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Windows
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	32
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	3
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	3
	

	         - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	DCH
	

	           - DL DCH Transport channel identity
	10
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	3
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL DCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	3
	

	           - CHOICE RLC size list
	Explicit list
	

	             - RLC size index
	According to clause 6.10.2.4.4.1
	

	           - MAC logical channel priority
	3
	

	         - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	FACH
	

	           - DL DCH Transport channel identity
	Not Present
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	3
	

	 -  Signalling RB information to setup
	(AM DCCH for NAS_DT Low priority)
	

	        - RB identity
	Not Present (Deprecated alternative value "4")
	

	        - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No Discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	32
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not Present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Windows
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	32
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	4
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	4
	

	         - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	DCH
	

	           - DL DCH Transport channel identity
	10
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	4
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	4
	

	           - CHOICE RLC size list
	Explicit list
	

	             - RLC size index
	According to clause 6.10.2.4.4.1
	

	           - MAC logical channel priority
	4
	

	         - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	FACH
	

	           - DL DCH Transport channel identity
	Not Present
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	4
	

	UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE Mode
	FDD
	

	        - TFC subset
	Not Present
	

	        - UL DCH TFCS
	
	

	         - CHOICE TFCI signalling
	Normal
	

	          - TFCI Field 1 information
	
	

	           - CHOICE TFCS representation
	Complete
	

	            - TFCS complete reconfigure
	
	

	             - CHOICE CTFC Size
	2bit CTFC
	

	              - CTFC information
	This IE is repeated for TFC numbers according to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	               - CTFC
	According to clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)
	

	               - Power offset information
	
	

	               - CHOICE Gain Factors
	Computed Gain Factors (The last TFC is set to Signalled Gain Factors)
	

	                - Gain factor ßc
	11 (below 64 kbps)

9 (higher than 64 kbps) 
(Not Present if the above is set to Computed Gain Factors)
	

	                - Gain factor ßd
	15

(Not Present if the above is set to Computed Gain Factors)
	

	                - Reference TFC ID
	0
	

	               - CHOICE mode
	FDD
	

	                - Power offset Pp-m
	Not Present
	

	Added or Reconfigured TrCH information list
	TS 25.331 specifies that "Although this IE is not required when the IE "RRC state indicator" is set to "CELL_FACH", need is MP to align with ASN.1"
	

	  - Added or Reconfigured UL TrCH information
	
	

	        - Uplink transport channel type
	DCH
	

	        - UL Transport channel identity
	5
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	

	          - RLC Size
	bitMode sizeType2  {part1 2, part2 OMIT}

This results in an RLC size of 144 bits
	

	          - Number of TBs and TTI List
	List with two entry 
	

	           - Transmission Time Interval
	Not Present
	

	           - Number of Transport blocks
	0
	

	           - Transmission Time Interval
	Not Present
	

	           - Number of Transport blocks
	1
	

	          - CHOICE Logical channel List
	ALL
	

	         - Semi-static Transport Format information
	
	

	          - Transmission time interval
	40 ms
	

	          - Type of channel coding
	 Convolutional
	

	          - Coding Rate
	1/3
	

	          - Rate matching attribute
	-170
	

	          - CRC size
	16
	

	DL Transport channel information common for all transport channel
	
	

	         - SCCPCH TFCS
	Not Present
	

	       - CHOICE mode
	FDD
	

	        - CHOICE DL parameters
	Same as UL
	

	Added or Reconfigured TrCH information list
	TS 25.331 specifies that "Although this IE is not required when the IE "RRC state indicator" is set to "CELL_FACH", need is MP to align with ASN.1"
	

	   - Added or Reconfigured DL TrCH information
	
	

	        - Downlink transport channel type
	DCH
	

	        - DL Transport channel identity
	10
	

	        - CHOICE DL parameters
	Same as UL
	

	         - Uplink Transport channel type
	DCH
	

	         - UL TrCH identity
	5
	

	        - DCH quality target
	Not Present
	

	Frequency info
	Not present
	

	Maximum allowed UL TX power
	Not present
	

	CHOICE channel requirement
	Not Present
	

	Downlink information common for all radio links
	Not Present
	

	Downlink information for each radio link list
	Not present
	


Contents of RRC CONNECTION SETUP COMPLETE message: AM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	The value of this IE is checked to see that it matches the value of the same IE transmitted in the downlink RRC CONNECTION SETUP message.

	START list
	This IE is checked to see if it is present.

	UE radio access capability
	Not checked

	UE radio access capability extension
	Not checked

	UE system specific capability
	Not checked


Contents of RRC STATUS message: AM

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Identification of received message
	Not Checked

	Protocol error information
	

	        - Protocol error cause
	Refer to test requirement.


Contents of SECURITY MODE COMMAND message: AM

	Information Element
	Condition
	Value/remark

	Message Type
	A1, A2
	

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3

	Integrity check info
	
	

	         - Message authentication code
	
	Set to MAC-I value computed by the SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	         - RRC Message Sequence Number
	
	Set to an arbitrarily selected integer between 0 and 15 

	Security capability
	
	

	         - Ciphering algorithm capability
	
	

	          - UEA0
	
	If the UE has indicated support for ciphering algorithm UEA0 in the IE "security capability" in the RRC CONNECTION SETUP COMPLETE message, this IE is set to TRUE.

	          - UEA1
	
	If the UE has indicated support for ciphering algorithm UEA1 in the IE "security capability" in the RRC CONNECTION SETUP COMPLETE message, this IE is set to TRUE.

	          - Spare
	
	Spare 2-15 = FALSE

	         - Integrity protection algorithm capability
	
	0000000000000010B (UIA1)

	          - UIA1
	
	TRUE

	          - Spare
	
	Spare 0 and Spare 2-15 = FALSE

	Ciphering mode info
	
	This presence of this IE is dependent on IXIT statements in TS 34.123-2. If ciphering is indicated to be active, this IE present with the values of the sub IEs as stated below. Else, this IE is omitted.

	         - Ciphering mode command
	
	Start/restart

	         - Ciphering algorithm
	
	UEA0 or UEA1. The indicated algorithm must be one of the algorithms supported by the UE as indicated in the IE "security capability" in the RRC CONNECTION SETUP COMPLETE message.

	         - Ciphering activation time for DPCH
	
	Not Present

	         - Radio bearer downlink ciphering activation time info
	
	

	         - Radio bearer activation time
	
	

	          - RB identity
	
	1

	          - RLC sequence number
	
	Current RLC SN

	          - RB identity
	
	2

	          - RLC sequence number
	
	Current RLC SN+2

	          - RB identity
	
	3

	          - RLC sequence number
	
	Current RLC SN 

	          - RB identity
	
	4

	          - RLC sequence number
	
	Current RLC SN 

	Integrity protection mode info
	
	

	          - Integrity protection mode command
	
	Start

	          - Downlink integrity protection activation info
	
	Not Present

	          - Integrity protection algorithm
	
	UIA1

	          - Integrity protection initialisation number
	
	SS selects an arbitrary 32 bits number for FRESH

	CN domain identity
	
	CS or PS

	UE system specific security capability
	A1
	Not Checked

	UE system specific security capability
	A2
	

	          - Inter-RAT UE security capability
	
	

	           - CHOICE system
	
	GSM

	            - GSM security capability
	
	The indicated algorithms must be the same as the algorithms supported by the UE as indicated in the IE " UE system specific capability " in the RRC CONNECTION SETUP COMPLETE message.


	Condition
	Explanation

	A1
	UE not supporting GSM

	A2
	UE supporting GSM


Contents of SECURITY MODE COMPLETE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	The value of this IE is checked to see that it matches the value of the same IE transmitted in the downlink SECURITY MODE COMMAND message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value. 

	Uplink integrity protection activation info
	Not checked.

	Radio bearer uplink ciphering activation time info
	If ciphering is not activated in SECURITY MODE COMMAND message, this IE must be absent. Else, SS checks this IE for the presence of activation times for all ciphered uplink RLC-UM and RLC-AM RBs.


Contents of SECURITY MODE FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if the value is the identical to the same IE in the downlink SECURITY MODE COMMAND message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure cause
	Refer to test requirement.


Contents of TRANSPORT CHANNEL RECONFIGURATION message: AM or UM
	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6
	
	

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	
	

	        - message authentication code
	
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	
	Not Present
	

	Ciphering mode info
	
	Not Present 
	

	Activation time
	A1, A2, A3
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	Activation time
	A4, A5, A6
	Not Present
	

	New U-RNTI
	
	Not Present
	

	New C-RNTI
	A1, A2, A3, A4
	Not Present
	

	New C-RNTI
	A5, A6
	'1010 1010 1010 1010'
	

	New DSCH-RNTI
	A1, A2, A3, A4, A5, A6
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	A1, A2, A3, A4, A5, A6
	Not Present
	REL-5

	RRC State indicator
	A1, A2, A3, A4
	CELL_DCH
	

	RRC State indicator
	A5, A6
	CELL_FACH
	

	UTRAN DRX cycle length coefficient
	A1, A2, A3, A4,A5,A6
	Not Present
	

	CN information info
	
	Not Present
	

	URA identity
	
	Not Present
	

	Downlink counter synchronization info
	
	Not Present
	

	UL Transport channel information for all transport channels
	A1, A2, A5, A6
	Not Present
	

	UL Transport channel information for all transport channels
	A3, A4
	
	

	        - PRACH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - TFC subset
	
	Not Present
	

	         - UL DCH TFCS
	
	
	

	          - CHOICE TFCI signalling
	
	Normal
	

	           - TFCI Field 1 information
	
	
	

	            - CHOICE TFCS representation
	
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	
	

	              - CHOICE CTFC Size
	
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	

	               - CTFC information
	
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4 Parameter Set
	

	                - CTFC
	
	 Reference to clause 6.10.2.4 Parameter Set
	

	                - Power offset information
	
	
	

	                 - CHOICE Gain Factors
	
	Computed Gain Factors (The last TFC is set to Signalled Gain Factors)
	

	                   - Gain factor βc
	
	11 (below 64 kbps)

9 (higher than 64 kbps) 
(Not Present if the CHOICE Gain Factors is set to ComputedGain Factors)
	

	                   - Gain factor βd
	
	15

(Not Present if the CHOICE Gain Factors is set to ComputedGain Factors)
	

	                  - Reference TFC ID
	
	0
	

	                 - CHOICE mode
	
	FDD
	

	                  - Power offset P p-m
	
	Not Present
	

	Added or Reconfigured UL TrCH information
	A1, A2, A5, A6
	Not Present
	

	Added or Reconfigured UL TrCH information
	A4
	2 TrCHs(DCH for DCCH and DCH for DTCH)
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	5
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	Added or Reconfigured UL TrCH information
	A3
	(DCH for DTCH)
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	

	CHOICE mode
	A1,A2,A3,A4,A5,A6
	FDD
	

	  - CPCH set ID
	
	Not Present
	

	  - Added or Reconfigured TrCH
 information for DRAC list
	
	Not Present
	

	DL Transport channel information common for all transport channel
	A1, A2, A5,A6
	Not Present
	

	DL Transport channel information common for all transport channel
	A3,A4
	
	

	        - SCCPCH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - CHOICE DL parameters
	
	Explicit
	

	          - DL DCH TFCS
	
	
	

	           - CHOICE TFCI Signalling
	
	Normal
	

	            - TFCI Field 1 Information
	
	
	

	             - CHOICE TFCS representation
	
	Complete reconfiguration
	

	              - TFCS complete reconfigure
	
	
	

	               - CHOICE CTFC Size
	
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	

	                - CTFC information
	
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4
	

	                 - CTFC
	
	Reference to clause 6.10.2.4 Parameter Set
	

	                 - Power offset information
	
	Not Present
	

	Added or Reconfigured DL TrCH information
	A1, A2, A5, A6
	Not Present
	

	Added or Reconfigured DL TrCH information
	A4
	2 TrCHs(DCH for DCCH and DCH for DTCH)
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	Not Present
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Added or Reconfigured DL TrCH information
	A3
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Frequency info
	A1,A2,A3,A4,A5
	
	

	        - UARFCN uplink (Nu)
	
	Reference to clause 5.1 Test frequencies
	

	        - UARFCN downlink (Nd)
	
	Reference to clause 5.1 Test frequencies
	

	Frequency info
	A6
	Not Present
	

	Maximum allowed UL TX power
	A1,A2,A3,A4,A5,A6
	33dBm
	

	CHOICE channel requirement
	 A5, A6
	Not Present
	

	 CHOICE channel requirement
	A1, A2, A3, A4
	Uplink DPCH info
	

	         -Uplink DPCH power control info
	
	
	

	         - DPCCH power offset
	
	-80dB  (i.e. ASN.1 IE value of -40)
	

	         - PC Preamble
	
	1 frame
	

	         - SRB delay
	
	7 frames
	

	         - Power Control Algorithm
	
	Algorithm1
	

	         - TPC step size
	
	1dB
	

	         - ACK
	
	Not Present
	REL-5

	         - NACK
	
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	
	Not Present
	REL-5

	        - Scrambling code type
	
	Long
	

	        - Scrambling code number
	
	0 (0 to 16777215)
	

	        - Number of DPDCH
	
	Not Present(1)
	


	         - spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	        - TFCI existence
	
	Reference to clause 6.10 Parameter Set
	

	        - Number of FBI bit
	
	Reference to clause 6.10 Parameter Set 
	

	        - Puncturing Limit
	
	Reference to clause 6.10 Parameter Set 
	

	CHOICE Mode
	A1,A2,A3,A4,A5,A6
	FDD
	

	        - Downlink PDSCH information
	
	Not Present
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	A1, A2, A3, A4, A5, A6
	Not Present
	REL-5

	Downlink information common for all radio links
	A5, A6
	Not Present
	

	Downlink information common for all radio links
	A1, A2, A3
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Maintain
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	          - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	
	Not Present
	

	        - TX Diversity mode
	
	None
	

	        - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Not Present
	

	        - MAC-hs reset indicator
	
	Not Present
	REL-5

	Downlink information common for all radio links
	A4
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Initialize
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	          - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	
	Reference to clause 6.10 Parameter Set 
	

	           - Fixed or Flexible Position
	
	Reference to clause 6.10 Parameter Set 
	

	           - TFCI existence
	
	Reference to clause 6.10 Parameter Set 
	

	           - CHOICE SF
	
	Reference to clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	
	Not Present
	

	        - TX Diversity mode
	
	None
	

	        - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	 Arbitrary set to value 0..306688 by step of 512
	

	        - MAC-hs reset indicator
	
	Not Present
	REL-5

	Downlink information for each radio link list
	A1, A2, A3
	
	

	   - Downlink information for each radio links
	
	
	

	      - CHOICE mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	         - DPCH frame offset
	
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38 400
	

	         - Power offset PPilot-DPDCH
	
	0
	

	         - Secondary CPICH info
	
	Not Present
	

	         - DL channelisation code
	
	
	

	          - Secondary scrambling code
	
	4
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	          - Code number
	
	0
	

	          - Scrambling code change
	
	No change
	

	         - TPC combination index
	
	0
	

	         - SSDT Cell Identity
	
	Not Present
	

	         - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	Downlink information for each radio link list
	A4
	
	

	   - Downlink information for each radio links
	
	
	

	      - CHOICE mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	        - Downlink DPCH info for each RL
	
	
	

	         - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	         - DPCH frame offset
	
	Set to value: Default DPCH Offset Value mod 38 400
	

	         - Power offset PPilot-DPDCH
	
	0
	

	         - Secondary CPICH info
	
	Not Present
	

	         - DL channelisation code
	
	
	

	          - Secondary scrambling code
	
	4
	

	          - Spreading factor
	
	Reference to clause 6.10 Parameter Set
	

	          - Code number
	
	0
	

	          - Scrambling code change
	
	No change
	

	         - TPC combination index
	
	0
	

	         - SSDT Cell Identity
	
	Not Present
	

	         - Closed loop timing adjustment mode
	
	Not Present
	

	        - SCCPCH information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A5
	
	

	   - Choice mode
	
	FDD
	

	    - Primary CPICH info
	
	
	

	     - Primary scrambling code
	
	Ref. to the Default setting in clause 6.1 (FDD)
	

	    - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	    - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	    - Serving HS-DSCH radio link indicator
	
	FALSE
	REL-5

	   - Downlink DPCH info for each RL
	
	Not present
	

	   - SCCPCH information for FACH
	
	Not Present
	

	  - Downlink information for each radio link
	A6
	Not Present
	


	Condition
	Explanation

	A1
	This IE need for "Non speech in CS"

	A2
	This IE need for "Speech in CS"

	A3
	This IE need for "Packet to CELL_DCH from CELL_DCH in PS"

	A4
	This IE need for "Packet to CELL_DCH from CELL_FACH in PS"

	A5
	This IE need for "Packet to CELL_FACH from CELL_DCH in PS"

	A6
	This IE need for "Packet to CELL_FACH from CELL_FACH in PS"


Contents of TRANSPORT CHANNEL RECONFIGURATION COMPLETE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if the value is identical to the same IE in the downlink TRANSPORT CHANNEL RECONFIGURATION message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Uplink integrity protection activation info
	Not checked

	CHOICE mode
	FDD

	COUNT-C activation time
	Not checked

	Radio bearer uplink ciphering activation time info
	Not checked

	Uplink counter synchronization info
	Not present


Contents of TRANSPORT CHANNEL RECONFIGURATION FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identitifer
	Checked to see if it is set to identical value of the same IE in the downlink TRANSPORT CHANNEL RECONFIGURATION message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure cause
	Checked to see if it meets test requirement


Contents of TRANSPORT FORMAT COMBINATION CONTROL message: AM or UM (in CELL_DCH)

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3

	Integrity check info
	

	         - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	         - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	CHOICE mode
	FDD

	DPCH/PUSCH TFCS in Uplink
	

	 - CHOICE Subset representation
	Allowed transport format combination list

	         - Allowed Transport format combination 
	0 (The TFC is constructed from ALL TF0)

	Activation time for TFC subset
	Not Present

	TFC Control duration
	Not Present


Contents of TRANSPORT FORMAT COMBINATION CONTROL FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identitifer
	Checked to see if it is set to identical value of the same IE in the downlink TRANSPORT CHANNEL RECONFIGURATION message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure cause
	Checked to see if it meets test requirement


Contents of UE CAPABILITY ENQUIRY message: AM or UM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Capability update requirement
	

	           - UE radio access FDD capability update requirement
	TRUE

	           - UE radio access TDD capability update requirement
	FALSE

	           - System specific capability update requirement list 
	Not Present


Contents of UE CAPABILITY INFORMATION message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if the value is identical to the same IE in the downlink UE CAPABILITY ENQUIRY message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	UE radio access capability
	Value will be checked. Stated capability must be compatible with 3GPP TS 34.123-2 [3] (ICS statements) and the user settings

	         - Access stratum release indicator
	

	         - PDCP Capability
	

	         - RLC Capability
	

	         - Transport channel capability
	

	         - RF Capability FDD
	

	         - RF Capability TDD
	

	         - Physical channel capability
	

	         - UE multi-mode/multi-RAT capability
	

	         - Security Capability
	

	         - UE positioning Capability
	

	         - Measurement capability
	

	UE radio access capability extension
	Value will be checked. Stated capability must be compatible with 3GPP TS 34.123-2 [3] (ICS statements) and the user settings

	UE system specific capability
	Not Checked


Contents of UE CAPABILITY INFORMATION CONFIRM message: UM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Set to the same value as received in the UE CAPABILITY INFORMATON message.

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.


Contents of URA UPDATE message: TM 

	Information Element
	Value/remark

	Message Type
	

	U-RNTI
	

	        - SRNC identity
	0000 0000 0001B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	RRC transaction identifier
	Checked to see if it is absent

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	URA update cause
	See the test content

	Protocol error indicator
	Checked to see if it is absent or set to 'FALSE'

	Protocol error information
	Checked to see if it is absent


Contents of URA UPDATE CONFIRM message: UM 

	Information Element
	Value/remark

	Message Type
	

	U-RNTI
	If this message is sent on CCCH, use the following values. Else, this IE is absent.

	        - SRNC identity
	0000 0000 0001B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	RRC transaction identifier
	Arbitrarily selects and integer between 0 and 3

	Integrity check info
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Integrity protection mode info
	Not Present

	Ciphering mode info
	Not Present 

	New U-RNTI
	Not Present

	New C-RNTI
	Not Present

	RRC state indicator
	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	CN information info
	Not Present

	URA identity
	Not Present

	Downlink counter synchronization info
	Not Present


Contents of UPLINK DIRECT TRANSFER message: AM

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	
	

	CN domain identity
	Checked to see if set to a CN domain for which a signalling connection exists

	NAS message
	Set according to that indicated in specific message content clause

	Measured results on RACH
	Not checked


Contents of UTRAN MOBILITY INFORMATION message: AM or UM 

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3

	Integrity protection mode info
	Not Present

	Ciphering mode info
	Not Present 

	New U-RNTI
	See the test content

	New C-RNTI
	See the test content

	UE Timers and constants in connected mode
	

	        - T301
	2 000 milliseconds

	        - N301
	2

	        - T302
	4 000 milliseconds

	        - N302
	3

	        - T304
	1 000 milliseconds

	        - N304
	3

	        - T305
	60 minutes 

	        - T307
	50 seconds

	        - T308
	320 milliseconds

	        - T309
	8 seconds

	        - T310
	320 milliseconds 

	        - N310
	5

	        - T311
	500 milliseconds

	        - T312
	5 seconds 

	        - N312
	200

	        - T313
	10 seconds 

	        - N313
	200

	        - T314
	20 seconds

	        - T315
	30 seconds

	        - N315
	200

	        - T316
	50 seconds

	        - T317
	1 800 seconds

	CN information info
	Not Present

	URA identity
	Not present

	Downlink counter synchronization info
	Not Present


Contents of UTRAN MOBILITY INFORMATION CONFIRM message: AM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the value of the same IE in downlink UTRAN MOBILITY INFORMATION message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Uplink integrity protection activation info
	Not checked

	COUNT-C activation time
	Not checked

	Radio bearer uplink ciphering activation time info
	Not checked

	Uplink counter synchronization info
	Not present


Contents of UTRAN MOBILITY INFORMATION FAILURE message: AM
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the value of the same IE in downlink UTRAN MOBILITY INFORMATION message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Failure Cause 
	Checked to see if it meets test requirement


<END OF MODIFIED SECTION>

<START OF MODIFIED SECTION>

9.2
Default Message Contents for RF

This clause contains the default values of common messages for RF test. The parameters of  the UL/DL reference measurement channel 12.2 kbps, the DL reference measurement channel for BTFD, UE test loop mode 1 without  Dummy DCCH transmission and UE test loop mode 2 with Dummy DCCH transmission are set to default message contents.
9.2.1
Default Message Contents for RF (FDD)

Contents of Activate RB Test Mode message
	Information Element
	Value/remark

	Protocol discriminator
	F (Length 1/2)

	Skip indicator
	0 (Length 1/2)

	Message Type
	44h


Contents of Close UE Test Loop message (UE test loop mode 1 without Dummy DCCH transmission)
	Information Element
	Value/remark

	Protocol discriminator
	F (Length 1/2)

	Skip indicator
	0 (Length 1/2)

	Message Type
	40h

	UE test loop mode
	00h

	UE test loop mode 1 LB setup
	03h 00h F4h 0Ah


Contents of Close UE Test Loop message (UE test loop mode 2 without Dummy DCCH transmission)
	Information Element
	Value/remark

	Protocol discriminator
	F (Length 1/2)

	Skip indicator
	0 (Length 1/2)

	Message Type
	40h

	UE test loop mode
	01h


Contents of Open UE Test Loop message
	Information Element
	Value/remark

	Protocol discriminator
	F (Length 1/2)

	Skip indicator
	0 (Length 1/2)

	Message Type
	42h


Contents of PAGING TYPE 1 message: TM (CS)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	

	-Paging record
	

	       - CHOICE Used paging identity
	CN identity

	        - Paging cause
	Terminating Streaming Call

	        - CN domain identity
	CS domain

	        - CHOICE UE identity
	

	         - IMSI (GSM-MAP)
	Set to the same octet string as in the IMSI stored in the USIM card

	BCCH modification info
	Not Present


Contents of PAGING TYPE 1 message: TM (PS)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	

	-Paging record
	

	       - CHOICE Used paging identity
	CN identity

	        - Paging cause
	Terminating Interactive Call

	        - CN domain identity
	PS domain

	        - CHOICE UE identity
	

	         - IMSI (GSM-MAP)
	Set to the same octet string as in the IMSI stored in the USIM card 

	BCCH modification info
	Not Present


Contents of RADIO BEARER SETUP message: AM or UM (Test Loop Mode1)
	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8
	
	

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	
	

	        - message authentication code
	
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	
	Not Present
	

	Ciphering mode info
	
	Not Present
	

	Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	New U-RNTI
	
	Not Present
	

	New C-RNTI
	
	Not Present
	

	New DSCH-RNTI
	
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	
	Not Present
	REL-5

	RRC State indicator
	
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	
	Not Present
	

	CN information info
	
	Not Present
	

	URA identity
	
	Not Present
	

	-  Signalling RB information to setup
	
	Not Present
	

	 -  RAB information for setup list
	A1, A2, A3, A4, A5
	
	

	   - RAB information for setup
	
	
	

	        - RAB info
	
	
	

	         - RAB identity
	
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	CS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	UseT314
	

	
	
	
	

	        - RB information to setup list
	
	
	

	         - RB information to setup
	
	
	

	 -  RAB information for setup list
	A6, A7, A8
	
	

	   - RAB information for setup
	
	
	

	        - RAB info
	
	
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	UseT315
	

	
	
	
	

	        - RB information to setup list
	
	
	

	         - RB information to setup
	
	
	

	 - RB identity
	A1, A2
	10
	

	          - PDCP info
	
	Not Present
	

	          - CHOICE RLC info type
	
	RLC info
	

	           - CHOICE Uplink RLC mode
	
	TM RLC
	

	            - Transmission RLC discard
	
	Not Present
	

	            - Segmentation indication
	
	FALSE
	

	           - CHOICE Downlink RLC mode
	
	TM RLC
	

	            - Segmentation indication
	
	FALSE
	

	          - RB mapping info
	
	
	

	           - Information for each multiplexing option
	
	
	

	            - RLC logical channel mapping indicator
	
	Not Present
	

	            - Number of uplink RLC logical channels
	
	1
	

	             - Uplink transport channel type
	
	DCH
	

	             - UL Transport channel identity
	
	1
	

	             - Logical channel identity
	
	Not Present
	

	             - CHOICE RLC size list
	
	Configured
	

	             - MAC logical channel priority
	
	7
	

	            - Downlink RLC logical channel info
	
	
	

	             - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	6
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	 - RB identity
	A3, A4, A5
	10
	

	          - PDCP info
	
	Not Present
	

	          - CHOICE RLC info type
	
	RLC info
	

	           - CHOICE Uplink RLC mode
	
	AM RLC
	

	            - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	Selected with Total RLC AM Buffer Size
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	400
	

	            - Timer_poll
	
	400
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	           - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	Selected with Total RLC AM Buffer Size
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	330
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - RB mapping info
	
	
	

	           - Information for each multiplexing option
	
	
	

	            - RLC logical channel mapping indicator
	
	Not Present
	

	            - Number of uplink RLC logical channels
	
	1
	

	             - Uplink transport channel type
	
	DCH
	

	             - UL Transport channel identity
	
	1
	

	             - Logical channel identity
	
	Not Present
	

	             - CHOICE RLC size list
	
	Configured
	

	             - MAC logical channel priority
	
	7
	

	            - Downlink RLC logical channel info
	
	
	

	             - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	6
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	 - RB identity
	A6, A7, A8
	20
	

	          - PDCP info
	
	Not present
	

	          - CHOICE RLC info type
	
	RLC info
	

	           - CHOICE Uplink RLC mode
	
	AM RLC
	

	            - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	Selected with Total RLC AM Buffer Size
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	400
	

	            - Timer_poll
	
	400
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	           - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	Selected with Total RLC AM Buffer Size
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	330
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - RB mapping info
	
	
	

	           - Information for each multiplexing option
	
	2 RBMuxOptions
	

	            - RLC logical channel mapping indicator
	
	Not Present
	

	            - Number of uplink RLC logical channels
	
	1
	

	             - Uplink transport channel type
	
	DCH
	

	             - UL Transport channel identity
	
	1
	

	             - Logical channel identity
	
	Not Present
	

	             - CHOICE RLC size list
	
	Configured
	

	             - MAC logical channel priority
	
	8
	

	            - Downlink RLC logical channel info
	
	
	

	             - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	6
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	RACH
	

	           - UL Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	7
	

	           - CHOICE RLC size list
	
	Explicit list
	

	             - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	FACH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	7
	

	RB information to be affected list
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present 
	

	Downlink counter synchronization info
	
	Not Present
	

	UL Transport channel information for all transport channels
	
	
	

	        - PRACH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - TFC subset
	
	Not Present
	

	         - UL DCH TFCS
	
	
	

	          - CHOICE TFCI signalling
	
	Normal
	

	           - TFCI Field 1 information
	
	
	

	            - CHOICE TFCS representation
	
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	
	

	              - CHOICE CTFC Size
	
	2 bit CTFC
	

	                   - CTFC information
	
	4 TFCs
	

	                    - 2bit CTFC
	
	0
	

	                    -Power offset Information
	
	
	

	                     - CHOICE Gain Factors
	
	Computed Gain Factors
	

	                      - Reference TFC ID
	
	0
	

	                     - CHOICE mode
	
	FDD
	

	                      - Power offset Pp-m
	
	Not Present
	

	                    - 2bit CTFC
	
	2
	

	                    - Power offset Information
	
	
	

	                     - CHOICE Gain Factors
	
	Computed Gain Factors
	

	                      - Reference TFC ID
	
	0
	

	                     - CHOICE mode
	
	FDD
	

	                      - Power offset Pp-m
	
	Not Present
	

	                    - 2bit CTFC
	
	1
	

	                    - Power offset Information
	
	
	

	                     - CHOICE Gain Factors
	
	Computed Gain Factors
	

	                      - Reference TFC ID
	
	0
	

	                     - CHOICE mode
	
	FDD
	

	                      - Power offset Pp-m
	
	Not Present
	

	                    - 2bit CTFC
	
	3
	

	                    - Power offset Information
	
	
	

	                     - CHOICE Gain Factors
	
	Signalled Gain Factors
	

	                      - CHOICE mode
	
	FDD
	

	                       - Gain factor ßc
	
	8
	

	                      - Gain factor ßd
	
	15
	

	                      - Reference TFC ID
	
	0
	

	                     - CHOICE mode
	
	FDD
	

	                      - Power offset Pp-m
	
	Not Present
	

	Deleted UL TrCH information list
	
	Not Present
	

	Added or Reconfigured UL TrCH information list
	A1
	1
	

	      - Added or Reconfigured UL TrCH information
	
	
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport Format Information
	
	
	

	         - RLC size
	
	244 bits
	

	         - Number of TBs and TTI List
	
	2
	

	          - Transmission Time Interval
	
	Not Present
	

	          - Number of Transport blocks
	
	0
	

	          - Transmission Time Interval
	
	Not Present
	

	          - Number of Transport blocks
	
	1
	

	         - CHOICE Logical channel List
	
	ALL
	

	        - Semi-static Transport Format Information 
	
	
	

	         - Transmission time interval
	
	20
	

	         - Type of channel coding
	
	Convolutional
	

	         - Coding Rate
	
	1/3
	

	         - Rate matching attribute
	
	256
	

	         - CRC size
	
	16
	

	Added or Reconfigured UL TrCH information list
	A2
	1
	

	      - Added or Reconfigured UL TrCH information
	
	
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport Format Information
	
	
	

	         - RLC size
	
	1280 bits
	

	         - Number of TBs and TTI List
	
	2
	

	          - Transmission Time Interval
	
	Not Present
	

	          - Number of Transport blocks
	
	0
	

	          - Transmission Time Interval
	
	Not Present
	

	          - Number of Transport blocks
	
	1
	

	         - CHOICE Logical channel List
	
	ALL
	

	        - Semi-static Transport Format Information 
	
	
	

	         - Transmission time interval
	
	20
	

	         - Type of channel coding
	
	Turbo
	

	         - Rate matching attribute
	
	256
	

	         - CRC size
	
	16
	

	Added or Reconfigured UL TrCH information list
	A3, A4, A5, A6, A7, A8
	1
	

	      - Added or Reconfigured UL TrCH information
	
	
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport Format Information
	
	
	

	         - RLC size
	
	240 bits
	

	         - Number of TBs and TTI List
	
	2
	

	          - Transmission Time Interval
	
	Not Present
	

	          - Number of Transport blocks
	
	0
	

	          - Transmission Time Interval
	
	Not Present
	

	          - Number of Transport blocks
	
	1
	

	         - CHOICE Logical channel List
	
	ALL
	

	        - Semi-static Transport Format Information 
	
	
	

	         - Transmission time interval
	
	20
	

	         - Type of channel coding
	
	Convolutional
	

	         - Coding Rate
	
	1/3
	

	         - Rate matching attribute
	
	256
	

	         - CRC size
	
	16
	

	CHOICE mode
	A1, A2, A3, A4, A5, A6, A7, A8
	FDD
	

	 - CPCH set ID
	
	Not Present
	

	 - Added or Reconfigured TrCH information for DRAC list
	
	Not Present
	

	DL Transport channel information common for all transport channel
	
	
	

	        - SCCPCH TFCS
	
	Not Present
	

	        - CHOICE mode
	
	FDD
	

	         - CHOICE DL parameters
	
	Same as UL
	

	Deleted DL TrCH information list
	
	Not Present
	

	Added or Reconfigured DL TrCH information list
	A1, A2
	1
	

	     - Added or Reconfigured DL TrCH information
	
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Same as UL
	

	         - Uplink transport channel type
	
	DCH
	

	         - UL TrCH identity
	
	1
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Added or Reconfigured DL TrCH information list
	A3, A6
	1
	

	     - Added or Reconfigured DL TrCH information
	
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	1280 bits
	

	          - Number of TBs and TTI List
	
	2
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	0
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	1
	

	          - CHOICE Logical channel list
	
	ALL
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	20
	

	          - Type of channel coding
	
	Turbo
	

	          - Rate matching attribute
	
	256
	

	          - CRC size
	
	16
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Added or Reconfigured DL TrCH information list
	A4, A7
	1
	

	     - Added or Reconfigured DL TrCH information
	
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	2880 bits
	

	          - Number of TBs and TTI List
	
	2
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	0
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	1
	

	          - CHOICE Logical channel list
	
	ALL
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	20
	

	          - Type of channel coding
	
	Turbo
	

	          - Rate matching attribute
	
	256
	

	          - CRC size
	
	16
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Added or Reconfigured DL TrCH information list
	A5, A8
	1
	

	     - Added or Reconfigured DL TrCH information
	
	
	

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	6
	

	        - CHOICE DL parameters
	
	Explicit
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic transport format information
	
	
	

	          - RLC Size
	
	3840 bits
	

	          - Number of TBs and TTI List
	
	2
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	0
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	1
	

	          - CHOICE Logical channel list
	
	ALL
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	10
	

	          - Type of channel coding
	
	Turbo
	

	          - Rate matching attribute
	
	256
	

	          - CRC size
	
	16
	

	        - DCH quality target
	
	
	

	         - BLER Quality value
	
	-2.0
	

	Frequency info
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	Maximum allowed UL TX power
	
	33dBm
	

	CHOICE channel requirement
	
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	
	

	         - CHOICE mode
	
	FDD
	

	          - DPCCH power offset
	
	-6dB
	

	          - PC Preamble
	
	1 frame
	

	          - SRB delay
	
	7 frames
	

	          - Power Control Algorithm
	
	Algorithm1
	

	          - TPC step size
	
	1dB
	

	         - ACK
	
	Not Present
	REL-5

	         - NACK
	
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	
	Not Present
	REL-5

	        - CHOICE mode
	
	FDD
	

	         - Scrambling code type
	
	Long
	

	         - Scrambling code number
	
	0 (0 to 16777215)
	

	         - Number of DPDCH
	
	1
	

	         - spreading factor
	A1, A3, A4, A5, A6, A7, A8
	64 
	

	         - spreading factor
	A2
	16
	

	         - TFCI existence
	A1, A2, A3, A4, A5, A6, A7, A8
	TRUE
	

	         - Number of FBI bit
	
	Not Present(0)
	

	         - Puncturing Limit
	
	1 
	

	CHOICE Mode
	
	FDD
	

	        - Downlink PDSCH information
	
	Not Present
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	
	Not Present
	REL-5

	Downlink information common for all radio links
	
	
	

	        - Downlink DPCH info common for all RL
	
	
	

	         - Timing indicator
	
	Maintain
	

	         - CFN-targetSFN frame offset
	
	Not Present
	

	         - Downlink DPCH power control information
	
	
	

	          - CHOICE mode
	
	FDD
	

	           - DPC mode
	
	0 (single)
	

	         - CHOICE mode
	
	FDD
	

	           - Power offset PPilot-DPDCH
	
	0
	

	           - DL rate matching restriction information
	
	Not Present
	

	           - Spreading factor
	A1
	128 
	

	           - Fixed or Flexible Position
	
	Fixed
	

	           - TFCI existence
	
	TRUE
	

	           - CHOICE SF
	
	128
	

	            - Number of bits for Pilot bits
	
	8
	

	           - Spreading factor
	A2, A3, A6
	32
	

	           - Fixed or Flexible Position
	
	Fixed
	

	           - TFCI existence
	
	TRUE
	

	           - CHOICE SF
	
	32
	

	           - Spreading factor
	A4, A7
	16
	

	           - Fixed or Flexible Position
	
	Fixed
	

	           - TFCI existence
	
	TRUE
	

	           - CHOICE SF
	
	16
	

	           - Spreading factor
	A5, A8
	8
	

	           - Fixed or Flexible Position
	
	Fixed
	

	           - TFCI existence
	
	TRUE
	

	           - CHOICE SF
	
	8
	

	        - CHOICE mode
	A1, A2, A3, A4, A5, A6, A7, A8
	FDD
	

	         - DPCH compressed mode info
	
	Not Present
	

	         - TX Diversity mode
	
	None
	

	         - SSDT information
	
	Not Present
	

	        - Default DPCH Offset Value
	
	Not Present
	

	Downlink information per radio link list
	
	
	

	   - Downlink information for each radio link
	
	
	

	     - CHOICE mode
	
	FDD
	

	        - Primary CPICH info
	
	
	

	         - Primary scrambling code
	
	Reference to clause 6.1 "Default settings (FDD)"
	

	        - PDSCH with SHO DCH info
	
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	
	

	         - CHOICE mode
	
	FDD
	

	          - Primary CPICH usage for channel estimation
	
	Primary CPICH may be used
	

	          - DPCH frame offset
	
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	          - Secondary CPICH info
	
	Not Present
	

	          - DL channelisation code
	
	
	

	           - Secondary scrambling code
	
	Not Present
	

	           - Spreading factor
	A1
	128
	

	           - Code number
	
	96
	

	           - Spreading factor
	A2, A3, A6
	32
	

	           - Code number
	
	24
	

	           - Spreading factor
	A4, A7
	16
	

	           - Code number
	
	12
	

	           - Spreading factor
	A5, A8
	8
	

	           - Code number
	
	6
	

	           - Scrambling code change
	A1, A2, A3, A4, A5, A6, A7, A8
	No change
	

	          - TPC combination index
	
	0
	

	          - SSDT Cell Identity
	
	Not Present
	

	          - Closed loop timing adjustment mode
	
	Not Present
	

	         - SCCPCH information for FACH
	
	Not Present
	


	Condition
	Explanation
	Version

	A1
	This IE is needed for "UE supports CS RAB for Test Loop Mode1 RMC 12.2/12.2 (TM)"
	

	A2
	This IE is needed for "UE supports CS RAB for Test Loop Mode1 RMC 64/64 (TM)"
	

	A3
	This IE is needed for "UE supports CS RAB for Test Loop Mode1 AMC 12.2/64 (AM)"
	

	A4
	This IE is needed for "UE supports CS RAB for Test Loop Mode1 AMC 12.2/144 (AM)"
	

	A5
	This IE is needed for "UE supports CS RAB for Test Loop Mode1 AMC 12.2/384 (AM)"
	

	A6
	This IE is needed for "UE supports PS RAB for Test Loop Mode1 AMC 12.2/64 (AM)"
	

	A7
	This IE is needed for "UE supports PS RAB for Test Loop Mode1 AMC 12.2/144 (AM)"
	

	A8
	This IE is needed for "UE supports PS RAB for Test Loop Mode1 AMC 12.2/384 (AM)"
	


Contents of RADIO BEARER SETUP message: AM or UM (UE supports PS RAB only)

	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	Not Present
	

	Ciphering mode info
	Not Present
	

	Activation time
	Not Present
	

	New U-RNTI
	Not Present
	

	New C-RNTI
	Not Present
	

	New DSCH-RNTI
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	Not Present
	REL-5

	RRC State indicator
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	Not Present
	

	CN information info
	Not Present
	

	URA identity
	Not Present
	

	-  Signalling RB information to setup
	Not Present
	

	 -  RAB information for setup list
	
	

	  - RAB information for setup
	
	

	        - RAB info
	(AM DTCH for PS domain)
	

	         - RAB identity
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	PS domain
	

	         - NAS Synchronization Indicator
	Not Present
	

	         - Re-establishment timer
	useT315
	

	        - RB information to setup
	
	

	         - RB identity
	20
	

	         - PDCP info
	
	

	          - Support for lossless SRNS relocation
	FALSE
	

	          - Max PDCP SN window size
	Not present
	

	          - PDCP PDU header
	Absent
	

	          - Header compression information
	Not present
	

	         - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - CHOICE SDU discard mode
	No Discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	128
	

	           - Timer_RST
	500
	

	           - Max_RST
	4
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not Present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Windows
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	128
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	1
	

	           - Logical channel identity
	Not Present
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	8
	

	          - Downlink RLC logical channel info
	
	

	           - Number of downlink RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	6
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	Not Present
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	7
	

	           - CHOICE RLC size list
	Explicit list
	

	             - RLC size index 
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	8
	

	          - Downlink RLC logical channel info
	
	

	           - Number of downlink RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	7
	

	RB information to be affected list
	Not Present 
	

	Downlink counter synchronization info
	Not Present
	

	UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - TFC subset
	Not Present
	

	         - UL DCH TFCS
	
	

	          - CHOICE TFCI signalling
	Normal
	

	           - TFCI Field 1 information
	
	

	            - CHOICE TFCS representation
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	

	              - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.2.4 Parameter Set.
	

	               - CTFC information
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4 Parameter Set
	

	                - CTFC
	Reference to clause 6.10.2.4 Parameter Set
	

	                - Power offset information
	
	

	                 - CHOICE Gain Factors
	Computed Gain Factors(The last TFC is set to Signalled Gain Factors)
	

	                   - Gain factor βc
	11 (below 64 kbps)

9 (higher than 64 kbps) (Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	

	                   - Gain factor βd
	15

(Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	

	                  - Reference TFC ID
	0
	

	                 - CHOICE mode
	FDD
	

	                  - Power offset P p-m
	Not Present
	

	Deleted UL TrCH information list
	Not Present
	

	Added or Reconfigured UL TrCH information list
	1
	

	Added or Reconfigured UL TrCH information
	1 DCH added, 1 DCH reconfigured
	

	        - Uplink transport channel type
	DCH
	

	        - UL Transport channel identity
	1
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	

	          - RLC Size
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	Not Present
	

	           - Number of Transport blocks
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	All
	

	         - Semi-static Transport Format information
	
	

	          - Transmission time interval
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	Reference to clause 6.10 Parameter Set 
	

	        - Uplink transport channel type
	DCH
	

	        - UL Transport channel identity
	5
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	

	          - RLC Size
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	Not Present
	

	           - Number of Transport blocks
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	All
	

	         - Semi-static Transport Format information
	
	

	          - Transmission time interval
	Reference to clause 6.10 Parameter Set 
	

	          - Type of channel coding
	Reference to clause 6.10 Parameter Set 
	

	          - Coding Rate
	Reference to clause 6.10 Parameter Set 
	

	          - Rate matching attribute
	Reference to clause 6.10 Parameter Set 
	

	          - CRC size
	Reference to clause 6.10 Parameter Set 
	

	CHOICE mode
	FDD
	

	 - CPCH set ID
	Not Present
	

	 - Added or Reconfigured TrCH information for DRAC list
	Not Present
	

	DL Transport channel information common for all transport channel
	
	

	        - SCCPCH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - CHOICE DL parameters
	Explicit
	

	          - DL DCH TFCS
	
	

	           - CHOICE TFCI Signalling
	Normal
	

	            - TFCI Field 1 Information
	
	

	             - CHOICE TFCS representation
	Complete reconfiguration
	

	              - TFCS complete reconfigure
	
	

	               - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from  clause 6.10.2.4 Parameter Set.
	

	                - CTFC information
	This IE is repeated for TFC numbers and reference to clause 6.10.2.4
	

	                 - CTFC
	Reference to clause 6.10.2.4 Parameter Set
	

	                 - Power offset information
	Not Present
	

	Added or Reconfigured DL TrCH information list
	1
	

	Added or Reconfigured DL TrCH information
	2 TrCHs(DCH for DCCH and DCH for DTCH)
	

	        - Downlink transport channel type
	DCH
	

	        - DL Transport channel identity
	10
	

	        - CHOICE DL parameters
	Same as UL
	

	         - Uplink transport channel type
	DCH
	

	         - UL TrCH identity
	5
	

	        - DCH quality target
	
	

	         - BLER Quality value
	-2.0
	

	        - Downlink transport channel type
	DCH
	

	        - DL Transport channel identity
	6
	

	        - CHOICE DL parameters
	Explicit
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channel
	

	         - Dynamic transport format information
	
	

	          - RLC Size
	Reference to clause 6.10 Parameter Set 
	

	          - Number of TBs and TTI List
	(This IE is repeated for TFI number.)
	

	          - Dynamic transport format information
	
	

	           - Transmission Time Interval
	Not Present
	

	           - Number of Transport blocks
	Reference to clause 6.10 Parameter Set
	

	          - CHOICE Logical channel list
	All
	

	         - Semi-static Transport Format information
	
	

	          - Transmission time interval
	Reference to clause 6.10 Parameter Set
	

	          - Type of channel coding
	Reference to clause 6.10 Parameter Set
	

	          - Coding Rate
	Reference to clause 6.10 Parameter Set
	

	          - Rate matching attribute
	Reference to clause 6.10 Parameter Set
	

	          - CRC size
	Reference to clause 6.10 Parameter Set
	

	        - DCH quality target
	
	

	         - BLER Quality value
	-2.0
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	33dBm
	

	CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	         - CHOICE mode
	FDD
	

	          - DPCCH power offset
	-6dB
	

	          - PC Preamble
	1 frame
	

	          - SRB delay
	7 frames
	

	          - Power Control Algorithm
	Algorithm1
	

	          - TPC step size
	1dB
	

	         - ACK
	Not Present
	REL-5

	         - NACK
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	Not Present
	REL-5

	        - CHOICE mode
	FDD
	

	         - Scrambling code type
	Long
	

	         - Scrambling code number
	0 (0 to 16777215)
	

	         - Number of DPDCH
	1
	

	         - spreading factor
	64 
	

	         - TFCI existence
	TRUE
	

	         - Number of FBI bit
	Not Present(0)
	

	         - Puncturing Limit
	1 
	

	CHOICE Mode
	FDD
	

	        - Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	Not Present
	REL-5

	Downlink information common for all radio links
	
	

	        - Downlink DPCH info common for all RL
	
	

	         - Timing indicator
	Maintain
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	          - CHOICE mode
	FDD
	

	           - DPC mode
	0 (single)
	

	         - CHOICE mode
	FDD
	

	           - Power offset PPilot-DPDCH
	0
	

	           - DL rate matching restriction information
	Not Present
	

	           - Spreading factor
	Reference to clause 6.10 Parameter Set
	

	           - Fixed or Flexible Position
	Reference to clause 6.10 Parameter Set
	

	           - TFCI existence
	Reference to clause 6.10 Parameter Set
	

	           - CHOICE SF
	Reference to clause 6.10 Parameter Set
	

	        - CHOICE mode
	FDD
	

	         - DPCH compressed mode info
	Not Present
	

	         - TX Diversity mode
	None
	

	         - SSDT information
	Not Present
	

	        - Default DPCH Offset Value
	Not Present
	

	Downlink information per radio link list
	
	

	   - Downlink information for each radio link
	
	

	     - CHOICE mode
	FDD
	

	        - Primary CPICH info
	
	

	         - Primary scrambling code
	Reference to clause 6.1 "Default settings (FDD)"
	

	        - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	

	         - CHOICE mode
	FDD
	

	          - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	          - DPCH frame offset
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	          - Secondary CPICH info
	Not Present
	

	          - DL channelisation code
	
	

	           - Secondary scrambling code
	Not present
	

	           - Spreading factor
	Reference to clause 6.10 Parameter Set
	

	           - Code number
	Depends upon radio bearer used.
	

	           - Scrambling code change
	No change
	

	          - TPC combination index
	0
	

	          - SSDT Cell Identity
	Not Present
	

	          - Closed loop timing adjustment mode
	Not Present
	

	        - SCCPCH information for FACH
	Not Present
	


Contents of RADIO BEARER SETUP message: AM or UM (UE supports CS RAB for Test Loop Mode 2) 

	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	Not Present
	

	Ciphering mode info
	Not Present
	

	Activation time
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	New U-RNTI
	Not Present
	

	New C-RNTI
	Not Present
	

	New DSCH-RNTI
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	Not Present
	REL-5

	RRC State indicator
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	Not Present
	

	CN information info
	Not Present
	

	URA identity
	Not Present
	

	Signalling RB information to setup
	Not Present
	

	RAB information for setup list
	
	

	 - RAB information for setup
	
	

	        - RAB info
	
	

	         - RAB identity
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	CS domain
	

	         - NAS Synchronization Indicator
	Not Present
	

	         - Re-establishment timer
	UseT314
	

	        - RB information to setup list
	
	

	         - RB information to setup
	
	

	          - RB identity
	10
	

	          - PDCP info
	Not Present
	

	          - CHOICE RLC info type
	RLC info
	

	           - CHOICE Uplink RLC mode
	TM RLC
	

	            - Transmission RLC discard
	Not Present
	

	            - Segmentation indication
	FALSE
	

	           - CHOICE Downlink RLC mode
	TM RLC
	

	            - Segmentation indication
	FALSE
	

	          - RB mapping info
	
	

	           - Information for each multiplexing option
	
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of uplink RLC logical channels
	1
	

	             - Uplink transport channel type
	DCH
	

	             - UL Transport channel identity
	1
	

	             - Logical channel identity
	Not Present
	

	             - CHOICE RLC size list
	Configured
	

	             - MAC logical channel priority
	7
	

	            - Downlink RLC logical channel info
	
	

	             - Number of downlink RLC logical channels
	1
	

	              - Downlink transport channel type
	DCH
	

	              - DL DCH Transport channel identity
	6
	

	              - DL DSCH Transport channel identity
	Not Present
	

	              - Logical channel identity
	Not Present
	

	RB information to be affected list
	Not Present 
	

	Downlink counter synchronization info
	Not Present
	

	UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - TFC subset
	Not Present
	

	         - UL DCH TFCS
	
	

	          - CHOICE TFCI signalling
	Normal
	

	           - TFCI Field 1 information
	
	

	            - CHOICE TFCS representation
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	

	              - CHOICE CTFC Size
	2 bit CTFC
	

	                   - CTFC information
	4 TFCs
	

	                    - 2bit CTFC
	0
	

	                    - Power offset Information
	
	

	                     - CHOICE Gain Factors
	Computed Gain Factors
	

	                      - Reference TFC ID
	0
	

	                     - CHOICE mode
	FDD
	

	                      - Power offset Pp-m
	Not Present
	

	                    - 2bit CTFC
	2
	

	                    - Power offset Information
	
	

	                     - CHOICE Gain Factors
	Computed Gain Factors
	

	                      - Reference TFC ID
	0
	

	                     - CHOICE mode
	FDD
	

	                      - Power offset Pp-m
	Not Present
	

	                    - 2bit CTFC
	1
	

	                    - Power offset Information
	
	

	                     - CHOICE Gain Factors
	Computed Gain Factors
	

	                      - Reference TFC ID
	0
	

	                     - CHOICE mode
	FDD
	

	                      - Power offset Pp-m
	Not Present
	

	                    - 2bit CTFC
	3
	

	                    - Power offset Information
	
	

	                     - CHOICE Gain Factors
	Signalled Gain Factors
	

	                      - CHOICE mode
	FDD
	

	                       - Gain factor ßc
	8
	

	                      - Gain factor ßd
	15
	

	                      - Reference TFC ID
	0
	

	                     - CHOICE mode
	FDD
	

	                      - Power offset Pp-m
	Not Present
	

	Deleted UL TrCH information list
	Not Present
	

	Added or Reconfigured UL TrCH information list
	1
	

	      - Added or Reconfigured UL TrCH information
	
	

	        - Uplink transport channel type
	DCH
	

	        - UL Transport channel identity
	1
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	        - Dynamic Transport Format Information
	
	

	         - RLC size
	260 bits
	

	         - Number of TBs and TTI List
	2
	

	          - Transmission Time Interval
	Not Present
	

	          - Number of Transport blocks
	0
	

	          - Transmission Time Interval
	Not Present
	

	          - Number of Transport blocks
	1
	

	         - CHOICE Logical channel List
	ALL
	

	        - Semi-static Transport Format Information 
	
	

	         - Transmission time interval
	20
	

	         - Type of channel coding
	Convolutional
	

	         - Coding Rate
	1/3
	

	         - Rate matching attribute
	256
	

	         - CRC size
	0
	

	CHOICE mode
	FDD
	

	 - CPCH set ID
	Not Present
	

	 - Added or Reconfigured TrCH information for DRAC list
	Not Present
	

	DL Transport channel information common for all transport channel
	
	

	        - SCCPCH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - CHOICE DL parameters
	Same as UL
	

	Deleted DL TrCH information list
	Not Present
	

	Added or Reconfigured DL TrCH information list
	1
	

	     - Added or Reconfigured DL TrCH information
	
	

	        - Downlink transport channel type
	DCH
	

	        - DL Transport channel identity
	6
	

	        - CHOICE DL parameters
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	        - Dynamic Transport Format Information
	
	

	         - RLC size
	244 bits
	

	         - Number of TBs and TTI List
	2
	

	          - Transmission Time Interval
	Not Present
	

	          - Number of Transport blocks
	0
	

	          - Transmission Time Interval
	Not Present
	

	          - Number of Transport blocks
	1
	

	         - CHOICE Logical channel List
	ALL
	

	        - Semi-static Transport Format Information 
	
	

	         - Transmission time interval
	20
	

	         - Type of channel coding
	Convolutional
	

	         - Coding Rate
	1/3
	

	         - Rate matching attribute
	256
	

	         - CRC size
	16
	

	         - Uplink transport channel type
	DCH
	

	         - UL TrCH identity
	1
	

	        - DCH quality target
	
	

	         - BLER Quality value
	-2.0
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	33dBm
	

	CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	         - CHOICE mode
	FDD
	

	          - DPCCH power offset
	-6dB
	

	          - PC Preamble
	1 frame
	

	          - SRB delay
	7 frames
	

	          - Power Control Algorithm
	Algorithm1
	

	          - TPC step size
	1dB
	

	         - ACK
	Not Present
	REL-5

	         - NACK
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	Not Present
	REL-5

	        - CHOICE mode
	FDD
	

	         - Scrambling code type
	Long
	

	         - Scrambling code number
	0 (0 to 16777215)
	

	         - Number of DPDCH
	1
	

	         - spreading factor
	64 
	

	         - TFCI existence
	TRUE
	

	         - Number of FBI bit
	Not Present(0)
	

	         - Puncturing Limit
	1 
	

	CHOICE Mode
	FDD
	

	        - Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	Not Present
	REL-5

	Downlink information common for all radio links
	
	

	        - Downlink DPCH info common for all RL
	
	

	         - Timing indicator
	Maintain
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	          - CHOICE mode
	FDD
	

	           - DPC mode
	0 (single)
	

	         - CHOICE mode
	FDD
	

	           - Power offset PPilot-DPDCH
	0
	

	           - DL rate matching restriction information
	Not Present
	

	           - Spreading factor
	128 
	

	           - Fixed or Flexible Position
	Fixed
	

	           - TFCI existence
	TRUE
	

	           - CHOICE SF
	128
	

	            - Number of bits for Pilot bits
	8
	

	        - CHOICE mode
	FDD
	

	         - DPCH compressed mode info
	Not Present
	

	         - TX Diversity mode
	None
	

	         - SSDT information
	Not Present
	

	        - Default DPCH Offset Value
	Not Present
	

	Downlink information for per radio link list
	
	

	   - Downlink information for each radio link
	
	

	     - CHOICE mode
	FDD
	

	        - Primary CPICH info
	
	

	         - Primary scrambling code
	Reference to clause 6.1 "Default settings (FDD)"
	

	        - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	

	         - CHOICE mode
	FDD
	

	          - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	          - DPCH frame offset
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	          - Secondary CPICH info
	Not Present
	

	          - DL channelisation code
	
	

	           - Secondary scrambling code
	 Not Present
	

	           - Spreading factor
	128
	

	           - Code number
	 96
	

	           - Scrambling code change
	No change
	

	          - TPC combination index
	0
	

	          - SSDT Cell Identity
	Not Present
	

	          - Closed loop timing adjustment mode
	Not Present
	

	        - SCCPCH information for FACH
	Not Present
	


Contents of RADIO BEARER SETUP message: HSDPA testing (TM CS plus UM PS)
	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	Not Present
	

	Ciphering mode info
	Not Present
	

	Activation time
	Not Present
	

	New U-RNTI
	Not Present
	

	New C-RNTI
	Not Present
	

	New DSCH-RNTI
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	'1010 1010 1010 1010'
	REL-5

	RRC State indicator
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	Not Present
	

	CN information info
	Not Present
	

	URA identity
	Not Present
	

	Signalling RB information to setup
	Not Present
	

	RAB information for setup list
	
	

	 - RAB information for setup
	
	

	        - RAB info
	(high-speed UM DTCH for PS domain)
	

	         - RAB identity
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	PS domain
	

	         - NAS Synchronization Indicator
	Not Present
	

	         - Re-establishment timer
	UseT315
	

	        - RB information to setup
	
	

	         - RB identity
	25
	

	         - PDCP info
	Not Present
	

	         - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	Not Present
	

	          - CHOICE Downlink RLC mode
	UM RLC
	

	           - DL UM RLC LI size
	15
	Rel-5

	          - One sided RLC re-establishment
	FALSE
	Rel-5

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	1 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Downlink RLC logical channel info
	
	

	           - Number of downlink RLC logical channels
	1
	

	            - Downlink transport channel type
	HS-DSCH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	0
	

	            - Logical channel identity
	Not Present
	

	 - RAB information for setup
	
	

	        - RAB info
	(TM DTCH for CS domain)
	

	         - RAB identity
	0000 0001B
The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	CS domain
	

	         - NAS Synchronization Indicator
	Not Present
	

	         - Re-establishment timer
	UseT314
	

	        - RB information to setup
	
	

	         - RB identity
	10
	

	         - PDCP info
	Not Present
	

	         - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	TM RLC
	

	           - Transmission RLC discard
	Not Present
	

	            - Segmentation indication
	FALSE
	

	          - CHOICE Downlink RLC mode
	TM RLC
	

	            - Segmentation indication
	FALSE
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	1 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	1
	

	           - Logical channel identity
	Not Present
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	7
	

	          - Downlink RLC logical channel info
	
	

	           - Number of downlink RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	6
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	Not Present
	Rel-5

	            - Logical channel identity
	Not Present
	

	RB information to be affected list
	Not Present 
	

	Downlink counter synchronization info
	Not Present
	

	UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - TFC subset
	Not Present
	

	         - UL DCH TFCS
	
	

	          - CHOICE TFCI signalling
	Normal
	

	           - TFCI Field 1 information
	
	

	            - CHOICE TFCS representation
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	

	              - CHOICE CTFC Size
	2 bit CTFC
	

	               - CTFC information
	4 TFCs
	

	                - CTFC
	Reference to clause TS 34.121 clause C.2.1 Parameter Set
	

	                - Power offset information
	
	

	                 - CHOICE Gain Factors
	Computed Gain Factors(The last TFC is set to Signalled Gain Factors)
	

	                   - Gain factor βc
	8

 (Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	

	                   - Gain factor βd
	15

(Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	

	                  - Reference TFC ID
	0
	

	                 - CHOICE mode
	FDD
	

	                  - Power offset P p-m
	Not Present
	

	Deleted UL TrCH information list
	Not Present
	

	Added or Reconfigured UL TrCH information list
	1
	

	  Added or Reconfigured UL TrCH information
	1 DCH added (DCH for DTCH)
	

	        - Uplink transport channel type
	DCH
	

	        - UL Transport channel identity
	1
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	

	          - RLC Size
	244
	

	          - Number of TBs and TTI List
	2
	

	           - Transmission Time Interval
	Not Present
	

	           - Number of Transport blocks
	0
	

	           - Transmission Time Interval
	Not Present
	

	           - Number of Transport blocks
	1
	

	          - CHOICE Logical channel list
	All
	

	         - Semi-static Transport Format information
	
	

	          - Transmission time interval
	20 ms
	

	          - Type of channel coding
	Convolutional
	

	          - Coding Rate
	1/3
	

	          - Rate matching attribute
	256
	

	          - CRC size
	16
	

	CHOICE mode
	FDD
	

	 - CPCH set ID
	Not Present
	

	 - Added or Reconfigured TrCH information for DRAC list
	Not Present
	

	DL Transport channel information common for all transport channel
	
	

	        - SCCPCH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - CHOICE DL parameters
	Explicit
	

	          - DL DCH TFCS
	
	

	           - CHOICE TFCI Signalling
	Normal
	

	            - TFCI Field 1 Information
	
	

	             - CHOICE TFCS representation
	Complete reconfiguration
	

	              - TFCS complete reconfigure
	
	

	               - CHOICE CTFC Size
	2 bit CTFC
	

	                - CTFC information
	4 TFCs
	

	                 - CTFC
	Reference to clause TS 34.121 clause C.3.1 Parameter Set
	

	                 - Power offset information
	Not Present
	

	Deleted DL TrCH information
	Not Present
	

	Added or Reconfigured DL TrCH information list
	2 TrCHs (DCH for DTCH and HS-DSCH for DTCH)
	

	  Added or Reconfigured DL TrCH information
	
	

	        - Downlink transport channel type
	DCH
	

	        - DL Transport channel identity
	6
	

	        - CHOICE DL parameters
	Same as UL
	

	         - Uplink transport channel type
	DCH
	

	         - UL TrCH identity
	1
	

	        - DCH quality target
	
	

	         - BLER Quality value
	-2.0
	

	  Added or Reconfigured DL TrCH information
	
	

	        - Downlink transport channel type
	HS-DSCH
	Rel-5

	        - DL Transport channel identity
	Not Present
	

	        - CHOICE DL parameters
	HS-DSCH
	

	            - HARQ Info
	
	Rel-5

	                - Number of Processes
	Reference to TS34.121 [2] Annex C Fixed Reference Channels 
	

	                - CHOICE Memory Partitioning
	Implicit
	

	            - Added or reconfigured MAC-d flow
	
	

	                - MAC-hs queue to add or reconfigure list
	(one queue)
	Rel-5

	                    - MAC-hs queue Id
	0
	

	                    - MAC-d Flow Identity
	0
	

	                    - T1
	50
	

	                    - MAC-hs window size
	16
	

	                    - MAC-d PDU size Info
	
	

	                        - MAC-d PDU size
	Reference to TS34.121 [2] Annex C Fixed Reference Channels
	

	                        - MAC-d PDU size index
	0
	

	                - MAC-hs queue to delete list
	Not present
	

	        - DCH quality target
	Not present
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	33dBm
	

	CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	         - CHOICE mode
	FDD
	

	          - DPCCH power offset
	-6dB
	

	          - PC Preamble
	1 frame
	

	          - SRB delay
	7 frames
	

	          - Power Control Algorithm
	Algorithm1
	

	          - TPC step size
	1dB
	

	         - ACK
	3
	REL-5

	         - NACK
	3
	REL-5

	         - Ack-Nack repetition factor
	1
	REL-5

	        - CHOICE mode
	FDD
	

	         - Scrambling code type
	Long
	

	         - Scrambling code number
	0 (0 to 16777215)
	

	         - Number of DPDCH
	Not Present (1)
	

	         - spreading factor
	64
	

	         - TFCI existence
	TRUE
	

	         - Number of FBI bit
	Not Present(0)
	

	         - Puncturing Limit
	1 
	

	CHOICE Mode
	FDD
	

	        - Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	Downlink information common for all radio links
	
	

	        - Downlink DPCH info common for all RL
	
	

	         - Timing indicator
	Maintain
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	          - CHOICE mode
	FDD
	

	           - DPC mode
	0 (single)
	

	         - CHOICE mode
	FDD
	

	           - Power offset PPilot-DPDCH
	0
	

	           - DL rate matching restriction information
	Not Present
	

	           - Spreading factor
	128
	

	           - Fixed or Flexible Position
	Fixed
	

	           - TFCI existence
	TRUE
	

	           - CHOICE SF
	128
	

	            - Number of bits for Pilot bits
	8
	

	        - CHOICE mode
	FDD
	

	         - DPCH compressed mode info
	Not Present
	

	         - TX Diversity mode
	None
	

	         - SSDT information
	Not Present
	

	        - Default DPCH Offset Value
	Not Present
	

	Downlink HS-PDSCH Information
	
	

	    - HS-SCCH Info
	
	

	        - CHOICE mode
	FDD
	

	            - DL Scrambling Code
	
	

	            - HS-SCCH Channelisation Code Information
	
	

	                - HS-SCCH Channelisation Code
	2
	

	                - HS-SCCH Channelisation Code
	3
	

	                - HS-SCCH Channelisation Code
	6
	

	                - HS-SCCH Channelisation Code
	7
	

	    - Measurement Feedback Info
	
	

	        - CHOICE mode
	FDD
	

	            - POhsdsch
	6 dB
	Rel-5

	            - CQI Feedback cycle, k
	2 ms
	Rel-5

	            - CQI repetition factor
	1
	Rel-5

	            - CQI
	5 (corresponds to 0dB in relative power offset)
	Rel-5

	    - CHOICE mode
	FDD (no data)
	

	Downlink information per radio link list
	
	

	   - Downlink information for each radio link
	
	

	     - CHOICE mode
	FDD
	

	        - Primary CPICH info
	
	

	         - Primary scrambling code
	Reference to clause 6.1 "Default settings (FDD)"
	

	        - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Serving HS-DSCH radio link indicator
	TRUE
	REL-5

	        - Downlink DPCH info for each RL
	
	

	         - CHOICE mode
	FDD
	

	          - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	          - DPCH frame offset
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400
	

	          - Secondary CPICH info
	Not Present
	

	          - DL channelisation code
	
	

	           - Secondary scrambling code
	Not present
	

	           - Spreading factor
	128
	

	           - Code number
	96
	

	           - Scrambling code change
	No change
	

	          - TPC combination index
	0
	

	          - SSDT Cell Identity
	Not Present
	

	          - Closed loop timing adjustment mode
	Not Present
	

	        - SCCPCH information for FACH
	Not Present
	


Contents of RADIO BEARER SETUP message: BTFD RMC for Test Loop Mode 2
	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	Not Present
	

	Ciphering mode info
	Not Present.

For correct operation of test loop mode 2 this IE shall be omitted.
	

	Activation time
	Set by operator
	

	New U-RNTI
	Not Present
	

	New C-RNTI
	Not Present
	

	New DSCH-RNTI
	Not Present
	R99 and Rel-4 only

	New H-RNTI
	Not Present
	REL-5

	RRC State indicator
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	Not Present
	

	CN information info
	Not Present
	

	URA identity
	Not Present
	

	CHOICE specification mode
	Complete specification
	REL-5

	-  RAB information for setup
	
	

	        - RAB info
	
	

	         - RAB identity
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	CS domain
	

	         - NAS Synchronization Indicator
	Not Present
	

	         - Re-establishment timer
	UseT314
	

	        - RB information to setup
	
	

	         - RB identity
	10
	

	         - PDCP info
	Not Present
	

	         - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	TM RLC
	

	           - Transmission RLC discard
	Not Present
	

	           - Segmentation indication
	FALSE
	

	          - CHOICE Downlink RLC mode
	TM RLC
	

	           - Segmentation indication
	FALSE
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of uplink RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	1
	

	           - Logical channel identity
	Not Present
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	7
	

	          - Downlink RLC logical channel info
	
	

	          - Number of downlink RLC logical channels
	1
	

	           - Downlink transport channel type
	DCH
	

	           - DL DCH Transport channel identity
	6
	

	           - DL DSCH Transport channel identity
	Not Present
	

	           - Logical channel identity
	Not Present
	

	RB information to be affected
	Not Present 
	

	Downlink counter synchronization info
	Not Present
	

	
	RMC for BTFD 
	

	UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - TFC subset
	Not Present
	

	         - UL DCH TFCS
	
	

	          - CHOICE TFCI signalling
	Normal
	

	           - TFCI Field 1 information
	
	

	            - CHOICE TFCS representation
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	

	              - CHOICE CTFC Size
	ctfc6Bit
	

	                    - ctfc6Bit
	22
	

	                             - ctfc6
	0
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	11
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	1
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	12
	

	                               -powerOffsetInformation(OP)
	
	

	                                -gainFactorInformation
	SignalledGainFactors
	

	                                        -modeSpecificInfo
	Fdd
	

	                                            -fdd
	
	

	                                               - Gain factor ßc
	8
	

	                                    - Gain factor ßd
	15
	

	                                - Reference TFC ID
	0
	

	                             - ctfc6
	2
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	13
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	3
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	14
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	4
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	15
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	5
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	16
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	0
	

	                             - ctfc6
	6
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	                             - ctfc6
	17
	

	                               -powerOffsetInformation(OP)
	
	

	                                -gainFactorInformation
	SignalledGainFactors
	

	                                        -modeSpecificInfo
	Fdd
	

	                                            -fdd
	
	

	                                               - Gain factor ßc
	11
	

	                                    - Gain factor ßd
	15
	

	                                - Reference TFC ID
	1
	

	                             - ctfc6
	7
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	                             - ctfc6
	18
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	                             - ctfc6
	8
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	                             - ctfc6
	19
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	                             - ctfc6
	9
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	                             - ctfc6
	20
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	                             - ctfc6
	10
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	                             - ctfc6
	21
	

	                               -powerOffsetInformation(OP)
	
	

	                               -gainFactorInformation
	ComputedGainFactors
	

	                               - Reference TFC ID
	1
	

	Added or Reconfigured UL TrCH information list
	1
	

	- Added or Reconfigured UL TrCH information 
	
	

	        - Uplink transport channel type
	DCH
	

	        - UL Transport channel identity
	1
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	                 -DedicatedDynamicTF-Info
	
	

	                       RLC size
	256
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	Zero
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	216
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	171
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	160
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	146
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	130
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	115
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	107
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	51
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	                       RLC size
	12
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	                                - Choice Logical channel List
	ALL
	

	-Semistatic Transport Format Information
	
	

	-Transmission Time interval
	20 ms
	

	-channelCodingType
	Convolutional
	

	-convolutional
	1/3
	

	- Rate matching attribute
	256
	

	- CRC size
	0
	

	DL Transport channel information common for all transport channel
	
	

	        - SCCPCH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - CHOICE DL parameters
	Explicit
	

	         - DL DCH TFCS
	
	

	          - CHOICE TFCI signalling
	Normal
	

	           - TFCI Field 1 information
	
	

	            - CHOICE TFCS representation
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	

	              - CHOICE CTFC Size
	Ctfc6Bit
	

	- ctfc6Bit
	18
	

	- ctfc6
	9
	

	- ctfc6
	0
	

	- ctfc6
	10
	

	- ctfc6
	1
	

	- ctfc6
	11
	

	- ctfc6
	2
	

	- ctfc6
	12
	

	- ctfc6
	3
	

	- ctfc6
	13
	

	- ctfc6
	4
	

	- ctfc6
	14
	

	- ctfc6
	5
	

	- ctfc6
	15
	

	- ctfc6
	6
	

	- ctfc6
	16
	

	- ctfc6
	7
	

	- ctfc6
	17
	

	- ctfc6
	8
	

	Deleted DL TrCH information 
	Not Present
	

	Added or Reconfigured DL TrCH information list
	1
	

	- Added or Reconfigured DL TrCH information 
	
	

	        - Downlink transport channel type
	DCH
	

	        - DL Transport channel identity
	6
	

	        - CHOICE DL parameters
	Explicit
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	                 -DedicatedDynamicTF-Info
	
	

	                       RLC size
	244
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	                       RLC size
	204
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	                       RLC size
	159
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	                       RLC size
	148
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	                       RLC size
	134
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	                       RLC size
	118
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	                       RLC size
	103
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	                       RLC size
	95
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	                       RLC size
	39
	

	                                -numberOfTbSizeList
	
	

	                                    -NumberOfTransportBlocks
	One
	

	- Choice Logical channel List
	ALL
	

	-Semistatic Transport Format Information
	
	

	-Transmission Time interval
	20 ms
	

	-channelCodingType
	Convolutional
	

	-convolutional
	1/3
	

	- Rate matching attribute
	256
	

	- CRC size
	12
	

	         - DCH quality target
	
	

	         - BLER Quality value
	-2.0
	

	        - Transparent mode signalling info
	Not Present
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	33 dBm
	

	 CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	         - DPCCH power offset
	-6
	

	         - PC Preamble
	1 frame
	

	         - SRB delay
	7 frames
	

	         - Power Control Algorithm
	Algorithm1
	

	         - TPC step size
	1dB
	

	         - ACK
	Not Present
	REL-5

	         - NACK
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	Not Present
	REL-5

	        - Scrambling code type
	Long
	

	        - Scrambling code number
	0
	

	        - Number of DPDCH
	1
	

	         - spreading factor
	64
	

	        - TFCI existence
	TRUE
	

	        - Number of FBI bit
	Not Present(0)
	

	        - Puncturing Limit
	1
	

	CHOICE Mode
	FDD
	

	        - Downlink PDSCH information
	Not Present(0)
	R99 and Rel-4 only

	Downlink HS-PDSCH Information
	Not Present
	REL-5

	Downlink information common for all radio links
	
	

	        - Downlink DPCH info common for all RL
	FDD
	

	         - Timing indicator
	Maintain
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	          - DPC mode
	0 (single)
	

	         - CHOICE mode
	FDD
	

	          - Power offset PPilot-DPDCH
	0
	

	           - DL rate matching restriction information
	Not Present
	

	           - Spreading factor
	128
	

	           - Number of bits for Pilot bits(SF=128,256)
	4
	

	           - Fixed or Flexible Position
	Fixed
	

	           - TFCI existence
	FALSE
	

	        - DPCH compressed mode info
	Not Present
	

	        - TX Diversity mode
	None
	

	        - SSDT information
	Not Present
	

	        - Default DPCH Offset Value
	Not Present
	

	Downlink information for each radio link list
	
	

	        - Primary CPICH info
	
	

	         - Primary scrambling code
	Reference to clause 6.1 "Default settings (FDD)"
	

	        - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	

	         - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	         - DPCH frame offset
	Set to value Default DPCH Offset Value (as currently stored in SS) mod 38 400 
	

	         - Secondary CPICH info
	Not Present
	

	         - DL channelisation code
	
	

	          - Secondary scrambling code
	Not Present
	

	          - Spreading factor
	128
	

	          - Code number
	96
	

	          - Scrambling code change
	No change
	

	         - TPC combination index
	0
	

	         - SSDT Cell Identity
	Not Present
	

	         - Closed loop timing adjustment mode
	Not Present
	

	        - SCCPCH information for FACH
	Not Present
	


Contents of RRC CONNECTION RELEASE message: UM
	Information Element
	Value/remark
	Version

	Message Type
	
	

	U-RNTI
	This IE is set to the following value when the message is transmitted on the CCCH. When transmitted on DCCH, this is absent.
	R99, REL-4

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	CHOICE identity type
	This IE is set to the following value when the message is transmitted on the CCCH. When transmitted on DCCH, this is absent.
	REL-5

	   - U-RNTI
	
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	   - Group identity
	[FFS]
	

	        - Group release information
	[FFS]
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	This IE is present when this message is transmitted on downlink DCCH. Else, this IE and the sub-IEs are omitted.
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.
	

	N308
	2 (for CELL_DCH state). Not Present (for UE in other connected mode states).
	

	Release cause
	Normal event
	

	Rplmn information
	Not Present
	


Contents of RRC CONNECTION SETUP message: UM 
	Information Element
	Value/remark
	Version

	Message Type
	
	

	Initial UE identity
	Select the same identity as in the IE "Initial UE Identity" in received "RRC CONNECTION REQUEST" message 
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Activation time
	Not Present(Now)
	

	New U-RNTI
	
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	New C-RNTI
	Not Present
	

	RRC State Indicator
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	9
	

	Capability update requirement
	
	

	        - UE radio access FDD capability update requirement
	TRUE
	

	        - UE radio access TDD capability update requirement
	FALSE
	

	        - System specific capability update requirement list
	GSM
	

	CHOICE specification mode
	Complete specification
	REL-5

	- Complete specification
	
	REL-5

	 -  Signalling RB information to setup list
	4 SRBs
	

	  - Signalling RB information to setup
	(UM DCCH for RRC)
	

	        - RB identity
	Not Present
	

	        - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	UM RLC
	

	           - Transmission RLC discard
	Not Present
	

	          - CHOICE Downlink RLC mode
	UM RLC
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	1
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	1
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	10
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	1
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	1
	

	           - CHOICE RLC size list
	Explicit List
	

	             - RLC size index 
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	1
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	1
	

	   - Signalling RB information to setup
	(AM DCCH for RRC)
	

	        - RB identity
	Not Present
	

	        - CHOICE RLC info type
	
	

	         - RLC info
	
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No Discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	128
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not Present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Windows
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	128
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	2
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	2
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	10
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	2
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	2
	

	           - CHOICE RLC size list
	Explicit List
	

	             - RLC size index 
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	2
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	2
	

	   - Signalling RB information to setup
	(AM DCCH for NAS_DT High priority)
	

	        - RB identity
	Not Present
	

	        - CHOICE RLC info type
	
	

	         - RLC info
	
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No Discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	128
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not Present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Windows
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	128
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           -UL Transport channel identity
	5
	

	           - Logical channel identity
	3
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	3
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	10
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	3
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	3
	

	           - CHOICE RLC size list
	Explicit List
	

	             - RLC size index 
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	3
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	3
	

	   - Signalling RB information to setup
	(AM DCCH for NAS_DT Low priority)
	

	        - RB identity
	Not Present
	

	        - CHOICE RLC info type
	
	

	         - RLC info
	
	

	          - CHOICE Uplink RLC mode
	AM RLC
	

	           - Transmission RLC discard
	
	

	            - SDU discard mode
	No Discard
	

	             - MAX_DAT
	15
	

	           - Transmission window size
	128
	

	           - Timer_RST
	500
	

	           - Max_RST
	1
	

	           - Polling info
	
	

	            - Timer_poll_prohibit
	200
	

	            - Timer_poll
	200
	

	            - Poll_PDU
	Not Present
	

	            - Poll_SDU
	1
	

	            - Last transmission PDU poll
	TRUE
	

	            - Last retransmission PDU poll
	TRUE
	

	            - Poll_Windows
	99
	

	            - Timer_poll_periodic
	Not Present
	

	          - CHOICE Downlink RLC mode
	AM RLC
	

	           - In-sequence delivery
	TRUE
	

	           - Receiving window size
	128
	

	           - Downlink RLC status info
	
	

	            - Timer_status_prohibit
	200
	

	            - Timer_EPC
	Not Present
	

	            - Missing PDU indicator
	TRUE
	

	            - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	         - Information for each multiplexing option
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	DCH
	

	           - UL Transport channel identity
	5
	

	           - Logical channel identity
	4
	

	           - CHOICE RLC size list
	Configured
	

	           - MAC logical channel priority
	4
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	DCH
	

	            - DL DCH Transport channel identity
	10
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	4
	

	          - RLC logical channel mapping indicator
	Not Present
	

	          - Number of RLC logical channels
	1
	

	           - Uplink transport channel type
	RACH
	

	           - UL Transport channel identity
	Not Present
	

	           - Logical channel identity
	4
	

	           - CHOICE RLC size list
	Explicit List
	

	             - RLC size index 
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	4
	

	          - Downlink RLC logical channel info
	
	

	           - Number of RLC logical channels
	1
	

	            - Downlink transport channel type
	FACH
	

	            - DL DCH Transport channel identity
	Not Present
	

	            - DL DSCH Transport channel identity
	Not Present
	

	            - Logical channel identity
	4
	

	UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE Mode
	FDD
	

	         - TFC subset
	Not Present
	

	         - UL DCH TFCS
	
	

	          - CHOICE TFCI signalling
	Normal
	

	           - TFCI Field 1 information
	
	

	            - CHOICE TFCS representation
	Complete reconfiguration
	

	             - TFCS complete reconfiguration information
	
	

	              - CHOICE CTFC Size
	2 bit CTFC
	

	               - CTFC information
	2 TFCs
	

	                - 2bit CTFC
	0
	

	                - Power offset Information
	
	

	                 - CHOICE Gain Factors
	computedGainFactors
	

	                  - Reference TFC ID
	0
	

	                 - CHOICE mode
	FDD
	

	                  - Power offset Pp-m
	Not Present
	

	                - 2bit CTFC
	1
	

	                - Power offset Information
	
	

	                 - CHOICE Gain Factors
	signalledGainFactors
	

	                  - CHOICE mode
	FDD
	

	                   - Gain factor ßc
	15
	

	                  - Gain factor ßd
	15
	

	                  - Reference TFC ID
	0
	

	                 - CHOICE mode
	FDD
	

	                  - Power offset Pp-m
	Not Present
	

	Added or Reconfigured UL TrCH information list
	1
	

	    - Added or Reconfigured UL TrCH information 
	
	

	        - Uplink transport channel type
	DCH
	

	        - UL Transport channel identity
	5
	

	        - TFS
	
	

	         - CHOICE Transport channel type
	Dedicated transport channels
	

	          - Dynamic Transport Format Information
	
	

	           - RLC size
	96 bits
	

	           - Number of TBs and TTI List
	2
	

	            - Transmission Time Interval
	Not Present
	

	            - Number of Transport blocks
	0
	

	            - Transmission Time Interval
	Not Present
	

	            - Number of Transport blocks
	1
	

	           - CHOICE Logical channel List
	ALL
	

	          - Semi-static Transport Format Information 
	
	

	           - Transmission time interval
	40
	

	           - Type of channel coding
	Convolutional 
	

	           - Coding Rate
	1/3
	

	           - Rate matching attribute
	256
	

	           - CRC size
	12
	

	DL Transport channel information common for all transport channel
	
	

	       - SCCPCH TFCS
	Not Present
	

	       - CHOICE mode
	FDD
	

	        - CHOICE DL parameters
	Same as UL
	

	Added or Reconfigured DL TrCH information list
	1
	

	  - Added or Reconfigured DL TrCH information
	
	

	        - Downlink transport channel type
	DCH
	

	        - DL Transport channel identity
	10
	

	         - CHOICE DL parameters
	SameAasUL
	

	         - Uplink transport channel type
	DCH
	

	          - UL TrCH Identity
	5
	

	        - DCH quality target
	
	

	         - BLER Quality value
	-2.0
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	Not Present
	

	CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	         - DPCCH power offset
	-6dB
	

	         - PC Preamble
	1 frame
	

	         - SRB delay
	7 frames
	

	         - Power Control Algorithm
	Algorithm1
	

	         - TPC step size
	1dB
	

	         - ACK
	Not Present
	REL-5

	         - NACK
	Not Present
	REL-5

	         - Ack-Nack repetition factor
	Not Present
	REL-5

	        - CHOICE mode
	FDD
	

	  - Scrambling code type
	Long
	

	          - Scrambling code number
	0 (0 to 16777215)
	

	          - Number of DPDCH
	Not Present (1)
	

	          - Spreading factor
	256 
	

	          - TFCI existence
	TRUE
	

	          - Number of FBI bit
	Not Present(0)
	

	          - Puncturing Limit
	1 
	

	Downlink information common for all radio links
	
	

	         - Downlink DPCH info common for all RL
	
	

	        - Timing Indication
	Initialize
	

	        - CFN-targetSFN frame offset
	Not Present
	

	          - Downlink DPCH power control information
	
	

	         - CHOICE mode
	FDD
	

	           - DPC mode
	0 (single)
	

	        - CHOICE mode
	FDD
	

	         - Power offset P Pilot-DPDCH
	0
	

	         - DL rate matching restriction information
	Not Present
	

	         - Spreading factor
	256 
	

	         - Fixed or Flexible Position
	Fixed
	

	         - TFCI existence
	FALSE
	

	         - CHOICE SF
	
	

	          - Number of bits for Pilot bits
	8
	

	        - DPCH compressed mode info
	Not Present
	

	        - TX Diversity mode
	None
	

	        - SSDT information
	Not Present
	

	        - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512
	

	Downlink information for per radio links list
	
	

	-Downlink information for each radio links
	
	

	       - CHOICE mode
	FDD
	

	        - Primary CPICH info
	
	

	         - Primary scrambling code
	Reference to clause 6.1 "Default settings (FDD)"
	

	        - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	

	         - CHOICE mode
	FDD
	

	          - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	          - DPCH frame offset
	Set to value : Default DPCH Offset Value mod 38 400
	

	          - Secondary CPICH info
	Not Present
	

	          - DL channelisation code
	
	

	           - Secondary scrambling code
	Not Present
	

	           - Spreading factor
	256
	

	           - Code number
	192
	

	           - Scrambling code change
	Not Present
	

	          - TPC combination index
	0
	

	          - SSDT Cell Identity
	Not Present
	

	          - Closed loop timing adjustment mode
	Not Present
	

	         - SCCPCH information for FACH
	Not Present
	


Contents of SECURITY MODE COMMAND message: AM

	Information Element
	Condition
	Value/remark

	Message Type
	A1, A2
	

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3

	Integrity check info
	
	

	         - Message authentication code
	
	Set to an arbitrarily selected 32-bits integer. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	         - RRC Message Sequence Number
	
	Set to an arbitrarily selected integer between 0 and 15 

	Security capability
	
	

	         - Ciphering algorithm capability
	
	

	          - UEA0
	
	If the UE has indicated support for ciphering algorithm UEA0 in the IE "security capability" in the RRC CONNECTION SETUP COMPLETE message, this IE is set to TRUE.

	          - UEA1
	
	If the UE has indicated support for ciphering algorithm UEA1 in the IE "security capability" in the RRC CONNECTION SETUP COMPLETE message, this IE is set to TRUE.

	          - Spare
	
	Spare 2-15 = FALSE

	         - Integrity protection algorithm capability
	
	0000000000000010B (UIA1)

	          - UIA1
	
	TRUE

	          - Spare
	
	Spare 0 and Spare 2-15 = FALSE

	Ciphering mode info
	
	This presence of this IE is dependent on IXIT statements in TS 34.123-2. If ciphering is indicated to be active, this IE present with the values of the sub IEs as stated below. Else, this IE is omitted.

	         - Ciphering mode command
	
	Start/restart

	         - Ciphering algorithm
	
	UEA0 or UEA1. The indicated algorithm must be one of the algorithms supported by the UE as indicated in the IE "security capability" in the RRC CONNECTION SETUP COMPLETE message.

	         - Ciphering activation time for DPCH
	
	Not Present

	         - Radio bearer downlink ciphering activation time info
	
	

	         - Radio bearer activation time
	
	

	          - RB identity
	
	1

	          - RLC sequence number
	
	Current RLC SN+2

	          - RB identity
	
	2

	          - RLC sequence number
	
	Current RLC SN+2

	          - RB identity
	
	3

	          - RLC sequence number
	
	Current RLC SN + 2

	          - RB identity
	
	4

	          - RLC sequence number
	
	Current RLC SN + 2

	Integrity protection mode info
	
	

	          - Integrity protection mode command
	
	Start

	          - Downlink integrity protection activation info
	
	Not Present

	          - Integrity protection algorithm
	
	UIA1

	          - Integrity protection initialisation number
	
	SS selects an arbitrary 32 bits number for FRESH.

The first/ leftmost bit of the bit string contains the most significant bit of the FRESH.A1

	CN domain identity
	
	CS or PS

	UE system specific security capability
	A1
	Not Present

	UE system specific security capability
	A2
	

	          - Inter-RAT UE security capability
	
	

	           - CHOICE system
	
	GSM

	            - GSM security capability
	
	The indicated algorithms must be the same as the algorithms supported by the UE as indicated in the IE " UE system specific capability " in the RRC CONNECTION SETUP COMPLETE message.


	Condition
	Explanation

	A1
	UE not supporting GSM

	A2
	UE supporting GSM


<END OF MODIFIED SECTION>
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