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1
Introduction

At the RAN5#26 meeting (Bangalore, Feb-05) a Rel-6 work item for conformance test aspects of Network Sharing was approved [1]. An overall description of Network Sharing can be found in [2].

The purpose of present document is to provide a work plan for the RAN5 work item Conformance Test Aspects – Network Sharing (WT_58). The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status; section 3 lists the planned Network Sharing test cases and the detailed status.  A completeness figure of 100% refers to when the test case(s) is first agreed in RAN5.  Any further maintenance CRs is not included.
2
Work item status

The completeness of the Network Sharing work item (WT_58) after RAN5#28 meeting in Berlin is:

	Test specification
	Testing area
	Completeness
	Target
	Comment

	34.123-1
	Protocol testing area
	33%


	RAN5#30


	

	34.123-2
	Applicability of tests
	33%


	RAN5#30


	


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
Network Sharing Test Case Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	34.108 – Common test environment

	Common test procedures
	34.108
	-
	Rel-6
	Generic cell configuration, setup procedures and default messages
	-
	TeliaSonera
	-
	-
	-
	No CRs expected

	34.123–1 Idle Mode tests

	PLMN selection
	34.123-1
	6.1.1
	Rel-6
	PLMN selection in shared network environment, Manual mode
	To verify that the UE is able to select PLMN according to core spec 23.122 in a pure 3G shared network environment (manual mode)
	TeliaSonera
	RAN5#29
	0%
	-
	Applicable for pure 3G UE.

	PLMN selection
	34.123-1
	6.1.1.8
	Rel-6
	PLMN selection in shared network environment, Automatic mode
	To verify that the UE is able to select PLMN in according to core spec 23.122 in a pure 3G shared network environment (automatic mode)
	TeliaSonera
	RAN5#28
	100%
	R5-051383
	

	PLMN selection
	34.123-1
	6.2.1
	Rel-6
	Selection of PLMN and RAT in shared network environment, Manual mode
	To verify the the UE is able to select PLMN/RAT combination according to core spec 23.122 in a shared network multi-mode (manual mode)
	TeliaSonera
	RAN5#29
	0%
	-
	This scenario is most wanted but is not applicable for pure 3G UE.

	PLMN selection
	34.123-1
	6.2.1.10
	Rel-6
	Selection of PLMN and RAT in shared network environment, Automatic mode
	To verify the the UE is able to select PLMN/RAT combination according to core spec 23.122 in a shared network multi-mode environment (automatic mode)
	TeliaSonera
	RAN5#28
	100%
	R5-051382
	

	Cell selection / reselection
	34.123-1
	6.1.2
	Rel-6
	Cell reselection in shared network environment
	To verify that the UE is able to perform cell selection / reselection according to core spec 25.304 in a pure 3G shared network environment
	TeliaSonera
	RAN5#29
	0%
	-
	Can these be merged into one test?

	Cell selection / reselection
	34.123-1
	6.1.2
	Rel-6
	Cell reselection in shared network environment, Equivalent PLMN
	To verify that the UE is able to perform cell selection / reselection according to core spec 25.304 in a pure 3G shared network environment using Equivalent PLMNs
	TeliaSonera
	RAN5#29
	0%
	-
	

	Cell selection / reselection
	34.123-1
	6.2.2
	Rel-6
	Cell reselection in multi-mode shared network environment
	To verify that the UE is able to perform cell selection / reselection according to core spec 25.304 in a multi-mode shared network environment
	TeliaSonera
	RAN5#29
	0%
	-
	

	34.123-1 RRC

	RRC connection establishment
	34.123-1
	8.1.1.11
	Rel-6
	Paging for Connection in idle mode (Shared Network environment)
	To verify that the UE can interpret IE Multiple PLMN List and insert correct information in IDT.
	TeliaSonera
	RAN5#28
	100%
	R5-051374
	

	34.123-1 – GMM

	RA Update
	34.123-1
	12.4.2
	Rel-6
	Combined routing area updating, UE in CS operation at change of RA, (Shared Network environment)
	To ensure that the UE reacts on the IE “CN Information Info” and responds with an IDT/RA Update containing the correct PLMN
	TeliaSonera
	RAN5#30
	0%
	-
	

	34.123-2 – Applicability of tests

	Applicability
	34.123-2
	4
	Rel-6
	Companion CRs to all above test cases.
	-
	TeliaSonera
	RAN5#30
	33%
	-
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