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1
Introduction

At the RAN5#28 meeting (Berlin, Aug-05) a Rel-6 work item for conformance test aspects of Domain Specific Access Control was approved [1]. 
The purpose of this present document is to provide a work plan for the RAN5 work item Conformance Test Aspects – DSAC (ACBOP_Test). The work plan is updated after RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status; section 3 lists the planned DSAC test cases and the detailed status.  A completeness figure of 100% refers to when the test case(s) is first agreed in RAN5.  Any further maintenance CRs is not included.

2
Work item status

The completeness of the DSAC work item (ACBOP_Test) after RAN5#29 meeting in Seoul is:

	Test specification
	Testing area
	Completeness
	Target
	Comment

	TS34.108
	
	100%
	RAN5#29
	Definition of common test environment for Domain Specific Access Control.

	TS34.123-1
	
	100%
	RAN5#29
	Introduction of new Layer 3 signalling test cases for Domain Specific Access Control.

	TS34.123-2
	
	100%
	RAN5#29
	Applicability statements for the new Layer 3 signalling test cases for Domain Specific Access Control.


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
Domain Specific Access Control Test Case Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	34.108 – Common test environment

	Common test procedures
	34.108
	6.1.0b
	Rel-5
	Contents of System Information Block type 3 (FDD)
Contents of System Information Block type 3 (TDD)
	Adding new IEs in the default SIB3 message for DSAC test cases.
	NTT DoCoMo
	RAN5#29
	
	R5-052145
	

	34.123–1 RRC

	RRC Connection Establishment
	34.123-1
	8.1.2.16
	Rel-5
	RRC Connection Establishment / Domain Specific Access Control: Success
	To confirm that the UE establishes a RRC Connection on the non-barred domain under the Domain Specific Access Restriction.
	NTT DoCoMo
	RAN5#29
	
	R5-052161
	

	34.123-1 MM

	Location updating
	34.123-1
	9.4.3.6
	Rel-5
	Location updating / abnormal cases/ CS domain barred because of domain specific access control
	To test the behaviour of the UE if the CS domain is barred and changed from barred to unbarred because of domain specific access control in a network that operates mode II
	NEC
	RAN5#29
	
	R5-052147
	

	MM connection
	34.123-1
	9.5.9
	Rel-5
	MM connection / establishment rejected / CS domain barred because of domain specific access control
	To test the behaviour of the UE if the CS domain is barred and changed from barred to unbarred because of domain specific access control in a network that operates mode II
	NEC
	RAN5#29
	
	R5-052148
	

	34.123-1 – GMM

	Combined routing area updating
	34.123-1
	12.4.2.11
	Rel-5
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for CS domain
	To test the behaviour of the UE in case of domain specific access control for CS domain (access is granted) in a network that operates mode I
	Sony Ericsson
	RAN5#29
	
	R5-052164
	

	Combined routing area updating
	34.123-1
	12.4.2.12
	Rel-5
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for PS domain
	To test the behaviour of the UE in case of domain specific access control for PS domain (access is granted) in a network that operates mode I
	Sony Ericsson
	RAN5#29
	
	R5-052164
	

	PS attach
	34.123-1
	12.2.1.12
	Rel-5
	PS attach / abnormal cases / Access barred due to Domain specific access restriction for PS domain
	To test the behaviour of the UE in case of domain specific access control for PS domain (access is granted) in a network that operates mode II
	Sony Ericsson
	RAN5#29
	
	R5-052180
	

	Service Request
	34.123-1
	12.9.15
	Rel-5
	Service Request / abnormal cases / Access barred due to Domain Specific Access Control for PS domain
	To test the behaviour of the UE in case of domain specific access control for PS domain (access is granted) in a network that operates mode II
	Sony Ericsson
	RAN5#29
	
	R5-052180
	

	34.123-2 – Applicability of tests

	Applicability
	34.123-2
	4
	Rel-5
	Addition of new DSAC test case to the applicability table
	The applicability table is upadate with new  test case.
	NTT DoCoMo
	RAN5#29
	
	R5-052162
	

	Applicability
	34.123-2
	4
	Rel-5
	Update of Applicability table for GMM test cases of DSAC
	The applicability table is upadate with new  test case.
	Sony Ericsson
	RAN5#29
	
	R5-052165
	

	Applicability
	34.123-2
	4
	Rel-5
	Addition of MM test cases for DSAC to applicability table
	The applicability table is upadate with new  test case.
	NEC
	RAN5#29
	
	R5-052181
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