Page 1



3GPP TSG-RAN-WG5 Meeting #29 
Tdoc (
R5-051961
Seoul, South Korea, Nov 7th - 11th 2005

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	  Addition of test case for multi-rate AMR-NB configuration using SRB#5

	
	

	Source:
(

	 Nortel Networks

	
	

	Work item code:
(

	TEI
	
	Date: (

	28/10/2005

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	There is currently no AMR-NB multi-rate configuration using SRB#5 tested in terminals.

	
	

	Summary of change:
(

	Addition of a test case for AMR-NB multi-rate using SRB#5: 
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH

	
	

	Consequences if 
(

not approved:
	 It will not be possible to test multi-rate AMR-NB using SRB#5 in terminals.

	
	

	Clauses affected:
(

	14

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	34.123-2

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	Test is applicable to Rel-4.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

14
Interoperability Radio Bearer Tests 

14.1
General information for interoperability radio bearer tests

The purpose of the interoperability radio bearer test cases are to ensure interoperability of UE's in different regions and networks. For this purpose representative radio bearer configurations that will be used in real network implementations have been defined in TS 34.108 [9], clause 6.10.

The applicability of radio bearer tests is dependent on the UE uplink and downlink radio access capabilities and UE support tele- and bearer-services. See TS 34.123-2, annex B for applicability of the specific test cases. 

14.1.1
Generic radio bearer test procedure for single RB configurations
This procedure is used to test single radio bearer configurations and speech only radio bearers. For testing of multiple radio bearer combinations as well as for testing simultaneous transmission and reception of user data and signalling data then the procedure as specified in 14.1.2 should be used.

Initial conditions

UE in idle mode

Test procedure

a)
The SS establish setup the reference radio bearer configuration as specified in TS 34.108, clause 6.10 for the actual radio bearer test.

b)
The SS limits the UE allowed uplink transport format combinations according to the "Restricted UL TFCIs", as specified for the sub-test of the actual radio bearer test, using the RRC transport format combination control procedure. See note 1.

c)
The SS closes the test loop using UE test loop mode 1 and setting the UL RLC SDU size parameter, for all radio bearers under test, according to the "UL RLC SDU size" value as specified for the sub-test of the actual radio bearer test. See note 2.

d)
The SS transmits, for all radio bearers under test, one or more RLC SDUs having the size equal to the "Test data size" as specified for the sub-test of the actual radio bearer test. See note 3.

e)
The SS checks that, for all radio bearers under test, the content of the received RLC SDU has the correct content and is received having the correct transport format. See TS 34.109 [10] clause 5.3.2.6.2 for details regarding the UE loopback of RLC SDUs.
f)
The SS opens the UE test loop.

g)
Steps b) to f) are repeated for all sub-tests

h)
The SS may optionally release the radio bearer.

i)
The SS may optionally deactivate the radio bearer test mode.

NOTE 1:
The restricted set of TFCIs shall contain all possible TFCI that could happen in a sub-test. The actual TTI of the different radio bearers and signaling radio bearers as well as the possible UE processing delays shall be taken into consideration. The restricted set of TFCIs must comply with the minimum set of TFCIs as specified in TS 25.331, clause 8.6.5.2.

NOTE 2:
Selection of UL RLC SDU size parameter:
For the case when the reference radio bearer configuration under test uses RLC transperant mode in downlink and is not configured for segmented operation then the radio bearer test case shall set the UL RLC SDU size equal to the UL RLC PDU size. See [7] TS 25.322 for details regarding UE operation in RLC transperent mode. In case the reference radio bearer configuration under test does not use RLC transparent mode then the UL RLC SDU size parameter shall be selected to achieve loop back of all test data received in the DL RLC SDU, i.e. the UL RLC SDU size is set to the nearest multiple of the payload size of the UL TF under test minus the size of the length indicator and expansion bit which is equal or bigger than the test data size. For some reference radio bearer configurations this may cause the UE to return the UL RLC SDU in more than one TTI, i.e. in case no UL TF is available to cover the UL RLC SDU size. However, as the test procedure only send downlink test data once there is no risk for the UE transmission buffer to become full even if the returned RLC SDUs need to be tranmitted in more than one TTI.

NOTE 3:
Selection of test data size:
For the case when the reference radio bearer configuration under test uses RLC transperant mode in downlink and is not configured for segmented operation then the radio bearer test case shall use a DL RLC SDU size (defined by the "Test data size" parameter) equal to the DL RLC PDU size. See [7] TS 25.322 for details regarding UE operation in RLC transperent mode. In case the reference radio bearer configuration under test does not use RLC transparent mode in downlink, the DL RLC SDU size/ test data size shall be set equal to the payload size of the DL TF under test minus the size of the length indicator and the expansion bit.
Expected sequence 

CS paging procedure

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	<--
	SYSTEM INFORMATION (BCCH)
	Broadcast

	2
	<--
	PAGING TYPE 1 (PCCH)
	Paging (CS domain, TMSI)

	3
	-->
	RRC CONNECTION REQUEST (CCCH)
	RRC

	4
	<--
	RRC CONNECTION SETUP (CCCH)
	RRC

	5
	-->
	RRC CONNECTION SETUP COMPLETE (DCCH)
	RRC

	6
	-->
	PAGING RESPONSE (DCCH)
	RR

	6a
	<--
	AUTHENTICATION REQUEST
	

	6b
	-->
	AUTHENTICATION RESPONSE
	

	6c
	<--
	SECURITY MODE COMMAND
	

	6d
	-->
	SECURITY MODE COMPLETE
	


PS paging procedure

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	<--
	SYSTEM INFORMATION (BCCH)
	Broadcast

	2
	<--
	PAGING TYPE 1 (PCCH)
	Paging  (PS domain, P-TMSI)

	3
	-->
	RRC CONNECTION REQUEST (CCCH)
	RRC

	4
	<--
	RRC CONNECTION SETUP (CCCH)
	RRC

	5
	-->
	RRC CONNECTION SETUP COMPLETE (DCCH)
	RRC

	6a
	-->
	SERVICE REQUEST (DCCH)
	GMM


	6b
	<--
	SECURITY MODE COMMAND
	RRC see note 1

	6c
	-->
	SECURITY MODE COMPLETE
	RRC see note 1


Note 1
In addition to activate integrity protection Step 6b and Step 6c are inserted in order to stop T3317 timer in the UE, which starts after transmitting SERVICE REQUEST message.
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1..6
	<--
-->
	Paging
	Use the CS paging procedure for testing of CS and combined CS/PS reference radio bearer configurations.

Use the PS paging procedure for testing of 

PS reference radio bearer configurations.

	7
	<--
	ACTIVATE RB TEST MODE (DCCH)
	TC

	8
	-->
	ACTIVATE RB TEST MODE COMPLETE (DCCH)
	TC

	9
	<--
	RADIO BEARER SETUP (DCCH)
	RRC. 

Channelization code must be set to SF – 1 for the DL DPCH configured.

Channelization code must be set to SF – 1 for the DL DPCH configured.

Secondary Scrambling Code IE must be omittedFor the PS radio bearer the ‘pdcp info’ IE must be omitted.

	10
	-->
	RADIO BEARER SETUP COMPLETE (DCCH)
	RRC

	11
	<--
	TRANSPORT FORMAT COMBINATION CONTROL (DCCH)
	RRC

Transport format combinations is limited to "Restricted UL TFCIs", as specified for the sub-test

	12
	<--
	CLOSE UE TEST LOOP (DCCH)
	TC

UE test mode 1

RLC SDU size is for every active radio bearer set to "UL RLC SDU size", as specified for the sub-test.

	13
	-->
	CLOSE UE TEST LOOP COMPLETE (DCCH)
	TC

	14
	<--
	DOWNLINK RLC SDU
	Send test data using the downlink transport format combination under test  



	15
	-->
	UPLINK RLC SDU
	

	16
	<--
	OPEN UE TEST LOOP (DCCH)
	TC

	17
	-->
	OPEN UE TEST LOOP COMPLETE (DCCH)
	TC

	18
	
	Repeat steps 11 to 17 for every sub-test.
	

	19
	
	RB RELEASE
	RRC

Optional step

	20
	<--
	DEACTIVATE RB TEST MODE
	TC

Optional step

	21
	-->
	DEACTIVATE RB TEST MODE COMPLETE
	TC

Optional step


14.1.1a
Generic radio bearer test procedure for standalone AMR RB configurations using SRB#5 for TFC control
This procedure is used to test single AMR radio bearer configurations that use SRB#5 for TFC control. 

Initial conditions

UE in idle mode

Test procedure

a)
The SS establish the AMR reference radio bearer configuration as specified in TS 34.108, clause 6.10 for the actual radio bearer test. As part of the RADIO BEARER SETUP the TFC subsets as defined for the actual radio bearer configuration is setup.

b)
The SS signals the “TFC subset identity” on SRB#5 as specified for the sub-test of the actual AMR radio bearer test. See note 1.

c)
The SS closes the test loop using UE test loop mode 1 and setting the UL RLC SDU size parameter, for all radio bearers under test, according to the "UL RLC SDU size" value as specified for the sub-test of the actual radio bearer test. See note 2.

d)
The SS transmits, for all radio bearers under test, one or more RLC SDUs having the size equal to the "Test data size" as specified for the sub-test of the actual radio bearer test. See note 3.

e)
The SS checks that, for all radio bearers under test, the content of the received RLC SDU has the correct content and is received having the correct transport format. See TS 34.109 [10] clause 5.3.2.6.2 for details regarding the UE loopback of RLC SDUs.
f)
The SS opens the UE test loop.

g)
Steps b) to f) are repeated for all sub-tests

h)
The SS may optionally release the radio bearer.

i)
The SS may optionally deactivate the radio bearer test mode.

NOTE 1:
The TFC subset associated with the signalled “TFC subset identity” is defined by the actual AMR reference radio bearer under test.

NOTE 2:
Selection of UL RLC SDU size parameter: 
The UL RLC SDU size parameter is set equal to the UL RLC PDU size. 
NOTE 3:
Selection of test data size: 
The test data size is set equal to the DL RLC PDU size.

Expected sequence 

CS paging procedure

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	<--
	SYSTEM INFORMATION (BCCH)
	Broadcast

	2
	<--
	PAGING TYPE 1 (PCCH)
	Paging (CS domain, TMSI)

	3
	-->
	RRC CONNECTION REQUEST (CCCH)
	RRC

	4
	<--
	RRC CONNECTION SETUP (CCCH)
	RRC

	5
	-->
	RRC CONNECTION SETUP COMPLETE (DCCH)
	RRC

	6
	-->
	PAGING RESPONSE (DCCH)
	RR

	6a
	<--
	AUTHENTICATION REQUEST
	

	6b
	-->
	AUTHENTICATION RESPONSE
	

	6c
	<--
	SECURITY MODE COMMAND
	

	6d
	-->
	SECURITY MODE COMPLETE
	

	7
	<--
	ACTIVATE RB TEST MODE (DCCH)
	TC

	8
	-->
	ACTIVATE RB TEST MODE COMPLETE (DCCH)
	TC

	9
	<--
	RADIO BEARER SETUP (DCCH)
	RRC. 

The TFC subsets associated with the signalling of the TFC subset identity on SRB#5 are setup as part of the RADIO BEARER SETUP message.

Channelization code must be set to SF – 1 for the DL DPCH configured.

Secondary Scrambling Code IE must be omitted. 

	10
	-->
	RADIO BEARER SETUP COMPLETE (DCCH)
	RRC

	11
	<--
	TFS subset identity
	SRB#5

	12
	<--
	CLOSE UE TEST LOOP (DCCH)
	TC

UE test mode 1

RLC SDU size is for every active radio bearer set to "UL RLC SDU size", as specified for the sub-test.

	13
	-->
	CLOSE UE TEST LOOP COMPLETE (DCCH)
	TC

	14
	<--
	DOWNLINK RLC SDU
	Send test data using the downlink transport format combination under test  



	15
	-->
	UPLINK RLC SDU
	

	16
	<--
	OPEN UE TEST LOOP (DCCH)
	TC

	17
	-->
	OPEN UE TEST LOOP COMPLETE (DCCH)
	TC

	18
	
	Repeat steps 11 to 17 for every sub-test.
	

	19
	
	RB RELEASE
	RRC

Optional step

	20
	<--
	DEACTIVATE RB TEST MODE
	TC

Optional step

	21
	-->
	DEACTIVATE RB TEST MODE COMPLETE
	TC

Optional step


[NEXT MODIFIED SECTION]
14.2.4a
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

14.2.4a.1
Conformance requirement

See clause 14.2.4.1.
14.2.4a.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.4a.

14.2.4a.3
Method of test

See 14.1.1 for test procedure. However, in this test the RM attribute values used shall be derived separately in the UL and DL as the mid-values of the RM attríbute value ranges as specified by the reference radio bearer configuration.

Uplink TFS:

	
	TFI
	RB5
(RAB subflow #1)
	RB6
(RAB subflow #2)
	RB7
(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	0x81
	0x103
	0x60
	0x148

	
	TF1, bits
	1x39
	1x53
	1x60
	1x148

	
	TF2, bits
	1x42
	1x63
	N/A
	N/A

	
	TF3, bits
	1x55
	1x84
	N/A
	N/A

	
	TF4, bits
	1x75
	1x103
	N/A
	N/A

	
	TF5, bits
	1x81
	N/A
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7,DCCH)

	UL_TFC0
	(TF0, TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF0, TF0)

	UL_TFC3
	(TF3, TF2, TF0, TF0)

	UL_TFC4
	(TF4, TF3, TF0, TF0)

	UL_TFC5
	(TF5, TF4, TF1, TF0)

	UL_TFC6
	(TF0, TF0, TF0, TF1)

	UL_TFC7
	(TF1, TF0, TF0, TF1)

	UL_TFC8
	(TF2, TF1, TF0, TF1)

	UL_TFC9
	(TF3, TF2, TF0, TF1)

	UL_TFC10
	(TF4, TF3, TF0, TF1)

	UL_TFC11
	(TF5, TF4, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	1x0
	0x103
	0x60
	0x148

	
	TF1, bits
	1x39
	1x53
	1x60
	1x148

	
	TF2, bits
	1x42
	1x63
	N/A
	N/A

	
	TF3, bits
	1x55
	1x84
	N/A
	N/A

	
	TF4, bits
	1x75
	1x103
	N/A
	N/A

	
	TF5, bits
	1x81
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, RB7, DCCH)

	DL_TFC0
	(TF0, TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF0, TF0)

	DL_TFC3
	(TF3, TF2, TF0, TF0)

	DL_TFC4
	(TF4, TF3, TF0, TF0)

	DL_TFC5
	(TF5, TF4, TF1, TF0)

	DL_TFC6
	(TF0, TF0, TF0, TF1)

	DL_TFC7
	(TF1, TF0, TF0, TF1)

	DL_TFC8
	(TF2, TF1, TF0, TF1)

	DL_TFC9
	(TF3, TF2, TF0, TF1)

	DL_TFC10
	(TF4, TF3, TF0, TF1)

	DL_TFC11
	(TF5, TF4, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs

(note 1)
	UL RLC SDU size

(note 2)
	Test data size

(note 2)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3,

UL_TFC4,

UL_TFC5,

UL_TFC6,

UL_TFC7
	RB5: 39 bits

RB6: 103 bits

RB7: 60 bits
	RB5: 39 bits

RB6: No data

RB7: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3,

UL_TFC4,

UL_TFC5,

UL_TFC6, UL_TFC8
	RB5: 42 bits

RB6: 53 bits

RB7: 60 bits
	RB5: 42 bits

RB6: 53 bits

RB7: No data

	3
	DL_TFC3 
	UL_TFC3
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3,

UL_TFC4,

UL_TFC5,

UL_TFC6, UL_TFC9
	RB5: 55 bits

RB6: 63 bits

RB7: 60 bits
	RB5: 55 bits

RB6: 63 bits

RB7: No data

	4
	DL_TFC4 
	UL_TFC4
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3,

UL_TFC4,

UL_TFC5,

UL_TFC6, UL_TFC10
	RB5: 75 bits

RB6: 84 bits

RB7: 60 bits
	RB5: 75 bits

RB6: 84 bits

RB7: No data

	5
	DL_TFC5 
	UL_TFC5
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3,

UL_TFC4,

UL_TFC5,

UL_TFC6, UL_TFC11
	RB5: 81 bits

RB6: 103 bits

RB7: 60 bits
	RB5: 81 bits

RB6: 103 bits

RB7: 60 bits

	NOTE 1: 
UL_TFC0, UL_TFC1, UL_TFC2, UL_TFC3, UL_TFC4, UL_TFC5 and UL_TFC6 are part of minimum set of TFCIs.

NOTE 2:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1 for test procedure.

14.2.4a.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x42) and RB6/TF1 (1x53)

-
for sub-test 3: RB5/TF3 (1x55) and RB6/TF2 (1x63)

-
for sub-test 4: RB5/TF4 (1x75) and RB6/TF3 (1x84)

-
for sub-test 5: RB5/TF5 (1x81), RB6/TF4 (1x103) and RB7/TF1 (1x60)

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6 or RB7.

- 
for sub-test 2,3 and 4: an RLC SDU on RB5 and RB6 having the same content as sent by SS; and no data shall be received on RB7.

-
for sub-test 5: an RLC SDU on each of RB5, RB6 and RB7 having the same content as sent by SS.
14.2.4b
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH.

14.2.4b.1
Conformance requirement

See clause 14.2.4.1.
14.2.4b.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.4b.

14.2.4b.3
Method of test

Uplink TFS:

	
	TFI
	RB5
(RAB subflow #1)
	RB6
(RAB subflow #2)
	RB7
(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	0x81
	0x103
	0x60
	0x148

	
	TF1, bits
	1x39
	1x53
	1x60
	1x148

	
	TF2, bits
	1x42
	1x63
	N/A
	N/A

	
	TF3, bits
	1x55
	1x84
	N/A
	N/A

	
	TF4, bits
	1x75
	1x103
	N/A
	N/A

	
	TF5, bits
	1x81
	N/A
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7,DCCH)

	UL_TFC0
	(TF0, TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF0, TF0)

	UL_TFC3
	(TF3, TF2, TF0, TF0)

	UL_TFC4
	(TF4, TF3, TF0, TF0)

	UL_TFC5
	(TF5, TF4, TF1, TF0)

	UL_TFC6
	(TF0, TF0, TF0, TF1)

	UL_TFC7
	(TF1, TF0, TF0, TF1)

	UL_TFC8
	(TF2, TF1, TF0, TF1)

	UL_TFC9
	(TF3, TF2, TF0, TF1)

	UL_TFC10
	(TF4, TF3, TF0, TF1)

	UL_TFC11
	(TF5, TF4, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	DCCH1
	DCCH2 
(SRB#5)

	TFS
	TF0, bits
	1x0
	0x103
	0x60
	0x148
	0x3

	
	TF1, bits
	1x39
	1x53
	1x60
	1x148
	1x3

	
	TF2, bits
	1x42
	1x63
	N/A
	N/A
	N/A

	
	TF3, bits
	1x55
	1x84
	N/A
	N/A
	N/A

	
	TF4, bits
	1x75
	1x103
	N/A
	N/A
	N/A

	
	TF5, bits
	1x81
	N/A
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, RB7, DCCH1, DCCH2)

	DL_TFC0
	(TF0, TF0, TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF0, TF0, TF0)

	DL_TFC3
	(TF3, TF2, TF0, TF0, TF0)

	DL_TFC4
	(TF4, TF3, TF0, TF0, TF0)

	DL_TFC5
	(TF5, TF4, TF1, TF0, TF0)

	DL_TFC6
	(TF0, TF0, TF0, TF1, TF0)

	DL_TFC7
	(TF1, TF0, TF0, TF1, TF0)

	DL_TFC8
	(TF2, TF1, TF0, TF1, TF0)

	DL_TFC9
	(TF3, TF2, TF0, TF1, TF0)

	DL_TFC10
	(TF4, TF3, TF0, TF1, TF0)

	DL_TFC11
	(TF5, TF4, TF1, TF1, TF0)

	DL_TFC12
	(TF0, TF0, TF0, TF0, TF1)

	DL_TFC13
	(TF1, TF0, TF0, TF0, TF1)

	DL_TFC14
	(TF2, TF1, TF0, TF0, TF1)

	DL_TFC15
	(TF3, TF2, TF0, TF0, TF1)

	DL_TFC16
	(TF4, TF3, TF0, TF0, TF1)

	DL_TFC17
	(TF5, TF4, TF1, TF0, TF1)

	DL_TFC18
	(TF0, TF0, TF0, TF1, TF1)

	DL_TFC19
	(TF1, TF0, TF0, TF1, TF1)

	DL_TFC20
	(TF2, TF1, TF0, TF1, TF1)

	DL_TFC21
	(TF3, TF2, TF0, TF1, TF1)

	DL_TFC22
	(TF4, TF3, TF0, TF1, TF1)

	DL_TFC23
	(TF5, TF4, TF1, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	TFC subset identity 

(note 1)
	UL RLC SDU size

(note 2)
	Test data size

(note 2)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC12, UL_TFC0, UL_TFC6
	0
	RB5: 39 bits

RB6: 103 bits
RB7: 60 bits
	RB5: 39 bits

RB6: No data
RB7: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC12, UL_TFC0, UL_TFC6
	0
	RB5: 42 bits

RB6: 53 bits

RB7: 60 bits
	RB5: 42 bits

RB6: 53 bits

RB7: No data

	3
	DL_TFC3 
	UL_TFC3
	DL_TFC0, DL_TFC12, UL_TFC0, UL_TFC6
	1
	RB5: 55 bits

RB6: 63 bits

RB7: 60 bits
	RB5: 55 bits

RB6: 63 bits

RB7: No data

	4
	DL_TFC4 
	UL_TFC4
	DL_TFC0, DL_TFC12, UL_TFC0, UL_TFC6
	2
	RB5: 75 bits

RB6: 84 bits

RB7: 60 bits
	RB5: 75 bits

RB6: 84 bits

RB7: No data

	5
	DL_TFC5
	UL_TFC5
	DL_TFC0, DL_TFC12, UL_TFC0, UL_TFC6
	3
	RB5: 81 bits
RB6: 103 bits

RB7: 60 bits
	RB5: 81 bits

RB6: 103 bits

RB7: 60 bits

	NOTE 1: 
TFC subset identity shall be signalled by the SS on the downlink SRB#5, see generic test procedure in clause 14.1.1a.

NOTE 2:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1a for test procedure.

14.2.4b.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x42) and RB6/TF1 (1x53)

-
for sub-test 3: RB5/TF3 (1x55) and RB6/TF2 (1x63)

-
for sub-test 4: RB5/TF4 (1x75) and RB6/TF3 (1x84)

-
for sub-test 5: RB5/TF5 (1x81), RB6/TF4 (1x103) and RB7/TF1 (1x60)

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6 or RB7.

- 
for sub-test 2,3 and 4: an RLC SDU on RB5 and RB6 having the same content as sent by SS; and no data shall be received on RB7.

-
for sub-test 5: an RLC SDU on each of RB5, RB6 and RB7 having the same content as sent by SS.
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