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Mnemonic parameters missing from 34.123-2 specification – for discussion and decision
Introduction

Nokia has studied the issue of missing mnemonic identifiers in the 34.123-2 test specification. In this study we have investigated the PICS/PIXIT values used in the actual TTCN specification (mp-files) and in the system simulator specific parameter files (from the platforms that Nokia has) and compared those to the table items in 34.123-2 specification. This paper highlights the issues found and proposes a way forward in the CR to 34.123-2 in document R5-051970. 
Discussion

The following different cases have been identified during the study: 
1. PICS/PIXIT value is used in TTCN and in SS parameter files and can be mapped to a table item in 34.123-2. 

Example: 

Table A.6: QoS classes or traffic classes

	Item
	QoS classes or traffic classes
	Ref.
	Release
	Mnemonic
	Comments

	1
	Conversational
	23.107, 6.3.1, 6.5.1
	R99
	pc_Conversational
	

	2
	Streaming
	23.107, 6.3.2, 6.5.1
	R99
	pc_Streaming
	

	3
	Interactive
	23.107, 6.3.3, 6.5.1
	R99
	pc_Interactive
	

	4
	Background
	23.107, 6.3.4, 6.5.1
	R99
	pc_Background
	


Such items have been added in the in the accompanying 34.123-2 CR. 

2. PICS/PIXIT value is not used in TTCN but can be found in SS and can be mapped to a table item in 34.123-2. 

Example: 

	Item
	FDD interoperability radio bearer configuration for combination on DPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	
	
	
	Parameter
	Value
	
	

	1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	34.108 6.10.2.4.1.1
	DL Max TB bits
	640
	pc_RAB_A_18c_1
	 

	
	 
	 
	DL Max CC TB bits
	640
	
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	
	 

	
	 
	 
	DL Max TrCHs
	4
	
	 

	
	 
	 
	DL Max CCTrCH
	1
	
	 


Such items have been added and are highlighted in yellow in the accompanying 34.123-2 CR. 

3. Table item in 34.123-2 specification cannot be mapped to any of the PICS/PIXIT values used in the TTCN.  

Example: 

Table A.1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	FDD (DS)
	25.101
	R99
	pc_FDD
	

	2
	TDD 3.84 Mcps
	25.102
	R99
	pc_TDD
	

	3
	TDD 1.28 Mcps (LCR)
	25.102
	Rel-4
	
	

	4
	GSM
	21.904, 5
	R99
	pc_GSM
	

	5
	Void
	
	
	
	

	6
	MultiRAT_Capability
	23.060
	R99
	pc_MultiRAT_Capability
	

	7
	DTM
	03.55
	R99
	
	


Such items have been left blank in the accompanying 34.123-2 CR. It should be discussed on a case by case basis if such items could be removed from the specification. 
4. PICS/PIXIT value is used in TTCN but cannot be found in SS specific parameter files.
List of the values: 
pc_HSDPA
pc_GERANIu_RadioAccessCapability

pc_SupportOfUTRAN_ToGERAN_NACC

pc_SimultaneousSCCPCH_DPCH_HSDSCH_Reception
pc_SupportOfDedicatedPilotsForChannelEstimationOfHSDSCH
pc_TotalRLC_AM_BufferSize_r5_ext
pc_MaxHcContextSpace_r5_ext
pc_SupportForRfc3095ContextRelocation
pc_CapabilityWithSimultaneousHS_DSCHConfig
pc_HSDSCH_UE_Category
pc_RLPSupported
pc_G_operation_mode_B
pc_SS_Phase2Supp
pc_CHUP_AT_CommandSupp
pc_Band1_Supp

pc_Band2_Supp

pc_Band3_Supp

pc_Band4_Supp

pc_Band5_Supp

pc_Band6_Supp
It should be discussed on a case by case basis which of these items should be added to 34.123-2 specification. Some items have already been added and are highlighted in blue in the accompanying 34.123-2 CR.     
5. PICS/PIXIT value can be found from SS files but cannot be found in TTCN or in 34.123-2. 
List of the values: 

….
The list has not been included as it might contain some confidential information. We expect that such items, if needed, will be added to the TTCN and to 34.123-2 by the relevant SS vendors when the test cases utilizing the values are included in the specifications. 
Proposal


RAN5 is requested to approve the 34.123-2 CR in document R5-051970.   
