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Introduction
This document provides a summary of CRs to support 1.28 Mcps TDD to be presented in RAN5 meeting #29. 

This summary will be presented in agenda point 6.6.1. The companies interested are asked to review in detail offline. If no objections are received the last day of RAN5 meeting this group of CRs will be approved.

 TS 34.123-1

	R5-052063
	Change the System Information 11 (TDD) in 8.1.2.10.
	CATT/CCSA

	R5-052064
	Change the cell 1 power (TDD) at T1 and T2 in 8.3.1.21
	CATT/CCSA

	R5-052065
	Change Request to TC 8.3.1.22
	CATT/CCSA

	R5-052066
	Change the context of TRANSPORT CHANNEL RECONFIGURATION(TDD) in TC 8.2.4.1
	CATT/CCSA

	R5-052067
	Add the context of TRANSPORT CHANNEL RECONFIGURATION (TDD) in TC 8.2.4.1a, 8.2.4.3, 8.2.4.4, 8.2.4.10
	CATT/CCSA

	R5-052068
	Add  P-CCPCH  power for TDD in TC 8.3.11.6
	CATT/CCSA


Contents
· For TS 34.123-1
	R5-052063
	Change the System Information 11 (TDD) in 8.1.2.10.
	CATT/CCSA


Reason for change:
The System Information 11 (TDD) for 8.1.2.10 is not configured for intra-frequency reporting.
Summary of change:
Change the System Information 11 (TDD) in 8.1.2.10.
	R5-052064
	Change the cell 1 power (TDD) at T1 and T2 in 8.3.1.21
	CATT/CCSA


Reason for change:
The cell 1 power is greater than cell 4 power at T2 for TDD, which may cause UE choose cell 1 at T2.
Summary of change:
Change the cell 1 power （TDD）at T1 and T2 to -74dBm, which is smaller than cell 4 power.
	R5-052065
	Change Request to TC 8.3.1.22
	CATT/CCSA


1) Reason for change:
2) The cell 2 power is equal to cell 1 power at T1 for TDD, which may cause UE choose cell 1 at T1 just for the reason of power.
3) The description of test procedure g is not consistent with the test purpose.
Summary of change:

1) Change the cell 2 power(TDD)at T1 to -62dBm, which is greater than cell 1 power.
2) Change the description of test procedure g.
	R5-052066
	Change the context of TRANSPORT CHANNEL RECONFIGURATION(TDD) in TC 8.2.4.1
	CATT/CCSA


Reason for change:
The TRANSPORT CHANNEL RECONFIGURATION message doesn’t include the new connection to cell 2 for LCR TDD.
Summary of change:

Correction to the context of TRANSPORT CHANNEL RECONFIGURATION for LCR TDD, add the downlink parameters.
	R5-052067
	Add the context of TRANSPORT CHANNEL RECONFIGURATION (TDD) in TC 8.2.4.1a, 8.2.4.3, 8.2.4.4, 8.2.4.10
	CATT/CCSA


Reason for change:
The TRANSPORT CHANNEL RECONFIGURATION message for 1.28Mcps TDD is not defined.
Summary of change:

The context of TRANSPORT CHANNEL RECONFIGURATION is added for LCR TDD.
	R5-052068
	Add  P-CCPCH  power for TDD in TC 8.3.11.6
	CATT/CCSA


Reason for change:
In table 1 in 8.3.11.6, The P-CCPCH  power for 1.28Mcps TDD is not defined.
Summary of change:

In table 1, P-CCPCH  power is added for TDD.
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