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Introduction:
This document summarizes R5-052111, a CR that proposes to update Table1“Applicability of test” and Table20”Additional information” in TS34.123-2 v6.0.0 in order to keep consistency with the proposed changes[1] [2] in TS-34.123-1, where the new GMM test cases for DSAC are introduced.
Proposed changes in R5-052111:

1. Introduction of the applicability statements
The following applicability statement should be introduced into Table1, reflecting introduction of the new GMM test cases for DSAC in TS34.123-1. 
	12.2.1.X
	PS attach / abnormal cases / access barred due to domain specific access restriction for PS domain
	Rel-6
	C12
	UE supporting PS domain services

	
	
	
	CXX1
	Rel-5 UE supporting PS domain services and DSAC


	12.4.2.X
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for CS domain
	Rel-6
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A)

	
	
	
	CXX2
	Rel-5 UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and DSAC

	12.4.2.Y
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for PS domain
	Rel-6
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A)

	
	
	
	CXX2
	Rel-5 UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and DSAC


	12.9.X
	Service Request / abnormal cases / access barred due to domain specific access control for PS domain
	Rel-6
	C12
	UE supporting PS domain services

	
	
	
	CXX1
	Rel-5 UE supporting PS domain services and DSAC 


2. Introduction of new conditions for UE supporting DSAC
In relation to the above mentioned introduction, the new conditions should be introduced into Table1 as follows.
	CXX1
IF A.3.2 AND A.20/XX THEN R ELSE N/A

	CXX2
IF A.3.3 AND A.20/XX THEN R ELSE N/A


3. Introduction of new additional information item for UE supporting DSAC
In relation to the above mentioned introduction, the new item “Support of DSAC” should be introduced into Table20 as follows.
	XX
	Support of DSAC
	24.008,  4.1.1.2
	Rel6
	DSAC is defined as a Rel-6 function in the core spec, but this function is allowed to be implemented in Rel-5 UEs
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