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Introduction

Action point AP#29.02 asked the RF group to look at the application of test tolerances to the test cases in sections 5-9 of 34.121.  This document shows the outcome of the review of test tolerance application for sections 5-7.  Application of test tolerances for sections 8 and 9 were not reviewed due to time constraints.  
Method

For each test, the test tolerance in Annex F.2 was compared against the test tolerances that were applied in each test case.  For test tolerances that were correctly applied, the test tolerance is higlighted green.  Incorrect application of test tolerances or open issues are highlighted in red or bold text.     
NOTE:  There was no review of the test tolerance quantities and how they were derived.  Simply the application of existing test tolerances was investigated.  

F.2.1
Transmitter

Table F.2.1: Test Tolerances for transmitter tests.

	Clause
	Test Tolerance

	5.2 Maximum Output Power
	0.7 dB 

	5.2A Maximum Output Power with HS-DPCCH
	0.7 dB

	5.3 Frequency error
	10 Hz 

	5.4.1 Open loop power control in uplink
	1.0 dB

	5.4.2 Inner loop power control in the uplink
	0.1 dB (1 dB and 0 dB range)

0.15 dB (2 dB range)

0.2 dB (3 dB range

0.3 dB (> 3 dB range))

	5.4.3 Minimum Output Power
	1.0 dB 

	5.4.4 Out-of-synchronisation handling of output power: 
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	0.4 dB Should table 5.4.4.1 reference table 5.4.4.3 instead of 5.4.4.2?

	5.4.4 Out-of-synchronisation handling of output power: transmit ON/OFF time
	0 ms 

	5.5.1 Transmit OFF power
	1.0 dB 

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	On power +0.7 dB / -1.0 dB  ( the value used for the bound of the on power is -10 or -13 dB (the tolerance on the open loop power estimate)
Off power TT 1.0 dB

	5.6 Change of TFC: power control step size
	0.3 dB

	5.7 Power setting in uplink compressed mode:-
UE output power
	See subset of 5.4.2

	5.7A HS-DPCCH
	0.1 dB (1 dB and 0 dB range)

0.15 dB (2 dB range)

0.2 dB (3 dB range)

0.3 dB (> 3 dB range)

	5.8 Occupied Bandwidth
	0 kHz 

	5.9 Spectrum emission mask 
	1.5 dB (0 dB for additional requirements for Band II)

	5.9A Spectrum emission mask with HS-DPCCH
	1.5 dB (0 dB for additional requirements for Band II, Band IV and Band V only)

	5.10 ACLR
	0.8 dB for ratio
0.0 dB for absolute power 

	5.10A ACLR with HS-DPCCH
	0.8 dB for ratio

0.0 dB for absolute power (- what does this apply to?  There is only a ratio requirement

	5.11 Spurious emissions
	0 dB

	5.12 Transmit Intermodulation
	0 dB

	5.13.1 Transmit modulation: EVM
	0%

	5.13.1A Transmit modulation: EVM with HS-DPCCH
	0%

	5.13.2 Transmit modulation: peak code domain error
	1.0 dB 

	5.13.3 UE phase discontinuity (EVM)
	0%

	5.13.3 UE phase discontinuity (Frequency error)
	10 Hz

	5.13.4 PRACH preamble quality (EVM)
	0%

	5.13.4 PRACH preamble quality (Frequency error)
	10 Hz


F.2.2
Receiver

Table F.2.2: Test Tolerances for receiver tests.

	Clause
	Test Tolerance

	6.2 Reference sensitivity level
	0.7 dB 

	6.3 Maximum input level:


	0.7 dB for Ior

	6.3A Maximum Input Level for HS-PDSCH Reception (16QAM)
	0.7 dB for Ior

	6.4 Adjacent channel selectivity


	0 dB 

	6.5 Blocking characteristics


	0 dB 

	6.6 Spurious Response
	0 dB 

	6.7 Intermodulation Characteristics


	0 dB 

	6.8 Spurious emissions
	0 dB 


F.2.3
Performance requirements

Table F.2.3: Test Tolerances for Performance Requirements.

	Clause
	Test Tolerance

	7.2 Demodulation in Static Propagation Condition
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.3 Demodulation of DCH in multipath Fading Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.4 Demodulation of DCH in Moving Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.5 Demodulation of DCH in Birth-Death Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.1 Demodulation of DCH in open loop Transmit diversity mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.1 Demodulation in inter-cell soft Handover conditions
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 1
	0 dB for Ior1, Ior2
0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 2
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.3 Combining of reliable TPC commands from radio links of different radio link sets
	Test parameters:

0 dB for 
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0 dB for 
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0 dB for 
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0 dB for DPCH_Ec1/Ior1

0 dB for DPCH_Ec2/Ior2

0 dB for DPCH_Ec3/Ior3

Test requirements:

0 dB for Test 1

0 dB for Test 2

	7.8.1 Power control in downlink constant BLER target
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.2, Power control in downlink initial convergence
	0.6 dB for measured DPCH_Ec/Ior power ratio values during T1 and T2

	7.8.3, Power control in downlink: wind up effects
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.9 Downlink compressed mode
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.10 Blind transport format detection Tests 1, 2, 3
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.10 Blind transport format detection Tests 4, 5, 6
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.11 Demodulation of paging channel (PCH)
	Test 1: 0.4 dB for 
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	Test 2: 0.7 dB for 
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	7.12 Detection of acquisition indicator (AI)
	0.4 dB for 
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  ( Ior/Ioc omitted from table 7.12.5. 
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