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	Reason for change:
(

	1) The downlink information per radio link list is already configured by RB setup message in the related test case.
2) The DPCCH_power_offset value specified in the Uplink DPCH Info is–6dB.

In cases where the IE is taken into account, this value will translate to a very high DPCCH Initial_Power at the UE maximum. This is a generic message used in many HSDPA tests. The IE value is not aligned with the value of -80dB used in other messages, and could have unexpected effects when used in future tests.


	
	

	Summary of change:
(

	1) Downlink information per radio link list is specified to be not present.
2) In the message contents of TRANSPORT CHANNEL RECONFIGURATION message for test cases with HSDPA, change the value of Default DPCCH Power Offset from -6dB to –80dB.


	
	

	Consequences if 
(

not approved:
	1) No effect, as information is redundant.
2) The IE value is not aligned with the value of -80dB used in other messages. This is a generic message used in many HSDPA tests, and could have unexpected and unintended effects on the initial UL power when used in future tests.
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Annex I (normative):
Default Message Contents

This Annex contains the default values of common messages, other than those described in TS 34.108 [3]. The messages are primarily concerning the RRM test cases in clause 8 and unless indicated otherwise in specific test cases, shall be transmitted and checked by the system simulator. In this Annex, decimal values are normally used. However, sometimes, a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

Contents of TRANSPORT CHANNEL RECONFIGURATION message for test cases with HSDPA in clauses 5.2A, 5.7A, 5.9A, 5.10A and 5.13.1A (Rel-5 and later releases).

	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	Not Present
	

	Ciphering mode info
	Not Present
	

	Activation time
	Not Present
	

	New U-RNTI
	Not Present
	

	New C-RNTI
	Not Present
	

	New H-RNTI
	‘1010 1010 1010 1010’
	

	RRC State indicator
	CELL_DCH
	

	UTRAN DRX cycle length coefficient
	Not Present
	

	CN information info
	Not Present
	

	URA identity
	Not Present
	

	Downlink counter synchronisation info
	Not Present
	

	UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE mode
	FDD
	

	         - TFC subset
	Not Present
	

	         - UL DCH TFCS
	
	

	          - CHOICE TFCI signalling
	Normal
	

	           - TFCI Field 1 information
	
	

	            - CHOICE TFCS representation
	Complete reconfiguration
	

	             - TFCS complete reconfigure information
	
	

	              - CHOICE CTFC Size
	Same as used in the call set up.
	

	               - CTFC information
	This IE is repeated for TFC numbers used in the call set up
	

	                - CTFC
	Same as used in the call set up.
	

	                - Power offset information
	
	

	                 - CHOICE Gain Factors
	Computed Gain Factors except for the reference TFC (CTFC = 1) when Signalled Gain Factors is used
	

	                   - Gain factor βc
	Value used in test (Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	

	                   - Gain factor βd
	Value used in test
(Not Present if the CHOICE Gain Factors is set to Computed Gain Factors)
	

	                  - Reference TFC ID
	0
	

	                 - CHOICE mode
	FDD
	

	                  - Power offset P p-m
	Not Present
	

	Added or Reconfigured UL TrCH information list
	Not Present
	

	CHOICE mode
	Not Present
	

	DL Transport channel information common for all transport channel
	Not Present
	

	Added or Reconfigured DL TrCH information list
	Not Present
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	Not Present
	

	CHOICE channel requirement
	Uplink DPCH info
	

	        - Uplink DPCH power control info
	
	

	         - CHOICE mode
	FDD
	

	          - DPCCH power offset
	-80dB
	

	          - PC Preamble
	1 frame
	

	          - SRB delay
	7 frames
	

	          - Power Control Algorithm
	Algorithm1 or as specified in the test
	

	          - TPC step size
	1dB
	

	         - ACK
	Value used in test
	

	         - NACK
	Value used in test
	

	         - Ack-Nack repetition factor
	3(required for continuous HS-DPCCH signal)
	

	        - CHOICE mode
	FDD
	

	         - Scrambling code type
	Long
	

	         - Scrambling code number
	0 (0 to 16777215)
	

	         - Number of DPDCH
	Not Present (1)
	

	         - spreading factor
	Reference to TS34.121 clause C.2.1 Parameter Set
	

	         - TFCI existence
	TRUE
	

	         - Number of FBI bit
	Not Present(0)
	

	         - Puncturing Limit
	1 
	

	CHOICE Mode
	Not present
	

	Downlink HS-PDSCH Information
	
	

	    - HS-SCCH Info
	Not Present
	

	    - Measurement Feedback Info
	
	

	        - CHOICE mode
	FDD
	

	            - POhsdsch
	6 dB
	

	            - CQI Feedback cycle, k
	4 ms
	

	            - CQI repetition factor
	2(required for continuous HS-DPCCH signal)
	

	            - CQI
	Value used in test
	

	    - CHOICE mode
	FDD (no data)
	

	Downlink information common for all radio links
	Not Present
	

	Downlink information per radio link list
	Not Present
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