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Introduction:
This document summarizes R5-061077, a CR that proposes to correct the DSAC (Domain Specific Access Control) test cases in TS34.123-1 clause 12 (GMM section) in order to keep consistency with the changes [1] in TS24.008 Rel-6 [2].
Proposed changes in R5-061077:

1. Correction of test case in sub clause 12.4.2.11
1.1 Update of the Conformance requirement, according to the change in the core specification 
The Conformance requirement should be updated as follows because the related description in the core specification has been changed.
12.4.2.11.2
Conformance requirement
If the PS or CS domain is barred because of domain specific access control, a GPRS MS operating in mode A or B in a network that operates in mode I shall act as if in network operation mode II or III (depending on whether a PCCCH is present in Gb-mode) and access to the barred domain shall be stopped entirely. If the MS detects that a domain is barred, this shall not trigger any MM or GMM specific procedure. 






If timer T3312 expires and both the PS and CS domain are barred, then a GPRS MS operating in mode A or B in a network that operates in mode I shall treat the expiry of T3312 when the GPRS MS detects that the PS or CS domain becomes unbarred, analogous to the descriptions for the cases when the timer expires out of coverage (see subclause 4.7.2.2).

A GPRS MS operating in mode A or B in a network that operates in mode I shall perform a combined routing area update procedure indicating "combined RA/LA updating with IMSI attach" (in order to establish the Gs association in the MSC/VLR) when the following conditions are fulfilled: 

-
the GPRS MS detects that the CS domain changes from barred to unbarred;

-
the PS domain is unbarred; and

-
for the last attempt to update the registration of the location area an MM specific procedure was performed (see subclause 4.7.5.2.1). 
1.2 Modification of the Method of test and the Test requirements
In relation to the above-mentioned modification, the Method of test and the Test requirements should be modified as follows because the UE performs a combined routing area update procedure with IMSI attach just after CS domain specific access class x is changed to “not barred”.
12.4.2.11.4
Method of test

Test procedure

A combined PS attach procedure is performed. The routing area is changed. The SS indicates that CS domain access class x is barred. A combined routing area updating procedure is not performed but a routing area updating procedure with RA updating is performed.

The SS indicates that CS domain specific access class x is not barred. A combined routing area updating procedure with IMSI attach is performed.

Expected Sequence

	20
	SS
	
	The access class x is not barred anymore.

	21
	
	Void
	

	22
	SS
	
	The SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".


12.4.2.11.5
Test requirements

At step15, when the SS indicates that PS domain specific access class x is barred, the UE shall:

-
perform the normal (non combined) routing area updating procedure.

At step23, when the SS indicates that PS domain specific access class x is not barred, the UE shall:

-
perform the combined routing area updating procedure with IMSI attach.
2. Correction of test case in sub clause 12.4.2.12 

2.1 Update of the Conformance requirement, according to the change in the core specification 

The Conformance requirement should be updated as follows because the related description in the core specification has been changed.

12.4.2.12.2
Conformance requirement
If the PS or CS domain is barred because of domain specific access control, a GPRS MS operating in mode A or B in a network that operates in mode I shall act as if in network operation mode II or III (depending on whether a PCCCH is present in Gb-mode) and access to the barred domain shall be stopped entirely. If the MS detects that a domain is barred, this shall not trigger any MM or GMM specific procedure. 





A GPRS MS operating in mode A or B in a network that operates in mode I shall perform a normal location updating procedure (in order to remove the Gs association in the MSC/VLR) when the following conditions are fulfilled:

-
the GPRS MS has camped on a cell where the PS domain is barred and the CS domain is unbarred; and

-
T3312 expires.

If the PS domain is barred and timer T3312 expires during an ongoing CS connection, then a GPRS MS operating in mode A or B in a network that operates in mode I shall treat the expiry of T3312 when the MM state MM-IDLE is entered, analogous to the descriptions for the cases when the timer expires out of coverage or in a cell that does not support GPRS (see subclause 4.7.2.2), or in a cell where the PS domain is barred.

A GPRS MS operating in mode A or B in a network that operates in mode I shall perform a combined routing area update procedure indicating "combined RA/LA updating with IMSI attach" (in order to establish the Gs association in the MSC/VLR) when the following conditions are fulfilled: 

-
the GPRS MS detects that the PS domain changes from barred to unbarred;

-
the CS domain is unbarred; and

-
for the last attempt to update the registration of the location area an MM specific procedure was performed (see subclause 4.7.5.2.1).

2.2 Modification of the Method of test and the Test requirements
In relation to the above-mentioned modification, the Method of test and the Test requirements should be modified as follows because the UE performs a combined routing area update procedure with IMSI attach just after  PS domain specific access class x is changed to “not barred”.
12.4.2.12.4
Method of test

Test procedure

A combined PS attach procedure is performed. The routing area is changed. The SS indicates PS domain specific access class x is barred. A routing area updating procedure is not performed but a normal location area updating procedure is performed.

The SS indicates that PS domain specific access class x is not barred. A combined routing area updating procedure with IMSI attach is performed.

Expected Sequence

	15
	SS
	
	The access class x is not barred anymore.

	16
	
	Void
	


	17
	
	Void
	

	18
	SS
	
	The SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".


12.4.2.12.5
Test requirements

At step14, when the SS indicates PS domain specific access class x is barred, the UE shall:

-
perform the normal location area updating procedure.

At step19, when the SS indicates PS domain specific access class x is not barred, the UE shall:

-
perform the combined routing area updating procedure with IMSI attach.
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