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8.6.1.1
Event triggered reporting in AWGN propagation conditions (R99)

8.6.1.1.1
Definition and applicability
In the event triggered reporting period the measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH.

………

………

………

<<START OF MODIFIED SECTION>>

8.6.1.1.4.2
Procedure

1.
The RF parameters are set up according to T1 in table 8.6.1.1.3, with cell 1 active.

2.
The UE is switched on.

3.
A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.3.

4.
SS shall transmit a MEASUREMENT CONTROL message.

5.
5 seconds after the completion of step 4, the SS shall switch the power settings from T1 to T2 in table 8.6.1.1.3.

6.
UE shall transmit a MEASUREMENT REPORT message triggered by event 1A. The measurement reporting delay from the beginning of T2 shall be less than 880 ms. If the UE fails to report the event within the required delay, then the counter event1A_failure is increased by one. If the reporting delay for this event is within the required limit, the counter event1A_success is increased by one.

7.
During the time period T2 the SS shall after  the Event 1A triggered measurement is reported send an Active Set Update command with activation time “start of T3” adding cell 2 to the active set. The Active Set Update message shall be sent to the UE so that the whole message is available at the UE the RRC procedure delay prior to the beginning of T3.

8.
After 6 seconds from the beginning of T2, the SS shall switch the power settings from T2 to T4 in table 8.6.1.1.3.

9.
UE shall transmit a MEASUREMENT REPORT message triggered by event 1B. The measurement reporting delay from the beginning of T4 shall be less than 280 ms. If the UE fails to report the event within the required delay, then the counter event1B_failure is increased by one. If the reporting delay for this event is within the required limit, the counter event1B_success is increased by one.

10.
After the SS receive the MEASUREMENT REPORT message in step 9) or 5 seconds after the beginning of T4, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

11.
Repeat steps 1-10 according to Annex F.6.2 Table 6.2.8. If one counter reaches the pass criterion, this counter is stopped and the remaining counters are continued. For the overall outcome of the test to be considered a pass, the counters for 1A events and for 1B events shall independen tly indicate a pass result. The test is stopped immeadiately and the test is considered to be a fail, if any counter reaches an early fail criterion.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:
<<END OF MODIFIED SECTION>>
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8.6.1.1A
Event triggered reporting in AWGN propagation conditions (Rel-4 and later)

8.6.1.1A.1
Definition and applicability
In the event triggered reporting period the measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH.

The requirements and this test apply to the Rel-4 and later FDD UE.

……..

……..

……..

<<START OF MODIFIED SECTION>>
8.6.1.1A.4.2
Procedure

1.
The RF parameters are set up according to T1 in table 8.6.1.1A.3.

2.
The UE is switched on.

3.
A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.3.

4.
SS shall transmit a MEASUREMENT CONTROL message.

5.
5 seconds after the completion of step 4, the SS shall switch the power settings from T1 to T2 in table 8.6.1.1A.3.

6.
UE shall transmit a MEASUREMENT REPORT message triggered by event 1A. The measurement reporting delay from the beginning of T2 shall be less than 880 ms. If the UE fails to report the event within the required delay, then the counter event1A_failure is increased by one. If the reporting delay for this event is within the required limit, the counter event1A_success is increased by one.

7.
After 5 seconds from the beginning of T2, the SS shall switch the power settings from T2 to T3 in table 8.6.1.1A.3.

8.
UE shall transmit a MEASUREMENT REPORT message triggered by event 1B. The measurement reporting delay from the beginning of T3 shall be less than 280 ms. If the UE fails to report the event within the required delay, then the counter event1B_failure is increased by one. If the reporting delay for this event is within the required limit, the counter event1B_success is increased by one.

9.
After the SS receive the MEASUREMENT REPORT message in step 8) or 5 seconds after the beginning of T3, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

10.
Repeat steps 1-9 according to Annex F.6.2 Table 6.2.8. If one counter reaches the pass criterion, this counter is stopped and the remaining counters are continued. For the overall outcome of the test to be considered a pass, the counters for 1A events and for 1B events shall independently indicate a pass result. The test is stopped immeadiately and the test is considered to be a fail, if any counter reaches an early fail criterion.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

<<END OF MODIFIED SECTION>>
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