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62249 Addition of 3.84 Mcps TDD MAC-hs transport block size selection to HS-DSCH MAC-hs Tests

Document : 34.123-1
FDD impact : heading in 7.1.5.6 altered to make clear FDD only. Also again made clear FDD only in definition and applicability section (7.1.5.6.1)

Main change : section 7.1.5.7 added which is a HCR TDD version of the MAC-hs transport block size test of 7.1.5.6

62250 Addition of combinations on DPCH and HS-PDSCH for interoperability radio bearer tests for 3.84 Mcps TDD

Document : 34.123-1

FDD impact : None.

Main change : section 14.10 added (note that sections 14.8 and 14.9 added by other R99 CRs) for interoperability radio bearer tests for combinations on DPCH+HS-DSCH for HCR TDD.

62253 Addition of HSDPA cases to radio bearer setup and radio bearer release in section 9.1.2

Document : 34.108

FDD impact : None
Main change : Radio bearer setup and release messages in section 9.1.2 upgraded to include HSDPA cases for HCR TDD.

62254 Addition of test: Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, serving HS-DSCH cell change) for 3.84 Mcps TDD

Document : 34.123-1

FDD impact : None.

Main change : New section 8.2.6.48a added in RRC tests cases for HSDPA for HCR TDD. Note new section added for this case rather than modification of current FDD test because heading needs changing since compressed mode not appropriate for HCR TDD.

62255 Addition of TFRC test points for HS-DSCH radio bearer testing in 3.84 Mcps

Document : 34.123-1
FDD impact : None.

Main change : Four new sections 14.1.3.7, 14.1.3.8, 14.1.3.9 and 14.1.3.10 are added

14.1.3.7 defines the parameters associated with each HS-DSCH UE category. Note that this is a mirror of the FDD case which is in section 14.1.3.1

14.1.3.8 defines the method for selecting TFRC tests points. Note this is a mirror of the FDD case which is in section 14.1.3.2.

14.1.3.9 and 14.1.3.10 define the TFRC test points themselves. . Note this is a mirror of the FDD case which is in sections 14.1.3.3 and 14.1.3.4

 62258 Update of test: Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised. Serving HS-DSCH cell change): Failure (Physical channel failure and reversion to old channel) to include 3.84 Mcps TDD
Document : 34.123-1

FDD impact : In applicability TDD is added. New messages are added in section 8.2.6.46.4 and the existing messages are made clear that these are FDD only.

Main change : Section 8.2.6.46 is updated to include 3.84Mcps TDD

62259 Update of test: Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving HS-DSCH cell change) to include 3.84 Mcps TDD

Document : 34.123-1
FDD impact : In applicability TDD is added. New messages are added for HCR TDD and the existing messages are made clear that these are FDD only. Also in the conformance requirement 1>
the UE has a stored IE "HARQ info"; is moved to section referring to all technologies (as currently the case in 25.331). Some clauses are made clear that they are FDD applicable only.

Main change : Section 8.2.6.42 is updated to include 3.84Mcps TDD
62260 Update of test: Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success (Start of HS-DSCH reception with frequency modification) to include 3.84Mcps TDD

Document : 34.123-1

FDD impact : In applicability TDD is added. New messages are added for HCR TDD and the existing messages are made clear that these are FDD only. Also in the conformance requirement 1>
the UE has a stored IE "HARQ info"; is moved to section referring to all technologies (as currently the case in 25.331). Some clauses are made clear that they are FDD applicable only.

Main change : Section 8.2.1.32 is updated to include 3.84 Mcps TDD

62261 Update of test: Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success (Start of HS-DSCH reception) to include 3.84Mcps TDD

Document : 34.123-1

FDD impact : : In applicability TDD is added. New messages are added for HCR TDD and the existing messages are made clear that these are FDD only. Some clauses are made clear that they are FDD/LCR TDD applicable only.

Main change : Section 8.2.1.31 is updated to include 3.84Mcps TDD

62262 Update of test: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of HS-DSCH reception) to include 3.84 Mcps TDD

Document : 34.123-1

FDD impact : In applicability TDD is added. New messages are added for HCR TDD and the existing messages are made clear that these are FDD only. Also in the conformance requirement 1>
the UE has a stored IE "HARQ info"; is moved to section referring to all technologies (as currently the case in 25.331). Some clauses are made clear that they are FDD/LCR TDD applicable only.

Main change : Section 8.2.2.36 is updated to include 3.84Mcps TDD

62263 Update of test: Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH and from CELL_FACH to CELL_DCH: Success (start and stop of HS-DSCH reception) to include 3.84 Mcps TDD

Document : 34.123-1

FDD impact : In applicability TDD is added. New messages are added for HCR TDD and the existing messages are made clear that these are FDD only. Also in the conformance requirement 1>
the UE has a stored IE "HARQ info"; is moved to section referring to all technologies (as currently the case in 25.331). Some clauses are made clear that they are FDD/LCR TDD applicable only.

Main change : Section 8.2.2.37 is updated to include 3.84Mcps TDD

62265 Introduction of protocol tests for 3.84 Mcps TDD HS-DSCH for Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (stop of HS-DSCH reception)
Document : 34.123-1
FDD impact : In applicability TDD is added. New messages are added for HCR TDD and the existing messages are made clear that these are FDD only. Some clauses are made clear that they are FDD/LCR TDD applicable only.
Main change : Section 8.2.3.30 is updated to include 3.84Mcps TDD

