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Introduction
This document provides a summary of HSDPA CRs for LCR TDD to be presented in RAN5 meeting #32. 

This summary will be presented in agenda item 6.3.2. The companies interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.

 TS 34.123-1

	R5-062073
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.1.30
	ZTE, CATT/CCSA

	R5-062074
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.39
	ZTE, CATT/CCSA

	R5-062075
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.42
	ZTE, CATT/CCSA

	R5-062076
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.3.32
	ZTE, CATT/CCSA

	
	
	

	R5-062288
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.6.39a
	ZTE, CATT/CCSA

	R5-062078
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.33
	ZTE, CATT/CCSA

	R5-062079
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.34
	ZTE, CATT/CCSA

	R5-062080
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.36
	ZTE, CATT/CCSA

	R5-062081
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.37
	ZTE, CATT/CCSA

	R5-062110
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.1.29
	CATT/CCSA, ZTE, RITT

	R5-062111
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.1.32
	RITT, CATT/CCSA, ZTE

	R5-062112
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.2.40
	CATT/CCSA, ZTE, RITT

	R5-062113
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.3.33
	RITT, CATT/CCSA, ZTE

	R5-062114
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.3.34
	RITT, CATT/CCSA, ZTE

	R5-062115
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.4.36
	CATT/CCSA, ZTE, RITT

	R5-062116
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.42
	CATT/CCSA, ZTE, RITT

	R5-062117
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.46
	CATT/CCSA, ZTE, RITT

	R5-062118
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.49
	CATT/CCSA, ZTE, RITT

	R5-062119
	CR to 34.123-1: Contents addition for LCR TDD in 8.3.11.9, 8.3.11.10 and 8.3.7.14
	CATT/CCSA, ZTE, RITT

	R5-062120
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.6.39b
	CATT/CCSA, ZTE, RITT

	R5-062121
	CR to 34.123-1: New test case addition of 8.2.6.40a to LCR TDD
	CATT/CCSA, ZTE, RITT


TS 34-123-2

	R5-062122
	ICS parameter addition for the new test cese of 8.2.6.40a for LCR TDD HSDPA
	CATT/CCSA, ZTE, RITT


TS 34.108
	R5-062123
	CR to 34.108: Correction the contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)
	CATT/CCSA, ZTE, RITT


Contents
TS 34.123-1
	R5-062073
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.1.30
	ZTE, CATT/CCSA


Reason for change:
[1] There is no description for LCR TDD;

[2] There is no message of RADIO BEARER SETUP for LCR TDD in step 1 in the Specific Message Contents.
Summary of change:
[1] To add LCR TDD description according to the core spec;

[2] To add the message of RADIO BEARER SETUP for LCR TDD in step 1 in the Specific Message Contents.
	R5-062074
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.39
	ZTE, CATT/CCSA


Reason for change:
[1] There is no description for LCR TDD;

[2] There is no message of RADIO BEARER RECONFIGURATION for LCR TDD in step 1 and 3 in the Specific Message Contents.

[3] There is no downlink power setting for LCR TDD in Table 8.2.2.39.

Summary of change:
[1] To add LCR TDD description according to the core spec;

[2] To add the message of RADIO BEARER RECONFIGURATION for LCR TDD in step 1 and 3 in the Specific Message Contents;

[3] To add downlink power setting for LCR TDD inTable 8.2.2.39.
	R5-062075
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.42
	ZTE, CATT/CCSA


Reason for change:
[1] There is no description for LCR TDD;

[2] There is no message of RADIO BEARER RECONFIGURATION for LCR TDD in step 3 and 5 in the Specific Message Contents.

[3] There is no downlink power setting for LCR TDD in Table 8.2.2.42.

Summary of change:

[1] To add LCR TDD description according to the core spec;

[2] To add the message of RADIO BEARER RECONFIGURATION for LCR TDD in step 3 and 5 in the Specific Message Contents;

[3] To add downlink power setting for LCR TDD inTable 8.2.2.42.
	R5-062076
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.3.32
	ZTE, CATT/CCSA


Reason for change:
[1] There is no description for LCR TDD;

[2] There is no message of RADIO BEARER RELEASE for LCR TDD in step 3 in the Specific Message Contents.

Summary of change:

[1] To add LCR TDD description according to the core spec;

[2] To add the message of RADIO BEARER RELEASE for LCR TDD in step 3 in the Specific Message Contents.
	R5-062288
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.6.39a
	ZTE, CATT/CCSA


Reason for change:
The test case “Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change without MAC-hs reset)” is empty in LCR TDD. The purpose of this CR is to integrate the LCR TDD part into the section 8.2.6.39a in 34.123-1.

Summary of change:

The ACTIVE SET UPDATE is only used for soft handover in FDD, so the test procedure is different between FDD and TDD. Delete the ACTIVE SET UPDATE procedure in test case for TDD.
	R5-062078
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.33
	ZTE, CATT/CCSA


Reason for change:
[1] There is no description for LCR TDD;

[2] There is no message of PHYSICAL CHALNNEL RECONFIGURATION and CELL UPDATE CONFIRM for LCR TDD in step 2 and 8 in the Specific Message Contents.

[3] There is no downlink power setting for LCR TDD in Table 8.3.1.33.

Summary of change:

[1] To add LCR TDD description according to the core spec;

[2] To add the message of PHYSICAL CHALNNEL RECONFIGURATION and CELL UPDATE CONFIRM for LCR TDD in step 2 and 8 in the Specific Message Contents;

[3] To add downlink power setting for LCR TDD inTable 8.3.1.33.

	R5-062079
	CR to 34.123-1: Contents Addition for LCR TDD in 8.3.1.34
	ZTE, CATT/CCSA


Reason for change:
There is no message of RADIO BEARER SETUP and CELL UPDATE CONFIRM for LCR TDD in step 0 and 4 in the Specific Message Contents.
Summary of change:

To add the message of RADIO BEARER SETUP and CELL UPDATE CONFIRM for LCR TDD in step 0 and 4 in the Specific Message Contents.

	R5-062080
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.36
	ZTE, CATT/CCSA


Reason for change:
[1] There is no description for LCR TDD;

[2] There is no message of CELL UPDATE CONFIRM for LCR TDD in step 4 in the Specific Message Contents.

Summary of change:

[1] To add LCR TDD description according to the core spec;

[2] To add the message of CELL UPDATE CONFIRM for LCR TDD in step 4 in the Specific Message Contents.

	R5-062081
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.2.37
	ZTE, CATT/CCSA


Reason for change:
[1] There is no description for LCR TDD;

[2] There is no message of RADIO BEARER SETUP and CELL UPDATE CONFIRM for LCR TDD in step 0 and 4 in the Specific Message Contents.

Summary of change:

[1] To add LCR TDD description according to the core spec;

[2] To add the message of RADIO BEARER SETUP and CELL UPDATE CONFIRM for LCR TDD in step 0 and 4 in the Specific Message Contents.

	R5-062110
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.1.29
	CATT/CCSA, ZTE, RITT


Reason for change:
[1] There is no massage of RADIO BEARER SETUP in step 1 for LCR TDD in the Specific Message Contents.

[2] There is no description for LCR TDD in Conformance requirement.

Summary of change:

[1] To add the massage of RADIO BEARER SETUP in step 1 for LCR TDD in the Specific Message Contents.

[2] To add the description for LCR TDD in Conformance requirement.

	R5-062111
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.1.32
	RITT, CATT/CCSA, ZTE


Reason for change:
Some contents in RADIO BEARER SETUP (Step 1) 1.28 Mcps TDD are not correct.
Summary of change:

To change some IEs in  RADIO BEARER SETUP (Step 1) 1.28 Mcps TDD.
	R5-062112
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.2.40
	CATT/CCSA, ZTE, RITT


Reason for change:
[1] There is no massage of RADIO BEARER RECONFIGURATION for LCR TDD in step 2 and step 4 in the Specific Message Contents.

[2] There is no downlink power setting in Table 8.2.2.40 for LCR TDD.

Summary of change:

[1] To add the of massage of RADIO BEARER RECONFIGURATION for LCR TDD in step 2 and step 4 in the Specific Message Contents.

[2] To add the downlink power setting in Table 8.2.2.40 for LCR TDD.

	R5-062113
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.3.33
	RITT, CATT/CCSA, ZTE


Reason for change:
There is no massage of RADIO BEARER RELEASE in step 2 for LCR TDD in the Specific Message Contents.
Summary of change:

To add the massage of RADIO BEARER RELEASE in step 2 for LCR TDD in the Specific Message Contents.
	R5-062114
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.3.34
	RITT, CATT/CCSA, ZTE


Reason for change:
[1] There is no massage of RADIO BEARER RELEASE for LCR TDD in step 2 in the Specific Message Contents.

[2] There is no downlink power setting for LCR TDD inTable 8.2.3.34.

Summary of change:

[1] To add the of massage of RADIO BEARER RELEASE for LCR TDD in step 2 in the Specific Message Contents.

[2] Toadd downlink power setting for LCR TDD inTable 8.2.3.34.

	R5-062115
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.4.36
	CATT/CCSA, ZTE, RITT


Reason for change:
[1] There is no description for LCR TDD in Conformance requirement, Test Procedure and Expected sequence.

[2] There is no massage of RADIO BEARER SETUP in step 0 and TRANSPORT CHANNEL RECONFIGURATION in step 1,3,5,7 for LCR TDD in the Specific Message Contents.

Summary of change:

[1] To add the description for LCR TDD in Conformance requirement, Test Procedure and Expected sequence.

[2] Toadd the massage of RADIO BEARER SETUP in step 0 and TRANSPORT CHANNEL RECONFIGURATION in step 1,3,5,7 for LCR TDD in the Specific Message Contents.

	R5-062116
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.42
	CATT/CCSA, ZTE, RITT


Reason for change:
[1] There is no massage of PHYSICAL CHANNEL RECONFIGURATION in step 1 for LCR TDD in the Specific Message Contents.

[2] There is no description for LCR TDD in Conformance requirement.

Summary of change:

1] To add the of massage of PHYSICAL CHANNEL RECONFIGURATION in step 1 for LCR TDD in the Specific Message Contents.

[2] To add the description for LCR TDD in Conformance requirement.

	R5-062117
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.46
	CATT/CCSA, ZTE, RITT


Reason for change:
There is no massage of PHYSICAL CHANNEL RECONFIGURATION in step 1 for LCR TDD in the Specific Message Contents.
Summary of change:

To add the of massage of PHYSICAL CHANNEL RECONFIGURATION in step 1 for LCR TDD in the Specific Message Contents.
	R5-062118
	CR to 34.123-1: Addition of LCR TDD contents to testcase 8.2.6.49
	CATT/CCSA, ZTE, RITT


Reason for change:
There is no TDD option in  Definition and applicability.
Summary of change:

To add TDD option in  Definition and applicability.
	R5-062119
	CR to 34.123-1: Contents addition for LCR TDD in 8.3.11.9, 8.3.11.10 and 8.3.7.14
	CATT/CCSA, ZTE, RITT


Reason for change:
There is no TDD option in Definition and applicability.
Summary of change:

To add TDD option in Definition and applicability.
	R5-062120
	CR to 34.123-1: Contents Addition for LCR TDD in 8.2.6.39b
	CATT/CCSA, ZTE, RITT


Reason for change:
[1] There is no description for LCR TDD in Conformance requirement, Test Procedure and Expected sequence.

[2] There is no massage of MEASUREMENT CONTROL in Step 5, MEASUREMENT REPORT in Step 5a, MEASUREMENT REPORT in Step 7 and PHYSICAL CHANNEL RECONFIGURATION in Step 8 for LCR TDD in the Specific Message Contents.

Summary of change:

[1] To add the description for LCR TDD in Conformance requirement, Test Procedure and Expected sequence.

[2] To add the massage of MEASUREMENT CONTROL in Step 5, MEASUREMENT REPORT in Step 5a, MEASUREMENT REPORT in Step 7 and PHYSICAL CHANNEL RECONFIGURATION in Step 8 for LCR TDD in the Specific Message Contents.

	R5-062121
	CR to 34.123-1: New test case addition of 8.2.6.40a to LCR TDD
	CATT/CCSA, ZTE, RITT


Reason for change:
There isn’t testcase to test that the UE changes HS-DSCH specific HS-SCCH configuration according to the received PHYSICAL CHANNEL RECONFIGURATION message for LCR TDD.
Summary of change:

To add testcase 8.2.6.40a to test that UE changes HS-DSCH specific HS-SCCH configuration according to the received PHYSICAL CHANNEL RECONFIGURATION message for LCR TDD.
34.123-2

	R5-062122
	ICS parameter addition for the new test cese of 8.2.6.40a for LCR TDD HSDPA
	CATT/CCSA, ZTE, RITT


Reason for change:
Some changes needed for 34.123-2 table 1 related to the addition of the new test cese of 8.2.6.40a in 34.123-1 for LCR TDD HSDPA test.
Summary of change:

To change some contents in table 1 for LCR TDD HSDPA
34.108

	R5-062123
	CR to 34.108: Correction the contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)
	CATT/CCSA, ZTE, RITT


Reason for change:
IE” HS-PDSCH Midamble Configuration” is absent in current RADIO BEARER SETUP message for LCR TDD.
Summary of change:

To add the IE ” HS-PDSCH Midamble Configuration” in RADIO BEARER SETUP message for LCR TDD.
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