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<Start of first modified section>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AAAA


Address (IP v6)

AKA


Authentication and Key Agreement

AKAv1-MD5


Authentication and Key Agreement version 1- Message-Digest 5
DUID


DHCP Unique Identifier
EF


Elementary File
FQDN


Fully Qualified Domain Name

HMAC-MD5-96


Hashing for Message Authentication Code - Message-Digest 5 – 96 (bits)
HMAC-SHA-1-96
Hashing for Message Authentication Code - Secure Hash Algorithm 1 - 96 (bits)
ICS


Implementation Conformance Statement
IN


INternet

IPsec


IP Security

IXIT


Implementation eXtra Information for Testing

MIME


Multi purpose Internet Mail Extensions
MF


Master File
NAPTR


Naming Authority Pointer

P-CSCF


Proxy – Call Session Control Function
RTCP


Real Time Transport Control Protocol

SIGComp


SIGnalling Compression

SRV


SeRVice

SS


System Simulator
<End of first modified section>
<Start of second modified section>
Annex E:
Test ISIM Parameters

E.1 Introduction

This annex defines the default parameters to be programmed into the elementary files of the ISIM application.
Access conditions, data items and coding for the EFs for IMS session are defined in clause 4 of 3GPP TS 31.103 [31.103].

The parameters to be programmed into the elementary files for the USIM application are defined in clause 8.3 of 3GPP TS 34.108 [34.108].
E.2 Definitions

"Test ISIM card":

A ISIM card supporting the test algorithm for authentication defined in clause 8.1.2 of [34.108], programmed with the parameters defined in this annex and clause 8 of 3GPP TS 34.108 [34.108].

E.3 Default settings for the Elementary Files (EFs)

The format and coding of elementary files of the ISIM are defined in 3GPP TS 31.101 [31.101] and 3GPP TS 31.103 [31.103].
This annex defines the default parameters to be programmed into each elementary file of the ISIM.
If EFs have an unassigned value, it may not be clear from the main text what this value should be. This annex suggests values in these cases.

E.3.1 Contents of the EFs at the MF level
The.contents of the EFs at the MF level is defined in clause 8.3.1 in 3GPP TS 34.108 [34.108].
E.3.2 Contents of files at the ISIM ADF (Application DF) level

E.3.2.1 EFIMPI (IMS private user identity)
The programming of this EF is a test house option.

E.3.2.2 EFDOMAIN (Home Network Domain Name)
The programming of this EF is a test house option.

E.3.2.3 EFIMPU (IMS public user identity)
The programming of this EF is a test house option.
EFAD (Administrative Data)

This EF is programmed as defined in clause 8.3.2.18 in 3GPP TS 34.108 [34.108].

EFARR (Access Rule Reference)

The programming of this EF is a test house option.
<End of second modified section>
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