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Introduction
This document provides a summary of CRs for LCR TDD to be presented in RAN5 meeting #33. 

This summary will be presented in agenda item 6.5.2, 6.5.3.3 and 6.5.4. The companies interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.

 TS 34.123-1

	R5-063293
	CR to 34.123-1: Correction test requirement for LCR TDD in 8.1.1.4, 8.1.1.5, 8.1.1.6.
	CATT/CCSA

	R5-063273
	Corrections to RRC test case 8.4.1.8A
	CATT/CCSA


TS 34-123-2

	R5-063101
	CR to 34.123-2: Some Changes of Table 1 related to 34.123-1 for LCR TDD
	CATT/CCSA


TS 34.108
	R5-063294
	Correction the Default System Information Block type6 Messages in 6.1.0b
	CATT/CCSA


Contents
TS 34.123-1
	R5-063293
	CR to 34.123-1: Correction test requirement for LCR TDD in 8.1.1.4, 8.1.1.5, 8.1.1.6.
	CATT/CCSA


Reason for change:
Test requirement in 8.1.1.4, 8.1.1.5, 8.1.1.6 doesn’t include description for LCR TDD.
Summary of change:
To add "Available SYNC_UL codes indices "(1.28 Mcps TDD) in 8.1.1.4, 8.1.1.5, 8.1.1.6
	R5-063273
	Corrections to RRC test case 8.4.1.8A
	CATT/CCSA


Reason for change:
1. Conformance requirement is outdated.

2. Wrong clause of TS25.331 is referenced.

3. Part of the test purposes is no longer valid.
4. This test is not applicable to CS domain.

5. The test purpose can be achieved with just two cells.

6. Specific Message contents of SIB 12, IE value of ‘FACH Measurement occasion cycle length coefficient’ as 2 is not consistent with TTI of 10 ms on FACH.

Summary of change:
1. Conformance requirement is updated.

2. TS25.331 clause 8.4.1.3 is removed.
3. Test purpose 1 is removed.

4. Made test case applicable only to PS domain.
5. Cell 4 is removed and all references to cell 4 removed accordingly.
6. Specific Message contents of SIB 12, IE value of ‘FACH Measurement occasion cycle length coefficient’ changed from 2 to 3
34.123-2

	R5-063101
	CR to 34.123-2: Some Changes of Table 1 related to 34.123-1 for LCR TDD
	CATT/CCSA


Reason for change:
Some changes needed for 34.123-2 table 1 related to changes in 34.123-1 for LCR TDD HSDPA test
Summary of change:

To change some contents in table 1 for LCR TDD HSDPA
34.108

	R5-063294
	Correction the Default System Information Block type6 Messages in 6.1.0b
	CATT/CCSA


Reason for change:
In Default System Information Block type6 Messages, some IE should be not present.
Summary of change:

Correct the contents of System Information Block type6.
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