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<BEGIN OF MODIFIED SECTION>

8.2.2.46
Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start and stop of E-DCH transmission)

<Text skipped>

Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 2)

Use the same message as specified for "Packet to CELL_DCH from CELL_DCH in PS" in 34.108, except for the following.

	Information Element
	Value/remark

	New H-RNTI
	'0101 0101 0101 0101'

	RB information to reconfigure list
	

	       - RB information to reconfigure
	(high-speed AM DTCH)

	        - RB identity
	25

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - CHOICE SDU discard mode
	No Discard

	             - MAX_DAT
	15

	           - Transmission window size
	128

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	100

	            - Timer_poll
	100

	            - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Windows
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	768

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	100

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	          - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	Same as the set defined for RB25 in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A9.

	        - RB stop/continue
	Not Present

	Deleted UL TrCH information
	

	        - Uplink transport channel type
	E-DCH

	        - E-DCH MAC-d flow identity
	2

	DL Transport channel information common for all transport channel
	Not Present

	Added or Reconfigured DL TrCH information
	Not Present

	Frequency info
	

	
- UARFCN uplink(Nu)
	 Not present

Absence of this IE is equivalent to applying the default duplex distance defined for the operating frequency according to 3GPP TS 25.101 [21]

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	            - Timing indication
	Initialise

	            - CFN-targetSFN frame offset
	0

	            - Downlink DPCH power control information
	Not Present

	            - Downlink rate matching restriction information
	Not Present

	            - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - Fixed or flexible position
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set 

	        - DPCH compressed mode info
	Not present

	         - TX Diversity mode
	Not Present

	         - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512

	        - MAC-hs reset indicator
	TRUE 

	Downlink information per radio link list
	1 radio link

	      Downlink information for each radio link
	

	         - CHOICE mode
	FDD

	           - Primary CPICH info
	Set to the scrambling code for cell 6

	           - Cell ID
	Not present

	         - Serving HS-DSCH radio link indicator
	TRUE

	         - Serving E-DCH radio link indicator
	FALSE

	         - Downlink DPCH info for each RL
	

	                - CHOICE mode
	FDD

	                   - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	                   - DPCH frame offset
	Set to value of DPCH Frame Offset modulo 38400

	                   - Secondary CPICH info
	Not present

	                   - DL channelisation code
	Reference to TS34.108 clause 6.10 Parameter Set

	                      - Secondary scrambling code
	2

	                      - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	                      - Code number
	Any value between 0 and Spreading factor-1 

	                      - Scrambling code change
	Not Present

	                      - TPC combination index
	0

	                      - Closed loop timing adjustment mode
	Not present


RADIO BEARER RECONFIGURATION (Step 5)

Use the same message as specified for "Packet to CELL_DCH from CELL_DCH in PS" in 34.108 except for the following:
	Information Element
	Value/remark

	New H-RNTI
	'1010 1010 1010 1010'

	New Primary E-RNTI
	'1010 1010 1010 1010'

	RB information to reconfigure list
	

	       - RB information to reconfigure
	(high-speed AM DTCH)

	        - RB identity
	25

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - CHOICE SDU discard mode
	No Discard

	             - MAX_DAT
	15

	           - Transmission window size
	256

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	100

	            - Timer_poll
	100

	            - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Windows
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	768

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	100

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	          - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	Same as the set defined for RB25 in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A12.

	        - RB stop/continue
	Not Present

	UL Transport channel information common for all transport channels
	Same as defined in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A12.

	Added or Reconfigured UL TrCH information


	To achieve the  same set as defined in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A12:

1 E-DCH added, 1 DCH reconfigured.

	        - Uplink transport channel type
	E-DCH

	        - CHOICE UL parameters
	E-DCH

	          - E-DCH Transmission Time Interval
	10 ms

	          - HARQ info for E-DCH
	

	            - HARQ RV Configuration
	rvtable

	          - Added or reconfigured E-DCH MAC-d flow
	

	            - E-DCH MAC-d flow identity
	2

	            - E-DCH MAC-d flow power offset
	0

	            - E-DCH MAC-d flow maximum number of retransmissions
	7

	            - E-DCH MAC-d flow multiplexing list
	Not Present

	            - CHOICE transmission grant type
	Scheduled grant info

	        - Uplink transport channel type
	DCH

	        - UL Transport channel identity
	1

	        - TFS
	

	         - CHOICE Transport channel type
	Dedicated transport channels

	         - Dynamic Transport format information
	

	          - RLC Size
	Reference to TS34.108 clause 6.10 Parameter Set

	          - Number of TBs and TTI List
	(This IE is repeated for TFI number.)

	           - Transmission Time Interval
	Not Present

	           - Number of Transport blocks
	Reference to TS34.108 clause 6.10 Parameter Set

	          - CHOICE Logical channel list
	All

	         - Semi-static Transport Format information
	

	          - Transmission time interval
	Reference to TS34.108 clause 6.10 Parameter Set

	          - Type of channel coding
	Reference to TS34.108 clause 6.10 Parameter Set

	          - Coding Rate
	Reference to TS34.108 clause 6.10 Parameter Set

	          - Rate matching attribute
	Reference to TS34.108 clause 6.10 Parameter Set

	          - CRC size
	Reference to TS34.108 clause 6.10 Parameter Set

	DL Transport channel information common for all transport channel
	Not Present

	Added or Reconfigured DL TrCH information
	Not Present

	Frequency info
	

	
- UARFCN uplink(Nu)
	 Not present

Absence of this IE is equivalent to applying the default duplex distance defined for the operating frequency according to 3GPP TS 25.101 [21]

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 1

	Uplink DPCH info
	Same as defined in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A12 but without HARQ information which is already stored in the UE

	        - Uplink DPCH power control info
	

	          - DPCCH power offset
	-40 (-80dB)

	          - PC Preamble
	1 frame

	          - SRB delay
	7 frames

	          - Power Control Algorithm
	Algorithm1

	          - TPC step size
	0 (1dB)

	          - ACK
	Not Present

	          - NACK
	Not Present

	          - Ack-Nack repetition factor
	Not Present

	          - HARQ_preamble_mode
	0

	        - Scrambling code type
	Long

	        - Scrambling code number
	0 (0 to 16777215)

	        - Number of DPDCH
	Not Present(1)

	          - spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set

	        - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set

	        - Number of FBI bit
	Reference to TS34.108 clause 6.10 Parameter Set

	        - Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	            - Timing indication
	Initialise

	            - CFN-targetSFN frame offset
	0

	            - Downlink DPCH power control information
	Not Present

	            - Downlink rate matching restriction information
	Not Present

	            - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - Fixed or flexible position
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set 

	            - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set 

	        - DPCH compressed mode info
	Not present

	         - TX Diversity mode
	Not Present

	         - SSDT information
	Not Present

	         - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512

	        - MAC-hs reset indicator
	TRUE 

	Downlink information per radio link list
	1 radio link

	      Downlink information for each radio link
	

	         - CHOICE mode
	FDD

	           - Primary CPICH info
	Set to the scrambling code for cell 1

	           - Cell ID
	Not present

	         - Serving HS-DSCH radio link indicator
	TRUE

	         - Serving E-DCH radio link indicator
	TRUE

	         - Downlink DPCH info for each RL
	

	                - CHOICE mode
	FDD

	                   - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	                   - DPCH frame offset
	Set to value of DPCH Frame Offset modulo 38400

	                   - Secondary CPICH info
	Not present

	                   - DL channelisation code
	Reference to TS34.108 clause 6.10 Parameter Set

	                      - Secondary scrambling code
	2

	                      - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	                      - Code number
	Any value between 0 and Spreading factor-1 

	                      - Scrambling code change
	Not Present

	                      - TPC combination index
	0

	                      - SSDT cell identity
	Not present

	                      - Closed loop timing adjustment mode
	Not present

	         - E-AGCH Info
	

	           - E-AGCH Channelisation Code
	10

	         - CHOICE E-HICH Information
	

	           - E-HICH Information
	

	             - Channelisation code
	4

	             - Signature sequence
	1

	         - CHOICE E-RGCH Information
	

	           - E-RGCH Information
	

	             - Signature Sequence
	0

	             - RG combination index
	0


<BEGIN OF MODIFIED SECTION>

8.2.2.48
Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Start and stop of E-DCH transmission)

<Text skipped>

RADIO BEARER RECONFIGURATION (Step 4)

Use the same message as specified for "Packet to CELL_DCH from CELL_DCH in PS" in 34.108 except for the following:
	Information Element
	Value/remark

	New H –RNTI
	‘1010 1010 1010 1010’

	New Primary E –RNTI
	‘1010 1010 1010 1010’

	New Secondary E-RNTI
	Not Present

	RB information to reconfigure list
	

	       - RB information to reconfigure
	(high-speed AM DTCH)

	        - RB identity
	25

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - CHOICE SDU discard mode
	No Discard

	             - MAX_DAT
	15

	           - Transmission window size
	256

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	100

	            - Timer_poll
	100

	            - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Windows
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	768

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	100

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	          - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	UL Transport channel information common for all transport channels
	Same as defined in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A12

	Deleted UL TrCH information
	

	       - CHOICE UL TrCH identity
	DCH-USCH

	          - UL TrCH type
	DCH

	          - UL TrCH identity
	1

	Added or Reconfigured UL TrCH information
	1 E-DCH added


	        - Uplink transport channel type
	E-DCH

	        - CHOICE UL parameters
	E-DCH

	          - E-DCH Transmission Time Interval
	10 ms

	          - HARQ info for E-DCH
	

	            - HARQ RV Configuration
	rvtable

	          - Added or reconfigured E-DCH MAC-d flow
	

	            - E-DCH MAC-d flow identity
	2

	            - E-DCH MAC-d flow power offset
	0

	            - E-DCH MAC-d flow maximum number of retransmissions
	7

	            - E-DCH MAC-d flow multiplexing list
	Not Present

	            - CHOICE transmission grant type
	Scheduled grant info

	DL Transport channel information common for all transport channel
	Same as defined in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A12

	Deleted DL TrCH  information
	

	   - CHOICE DL TrCH type
	DCH

	      - DL Transport channel identity
	6

	Added or Reconfigured DL TrCH information
	

	- Downlink transport channel type
	HS-DSCH

	- DL Transport channel identity
	Not Present

	- CHOICE DL parameters
	HS-DSCH

	   - HARQ Info
	Not Present

	   - Added or reconfigured MAC-d flow
	

	            - MAC-hs queue to add or reconfigure list
	

	                - MAC-hs queue Id
	0

	                - MAC-d Flow Identity
	0

	                - T1
	50

	                - MAC-hs window size
	16

	                - MAC-d PDU size Info
	

	                    - MAC-d PDU size
	336

	                    - MAC-d PDU size index
	0

	            - MAC-hs queue to delete list
	Not Present

	    - DCH quality target
	Not Present

	Uplink DPCH info
	Same as defined in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A12 but without HARQ information which is already stored in the UE

	        - Uplink DPCH power control info
	

	          - DPCCH power offset
	-40 (-80dB)

	          - PC Preamble
	1 frame

	          - SRB delay
	7 frames

	          - Power Control Algorithm
	Algorithm1

	          - TPC step size
	0 (1dB)

	          - ACK
	Not Present

	          - NACK
	Not Present

	          - Ack-Nack repetition factor
	Not Present

	          - HARQ_preamble_mode
	0

	        - Scrambling code type
	Long

	        - Scrambling code number
	0 (0 to 16777215)

	        - Number of DPDCH
	Not Present(1)

	          - spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set

	        - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set

	        - Number of FBI bit
	Reference to TS34.108 clause 6.10 Parameter Set

	        - Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set

	Downlink information common for all radio links
	Same as defined in the RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A12

	Downlink information for each radio link
	

	    - Serving HS-DSCH radio link indicator
	TRUE

	    - Serving E-DCH radio link indicator
	TRUE

	         - E-AGCH Info
	

	           - E-AGCH Channelisation Code
	10

	         - CHOICE E-HICH Information
	

	           - E-HICH Information
	

	             - Channelisation code
	4

	             - Signature sequence
	1

	         - CHOICE E-RGCH Information
	

	           - E-RGCH Information
	

	             - Signature Sequence
	0

	             - RG combination index
	0
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