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<Start of first modified section>

12.9
MO Call (no resource reservation)
12.9.1
Definition and applicability
Test to verify that the UE correctly performs IMS mobile originated call setup and release. This process is described in 3GPP TS 24.229 [10], clauses 5.1.3 and 6.1. The test case is applicable for IMS security or early IMS security.
12.9.2
Conformance requirement
The procedures of this subclause are general to all requests and responses, except those for the REGISTER method.

When the UE sends any request, the UE shall:

-
include the protected server port in the Via header entry relating to the UE; and

-
include the protected server port in any Contact header that is otherwise included.

…

The UE shall insert a P-Access-Network-Info header into any request for a dialog, any subsequent request (except ACK requests and CANCEL requests) or response (except CANCEL responses) within a dialog or any request for a standalone method. The UE shall populate the P-Access-Network-Info header with the current point of attachment to the IP-CAN as specified for the access network technology.

…

The UE shall build a proper preloaded Route header value for all new dialogs and standalone transactions. The UE shall build a list of Route header values made out of, in this order, the P-CSCF URI (containing the IP address or the FQDN learnt through the P-CSCF discovery procedures, and the protected server port learnt during the registration procedure), and the values received in the Service-Route header saved from the 200 (OK) response to the last registration or re-registration. 

…
The "integration of resource management and SIP" extension is hereafter in this subclause referred to as "the precondition mechanism" and is defined in RFC 3312 as updated by RFC 4032. 

The precondition mechanism should be supported by the originating UE.

The UE may initiate a session without the precondition mechanism if the originating UE does not require local resource reservation. 

NOTE 1:
The originating UE can decide if local resource reservation is required based on e.g. application requirements, current access network capabilities, local configuration, etc.
…

When a final answer is received for one of the early dialogues, the UE proceeds to set up the SIP session. The UE shall not progress any remaining early dialogues to established dialogs. Therefore, upon the reception of a subsequent final 200 (OK) response for an INVITE request (e.g., due to forking), the UE shall:

1)
acknowledge the response with an ACK request; and

2)
send a BYE request to this dialog in order to terminate it.

…
During session establishment procedure, SIP messages shall only contain SDP payload if that is intended to modify the session description, or when the SDP payload must be included in the message because of SIP rules described in RFC 3261.
For "video" and "audio" media types that utilize the RTP/RTCP, the UE shall specify the proposed bandwidth for each media stream utilizing the "b=" media descriptor and the "AS" bandwidth modifier in the SDP.

If the media line in the SDP indicates the usage of RTP/RTCP, in addition to the "AS" bandwidth modifier in the media-level "b=" line, the UE shall include two media-level "b=" lines, one with the "RS" bandwidth modifier and the other with the "RR" bandwidth modifier as described in RFC 3556 to specify the required bandwidth allocation for RTCP.

For other media streams the "b=" media descriptor may be included. The value or absence of the "b=" parameter will affect the assigned QoS which is defined in 3GPP TS 29.208.

NOTE 1:
In a two-party session where both participants are active, the RTCP receiver reports are not sent, therefore, the RR bandwidth modifer will typically get the value of zero.

The UE shall include the MIME subtype "telephone-event" in the "m=" media descriptor in the SDP for audio media flows that support both audio codec and DTMF payloads in RTP packets as described in RFC 2833.
The UE shall inspect the SDP contained in any SIP request or response, looking for possible indications of grouping of media streams according to RFC 3524 and perform the appropriate actions for IP-CAN bearer establishment for media according to IP-CAN specific procedures.

…

If an IP-CAN bearer is rejected or modified, the UE shall, if the SDP is affected, update the remote SIP entity according to RFC 3261 and RFC 3311.
…
An INVITE request generated by a UE shall contain a SDP offer. The SDP offer shall reflect the calling user's terminal capabilities and user preferences for the session. The UE shall order the SDP offer with the most preferred codec listed first.

…

NOTE 2: 
If the originating UE does not support the precondition mechanism it will not include any precondition information in SDP.
…

Early IMS security:

NOTE 1:
Early IMS security does not allow SIP requests to be protected using an IPsec security association because it does not perform a key agreement procedure.

Reference(s)

3GPP TS 24.229[10], clauses 5.1.2A.1, 5.1.3, 6.1.1 and 6.1.2, 3GPP TR 33.978[59], clause 6.2.3.1.
12.9.3
Test purpose

1)
To verify that when initiating MO call the UE performs correct exchange of  SIP protocol signalling messages  for setting up the session; and

2)
To verify that the UE is able to release the call.
12.9.4
Method of test
Initial conditions

UE contains either SIM application  (early IMS security), ISIM and USIM applications or only USIM application on UICC. UE has activated a PDP context, discovered P-CSCF and registered to IMS services, by executing the generic test procedure in Annex C.2 or C.2a (early IMS security only) up to the last step.

SS is configured with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE. SS has performed AKAv1-MD5 authentication with the UE and accepted the registration (IMS security).

Related ICS/IXIT Statement(s)
Support for initiating a session
(Yes/No)

IMS security (Yes/No)
Early IMS security (Yes/No)
Test procedure

1) MO call is initiated on the UE. SS waits the UE to send an INVITE request with a SDP offer. 

2) SS responds to the INVITE request with a 100 Trying response.

3) SS responds to the INVITE request with valid 200 OK response.

4) SS waits for the UE to send an ACK to acknowledge receipt of the 200 OK for INVITE.

5) Call is released on the UE. SS waits the UE to send a BYE request.

6) SS responds to the BYE request with valid 200 OK response.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	INVITE
	UE sends INVITE with a SDP offer

	2
	(
	100 Trying
	The SS responds with a 100 Trying provisional response

	3
	(
	200 OK
	The SS responds INVITE with 200 OK

	4
	(
	ACK
	The UE acknowledges the receipt of 200 OK for INVITE

	5
	(
	BYE
	The UE releases the call with BYE

	6
	(
	200 OK
	The SS sends 200 OK for BYE


NOTE:
The default messages contents in annex A are used with condition “IMS security “ or “early IMS security”  when applicable

Specific Message Contents

INVITE (Step 1)

Use the default message “INVITE for MO call setup” in annex A.2.1 For the contents of the SDP body see test requirement details.
100 Trying for INVITE (Step 2)

Use the default message “100 Trying for INVITE” in annex A.2.2.
200 OK for INVITE (Step 3)
Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1 with the following exceptions:

	Header/param
	Value/remark

	Record-Route
	

	
rec-route
	Same value as defined in for Record-Route within clause A2.3. (for 183 response)

	Contact
	

	
addr-spec
	Same value as defined in for Contact within clause A2.3. (for 183 response)

	Content-Type
	

	
media-type
	application/sdp

	Content-Length
	

	
Value
	length of message-body

	Message-body
	SDP body of the 200 response copied from the received INVITE but modified as follows:


-
IP address on "o=" and "c=" lines and transport port on "m=" lines changed to indicate to which IP address and port the UE should start sending the media; and


-
optional "a=sendonly" line inverted to "a=recvonly" and vice versa; and

 


ACK (Step 4)

Use the default message “ACK” in annex A.2.7.
BYE (Step 5)

Use the default message “BYE” in annex A.2.8.

200 OK for BYE (Step 6)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1.
12.9.5
Test requirements

Step 1: the UE shall send a default message “INVITE for MO call setup” in annex A.2.1 with the following exceptions:

	Header/param
	Value/remark

	Require
	

	
	must NOT contain value precondition


The UE shall include the following lines in the SDP body:

-
All mandatory SDP lines, as specified in SDP grammar in RFC 2327 [27] appendix A, including:

-
"o=" line indicating e.g. the session identifier and the IP address of the UE;

-
"c=" line indicating the IP address of the UE for receiving the media flow;

-
Media description lines for the media proposed by UE for the MO call. For each type of offered media the following lines must exist within the SDP:

-
"m=" line describing the media type, transport port and protocol used for media and media format;

-
"b=" line proposing the application specific maximum bandwidth ("AS" modifier) for the media , however this line may be missing if the media type is something else than "video" or "audio" or the SDP contains "a=sendonly" line, according to RFC 3264 [30];

-
extra "a=" line for rtpmap attribute per each dynamic payload type given in the "m=" line:

...

Step 4: the UE shall send an ACK request with the correct content, according to common message definitions.

Step 5: the UE shall send a BYE request with the correct content, according to common message definitions.
<End of modified section>
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