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9.1.2
Default Message Contents for Signalling (TDD)
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_FACH) (1.28 Mcps TDD)

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Initial UE identity
	Select the same identity as in the IE "Initial UE Identity" in received RRC CONNECTION REQUEST" message
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3
	

	Activation time
	Not Present(Now)
	

	New U-RNTI
	
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	New C-RNTI
	0000 0000 0000 0001B
	

	RRC State Indicator
	CELL_FACH
	

	UTRAN DRX cycle length coefficient
	9 ,  Integer(3...9)
	

	Capability update requirement
	
	

	        - UE radio access FDD capability update requirement
	FALSE
	

	        - UE radio access  3.84 Mcps TDD capability update requirement
	FALSE
	

	        - UE radio access 1.28 Mcps TDD capability update requirement
	TRUE
	

	        - System specific capability update requirement list
	 Not Present
	

	CHOICE specification mode
	Complete specification
	Rel-5

	- Complete specification
	
	Rel-5

	 - Signalling RB information to setup list
	
	

	    - Signalling RB information to setup
	(UM DCCH for RRC)
	

	        - RB identity
	 1
	

	        - CHOICE RLC info type
	RLC info
	

	          - CHOICE Uplink RLC mode
	UM RLC
	

	             - Transmission RLC discard
	Not Present
	

	          - CHOICE Downlink RLC mode
	UM RLC
	

	        - RB mapping info
	
	

	          - Information for each multiplexing option
	2 RBMuxOptions
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of RLC logical channels
	1
	

	              - Uplink transport channel type
	DCH
	

	              - UL Transport channel identity
	5
	

	              - Logical channel identity
	1
	

	              - CHOICE RLC size list
	Configure
	

	              - MAC logical channel priority
	1
	

	           - Downlink RLC logical channel info
	
	

	              - Number of RLC logical channels
	1
	

	                 - Downlink transport channel type
	DCH
	

	                 - DL DCH Transport channel identity
	
	

	                   - Transport channel identity
	10
	

	                 - DL DSCH Transport channel identity
	Not Present
	

	                 - DL HS-DSCH MAC-d flow identity
	Not Present
	

	                 - Logical channel identity
	1
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of RLC logical channels
	1
	

	              - Uplink transport channel type
	RACH
	

	              - UL Transport channel identity
	
	

	              - Logical channel identity
	1
	

	              - CHOICE RLC size list
	Explicit List
	

	                 - RLC size index
	Reference to clause 6 Parameter Set
	

	              - MAC logical channel priority
	1
	

	            - Downlink RLC logical channel info
	
	

	              - Number of RLC logical channels
	1
	

	                - Downlink transport channel type
	FACH
	

	                - DL DCH Transport channel identity
	Not Present
	

	                - DL DSCH Transport channel identity
	Not Present
	

	                - DL HS-DSCH MAC-d flow identity
	Not Present
	

	                - Logical channel identity
	1
	

	    - Signalling RB information to setup
	(AM DCCH for RRC)
	

	        - RB identity
	 2
	

	        - CHOICE RLC info type
	RLC info
	

	           - CHOICE Uplink RLC mode
	AM RLC
	

	             - Transmission RLC discard
	
	

	                - CHOICE SDU discard mode
	No Discard
	

	                   - MAX_DAT
	15
	

	             - Transmission window size
	32
	

	             - Timer_RST
	500
	

	             - Max_RST
	1
	

	             - Polling info
	
	

	                - Timer_poll_prohibit
	200
	

	                - Timer_poll
	200
	

	                - Poll_PDU
	Not present
	

	                - Poll_SDU
	1
	

	                - Last transmission PDU poll
	TRUE
	

	                - Last retransmission PDU poll
	TRUE
	

	                - Poll_Window
	99
	

	                - Timer_poll_periodic
	Not Present
	

	           - CHOICE Downlink RLC mode
	AM RLC
	

	              - In-sequence delivery
	TRUE
	

	              - Receiving window size
	32
	

	              - Downlink RLC status info
	
	

	                 - Timer_status_prohibit
	200
	

	                 - Timer_EPC
	Not Present
	

	                 - Missing PDU indicator
	TRUE
	

	                 - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	           - Information for each multiplexing option
	2 RBMuxOptions
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of RLC logical channels
	1
	

	              - Uplink transport channel type
	DCH
	

	              - UL Transport channel identity
	5
	

	              - Logical channel identity
	2
	

	              - CHOICE RLC size list
	Configure
	

	              - MAC logical channel priority
	2
	

	           - Downlink RLC logical channel info
	
	

	              - Number of RLC logical channels
	1
	

	                 - Downlink transport channel type
	DCH
	

	                 - DL DCH Transport channel identity
	
	

	                   - Transport channel identity
	10
	

	                 - DL DSCH Transport channel identity
	Not Present
	

	                 - DL HS-DSCH MAC-d flow identity
	Not Present
	

	                 - Logical channel identity
	2
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of RLC logical channels
	1
	

	              - Uplink transport channel type
	RACH
	

	              - UL Transport channel identity
	Not Present
	

	              - Logical channel identity
	2
	

	              - CHOICE RLC size list
	Explicit List
	

	                 - RLC size index
	Reference to clause 6 Parameter Set
	

	              - MAC logical channel priority
	2
	

	           - Downlink RLC logical channel info
	
	

	              - Number of RLC logical channels
	1
	

	                 - Downlink transport channel type
	FACH
	

	                 - DL DCH Transport channel identity
	Not Present
	

	                 - DL DSCH Transport channel identity
	Not Present
	

	                 - DL HS-DSCH MAC-d flow identity
	Not Present
	

	                 - Logical channel identity
	2
	

	    - Signalling RB information to setup
	(AM DCCH for NAS_DT High priority)
	

	        - RB identity
	 3
	

	        - CHOICE RLC info type
	RLC info
	

	           - CHOICE Uplink RLC mode
	AM RLC
	

	             - Transmission RLC discard
	
	

	                - CHOICE SDU discard mode
	No Discard
	

	                   - MAX_DAT
	15
	

	             - Transmission window size
	32
	

	             - Timer_RST
	500
	

	             - Max_RST
	1
	

	             - Polling info
	
	

	                - Timer_poll_prohibit
	200
	

	                - Timer_poll
	200
	

	                - Poll_PDU
	Not present
	

	                - Poll_SDU
	1
	

	                - Last transmission PDU poll
	TRUE
	

	                - Last retransmission PDU poll
	TRUE
	

	                - Poll_Window
	99
	

	                - Timer_poll_periodic
	Not Present
	

	           - CHOICE Downlink RLC mode
	AM RLC
	

	              - In-sequence delivery
	TRUE
	

	              - Receiving window size
	32
	

	              - Downlink RLC status info
	
	

	                 - Timer_status_prohibit
	200
	

	                 - Timer_EPC
	Not Present
	

	                 - Missing PDU indicator
	TRUE
	

	                 - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	           - Information for each multiplexing option
	2 RBMuxOptions
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of RLC logical channels
	1
	

	              - Uplink transport channel type
	DCH
	

	              - UL Transport channel identity
	5
	

	              - Logical channel identity
	3
	

	              - CHOICE RLC size list
	Configure
	

	              - MAC logical channel priority
	3
	

	           - Downlink RLC logical channel info
	
	

	              - Number of RLC logical channels
	1
	

	                 - Downlink transport channel type
	DCH
	

	                 - DL DCH Transport channel identity
	
	

	                   - Transport channel identity
	10
	

	                 - DL DSCH Transport channel identity
	Not Present
	

	                 - DL HS-DSCH MAC-d flow identity
	Not Present
	

	                 - Logical channel identity
	3
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of RLC logical channels
	1
	

	              - Uplink transport channel type
	RACH
	

	              - UL Transport channel identity
	Not Present
	

	              - Logical channel identity
	3
	

	              - CHOICE RLC size list
	Explicit List
	

	                 - RLC size index
	Reference to clause 6 Parameter Set 
	

	              - MAC logical channel priority
	3
	

	           - Downlink RLC logical channel info
	
	

	              - Number of RLC logical channels
	1
	

	                 - Downlink transport channel type
	FACH
	

	                 - DL DCH Transport channel identity
	Not Present
	

	                 - DL DSCH Transport channel identity
	Not Present
	

	                 - DL HS-DSCH MAC-d flow identity
	Not Present
	

	                 - Logical channel identity
	3
	

	    - Signalling RB information to setup
	(AM DCCH for NAS_DT Low priority)
	

	        - RB identity
	 4
	

	        - CHOICE RLC info type
	RLC info
	

	           - CHOICE Uplink RLC mode
	AM RLC
	

	             - Transmission RLC discard
	
	

	                - CHOICE SDU discard mode
	 No discard
	

	                   - MAX_DAT
	15
	

	             - Transmission window size
	32
	

	             - Timer_RST
	500
	

	             - Max_RST
	1
	

	             - Polling info
	
	

	                - Timer_poll_prohibit
	200
	

	                - Timer_poll
	200
	

	                - Poll_PDU
	Not present
	

	                - Poll_SDU
	1
	

	                - Last transmission PDU poll
	TRUE
	

	                - Last retransmission PDU poll
	TRUE
	

	                - Poll_Window
	99
	

	                - Timer_poll_periodic
	Not Present
	

	           - CHOICE Downlink RLC mode
	AM RLC
	

	              - In-sequence delivery
	TRUE
	

	              - Receiving window size
	32
	

	              - Downlink RLC status info
	
	

	                 - Timer_status_prohibit
	200
	

	                 - Timer_EPC
	Not Present 
	

	                 - Missing PDU indicator
	TRUE
	

	                 - Timer_STATUS_periodic
	Not Present
	

	        - RB mapping info
	
	

	           - Information for each multiplexing option
	2 RBMuxOptions
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of RLC logical channels
	1
	

	              - Uplink transport channel type
	DCH
	

	              - UL Transport channel identity
	5
	

	              - Logical channel identity
	4
	

	              - CHOICE RLC size list
	Configure
	

	              - MAC logical channel priority
	4
	

	           - Downlink RLC logical channel info
	
	

	              - Number of RLC logical channels
	1
	

	                 - Downlink transport channel type
	DCH
	

	                 - DL DCH Transport channel identity
	
	

	                   - Transport channel identity
	10
	

	                 - DL DSCH Transport channel identity
	Not Present
	

	                 - DL HS-DSCH MAC-d flow identity
	Not Present
	

	                 - Logical channel identity
	4
	

	            - RLC logical channel mapping indicator
	Not Present
	

	            - Number of RLC logical channels
	1
	

	              - Uplink transport channel type
	RACH
	

	              - UL Transport channel identity
	Not Present
	

	              - Logical channel identity
	4
	

	              - CHOICE RLC size list
	Explicit List
	

	                 - RLC size index
	Reference to clause 6 Parameter Set 
	

	              - MAC logical channel priority
	4
	

	           - Downlink RLC logical channel info
	
	

	              - Number of RLC logical channels
	1
	

	                 - Downlink transport channel type
	FACH
	

	                 - DL DCH Transport channel identity
	Not Present
	

	                 - DL DSCH Transport channel identity
	Not Present
	

	                 - DL HS-DSCH MAC-d flow identity
	Not Present
	

	                 - Logical channel identity
	4
	

	 - UL Transport channel information for all transport channels
	
	

	        - PRACH TFCS
	Not Present
	

	        - CHOICE mode
	TDD                      
	

	             -Individual UL CCTrCH information
	
	

	               - UL TFCS Identity
	
	

	                  - TFCS ID
	1
	

	                  - Shared Channel Indicator
	FALSE
	

	               - UL TFCS
	
	

	                  - CHOICE TFCI signalling
	Normal
	

	                     - TFCI Field 1 Information
	
	

	                        - CHOICE TFCS representation
	Complete reconfiguration
	

	                           - TFCS complete reconfiguration information
	
	

	                              - CHOICE CTFC Size
	Configured, Number of bits used must be enough to cover all combinations of CTFC from clause 6.11.5.4 Parameter Set. 
	

	                                 - CTFC information
	This IE is repeated for TFC numbers and reference to clause 6.11.5.4 Parameter Set
	

	                                    - CTFC
	Reference to clause 6.11.5.4 Parameter Set
	

	                                    - Power offset Information
	
	

	                                      - CHOICE Gain Factors
	Computed Gain Factors(The last TFC is set to Signalled Gain Factors)
	

	                                        - Reference TFC ID
	0, Integer(0.. 3)
	

	
	
	

	
	
	

	
	
	

	
	
	

	                                      - CHOICE mode
	TDD
	

	               - TFC subset
	Not present. Default value is the complete existing set of transport format combinations
	

	        - TFC subset list
	Not present
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	 - DL Transport channel information common for all transport channel
	
	

	        - SCCPCH TFCS
	Not Present
	

	        - CHOICE mode
	TDD
	

	          -Individual DL CCTrCH information
	
	

	            - DL TFCS Identity
	
	

	               - TFCS ID
	1
	

	               - Shared Channel Indicator
	FALSE
	

	            - CHOICE DL parameters
	Same as UL
	

	- UL DCH TFCS Identity
	1
	

	- Shared Channel Indicator
	FALSE
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Frequency info
	Not Present
	

	Maximum allowed UL TX power
	Not Present. Default value is the existing maximum UL TX power
	

	CHOICE channel requirement
	Not present
	

	Downlink information common for all radio links
	Not present
	

	Downlink information for each radio link list
	Not Present 
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