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Annex D (normative):
Propagation conditions

D.1
Test Environments

Table D.1 details the test services, the information data and the propagation conditions.

Table D.1: Test Environments for UE Performance Specifications

	Test Services
	Information Data Rate
	Static
	Multipath

Case 1
	Multipath

Case 2
	Multipath

Case 3

	
	
	Performance metric

	Paging Message
	
	
	-
	-
	-

	FACH Message
	
	
	-
	-
	-

	Circuit Switched Services
	12,2 kbps


	BLER

<
	BLER

<
	BLER

<
	BLER

<

	
	64 kbps


	BLER

<
	BLER

<
	BLER

<
	BLER

<

	
	144 kbps


	BLER

<
	BLER

<
	BLER

<
	BLER

<

	
	384 kbps


	BLER

<
	BLER

<
	BLER

<
	BLER

<

	
	2048 kbps


	BLER

<
	-
	-
	-

	Packet Switched Data
	TBD
	TBD
	TBD
	TBD
	TBD


D.2
Propagation Conditions

D.2.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

D.2.2
Multi-path fading propagation conditions

D.2.2.1
3,84 Mcps TDD Option

Table D.2.2.1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table D.2.2.1: 3,84 Mcps Propagation Conditions for Multi path Fading Environments

	Case 1, speed 3km/h
	Case 2, speed 3 km/h
	Case 3, speed 120 km/h
	Case 4, speed 3 km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0

	
	
	12000
	0
	521
	-6
	
	

	
	
	
	
	781
	-9
	
	


Table D.2.2.1A: Propagation Conditions for Multi-Path Fading Environments for HSDPA Performance Requirements

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3Km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	
	3700
	-23.9
	2510
	-20
	2510
	-20


D.2.2.2 
1,28 Mcps TDD Option

Table D2.2.2 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table D.2.2.2.1 : 1,28Mcps Propagation Conditions for Multi-Path Fading Environments

	Case 1, speed 3km/h
	Case 2, speed 3km/h
	Case 3, speed 120km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0

	2928
	-10
	2928
	0
	781
	-3

	
	
	12000
	0
	1563
	-6

	
	
	
	
	2344
	-9


Table D.2.2.2.2: 1,28Mcps Propagation Conditions for Multi-Path Fading Environments for HSDPA Performance Requirements

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3Km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean  Power [dB]
	Relative Delay [ns]
	Relative Mean  Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	
	3700
	-23.9
	2510
	-20
	2510
	-20


D.2.2.3
7,68 Mcps TDD Option

Tables D.2.2.3.1 and D.2.2.3.2 shows propagation conditions that are used for the performance measurements in multi-path fading environment for frequency bands a, b and c in section 4.2. All taps have classical Doppler spectrum.
Table D.2.2.3.1: Propagation Conditions for Multi path Fading Environmentsfor operations referenced in 4.2 a), 4.2 b) and 4.2 c)

	Case 1
speed 3km/h
	Case 2
speed 3 km/h
	Case 3
speed 120 km/h
	CASE 4
speed 50 km/h *

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	-10

	
	
	12000
	0
	521
	-6
	
	

	
	
	
	
	781
	-9
	
	


Table D.2.2.3.2: Propagation Conditions for Multi-Path Fading Environments for HSDPA Performance Requirements for operations referenced in 4.2 a), 4.2 b) and 4.2 c)

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3Km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	
	3700
	-23.9
	2510
	-20
	2510
	-20


Tables D.2.2.3.3 and D.2.2.3.4 shows propagation conditions that are used for the performance measurements in multi-path fading environment for frequency band d in section 4.2.
Table D.2.2.3.3: Propagation Conditions for Multi path Fading Environments 
for operations referenced in 5.2 d)

	Case 1
speed 2.3km/h
	Case 2
speed 2.3 km/h
	Case 3
speed 92 km/h
	Case 4
speed 38 km/h *

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	-10

	
	
	12000
	0
	521
	-6
	
	

	
	
	
	
	781
	-9
	
	


Table D.2.2.3.4: Propagation Conditions for Multi-Path Fading Environments for HSDPA Performance Requirements for operations referenced in 5.2 d)

	ITU Pedestrian A

Speed 2.3km/h

(PA3)
	ITU Pedestrian B

Speed 2.3Km/h

(PB3)
	ITU vehicular A

Speed 23 km/h

(VA30)
	ITU vehicular A

Speed 92 km/h

(VA120)

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	
	3700
	-23.9
	2510
	-20
	2510
	-20
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