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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	PDP Context Activation

	6.2
	General Purpose PDP Context Establishment (UE Requests for a Dedicated PDP Context)
	Rel-5
	C04
	UE supporting 3GPP IMS or early IMS security and capable of being configured to initiate Dedicated PDP Context

	6.3
	Dedicated PDP Context Establishment
	Rel-5
	C04
	UE supporting 3GPP IMS or early IMS security and capable of being configured to initiate Dedicated PDP Context

	P-CSCF Discovery

	7.1
	P-CSCF Discovery via PDP Context
	Rel-5
	C05
	UE supporting 3GPP IMS or early IMS security and capable of being configured to initiate P-CSCF Discovery via PCO

	7.2
	P-CSCF Discovery via DHCP – IPv4
	Rel-5
	C06
	UE supporting 3GPP IMS or early IMS security and UE supporting IPv4 and capable of being configured to initiate P-CSCF Discovery via DHCPv4

	7.3
	P-CSCF Discovery via DHCP – IPv4 (UE Requests P-CSCF discovery via PCO)
	Rel-5
	C07
	UE supporting 3GPP IMS or early IMS security and UE supporting IPv4, supporting P-CSCF Discovery via PCO and DHCPv4 and capable of being configured to initiate P-CSCF Discovery via PCO

	7.4
	P-CSCF Discovery by DHCP – IPv6
	Rel-5
	C08
	UE supporting 3GPP IMS or early IMS security and capable of being configured to initiate P-CSCF Discovery via DHCPv6

	7.5
	P-CSCF Discovery by DHCP-IPv6 (UE Requests P-CSCF discovery by PCO)
	Rel-5
	c09
	UE supporting 3GPP IMS or early IMS security and supporting P-CSCF Discovery via PCO and DHCPv6 and capable of being configured to initiate P-CSCF Discovery via PCO

	7.6
	P-CSCF Discovery by DHCP – IPv6 (UE does not Request P-CSCF discovery by PCO, SS includes P-CSCF Address(es) in PCO)
	Rel-5
	C10
	UE supporting 3GPP IMS or early IMS security and supporting P-CSCF Discovery via PCO and DHCPv6 and capable of being configured to initiate P-CSCF Discovery via DHCPv6

	7.7
	P-CSCF Discovery (UE Receives list of FQDNs / IPv6 addresses)
	Rel-5
	C15
	UE supporting 3GPP IMS or early IMS security

	7.8
	P-CSCF Discovery  (UE Receives list of FQDNs / IPv4 addresses)
	Rel-5
	C12
	UE supporting 3GPP IMS or early IMS security and UE supporting IPv4

	Registration

	8.1
	Initial registration
	Rel-5
	C00
	UE supporting 3GPP IMS 

	8.2
	User Initiated Re-Registration
	Rel-5
	C00
	UE supporting 3GPP IMS

	8.3
	Mobile Initiated Deregistration
	Rel-5
	C00
	UE supporting 3GPP IMS

	8.4
	Invalid Behaviour – 423 Interval Too Brief
	Rel-5
	C00
	UE supporting 3GPP IMS

	8.5
	Initial registration for early IMS security
	Rel-5
	C16
	UE supporting early IMS security only

	8.6
	Initial registration for combined IMS support and early IMS security
	Rel-5
	C14
	UE supporting 3GPP IMS and early IMS security

	8.7
	Initial registration for combined IMS support and early IMS security with SIM application
	Rel-5
	C14
	UE supporting 3GPP IMS and early IMS security

	Authentication

	9.1
	Invalid Behaviour – MAC Parameter Invalid
	Rel-5
	C00
	UE supporting 3GPP IMS

	9.2
	Invalid Behaviour – SQN out of range
	Rel-5
	C00
	UE supporting 3GPP IMS 

	Subscription

	10.1
	Invalid Behaviour – 503 Service Unavailable
	Rel-5
	C15
	UE supporting 3GPP IMS or early IMS security

	Notification

	11.1
	Network-initiated deregistration
	Rel-5
	C15
	UE supporting 3GPP IMS or early IMS security

	11.2
	Network initiated re-authentication
	Rel-5
	C00
	UE supporting 3GPP IMS 

	Call Control

	12.1
	MO Call Successful with preconditions
	Rel-5
	C03
	UE supporting 3GPP IMS or early IMS security and capable of initiating a session and supporting preconditions and supporting initiating a session which require local and/or remote resource reservation

	12.2
	MO Call – 503 Service Unavailable
	Rel-5
	C01
	UE supporting 3GPP IMS or early IMS security and capable of initiating a session

	12.3
	Void
	
	
	

	12.4
	Call initiation – mobile ttermination with preconditions
	Rel-5
	C03
	UE supporting 3GPP IMS or early IMS security and capable of initiating a session and supporting preconditions

	12.5
	MO Call Successful when UE supports and uses preconditions but terminating UE does not support preconditions
	Rel-6
	C03
	UE supporting 3GPP IMS and capable of initiating a session and supporting preconditions 

	12.6
	Call initiation – mobile termination when UE does not support preconditions, and originating UE supports and uses preconditions
	Rel-6
	C17
	UE supporting 3GPP IMS and capable of initiating a session and not supporting preconditions

	SIP Compression (SigComp)

	13.1
	SigComp in the Initial registration
	Rel-5
	C00
	UE supporting 3GPP IMS

	Emergency Service

	14.1
	Emergency Call Initiation – Using CS domain
	Rel-5
	C11
	UE supporting 3GPP IMS or early IMS security and supporting Emergency speech call

	14.2
	Emergency Call Initiation – 380 Alternative Service
	Rel-5
	C13
	UE supporting 3GPP IMS and supporting Emergency speech call and capable of initiating a bidirectional voice session over IMS

	
	Conditions/Options
	
	
	

	C00
	IF A.0/1 THEN R ELSE N/A
	3GPP IMS

	C01
	IF (A.0/1 OR A.6/9) AND A.4/2B THEN R ELSE N/A 
	3GPP IMS or early IMS security AND Initiating session

	C02
	Void
	

	C03
	IF (A.0/1 OR A.6/9) AND A.4/2B AND A.4/16 THEN R ELSE N/A
	3GPP IMS or early IMS security AND Initiationg session AND preconditions

	C04
	IF (A.0/1 OR A.6/9)  AND A.12/4 THEN R ELSE N/A
	3GPP IMS or early IMS security  AND Dedicated PDP Context

	C05
	IF (A.0/1 OR A.6/9)  AND A.12/5 THEN R ELSE N/A
	3GPP IMS or early IMS security  AND P-CSCF Discovery via PCO

	C06
	IF (A.0/1 OR A.6/9)  AND A.7/1 AND A.13/1 THEN R ELSE N/A
	3GPP IMS or early IMS security AND IPv4 AND configured to initiate P-CSCF discovery via DHCPv4

	C07
	IF (A.0/1 OR A.6/9)  AND A.7/1 AND A.12/8  AND A.13/2 AND A.12/5 THEN R ELSE N/A
	3GPP IMS or early IMS security AND IPv4 AND P-CSCF discovery via PCO AND P-CSCF discovery via DHCPv4 AND configured to initiate P-CSCF discovery via PCO

	C08
	IF (A.0/1 OR A.6/9)  AND A.12/7 THEN R ELSE N/A
	3GPP IMS or early IMS security AND Configured to initiate P-CSCF discovery via DHCPv6

	C09
	IF (A.0/1 OR A.6/9)  AND A.12/8 AND A.12/10 AND A.12/5 THEN R ELSE N/A
	3GPP IMS or early IMS security  AND P-CSCF Discovery via PCO AND P-CSCF discovery via DHCPv6 AND configured to initiate P-CSCF discovery via PCO

	C10
	IF (A.0/1 OR A.6/9)  AND A.12/8 AND A.12/10 AND A.12/7 THEN R ELSE N/A
	3GPP IMS or early IMS security AND P-CSCF Discovery via PCO AND P-CSCF discovery via DHCPv6 AND configured to initiate P-CSCF discovery via DHCPv6

	C11
	IF (A.0/1 OR A.6/9) AND [3] A.2/2 THEN R ELSE N/A
	3GPP IMS or early IMS security  AND Emergency speech call

	C12
	IF A.0/1 AND A.7/1 THEN R ELSE N/A
	IPv4

	C13
	IF A.0/1 AND [3] A.2/2 AND A.12/12 THEN R ELSE N/A
	3GPP IMS AND Emergency speech call AND initiating a bidirectional voice session over IMS

	C14
	IF A.0/1 AND A.6/9 THEN R ELSE N/A
	3GPP IMS and Early IMS security

	C15
	IF (A.0/1 OR A.6/9) THEN R ELSE N/A
	3GPP IMS or early IMS security

	C16
	IF NOT A.0/1 AND A.6/9 THEN R ELSE N/A
	Early IMS security only

	C17
	IFA.4/2B AND NOT A.4/16 AND THEN R ELSE N/A
	3GPP IMS and Initiating a session and NOT preconditions
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