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	IPWireless
	5.5.6.2
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	Addition of E-DCH reference measurement channels for E-DCH tests to Annex C of 34.122
	IPWireless
	5.5.7.2

	R5-070109
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	CATT/CCSA
	6.3.1.1
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	CATT/CCSA
	6.3.1.1
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	CATT/CCSA
	6.3.1.2

	R5-070354
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	6.3.1.2
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	6.3.1.2
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	Anritsu Ltd.
	6.4.2.1
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	Introduction of radio bearers for Stand-alone SRBs for DCCH on E-DCH and HS-DSCH
	NTT DoCoMo, Nokia, NEC, Motorola
	6.4.2.1
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	Introduction of RRC Connection setup message for Stand-alone SRBs for DCCH on E-DCH and HS-DSCH
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	6.4.2.1
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	Anritsu Ltd.
	6.4.2.2
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	Anritsu Ltd.
	6.4.2.2
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	6.4.2.2
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	Ericsson
	6.4.2.2
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	Addition of new test case for RRC connection establishment using the default configuration for HS-DSCH / E-DCH signalling bearers.
	Nokia, NTT DoCoMo, NEC, Motorola
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	6.4.2.2
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	Correction to test case 14.7.4
	Rohde & Schwarz
	6.4.2.2

	R5-070278
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	6.4.2.2
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	6.4.2.2
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	6.4.2.2
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	Correction to MAC test cases 7.1.6.2.2, 7.1.6.4.1, 7.1.6.4.2 and 7.1.6.4.3
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	6.4.2.3
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	6.4.2.4
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	6.4.3.1
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	6.4.3.1
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	IMS security and early IMS security capability update
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	6.4.3.1
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	Correct missing IMS security in TC 14.2
	Ericsson
	6.4.3.1

	R5-070106
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	Ericsson
	6.4.3.1
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	Nokia
	6.4.3.1

	R5-070413
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	6.4.3.1

	R5-070414
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	Qualcomm
	6.4.3.1

	R5-070415
	Updates to TC 8.2 User Initiated Re-Registration for IMS Rel-6
	Qualcomm
	6.4.3.1
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	Removal of IMS CC test cases 7.7 and 7.8
	Qualcomm
	6.4.3.1

	R5-070416
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	NEC
	6.4.3.1

	R5-070417
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	NEC
	6.4.3.1

	R5-070418
	Updates to TC 13.1 SigComp in the Initial registration for IMS Rel-6
	Telecom Italia
	6.4.3.1

	R5-070419
	Updates to TC 13.2 SigComp in the MO Call for IMS Rel-6
	Telecom Italia
	6.4.3.1

	R5-070420
	Updates to TC 13.3 SigComp in the MT Call for IMS Rel-6
	Telecom Italia
	6.4.3.1

	R5-070421
	Updates to TC 13.4 State creation before authentication for IMS Rel-6
	Telecom Italia
	6.4.3.1

	R5-070309
	Correction to test case 7.4
	Motorola
	6.4.3.1

	R5-070310
	Rel-6 ISIM parameters
	RIM
	6.4.3.1

	R5-070424
	Updates to TC 12.4 Call initiation – Mobile termination for IMS Rel-6
	Qualcomm
	6.4.3.1

	R5-070425
	Updates to TC 8.3 User initiated deregistration for IMS Rel-6
	Orange
	6.4.3.1

	R5-070426
	IMS security and early IMS security capability update
	MCC task 160
	6.4.3.2

	R5-070330
	Removal of applicability statements for IMS test cases 7.7 and 7.8
	Qualcomm
	6.4.3.2

	R5-070363
	Addition of RoHC Performance TC 7.3.6.5 Re-establishment of TS function after DTX in R-mode
	Nokia
	6.4.4.2

	R5-070229
	Addition of RoHC Performance TC 7.3.6.7 Compressor response to single lost packets in R-mode
	Nokia
	6.4.4.2

	R5-070364
	Addition of RoHC Performance TC 7.3.6.9 TS function during DTX with varying delta in R-mode
	Nokia
	6.4.4.2

	R5-070365
	Addition of RoHC Performance TC 7.3.6.4: Re-establishment of TS function after DTX in O-mode
	NEC
	6.4.4.2

	R5-070366
	Addition of RoHC Performance TC 7.3.6.8: TS function during DTX with varying delta in O-mode
	NEC
	6.4.4.2

	R5-070246
	Addition of applicability for new ROHC test cases
	NEC, Nokia
	6.4.4.3

	R5-070429
	MBMS test - MCCH configurations
	MCC task 160
	6.4.5.1

	R5-070422
	Generic setup procedures and default values for MBMS signalling testing
	Rohde & Schwarz
	6.4.5.1

	R5-070147
	Introduction of signalling radio bearer for MCCH
	Ericsson
	6.4.5.1

	R5-070069
	Correction to MBMS GMM test case 12.9.18
	Anite
	6.4.5.2

	R5-070431
	Generic test procedure for MBMS radio bearer test cases
	Ericsson, ZTE
	6.4.5.2

	R5-070432
	New MBMS radio bearer test cases
	Ericsson
	6.4.5.2

	R5-070473
	Corrections to MBMS RLC test cases
	Nokia
	6.4.5.2

	R5-070475
	Corrections to MBMS test case 8.5.3.5 and 8.5.3.6
	Nokia
	6.4.5.2

	R5-070466
	New MBMS test case for Modification of the list of MBMS Selected Service whilst in Cell_PCH, URA_PCH & Cell_FACH
	Nokia, Vodafone
	6.4.5.2

	R5-070436
	Correction to MBMS Test Cases 11.5.1, 11.5.2.1 and 11.5.2.2
	Qualcomm Europe S.A.R.L.
	6.4.5.2

	R5-070465
	New MBMS RRC Test Case: MBMS session Start at Notification via DCCH in CELL_DCH
	Ericsson, ZTE
	6.4.5.2

	R5-070406
	New MBMS RRC Test Case: Transmission of the MBMS Selected Services Information when entering RRC connected mode
	Ericsson
	6.4.5.2

	R5-070437
	New MBMS RRC Test Case: MBMS Serving Cell Reselection in CELL_DCH during ongoing Session
	Ericsson
	6.4.5.2

	R5-070438
	New MBMS RRC Test Case: MBMS Serving Cell Reselection in CELL_PCH during ongoing Session
	Ericsson
	6.4.5.2

	R5-070439
	Correction of TC 8.5.1.1: MBMS Session Start in Idle mode
	NEC
	6.4.5.2

	R5-070440
	Addition of TC 8.5.1.2: MBMS session start at notification in CELL_PCH
	NEC
	6.4.5.2

	R5-070443
	Addition of TC 8.5.3.2: MBMS Session Start (Frequency Layer Convergence)/Session Stop (Frequency Layer Dispersion) in CELL_PCH
	Telecom Italia, Qualcomm, Orange
	6.4.5.2

	R5-070441
	Addition of TC 8.5.1.6: MBMS session start at MCCH acquisition in CELL_DCH (for a MBMS service) when entering into an MBMS cell (UE capable of MBMS p-t-m reception in CELL_DCH)
	NEC
	6.4.5.2

	R5-070442
	Addition of TC 8.5.3.3: MBMS Session Start (Frequency Layer Convergence)/Session Stop (Frequency Layer Dispersion) in CELL_FACH
	Telecom Italia, Qualcomm, Orange
	6.4.5.2

	R5-070444
	Addition of TC 8.5.5.5: P-t-p Request in Idle Mode
	NEC
	6.4.5.2

	R5-070457
	Addition of TC MBMS Cell reselection - Idle mode - Frequency Layer Convergence – HCS Not Used
	Telecom Italia, NEC, Orange
	6.4.5.2

	R5-070445
	Addition of TC 8.5.4.1: MBMS Cell reselection - Idle mode - Frequency Layer Convergence – HCS Not Used
	Telecom Italia, NEC, Orange
	6.4.5.2

	R5-070458
	Addition of TC 8.5.2.2: MBMS Session Stop at Notification, reception via MCCH
	NEC, ZTE
	6.4.5.2

	R5-070480
	Addition of TC 8.5.3.4: MBMS session stop with frequency layer dispersion - no previous frequency layer available (Idle Mode)
	NEC
	6.4.5.2

	R5-070459
	Update of TC 8.5.5.1: MBMS Counting in Idle Mode to cover Selected services.
	NEC, Telecom Italia, Orange
	6.4.5.2

	R5-070280
	Update of TC 8.5.5.3: MBMS No Counting in CELL_DCH to cover Selected services.
	NEC, Telecom Italia, Orange
	6.4.5.2

	R5-070281
	Update of TC 8.5.5.4: MBMS Counting in CELL_PCH to cover Selected services.
	NEC, Telecom Italia, Orange
	6.4.5.2

	R5-070380
	Addition of TC 8.5.5.2: MBMS Counting in CELL_FACH
	NEC, Telecom Italia, Orange, ZTE
	6.4.5.2

	R5-070396
	Update to MBMS test cases 11.6.1 and 11.7
	Nokia
	6.4.5.2

	R5-070146
	Applicability of new MBMS radio bearer test cases
	Ericsson
	6.4.5.3

	R5-070153
	Applicability table for addition of new MBMS test case for Modification of the list of MBMS Selected Service whilst in Cell_PCH, URA_PCH & Cell_FACH
	Nokia, Vodafone
	6.4.5.3

	R5-070448
	Addition of applicability for new MBMS test cases
	NEC, Ericsson, Telecom Italia, Orange, ZTE
	6.4.5.3

	R5-070474
	Modification of MBMS Test Case Numbering
	Nokia
	6.4.5.3

	R5-070460
	MBMS test model and ASP
	MCC task 160
	6.4.5.4

	R5-070058
	Add a note in clause 6
	MCC task 160 & NEC
	6.5.3.1

	R5-070082
	Correction to GCF WI-10 Inter-RAT Test Case 6.2.2.3
	Sasken
	6.5.3.1

	R5-070288
	Correction to WI-010 test case 7.1.1.3
	NEC
	6.5.3.2

	R5-070386
	Correction of RRC HSDPA test case 8.3.1.35
	Ericsson
	6.5.3.3

	R5-070387
	Correction of RRC test case 8.4.1.47
	Ericsson, Nokia
	6.5.3.3

	R5-070388
	Correction of RRC test case 8.3.4.9
	Ericsson
	6.5.3.3

	R5-070078
	Correction to GCF WI 13/1 RRC test case 8.4.1.47
	Anite
	6.5.3.3

	R5-070079
	Correction to GCF WI 10 RRC test case 8.2.4.1
	Anite
	6.5.3.3

	R5-070373
	Correction to WI-10/3 RRC test case 8.4.1.29
	Rohde & Schwarz
	6.5.3.3

	R5-070085
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