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All CRs to 34.122 v5.6.0 
However all these CRs are release 7 since 7.68Mcps feature is release 7. 34.122 will be moved forward to release 7 with these CRs.
R5-070175
Addition of 7.68Mcps to Frequency bands and channel arrangement (section 4 of 34.122)
2570 – 2620MHz band is added for ITU region 1.

7.68Mcps is added with statement that nominal channel spacing is 10MHz

UARFCN is updated to reflect new frequency bands to be used for 7.68Mcps.

All based on 25.102.

R5-070176
Addition of 7.68Mcps tests to transmitter characteristics (section 5 of 34.122)

Section 5 is updated based on 25.102 (section 6) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. User Equipment maximum output power
2. UE frequency stability
3. Uplink power control
4. Minimum output power
5. Transmit ON/OFF Time mask
6. Out-of-synchronisation handling of output power for continuous transmission
7. Out-of-synchronisation handling of output power for discontinuous transmission
8. Output RF spectrum emissions
9. Spurious emissions
10. Transmit Intermodulation
11. Transmit Modulation (error vector magnitude)
12. Transmit Modulation (peak code domain error)
R5-070177
Addition of 7.68Mcps tests to receiver characteristics (section 6 of 34.122)
Section 6 is updated based on 25.102 (section 7) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. Reference sensitivity level
2. Maximum Input Level
3. Adjacent Channel Selectivity (ACS)
4. Blocking Characteristics
5. Spurious Response
6. Intermodulation Characteristics
7. Spurious Emissions
R5-070178
Addition of 7.68Mcps tests to performance requirements (section 7 of 34.122)
Section 7 is updated based on 25.102 (section 8) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. Demodulation of DCH in static propagation conditions
2. Demodulation of DCH in multipath fading conditions
a. Multipath fading Case 1
b. Multipath fading Case 2
c. Multipath fading Case 3
R5-070179
Addition of 7.68Mcps tests to connected mode mobility requirements for support of RRM (section 8.3 of 34.122)

Section 8.2 is updated based on 25.102 (section 5) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. Handover to intra-frequency cell
2. TDD/FDD Handover
3. TDD/GSM Handover
4. Cell Re-selection in CELL_FACH (Scenario 1: TDD/TDD cell re-selection single carrier case)
5. Cell Re-selection in CELL_FACH (Scenario 2: TDD/TDD cell re-selection multi carrier case)
6. Cell Re-selection in CELL_PCH(Scenario 1: TDD/TDD cell re-selection single carrier case)
7. Cell Re-selection in CELL_PCH (Scenario 2: TDD/TDD cell re-selection multi carrier case)
8. Cell Re-selection in URA_PCH (Scenario 1: TDD/TDD cell re-selection single carrier case)
9. Cell Re-selection in URA_PCH (Scenario 2: TDD/TDD cell re-selection multi carrier case)
R5-070180
Addition of 7.68Mcps tests to RRC connection control for support of RRM (section 8.4 of 34.122)
Section 8.4 is updated based on 25.102 (section 6A) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. RRC re-establishment delay
a. RRC re-establishment delay to a known target cell
2. Transport Format Combination selection in UE
a. Interactive or Background, PS, UL: 64 kbps
R5-070181
Addition of 7.68Mcps tests to idle mode requirements for support of RRM (section 8.2 of 34.122)
Section 8.2 is updated based on 25.102 (section 4) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. Cell Re-Selection (Scenario 1: TDD/TDD cell re-selection single carrier case)
2. Cell Re-Selection (Scenario 2: TDD/TDD cell re-selection multi carrier case)
3. Cell Re-Selection (Scenario 2B: 1,28 Mcps TDD cell re-selection for 3,84 Mcps TDD UE), placeholder heading added only.
4. Cell Re-Selection (Scenario 2C: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE), placeholder heading added only.
5. Cell Re-Selection (Scenario 2D: 7,68 Mcps TDD cell re-selection for 3,84 Mcps TDD UE), placeholder heading added only.
6. Cell Re-Selection (Scenario 3: TDD/FDD Cell re-selection)
7. Cell Re-Selection (Scenario 4: inter RAT cell re-selection)
R5-070182
Addition of 7.68Mcps tests to UE measurement procedures (section 8.6 of 34.122)
Section 6 is updated based on 25.123 (section 8) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. TDD intra frequency measurements
a. Event 1G triggered reporting in AWGN propagation conditions
b. Event 1H and 1I triggered reporting in AWGN propagation condition
c. Correct reporting of neighbours in fading propagation conditions
2. Inter frequency measurements
a. Correct reporting of neighbours in AWGN propagation condition
3. FDD measurements
a. Correct reporting of FDD neighbours in AWGN propagation condition
4. GSM measurements

a. Correct reporting of GSM neighbours in AWGN propagation condition
R5-070183
Addition of 7.68Mcps tests to measurements performance requirements (section 8.7 of 34.122)
Section 8.7 is updated based on 25.123 (section 9) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. P-CCPCH RSCP (Intra frequency measurement accuracy, absolute accuracy)
2. P-CCPCH RSCP (Intra frequency measurement accuracy, relative accuracy)
3. P-CCPCH RSCP (Inter frequency measurement accuracy, absolute accuracy)
4. P-CCPCH RSCP (Inter frequency measurement accuracy, relative accuracy)
5. CPICH RSCP (absolute accuracy)
6. Timeslot ISCP (intra frequency measurement accuracy, absolute accuracy)

7. UTRA carrier RSSI (absolute measurement accuracy)

8. UTRA carrier RSSI (relative measurement accuracy)

9. GSM carrier RSSI

10. SFN-SFN observed time difference (type 1)

11. SFN-CFN observed time difference (intra frequency)

12. SFN-CFN observed time difference (inter frequency)

R5-070184
Addition of 7.68Mcps tests to timing charcteristics for support of RRM (section 8.5 of 34.122)
Section 8.5 is updated based on 25.102 (section 7) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. UE timing advance

R5-070185
Addition of 7.68Mcps tests to Performance requirements for HSDPA (section 9 of 34.122)
ERROR in cover sheet!!!!! – need revision
Section 9 is updated based on 25.102 (section 7) to include 7.68Mcps TDD. The following tests are updated to include 7.68Mcps TDD:

1. HS-DSCH throughput for Fixed Reference Channels
2. HS-SCCH Detection Performance
Note that headings added for HS-DSCH throughput for Variable Reference Channels and Reporting of HS-DSCH Channel Quality Indicator though these are left as FFS.
R5-070186
Addition of 7.68Mcps reference measurement channels to Annex C of 34.122
Annex C is updated based on 25.105 and 25.102 to include 7.68Mcps TDD reference channels. Both DCH and HSDPA 7.68Mcps channels are added.

R5-070187

Addition of 7.68Mcps propagation conditions to Annex D of 34.122
Annex D is updated based on 25.102 to include 7.68Mcps TDD
R5-070188
Addition of 7.68Mcps cases to Annex F of 34.122
Annex F is updated based on 25.123 to include 7.68Mcps TDD
R5-070189
Addition of 7.68Mcps to Annex H of 34.122
ERROR in cover sheet!!!!! – need revision
Annex H is updated based on 25.123 to include 7.68Mcps TDD
R5-070190
Addition of 7.68Mcps messages to Annex I of 34.122
Annex I is updated based on 25.331 to include 7.68Mcps TDD
