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VHCRTDD-UEConTest WI.
CRs to 34.108

R5-071277
Title : Addition of default message contents for RF tests (7.68Mcps TDD)

Work item : VHCRTDD-UEConTest

Spec updated : 34.108
Section 9.2.2 of 34.108 (Default Message Contents for Signalling (TDD)) is updated to include 7.68Mcps case.

CRs to 34.122

R5-071285
Title : Addition of Scenario 2C: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE (section 8 of 34.122)

Work item : VHCRTDD-UEConTest

Spec updated : 34.122
A new section 8.2.2.2C (Scenario 2C: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE) is added to 34.122 which defines the test for cell reselection from 7.68Mcps TDD to 3.84Mcps TDD.

R5-071313 (updated version of R5-071286)
Title : Addition of Scenario 2D: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE (section 8 of 34.122)

Work item : VHCRTDD-UEConTest

Spec updated : 34.122
A new section 8.2.2.2D (Scenario 2D: 7,68 Mcps TDD cell re-selection for 3,84 Mcps TDD UE) is added to 34.122 which defines the test for cell reselection from 3.84Mcps TDD to 7.68Mcps TDD.

MBMS-UEConTest_TDH WI.
CRs to 34.122

R5-071288
Title : MTCH demodulation tests for 3.84 and 7.68Mcps TDD

Work item : MBMS-UEConTest_TDH

Spec updated : 34.122
MBMS performance requirements section (10) is added to 34.122. A placeholder is provided for MCCH performance and a new test is specified for MTCH demodulation performance (10.2) using requirements defined in 25.102.
RANimp-UEConTest_EDCHTDH WI.
CRs to 34.122

R5-071281
Title : Addition of E-AGCH demodulation performance tests for 3.84 and 7.68Mcps TDD

Work item : RANimp-UEConTest_EDCHTDH

Spec updated : 34.122
E-DCH performance requirements section (11) is added to 34.122. A placeholder is provided for E-HICH performance and a new test is specified for E-AGCH demodulation performance (11.2) using requirements defined in 25.102.
