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	UE performance requirements for high speed train
	NTT DoCoMo
	5.4.1

	R5-072368
	CR to 34.108: New requirements for L1 synchronization
	Motorola
	5.4.1

	R5-072256
	Correction to call setup procedure
	Anritsu
	5.4.2.1

	R5-072257
	Correction to ACTIVESET UPDATE message in Annex I
	Anritsu
	5.4.2.3

	R5-072134
	CR to 34.121-1: New Requirements for Fast L1 Synchronization
	Motorola
	5.4.2.4

	R5-072258
	Correction to cell configurations of 8.7.3.2 and 8.7.3D in Annex K
	Anritsu
	5.4.2.4

	R5-072260
	Clarification of Transmission gap pattern sequence
	Anritsu
	5.4.2.4

	R5-072262
	Correction to Annex I
	Anritsu
	5.4.2.4

	R5-072263
	Removing test procedure for event trigger tests
	Anritsu
	5.4.2.4

	R5-072575
	Correction to MEASUREMENT CONTROL message (Intra Frequency) in 8.6.5.1
	Anritsu
	5.4.2.4

	R5-072129
	CR to 34.121-1: New FDD UE receiver performance requirements for Release 6 test tolerances to Annex F
	Motorola
	5.4.2.5

	R5-072130
	CR to 34.121-1: Introduction of new compressed mode reference pattern in Annex C
	Motorola
	5.4.2.5

	R5-072132
	CR to 34.121-1: Introduction of test case for correct reporting of neighbours in fading propagation condition using TGL1=14 RRM test tolerances
	Motorola
	5.4.2.5

	R5-072265
	Correction to channel power of T0 in 8.3.8
	Anritsu
	5.4.2.5

	R5-072406
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	Motorola
	5.4.2.5

	R5-072178
	Correction to TC 9.4.2A applicability
	Nokia
	5.4.3

	R5-072225
	Corrections to the applicability for some HSDPA tests
	7 layers AG
	5.4.3

	R5-072282
	UE performance requirements for high speed train
	NTT DoCoMo
	5.4.3

	R5-072407
	Addition of applicability of two new test cases in chapter 8.6 to 34.121-2
	Motorola
	5.4.3

	R5-072055
	Scheduling info Power offset for E-DCH E-TFC restriction TCs
	Aeroflex
	5.5.2.2

	R5-072056
	Correction of the maximum channelisation codes allowed in test cases 8.4.4.1 and 8.4.4.2
	Aeroflex
	5.5.2.2

	R5-072060
	Correction to reference for E-DCH Test Case
	Aeroflex
	5.5.2.2

	R5-072071
	Correction to E-DCH 2 cell TCs
	AT4wireless
	5.5.2.2

	R5-072072
	Correction to E-DCH Active set update message
	AT4wireless
	5.5.2.2

	R5-072243
	Corrections to Table C.11.3.1 in Annex C
	NEC, Aeroflex
	5.5.2.2

	R5-072269
	Correction to HS-PDSCH power in section 10 test cases
	Anritsu
	5.5.2.2

	R5-072342
	Addition of test tolerances for MBMS RF and RRM test cases
	Ericsson
	5.5.3.2

	R5-072294
	Addition of MCCH demodulation tests for 3.84Mcps and 7.68Mcps
	IPWireless
	5.5.4.2

	R5-072293
	Addition of Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) for 3.84Mcps and 7.68Mcps TDD
	IPWireless
	5.5.5.2

	R5-072179
	Introduction of continuous packet connectivity (CPC) to “Out-of-syncronization handling of output power”
	Nokia
	5.5.9.2

	R5-072273
	Introduction of FDD Mode Test frequencies for Operating Band XI (UMTS1500)
	NTT DoCoMo, Mitsubishi Electric
	5.6.2.1

	R5-072274
	Introduction of UMTS1500(Band XI) requirements to Chapter 4, 5 and 6
	NTT DoCoMo, Mitsubishi Electric
	5.6.2.2

	R5-072275
	Introduction of UMTS1500(Band XI) requirements to Chapter 8
	NTT DoCoMo, Mitsubishi Electric
	5.6.2.2

	R5-072276
	Introduction of UMTS1500(Band XI) requirements to Annex D and F
	NTT DoCoMo, Mitsubishi Electric
	5.6.2.2

	R5-072296
	Addition of MTCH and MCCH to combinations on SCCPCH for 3.84 Mcps TDD
	IPWireless
	6.3.5.1

	R5-072297
	Addition of MTCH and MCCH to combinations on SCCPCH for 7.68 Mcps TDD
	IPWireless
	6.3.5.1

	R5-072295
	Addition of message contents required for 3.84Mcps and 7.68Mcps TDD to the default messages contents for signalling
	IPWireless
	6.3.5.2

	R5-072298
	Addition of MTCH tests to radio bearer tests for 3.84 Mcps TDD
	IPWireless
	6.3.5.2

	R5-072303
	Generic test procedure for radio bearers on MTCH for 3.84 Mcps TDD
	IPWireless
	6.3.5.2

	R5-072305
	Generic test procedure for radio bearers on MTCH for 7.68 Mcps TDD
	IPWireless
	6.3.5.2

	R5-072121
	Correction to GCF WI 25 E-DCH RRC test case 8.2.3.36
	Anite
	6.4.1.2

	R5-072122
	Correction to GCF WI 25 E-DCH RRC test case 8.2.6.51
	Anite
	6.4.1.2

	R5-072188
	Correction to GCF WI-25 test case 7.1.6.2.1
	Motorola & MCC 160
	6.4.1.2

	R5-072284
	Correction to Radio Bearer Setup test case 8.2.1.36
	NTT DoCoMo, MCC160
	6.4.1.2

	R5-072066
	Corrections of Test Procedures for MBMS Testing (IGMP and MLD)
	Rohde & Schwarz, MCC TF160
	6.4.2.1

	R5-072067
	Addition of RB combinations for PTP MBMS Testing
	Rohde & Schwarz
	6.4.2.1

	R5-072166
	Correction to default MBMS MCCH messages in 34.108
	Anritsu Ltd.
	6.4.2.1

	R5-072043
	Correction of MBMS test case 12.4.1.1d
	MCC TF160, Qualcomm, Aeroflex, Nokia
	6.4.2.2

	R5-072044
	Corrections of MBMS test cases 12.9.16, 12.9.17, 12.9.18
	MCC TF160, Qualcomm, Aeroflex, Nokia
	6.4.2.2

	R5-072046
	MBMS RAB TC split for broadcast / multicast
	MCC TF160, Anritsu, Ericsson
	6.4.2.2

	R5-072063
	MBMS RLC TC split for broadcast / multicast
	Rohde & Schwarz, MCC TF160
	6.4.2.2

	R5-072090
	Technical corrections to FLC/FLD TC in section 8.5.3
	Nokia, MCC TF160, NEC
	6.4.2.2

	R5-072094
	Technical correction to test case 7.2.4.2
	Nokia
	6.4.2.2

	R5-072238
	Update of Test Case 8.5.2.2 and addition new Test Case 8.5.2.2m.
	NEC
	6.4.2.2

	R5-072248
	Movement of MBMS RRC test cases 8.5.5.5 and 8.5.5.6 to clause 8.5.1 and split of test case 8.5.5.6
	Motorola, MCC TF160, Nokia, NEC
	6.4.2.2

	R5-072485
	Update of Test Case 8.5.1.3
	NEC, Nokia
	6.4.2.2

	R5-072253
	Addition of applicability statements for new MBMS test cases 8.5.5.7, 8.5.5.7m, 8.5.5.8 & 8.5.5.8m
	Motorola, Nokia and MCC 160
	6.4.2.3

	R5-072050
	Add a new ASP for MBMS test
	MCC TF160
	6.4.2.4

	R5-072111
	Clarify parameter description in specific message contets
	Ericsson
	6.4.3.1

	R5-072112
	Update the SDP RFC reference
	Ericsson
	6.4.3.1

	R5-072113
	New TC User initiated re-registration for early IMS
	Ericsson
	6.4.3.1

	R5-072119
	Correction to IMS CC test case 12.4
	Qualcomm, Nokia
	6.4.3.1

	R5-072115
	Applicability of re- and de-registration TCs for early IMS
	Ericsson
	6.4.3.2

	R5-072186
	Correction to SIB5 contents for additional RACH TFCS for CCCH
	Motorola & MCC 160
	6.5.2

	R5-072187
	Correction to default RB combinations on PRACH for additional RACH TFCS for CCCH
	Motorola & MCC 160
	6.5.2

	R5-072032
	Correction to WI-13 and WI-47 Idle Mode testcases 6.1.2.10 and 6.1.2.10a
	Anritsu Ltd.
	6.5.3.1

	R5-072345
	Corrrection to testcase 6.2.2.4
	Rohde & Schwarz
	6.5.3.1

	R5-072120
	Correction to GCF WI 14 MAC test case 7.1.5.2
	Anite
	6.5.3.2

	R5-072285
	Corrrection to testcase 7.1.3.2
	Rohde & Schwarz
	6.5.3.2

	R5-072033
	Corrections to GCF WI-010 RRC test cases 8.3.1.22 and 8.3.2.12
	Anritsu Ltd., Nokia, Panasonic
	6.5.3.3

	R5-072099
	Correction to GCF WI-47 RRC test case 8.3.1.1a
	Aeroflex, MCC 160
	6.5.3.3

	R5-072123
	Correction to GCF WI 10 RRC test case 8.4.1.7
	Anite
	6.5.3.3

	R5-072165
	Correction to GCF WI-010 test case 8.4.1.42
	Anritsu Ltd.
	6.5.3.3

	R5-072168
	Correction to GCF WI-014 test case 8.2.6.48
	Anritsu Ltd.
	6.5.3.3

	R5-072224
	Correction to GCF WI 10 RRC test case 8.2.6.37
	Anite
	6.5.3.3

	R5-072287
	Corrrection to testcase 8.2.6.37
	Rohde & Schwarz
	6.5.3.3

	R5-072068
	Correction of GCF WI-010 test case 6.1.2.4 (AP#35.05)
	MCC TF160, Motorola
	6.5.3.4

	R5-072035
	Correction to GCF WI-010 GMM test cases 12.2.1.5a Proc1, 12.4.1.4d Proc1, 12.4.2.5a Proc1 & 12.9.7b and GCF WI-012 GMM test case 12.3.2.7
	Anritsu Ltd.
	6.5.3.7

	R5-072097
	Correction to GCF WI-15 AGPS test case 17.2.4.6
	Aeroflex
	6.5.3.11

	R5-072098
	Correction to GCF WI-15 AGPS test case 17.2.4.7
	Aeroflex
	6.5.3.11

	R5-072348
	Correction to GCF WI-15 AGPS TestCase 17.2.3.3
	Anite
	6.5.3.11

	R5-072349
	Correction to GCF WI-15 AGPS TestCase 17.2.3.8
	Anite
	6.5.3.11

	R5-072047
	Add a word "informative" for the TC executions column
	MCC TF160
	6.5.4

	R5-072074
	Applicability of new test case for radio bearer reconfiguration from speech to speech plus PS data with modification of downlink spreading factor
	Ericsson
	6.5.4

	R5-072226
	Correction and addition to the recommended number of TC executions
	7 layers AG
	6.5.4

	R5-072254
	Corrections to the PICS items
	Aeroflex
	6.5.4

	R5-072051
	RoHC test model and ASP
	MCC TF160
	6.5.5.1

	R5-072353
	Add test tolerance and test frequencies for 5.13.2A and 5.13.2B UE Relative Code Domain Error
	Agilent Technologies
	5.4.2.1

	R5-072354
	Replace tentative test tolerances for UE Relative Code Domain Power Accuracy tests 5.2C and 5.2D
	Agilent Technologies
	5.4.2.1

	R5-072355
	Add frequency range 4 to 6.5 Blocking Characteristics
	Agilent Technologies
	5.4.2.2

	R5-072356
	CR to 34.121-1: New FDD UE receiver performance requirements for Release 6
	Motorola
	5.4.2.3

	R5-072357
	CR to 34.121-1: Correction to FDD/FDD Soft Handover test cases
	Motorola
	5.4.2.4

	R5-072358
	CR to 34.121-1: Introduction of test case for correct reporting of neighbours in fading propagation condition using TGL1=14 RRM test case
	Motorola
	5.4.2.4

	R5-072363
	Correction to measurement control message in 8.7.3D
	Anritsu
	5.4.2.4

	R5-072364
	Correction to frequency separation in 8.7.3.2
	Anritsu
	5.4.2.4

	R5-072366
	Correction to HSDPA diversity performance TCs
	Anritsu
	5.4.2.5

	R5-072367
	CR to 34.121-2:Correction of test cases for UE Transmitted Power
	Motorola
	5.4.3

	R5-072370
	Corrections to E-DCH UE Power Headroom TC
	Aeroflex
	5.5.2.2

	R5-072371
	Definition of uncertainties for E-DCH UE Power Headroom TC
	Aeroflex
	5.5.2.2

	R5-072372
	Corrections to E-DCH E-TFC restriction Test Cases
	Aeroflex
	5.5.2.2

	R5-072375
	Correction to 5.2D UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH
	Agilent Technologies, Qualcomm
	5.5.2.2

	R5-072377
	Corrections to Section 10
	NEC, Aeroflex
	5.5.2.2

	R5-072379
	SIB5 configuration for MBMS RF/RRM generic procedure
	NEC
	5.5.3.1

	R5-072381
	Downlink physical channels code allocation for MBMS test cases
	NEC
	5.5.3.2

	R5-072384
	Introduction of continuous packet connectivity (CPC) to E-TFC restriction
	Nokia
	5.5.9.2

	R5-072388
	New E-DCH TC: RLS not containing the Serving E-DCH cell (10ms TTI, Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072389
	New E-DCH TC: RLS not containing the Serving E-DCH cell (2ms TTI, Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072390
	New E-DCH TC: RLS containing the Serving E-DCH cell (10ms TTI, Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072391
	New E-DCH TC: RLS containing the Serving E-DCH cell (2ms TTI, Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072392
	New E-DCH TC: Single link performance (10ms TTI, Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072393
	New E-DCH TC: Single link performance (2ms TTI, Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072394
	New E-DCH TC: Detection in Inter-Cell Handover conditions (Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072395
	New E-DCH TC: Single link performance (Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072396
	Measurement uncertainties for E-DCH RX diversity (Type 1) tests
	Rohde & Schwarz
	5.5.11.1

	R5-072397
	Downlink physical Channels for E-DCH RX-diversity (Type 1) tests
	Rohde & Schwarz
	5.5.11.1

	R5-072343
	New E-DCH Connection Diagram: 2 cells/Fading/RX-diversity
	Rohde & Schwarz
	5.5.11.2

	R5-072385
	New test case for demodulation of MTCH and enhanced performance requirement 1
	Ericsson
	5.5.12.1

	R5-072411
	Applicability of new test case for demodulation of MTCH and enhanced performance requirement 1
	Ericsson
	5.5.12.2

	R5-072398
	Introduction of FDD Mode Test frequencies for Operating Band XI (UMTS1500)
	NTT DoCoMo, Mitsubishi Electric
	5.6.2.3

	R5-072483
	Addition of MTCH tests to radio bearer tests for 7.68 Mcps TDD
	IPWireless
	6.3.5.2

	R5-072484
	Update of Implementation conformance statement for 3.84Mcps and 7.68Mcps TDD
	IPWireless
	6.3.5.3

	R5-072456
	Corrrection to testcase 8.2.2.49
	Rohde & Schwarz
	6.4.1.2

	R5-072457
	Corrrection to testcase 8.3.1.42
	Rohde & Schwarz
	6.4.1.2

	R5-072468
	Default message content for MBMS NEIGHBOURING CELL P-T-M RB INFORMATION
	Nokia
	6.4.2.1

	R5-072521
	Addition of PTP RB for MBMS
	Ericsson
	6.4.2.1

	R5-072469
	Addition of new SIB5 configuration to have MCCH mapped on to an S-CCPCH also used for non-MBMS purposes
	NEC
	6.4.2.1

	R5-072473
	Clarification on the use of compression in 8.5.1.4
	MCC TF160
	6.4.2.2

	R5-072474
	Technical corrections and extension of controlling cell change TCs in section 8.5.6
	Nokia, MCC TF160
	6.4.2.2

	R5-072475
	Addition of new test case 8.5.2.4 ( MBMS PTM Session Reconfiguration – MTCH data rate change )
	Nokia
	6.4.2.2

	R5-072476
	Corrections to MBMS RRC test cases
	Ericsson
	6.4.2.2

	R5-072477
	New MBMS RRC test case: Testing of the Selected Services indication from the network whilst in CELL_DCH / MBMS Selected Service
	Ericsson
	6.4.2.2

	R5-072488
	Correction of Test Case 8.5.1.1 and addition new Test Case 8.5.1.1m
	NEC
	6.4.2.2

	R5-072490
	Correction of Test Case 8.5.1.6
	NEC
	6.4.2.2

	R5-072493
	Correction of Test Case 8.5.2.3 and addition new Test Case 8.5.2.3m
	NEC, Anite
	6.4.2.2

	R5-072494
	Update of Test Cases from RRC section 8.5.5
	NEC, Telecom Italia, Orange
	6.4.2.2

	R5-072463
	Addition of new MBMS test cases 8.5.5.7, 8.5.5.7m, 8.5.5.8 & 8.5.5.8m
	Motorola, Nokia & MCC 160
	6.4.2.2

	R5-072498
	New MBMS PTP HS radio bearer test cases
	Ericsson
	6.4.2.2

	R5-072499
	Applicability of new MBMS PTP HS radio bearer test cases
	Ericsson
	6.4.2.3

	R5-072520
	Addition of RB combination for RoHC testing
	NEC
	6.5.2

	R5-072458
	Introduction of Test frequencies for FDD Mode Operating Band XI (UMTS 1500)
	NTT DoCoMo
	6.5.3.1

	R5-072487
	Correction to the support statement of RoHC
	Nokia
	6.5.3.2

	R5-072459
	Update to references for Robust Header Compression (RFC3095)
	Nokia
	6.5.3.2

	R5-072528
	Update of Radio Bearer setup used in Rohc generic procedure.
	NEC
	6.5.3.2

	R5-072478
	Clarification of default value for the measurment tests
	MCC TF160
	6.5.3.3

	R5-072461
	Correction to GCF WI-47 RRC test case 8.3.2.1a
	Aeroflex, MCC 160
	6.5.3.3

	R5-072312
	Correction to GCF WI-010 MM test case 9.4.2.4
	Anritsu Ltd., Panasonic
	6.5.3.4

	R5-072333
	Correction to GCF WI-14 RAB Test Case 14.6.7
	Anritsu Ltd.
	6.5.3.9

	R5-072467
	Editorial corrections to section 18.2 of 34.123-1
	IPWireless
	6.5.3.13

	R5-072512
	Editorial corrections to section 18.3 of 34.123-1
	IPWireless
	6.5.3.13

	R5-072486
	Correction to the applicability statements of RoHC performance test cases
	Nokia
	6.5.4

	R5-072465
	Introduction of FDD Mode Test frequencies for Operating Band XI (UMTS1500)
	NTT DoCoMo
	6.5.4

	R5-072466
	Addition of ASP for FMO & addition of IE paging cycle splitting
	MCC TF160
	6.5.5.1

	R5-072504
	Default message correction for 401 response
	Rohde & Schwarz, Nokia
	6.5.6.1

	R5-072508
	Correct check of ACK message in 12.9
	Ericsson
	6.5.6.1

	R5-072509
	Extension to TTCN  ASP DeactivatePDPContextReq
	R&S
	6.5.6.3

	R5-072546
	IMS CC / PIXIT parameter px_CellId
	R&S
	6.5.6.3

	R5-072413
	UE performance requirements for high speed train
	NTT DoCoMo
	5.4.2.3

	R5-072405
	CR to 34.121-1: Correction to the Inter Frequency Cell Identification test cases
	Motorola
	5.4.2.4

	R5-072410
	Correction to 8.6.1.2A – invalid IE for event 1C
	Anite
	5.4.2.4

	R5-072402
	CR to 34.121-1: Correction for testing receiver diversity UEs
	Motorola
	5.4.2.5

	R5-072412
	Applicability of new test cases 7.7.1A and 8.6.2.3
	Motorola
	5.4.3

	R5-072403
	Correction to E-DCH AG detection TC
	AT4wireless
	5.5.2.2

	R5-072400
	Correction to 10.4 (E-AGCH)
	Rohde & Schwarz
	5.5.2.2

	R5-072382
	Adding the test case of MTCH demodulation performance for 1.28Mcps TDD option
	CATT, ZTE
	5.5.8.2

	R5-072383
	Adding the test case of MTCH demodulation and cell identification for 1.28Mcps TDD option
	CATT, ZTE
	5.5.8.2

	R5-072414
	New E-DCH TC: Single link performance (10ms TTI, Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072415
	New E-DCH TC: Single link performance (2ms TTI, Type 1)
	Rohde & Schwarz
	5.5.11.1

	R5-072534
	Introduce SIB scheduling and contents for LCR TDD MBMS test
	CATT, ZTE
	6.3.4.1

	R5-072535
	Introduction of radio bearers of MTCH for LCR TDD MBMS test
	CATT, ZTE
	6.3.4.1

	R5-072536
	Generic test procedure for LCR TDD MBMS radio bearer test cases
	CATT, ZTE
	6.3.4.2

	R5-072533
	New MBMS radio bearer test cases for LCR TDD
	CATT, ZTE
	6.3.4.2

	R5-072470
	MBMS GMM TC split for broadcast / multicast
	MCC TF160, Aeroflex, Nokia, Qualcomm
	6.4.2.2

	R5-072503
	MBMS SM TC split for broadcast / multicast
	Rohde & Schwarz, MCC TF160
	6.4.2.2

	R5-072554
	MBMS RRC section 8 split for broadcast / multicast
	Nokia, MCC TF 160, NEC, Motorola
	6.4.2.2

	R5-072557
	Update of Test Case 8.5.1.2 and addition new Test Case 8.5.1.2m
	NEC
	6.4.2.2

	R5-072558
	Correction of Test Case 8.5.2.1
	NEC
	6.4.2.2

	R5-072523
	New MBMS PTP HS radio bearer test cases
	Ericsson
	6.4.2.2

	R5-072507
	Handling of optional PUBLISH messages
	Rohde & Schwarz
	6.4.3.1

	R5-072511
	Correct the check of SDP answer to the SDP offer
	Ericsson
	6.4.3.1

	R5-072481
	Correct the re-invite message in 12.6
	Ericsson, Nokia
	6.4.3.1

	R5-072539
	New test case for radio bearer reconfiguration from speech to speech plus PS data with modification of downlink spreading factor
	Ericsson
	6.5.3.3

	R5-072527
	Clarification test step of test case 12.4.1.3
	CATT, ZTE
	6.5.3.7

	R5-072462
	Correction of SMS testcases 16.2.1 and 16.2.2
	Ericsson
	6.5.3.10

	R5-072526
	New Additional information for LCR TDD
	CATT, ZTE, 7 layers AG, Motorola, MCC 160, Sony-Ericsson
	6.5.4

	R5-072337
	Correction to RB identities mapping
	Anritsu Ltd.
	6.5.5.1

	R5-072505
	IMSCC Test 8.3 /  Supported header in Register message for de-registration
	Rohde & Schwarz
	6.5.6.1

	R5-072506
	Format of home domain name within the ISIM
	Nokia
	6.5.6.1

	R5-072417
	Editorial correction to E-DCH TC max power procedure
	Aeroflex, Agilent, Anritsu
	5.5.2.2

	R5-072418
	Correction to signalling pattern on the E-RGCH in 10.3.1 and 10.3.2
	Anritsu
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