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Introduction
This document provides a summary of CRs for LCR TDD to be presented in RAN5 meeting #36 signalling group. 

This summary will be presented in agenda item 6.3.1. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.

TS 34.123-1

	R5-072157
	Clarification test step of test case 12.4.1.3
	CATT


TS 34.123-2
	R5-072326
	New Additional information for LCR TDD
	CATT


MBMS for LCR TDD 
	R5-072322
	Introduce SIB scheduling and contents for LCR TDD MBMS test 
	CATT

	R5-072323
	Introduction of radio bearers of MTCH for LCR TDD MBMS test 
	CATT

	R5-072324
	Generic test procedure for LCR TDD MBMS radio bearer test cases
	CATT

	R5-072325
	New MBMS radio bearer test cases for LCR TDD
	CATT

	R5-072146
	Correction of the test case 8.5.1.1
	ZTE

	R5-072147
	Correction to some parameters of Both MEASUREMENT CONTROL (1.28Mcps TDD) and MEASUREMENT REPORT for 1.28Mcps TDD in 8.5.1.4
	ZTE

	R5-072149
	Editorial Correction to the test cases of both 8.5.1.5 and 8.5.1.6
	ZTE

	R5-072151
	Addition of LCR TDD part of 8.5.3.3
	ZTE

	R5-072153
	Addition of LCR TDD part of 8.5.6.4
	ZTE

	R5-072154
	Correction to some parameters of PHYSICAL CHANNEL RECONFIGURATION for LCR TDD in 8.5.6.5
	ZTE


Contents
	R5-072322
	Introduce SIB scheduling and contents for LCR TDD MBMS test 
	CATT


Reason for change:

Sysinfo scheduling for LCR TDD MBMS testing is required.

Summary of change:

1) Sheduling info for LCR TDD modified in 6.1.0a

2) Cell info for LCR TDD MBMS (6.1.4.3)

	R5-072323
	Introduction of radio bearers of MTCH for LCR TDD MBMS test 
	CATT


Reason for change:

No reference radio bearers for LCR TDD MTCH specified in 34.108

Summary of change:

Addition of following radio bearers for MTCH:

6.11.5.4.4.5
64.8kbps RB for MTCH with 40 ms TTI 

6.11.5.4.4.6
129.6 kbps RB for MTCH with 40 ms TTI
6.11.5.4.4.7
259.2 kbps RB for MTCH with 40 ms TTI
6.11.5.4.4.8     7.6kbps signalling RB for MCCH

	R5-072324
	Generic test procedure for LCR TDD MBMS radio bearer test cases
	CATT


Reason for change:

Introduction of generic test procedure of LCR TDD for testing of radio bearers on MTCH

Summary of change:

New generic test procedure for LCR TDD MBMS radio bearer test cases added

	R5-072325
	New MBMS radio bearer test cases for LCR TDD
	CATT


Reason for change:

Introduction of radio bearer test cases for MTCH.
Summary of change:

The following test case are added:

18.1.3.4 
64.8kbps RB for MTCH with 40 ms TTI
18.1.3.5 
129.6 kbps RB for MTCH with 40 ms TTI
18.1.3.6 
259.2 kbps RB for MTCH with 40 ms TTI

	R5-072146
	Correction of the test case 8.5.1.1
	ZTE


Reason for change:

The “MBMS Common Cell p-t-m rb Information”message content is different for TDD and FDD.

The message contents reference is incorrect.
Summary of change:

Give the different “MBMS Common Cell p-t-m rb Information”message content for TDD and FDD.
Change the description of  message contents reference.
	R5-072147
	Correction to some parameters of Both MEASUREMENT CONTROL (1.28Mcps TDD) and MEASUREMENT REPORT for 1.28Mcps TDD in 8.5.1.4
	ZTE


Reason for change:

Some Parameters of Both MEASUREMENT CONTROL(1.28Mcps TDD) and MEASUREMENT REPORT(1.28Mcps TDD) are wrong.The message contents reference is incorrect.
Summary of change:

Modify the parameters of MEASUREMENT CONTROL(1.28Mcps TDD);
Modify the Cell Id of MEASUREMENT REPORT(1.28Mcps TDD).
	R5-072149
	Editorial Correction to the test cases of both 8.5.1.5 and 8.5.1.6
	ZTE


Reason for change:

The cell Id of  PHYSICAL CHANNEL RECONFIGURATION for LCR TDD is incorrect.
Summary of change:

Modify the cell Id of PHYSICAL CHANNEL RECONFIGURATION for LCR TDD
	R5-072151
	Addition of LCR TDD part of 8.5.3.3
	ZTE


Reason for change:

The current test case 8.5.3.3 does not contain LCR TDD part.
Summary of change:

Test case 8.5.3.3 is updated to include LCR TDD part.
	R5-072153
	Addition of LCR TDD part of 8.5.6.4
	ZTE


Reason for change:

The current test case 8.5.6.4 does not contain LCR TDD part.
Summary of change:

Test case 8.5.6.4 is updated to include LCR TDD part.
	R5-072154
	Correction to some parameters of PHYSICAL CHANNEL RECONFIGURATION for LCR TDD in 8.5.6.5
	ZTE


Reason for change:

Some parameters of PHYSICAL CHANNEL RECONFIGURATION for LCR TDD are incorrect.
Summary of change:

Modify the wrong parameters of PHYSICAL CHANNEL RECONFIGURATION for LCR TDD
	R5-072157
	Clarification test step of test case 12.4.1.3
	CATT


Reason for change:

Inconsistency between the prose and TTCN for 12.4.1.3
Summary of change:

Correction the test step 11 and 12 in 12.4.1.3
	R5-072326
	New Additional information for LCR TDD
	CATT


Reason for change:

Introduction of New Additional information for LCR TDD.

Summary of change:

pc_AutomaticAttachUEIDnotDerived is added.
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