Page 1



3GPP TSG RAN WG5 Meeting #36
(
R5-072166
Athens, Greece, 20 - 24 August 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	34.108
	CR
	
	(

rev
	-
	(

Current version:
	7.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to default MBMS MCCH messages in 34.108

	
	

	Source to WG:
(

	Anritsu Ltd

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	MBMS_Test
	
	Date: (

	10/08/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(
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9
Default Message Contents
9.1
Default Message Contents for Signalling
9.1.1
Default RRC Message Contents (FDD)
This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of 3GPP TS 34.123-1 [1], shall be transmitted and checked by the system simulator.
In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.
The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

<TEXT SKIPPED>
Contents of MBMS GENERAL INFORMATION message: UM

	Information Element
	Value/remark
	Version

	Message type
	
	Rel-6

	MBMS preferred frequency information
	Not Present
	Rel-6

	MBMS timers and counters
	
	Rel-6

	      - T318
	4000 ms
	Rel-6

	MICH configuration information
	
	Rel-6

	      - MICH Power offset
	-5dB
	Rel-6

	      - CHOICE Mode
	FDD
	Rel-6

	            - Channelisation code
	Reference to clause 5.5.1.4 “Downlink physical channels code allocation for MBMS test cases”
	Rel-6

	            - Number of NI per frame
	18
	Rel-6

	            - STTD indicator
	FALSE
	Rel-6

	Cell group identity
	‘000000000001’
	Rel-6

	Default MSCH configuration information
	Not Present
	Rel-6

	Indicate changes in MBMS Selected Services
	FALSE
	Rel-6


Contents of MBMS COMMON P-T-M RB INFORMATION message: UM 

	Information Element
	Value/remark
	Version

	Message type
	
	Rel-6

	RB information list
	2 entries in the list
	Rel-6

	      - RB identity
	14
	Rel-6

	      - PDCP info
	
	

	            - Support for lossless SRNS relocation 
	Not Present
	

	            - PDCP PDU header
	absent
	

	            - Header compression information
	Not Present
	

	      - RLC info
	
	

	            - DL UM RLC LI size
	7
	

	            - DL Duplication Avoidance and Reordering info
	Not Present
	

	      - RB identity
	15
	Rel-6

	      - PDCP info
	
	

	            - Support for lossless SRNS relocation 
	Not Present
	

	            - PDCP PDU header
	absent
	

	            - Header compression information
	Not Present
	

	      - RLC info
	
	

	            - DL UM RLC LI size
	7
	

	            - DL Duplication Avoidance and Reordering info
	Not Present
	

	TrCh information for each TrCh
	2 entries in the list
	Rel-6

	      - Transport channel identity
	17
	Rel-6

	      - TFS
	
	

	            - CHOICE Transport channel type
	Common transport channels
	

	                  - Dynamic Transport format information
	
	

	                        - RLC Size
	Reference to clause 6.10 parameter set
	

	                        - Number of TBs List
	(This IE is repeated for TFI number.)
	

	                              - Transmission Time Interval
	Not Present
	

	                              - Number of Transport blocks
	Reference to clause 6.10 parameter set
	

	                        - CHOICE Logical channel list
	All
	

	                  - Semi-static Transport Format information
	
	

	                        - Transmission time interval
	Reference to clause 6.10 parameter set
	

	                        - Type of channel coding
	Reference to clause 6.10 parameter set
	

	                        - Coding Rate
	Reference to clause 6.10 parameter set
	

	                        - Rate matching attribute
	Reference to clause 6.10 parameter set
	

	                        - CRC size
	Reference to clause 6.10 parameter set
	

	      - Transport channel identity
	23
	Rel-6

	      - TFS
	
	

	            - CHOICE Transport channel type
	Common transport channels
	

	                  - Dynamic Transport format information
	
	

	                        - RLC Size
	Reference to clause 6.10 parameter set
	

	                        - Number of TBs List
	(This IE is repeated for TFI number.)
	

	                              - Transmission Time Interval
	Not Present
	

	                              - Number of Transport blocks
	Reference to clause 6.10 parameter set
	

	                        - CHOICE Logical channel list
	All
	

	                  - Semi-static Transport Format information
	
	

	                        - Transmission time interval
	Reference to clause 6.10 parameter set
	

	                        - Type of channel coding
	Reference to clause 6.10 parameter set
	

	                        - Coding Rate
	Reference to clause 6.10 parameter set
	

	                        - Rate matching attribute
	Reference to clause 6.10 parameter set
	

	                        - CRC size
	Reference to clause 6.10 parameter set
	

	TrCh information for each CCTrCh
	2 entries in the list
	Rel-6

	      - CCTrCH identity
	1
	Rel-6

	      - TFCS
	
	

	            - CHOICE TFCI signalling
	Normal
	

	                  - TFCI Field 1 information 
	
	

	                        - CHOICE TFCS representation
	Complete reconfiguration
	

	                              - TFCS complete reconfiguration information 
	
	

	                                    - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.
	

	                                          - CTFC information
	This IE is repeated for number of CTFCs in clause 6.10 "Parameter Set"
	

	                                                - CTFC
	Reference to clause 6.10 "Parameter Set"
	

	                                                - Power offset information
	Not Present
	

	      - CCTrCH identity
	2
	Rel-6

	      - TFCS
	
	

	            - CHOICE TFCI signalling
	Normal
	

	                  - TFCI Field 1 information 
	
	

	                        - CHOICE TFCS representation
	Complete reconfiguration
	

	                              - TFCS complete reconfiguration information 
	
	

	                                    - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.
	

	                                          - CTFC information
	This IE is repeated for number of CTFCs in clause 6.10 "Parameter Set"
	

	                                                - CTFC
	Reference to clause 6.10 "Parameter Set"
	

	                                                - Power offset information
	Not Present
	

	PhyCh information
	2 entries in list
	Rel-6

	      - PhyCh identity
	13
	Rel-6

	      - Secondary CCPCH info MBMS
	
	

	            - CHOICE mode
	FDD
	

	            - Secondary scrambling code
	Not Present
	

	            - STTD indicator
	FALSE
	

	            - Spreading factor
	Reference to clause 6.10 "Parameter Set"
	

	            - Code number
	Reference to clause 5.5.1.4 “Downlink physical channels code allocation for MBMS test cases”
	

	            - Timing Offset
	Not Present
	

	      - PhyCh identity
	17 
	Rel-6

	      - Secondary CCPCH info MBMS
	
	

	            - CHOICE mode
	FDD
	

	            - Secondary scrambling code
	Not Present
	

	            - STTD indicator
	FALSE
	

	            - Spreading factor
	Reference to clause 6.10 "Parameter Set"
	

	            - Code number
	Reference to clause 5.5.1.4 “Downlink physical channels code allocation for MBMS test cases”
	

	            - Timing Offset
	Not Present
	


Contents of MBMS CURRENT CELL P-T-M RB INFORMATION message: UM 

	Information Element
	Condition
	Value/remark
	Version

	Message type
	A1, A2, A3
	
	Rel-6

	S-CCPCH list
	A1
	Not Present
	Rel-6

	S-CCPCH list
	A2
	Contains 1 S-CCPCH
	Rel-6

	S-CCPCH list
	A3
	Contains 2 S-CCPCH
	Rel-6

	      - S-CCPCH identity
	A2, A3
	Not Present
	Rel-6

	      - Secondary CCPCH info
	
	13
	Rel-6

	      - MBMS Soft Combining Timing Offset
	
	Not Present
	Rel-6

	      - TrCh information common for all TrCh
	
	1
	Rel-6

	      - TrCH information list
	
	
	Rel-6

	            - TrCh information
	
	17
	Rel-6

	            - RB information list
	
	
	Rel-6

	                  - RB information
	
	14
	Rel-6

	                  - MBMS short transmission ID
	
	Refers to the index of the service in the list of services on the cell which is being provided on this RB
	Rel-6

	                  - MBMS logical channel identity
	
	1
	Rel-6

	            - MSCH configuration information
	
	Not Present
	Rel-6

	      - S-CCPCH identity
	A3
	Not Present
	Rel-6

	      - Secondary CCPCH info
	
	17
	Rel-6

	      - MBMS Soft Combining Timing Offset
	
	Not Present
	Rel-6

	      - TrCh information common for all TrCh
	
	2
	Rel-6

	      - TrCH information list
	
	
	Rel-6

	            - TrCh information
	
	23
	Rel-6

	            - RB information list
	
	
	Rel-6

	                  - RB information
	
	15
	Rel-6

	                  - MBMS short transmission ID
	
	Refers to the index of the service in the list of services on the cell which is being provided on this RB
	Rel-6

	                  - MBMS logical channel identity
	
	2
	Rel-6

	            - MSCH configuration information
	
	Not Present
	Rel-6

	S-CCPCH in SIB type 5
	A1, A2, A3
	Not Present
	Rel-6


	Condition
	Explanation

	A1
	No services ongoing or starting

	A2
	1 service ongoing or starting

	A3
	2 services ongoing or starting


Contents of MBMS MODIFIED SERVICES INFORMATION message: UM

	Information Element
	Value/remark
	Version

	Message type
	
	Rel-6

	Modified services list
	1 entry per modified service - maximum 12. If no services are modified in the current modification period this IE is Not Present
	Rel-6

	    - MBMS Transmission identity
	
	Rel-6

	         - MBMS Service ID
	
	

	             - MBMS Service ID
	Set to the value of the service ID being modified (e.g. ‘000001’)
	Rel-6

	             - CHOICE PLMN identity
	SameAs-MIB
	Rel-6

	         - MBMS Session ID
	‘01’
	Rel-6

	    - MBMS required UE action
	Acquire PTM RB info
	Rel-6

	    - MBMS preferred frequency
	Not Present
	Rel-6

	    - MBMS dispersion indicator
	Not Present
	Rel-6

	    - Continue MCCH reading
	FALSE
	Rel-6

	MBMS re- acquire MCCH
	Not Present
	Rel-6

	MBMS dynamic persistence level
	Not Present
	Rel-6

	End of modified MCCH information
	Not Present
	Rel-6

	MBMS number of neighbour cells
	0
	Rel-6

	MBMS all unmodified p-t-m services
	Not Present
	Rel-6

	MBMS p-t-m activation time
	Set to the 11 LSB of the first SFN of the next modification period.
	Rel-6
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