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9
Default Message Contents
9.1
Default Message Contents for Signalling
9.1.1
Default RRC Message Contents (FDD)
<Text Skipped here>
Contents of RADIO BEARER RELEASE FAILURE message: AM

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identitifer
	Checked to see if it is set to identical value of the same IE in the downlink RADIO BEARER RELEASE message.

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	Failure cause
	Checked to see if it meets test requirement

	Radio bearers for which reconfiguration would have succeeded 
	Not checked


Contents of RRC CONNECTION REQUEST message: TM

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Predefined configuration status information
	To be checked against requirement if specified
	Rel-5

	Initial UE identity
	
	

	        - CHOICE UE id type
	
	

	         - TMSI and LAI (GSM-MAP)
	Set to the UE's TMSI and LAI.
	

	Establishment cause
	To be checked against requirement if specified
	

	Protocol error indicator
	FALSE
	

	UE Specific Behaviour Information 1 idle
	This IE will not be checked by default behaviour, but in specific test case.
	

	UE capability indication
	To be checked against requirement if specified
	Rel-6

	Support for F-DPCH
	TRUE
	Rel-6

	Measured results on RACH
	To be checked against requirement if specified
	

	
	
	Rel-4

	Access stratum release indicator
	To be checked against requirement if specified
	Rel-4
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