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Introduction
RP#36 meeting approved a proposal to add an indication of support of F-DPCH support in Rel-6 UE allowing terminal vendors to declare support of F-DPCH. The current E-DCH test cases in TS 34.123 using F-DPCH need to be updated to align with the RP#36 decision.
Analysis of the existing test cases

	TC
	Title
	Require F-DPCH from test purpose
	Proposed action
	CR to 34.123-1 required?
	CR to 34.123-2 required?

	8.1.2.17
	RRC Connection Establishment for transition from Idle Mode to CELL_DCH: Success (start of E-DCH transmission)
	Yes

Using SRB mapping on HS-DSCH and E-DCH using F-DPCH
	1. Update applicability (CR to 34.123-2)

2. Update “Related ICS/IXIT statement(s)” and possibly update Definition Applicability section
	Yes
	Yes

	8.1.2.18
	RRC Connection Establishment using the default configuration for HS-DSCH / E-DCH signalling bearers
	Yes

Using SRB mapping on HS-DSCH and E-DCH using F-DPCH
	1. Update applicability (CR to 34.123-2)

2. Update “Related ICS/IXIT statement(s)” and possibly update Definition Applicability section
	Yes
	Yes

	8.2.1.36 
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start of E-DCH transmission)
	No

Uses RADIO BEARER SETUP condition A14, but seems not require this from test purpose
	Update test case to use RB SETUP condition A12 or A13 for non-FDPCH (

	Yes
	No

	8.2.1.36f
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (hard handover to another frequency, start of E-DCH transmission, F-DPCH configured) 
	Uses RADIO BEARER SETUP condition A14
	New test case for F-DPCH which is only applicable to UEs supporting F-DPCH
	Yes
	Yes

	8.2.2.44 
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (start and stop of E-DCH transmission)
	No

Uses RADIO BEARER SETUP condition A14, but seems not require this from test purpose
	Update test case to use RB SETUP condition A12 or A13 for non-FDPCH

	Yes
	No

	8.2.2.44f 
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (start and stop of E-DCH transmission, F-DPCH configured)
	Uses RADIO BEARER SETUP condition A14
	New test case for F-DPCH which is only applicable to UEs supporting F-DPCH 


	Yes
	Yes

	8.2.2.47 
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (frequency modification, start and stop of E-DCH transmission)
	No

Uses RADIO BEARER SETUP condition A14, but seems not require this from test purpose
	Update test case to use RB SETUP condition A12 or A13 for non-FDPCH

	Yes
	No

	8.2.2.47f 
	Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (frequency modification, start and stop of E-DCH transmission, F-DPCH configured)
	Uses RADIO BEARER SETUP condition A14
	New test case for F-DPCH which is only applicable to UEs supporting F-DPCH
	Yes
	Yes

	8.2.2.49 
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_PCH: Success (stop of E-DCH transmission)
	No

Uses RADIO BEARER SETUP condition A14, but seems not require this from test purpose
	Update test case to use RB SETUP condition A12 or A13

	Yes
	No

	8.2.6.52 
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving E-DCH cell change, compressed mode)
	Set F-DPCH info in specific message content in the test case. Keep as F-DPCH TC?
	1. Update applicability (CR to 34.123-2)

2. Update “Related ICS/IXIT statement(s)” and possibly update Definition Applicability section
	Yes
	Yes

	8.3.1.42 
	Cell Update: Transition from CELL_PCH to CELL_DCH: Success (frequency modification, start of E-DCH transmission)
	No

Uses RADIO BEARER SETUP condition A14 and also set F-DPCH info in CELL UPDATE CONFIRM message, but seems not require this from test purpose
	Update test case to use RB SETUP condition A12 or A13 for non-FDPCH

	Yes
	No

	8.3.1.42f 
	Cell Update: Transition from CELL_PCH to CELL_DCH: Success (frequency modification, start of E-DCH transmission, F-DPCH confgiured)
	Uses RADIO BEARER SETUP condition A14 
	New test case for F-DPCH which is only applicable to UEs supporting F-DPCH
	Yes
	Yes

	8.3.1.43
	Cell Update: Radio Link Failure, with active E-DCH transmission
	Yes

Test purpose 1: “To confirm that the UE detects the radio link failure condition when the F-DPCH physical channel is established.”
	1. Update applicability (CR to 34.123-2)

2. Update “Related ICS/IXIT statement(s)” and possibly update Definition Applicability section
	Yes
	Yes

	14.7.3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for E-DCH and HS-DSCH
	Yes

Using SRB mapping on HS-DSCH and E-DCH using F-DPCH
	Update applicability (CR to 34.123-2)


	No
	Yes

	14.7.6
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Yes

Using SRB mapping on HS-DSCH and E-DCH using F-DPCH
	Update applicability (CR to 34.123-2)


	No
	Yes

	14.7.7
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Yes

Using SRB mapping on HS-DSCH and E-DCH using F-DPCH
	Update applicability (CR to 34.123-2)


	No
	Yes


Proposal

It is proposed that the actions identified as the output of the above analysis be agreed by RAN5 and respective CRs be raised during RAN5#36 meeting.
