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C.3
DL reference measurement channel

C.3.1
DL reference measurement channel (12.2 kbps)

The parameters for the 12,2 kbps DL reference measurement channel are specified in table C.3.1.1, table C.3.1.2 and table C.3.1.3. The channel coding is detailed in figure C.3.1. For the RLC configuration of AM DCCHs Timer_STATUS_Periodic shall not be set in RRC CONNECTION SETUP message used in test procedure for RF test as defined in TS 34.108 [3] clause 7.3. This is to prevent unexpected DCHs from being transmitted through such RLC entities when the timer has expired in order to sure that the required TFC from the minimum set of TFCs can continuously convey a DCH for DTCH during the test.

Table C.3.1.1: DL reference measurement channel (12.2 kbps)

	Parameter
	Level
	Unit

	Information bit rate
	12.2
	kbps

	DPCH
	30
	ksps

	Slot Format #I
	11
	-

	TFCI
	On
	

	Power offsets PO1, PO2 and PO3
	0
	dB

	DTX position
	Fixed
	-


Table C.3.1.2: DL reference measurement channel using RLC-TM for DTCH, transport channel parameters (12.2 kbps)

	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	TM
	UM/AM

	
	Payload sizes, bit
	244
	88/80

	
	Max data rate, bps
	12200
	2200/2000

	
	PDU header, bit
	N/A
	8/16

	
	TrD PDU header, bit
	0
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	244
	100

	
	TFS
	TF0, bits
	0*244
	0*100

	
	
	TF1, bits
	1*244
	1*100

	
	TTI, ms
	20
	40

	
	Coding type
	Convolution Coding
	Convolution Coding

	
	Coding Rate
	1/3
	1/3

	
	CRC, bit
	16
	12

	
	Max number of bits/TTI after channel coding
	804
	360

	
	RM attribute
	256
	256


Table C.3.1.3: DL reference measurement channel, TFCS (12.2 kbps)
	TFCS size
	4

	TFCS
	(DTCH, DCCH)=

(TF0, TF0), (TF1, TF0), (TF0, TF1), (TF1, TF1)
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Figure C.3.1 (informative): Channel coding of DL reference measurement channel (12.2 kbps)

C.3.1A
DL reference measurement channel (0 kbps and 12.2 kbps)

The parameters for the 0 kbps and 12.2 kbps DL reference measurement channel are specified in table C.3.1A.1, table C.3.1A.2 and table C.3.1A.3. The channel coding is detailed in figures C.3.1A and C.3.1B. For the RLC configuration of AM DCCHs Timer_STATUS_Periodic shall not be set in RRC CONNECTION SETUP message used in the test procedure for RF testing as defined in TS 34.108 [3] clause 7.3. This is to prevent unexpected DCHs from being transmitted through such RLC entities when the timer has expired in order to make sure that the required TFC from the minimum set of TFCs can continuously convey a DCH for DTCH during the test.

Table C.3.1A.1: DL reference measurement channel (0 kbps and 12.2 kbps)

	Parameter
	Level
	Unit

	Information bit rate
	12.2
	kbps

	DPCH
	30
	ksps

	Slot Format #I
	11
	-

	TFCI
	On
	-

	Power offsets PO1, PO2 and PO3
	0
	dB

	DTX position
	Fixed
	-


Table C.3.1A.2: DL reference measurement channel using RLC-TM for DTCH, transport channel parameters (0 kbps and 12.2 kbps)

	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	TM
	UM/AM

	
	Payload sizes, bit
	244
	88/80

	
	Max data rate, bps
	12200
	2200/2000

	
	PDU header, bit
	N/A
	8/16

	
	TrD PDU header, bit
	0
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	244
	100

	
	TFS
	TF0, bits
	1*0
	0*100

	
	
	TF1, bits
	1*244
	1*100

	
	TTI, ms
	20
	40

	
	Coding type
	Convolution Coding
	Convolution Coding

	
	Coding Rate
	1/3
	1/3

	
	CRC, bit
	16
	12

	
	Max number of bits/TTI after channel coding
	804
	360

	
	RM attribute
	256
	256


Table C.3.1A.3: DL reference measurement channel, TFCS (0 kbps and 12.2 kbps)
	TFCS size
	4

	TFCS
	(DTCH, DCCH)=

(TF0, TF0), (TF1, TF0), (TF0, TF1), (TF1, TF1)
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Figure C.3.1A (Informative): Channel coding of DL reference measurement channel (0 kbps)
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Figure C.3.1B (informative): Channel coding of DL reference measurement channel (12.2 kbps)

C.3.2
DL reference measurement channel (64 kbps)

The parameters for the DL reference measurement channel for 64 kbps are specified in table C.3.2.1, table C.3.2.2, table C.3.2.3 and table C.3.2.4. The channel coding is detailed in figure C.3.2. For the RLC configuration of AM DCCHs Timer_STATUS_Periodic shall not be set in RRC CONNECTION SETUP message used in test procedure for RF test as defined in TS 34.108 [3] clause 7.3. This is to prevent unexpected DCHs from being transmitted through such RLC entities when the timer has expired in order to sure that the required TFC from the minimum set of TFCs can continuously convey a DCH for DTCH during the test.

Table C.3.2.1: DL reference measurement channel (64 kbps)

	Parameter
	Level
	Unit

	Information bit rate
	64
	kbps

	DPCH
	120
	ksps

	Slot Format #i
	13
	-

	TFCI
	On
	-

	Power offsets PO1, PO2 and PO3
	0
	dB

	DTX position
	Fixed
	-


Table C.3.2.2: DL reference measurement channel using RLC-TM for DTCH, transport channel parameters (64 kbps)

	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	TM
	UM/AM

	
	Payload sizes, bit
	1280
	88/80

	
	Max data rate, bps
	64000
	2200/2000

	
	PDU header, bit
	N/A
	8/16

	
	TrD PDU header, bit
	0
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	1280
	100

	
	TFS
	TF0, bits
	0*1280
	0*100

	
	
	TF1, bits
	1*1280
	1*100

	
	TTI, ms
	20
	40

	
	Coding type
	Turbo Coding
	Convolution Coding

	
	Coding Rate
	N/A
	1/3

	
	CRC, bit
	16
	12

	
	Max number of bits/TTI after channel coding
	3900
	360

	
	RM attribute
	256
	256


Table C.3.2.3: DL reference measurement channel using RLC-AM for DTCH, transport channel parameters (64 kbps)

	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	AM
	UM/AM

	
	Payload sizes, bit
	1264
	88/80

	
	Max data rate, bps
	63200
	2200/2000

	
	PDU header, bit
	16
	8/16

	
	TrD PDU header, bit
	N/A
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	1280
	100

	
	TFS
	TF0, bits
	0*1280
	0*100

	
	
	TF1, bits
	1*1280
	1*100

	
	TTI, ms
	20
	40

	
	Coding type
	Turbo Coding
	Convolution Coding

	
	Coding Rate
	N/A
	1/3

	
	CRC, bit
	16
	12

	
	Max number of bits/TTI after channel coding
	3900
	360

	
	RM attribute
	256
	256


Table C.3.2.4: DL reference measurement channel, TFCS (64 kbps)
	TFCS size
	4

	TFCS
	(DTCH, DCCH)=

(TF0, TF0), (TF1, TF0), (TF0, TF1), (TF1, TF1)
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Figure C.3.2 (informative): Channel coding of DL reference measurement channel (64 kbps)

C.3.3
DL reference measurement channel (144 kbps)

The parameters for the DL reference measurement channel for 144 kbps are specified in table C.3.3.1, table C.3.3.2, table C.3.3.3 and table C.3.3.4. The channel coding is detailed in figure C.3.3. For the RLC configuration of AM DCCHs Timer_STATUS_Periodic shall not be set in RRC CONNECTION SETUP message used in test procedure for RF test as defined in TS 34.108 [3] clause 7.3. This is to prevent unexpected DCHs from being transmitted through such RLC entities when the timer has expired in order to sure that the required TFC from the minimum set of TFCs can continuously convey a DCH for DTCH during the test.

Table C.3.3.1: DL reference measurement channel (144kbps)

	Parameter
	Level
	Unit

	Information bit rate
	144
	kbps

	DPCH
	240
	ksps

	Slot Format #i
	14
	-

	TFCI
	On
	

	Power offsets PO1, PO2 and PO3
	0
	dB

	DTX position
	Fixed
	-


Table C.3.3.2: DL reference measurement channel using RLC-TM for DTCH, transport channel parameters (144 kbps)

	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	TM
	UM/AM

	
	Payload sizes, bit
	2880
	88/80

	
	Max data rate, bps
	144000
	2200/2000

	
	PDU header, bit
	N/A
	8/16

	
	TrD PDU header, bit
	0
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	2880
	100

	
	TFS
	TF0, bits
	0*2880
	0*100

	
	
	TF1, bits
	1*2880
	1*100

	
	TTI, ms
	20
	40

	
	Coding type
	Turbo Coding
	Convolution Coding

	
	Coding Rate
	N/A
	1/3

	
	CRC, bit
	16
	12

	
	Max number of bits/TTI after channel coding
	8700
	360

	
	RM attribute
	256
	256


Table C.3.3.3: DL reference measurement channel using RLC-AM for DTCH, transport channel parameters (144 kbps)
	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	AM
	UM/AM

	
	Payload sizes, bit
	2864
	88/80

	
	Max data rate, bps
	143200
	2200/2000

	
	PDU header, bit
	16
	8/16

	
	TrD PDU header, bit
	N/A
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	2880
	100

	
	TFS
	TF0, bits
	0*2880
	0*100

	
	
	TF1, bits
	1*2880
	1*100

	
	TTI, ms
	20
	40

	
	Coding type
	Turbo Coding
	Convolution Coding

	
	Coding Rate
	N/A
	1/3

	
	CRC, bit
	16
	12

	
	Max number of bits/TTI after channel coding
	8700
	360

	
	RM attribute
	256
	256


Table C.3.3.4: DL reference measurement channel, TFCS (144 kbps)
	TFCS size
	4

	TFCS
	(DTCH, DCCH)=

(TF0, TF0), (TF1, TF0), (TF0, TF1), (TF1, TF1)
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Figure C.3.3 (informative): Channel coding of DL reference measurement channel (144 kbps)

C.3.4
DL reference measurement channel (384 kbps)

The parameters for the DL reference measurement channel for 384 kbps are specified in table C.3.4.1, table C.3.4.2, table C.3.4.3 and table C.3.4.4. The channel coding is shown for information in figure C3.4. For the RLC configuration of AM DCCHs Timer_STATUS_Periodic shall not be set in RRC CONNECTION SETUP message used in test procedure for RF test as defined in TS 34.108 [3] clause 7.3. This is to prevent unexpected DCHs from being transmitted through such RLC entities when the timer has expired in order to sure that the required TFC from the minimum set of TFCs can continuously convey a DCH for DTCH during the test.

Table C.3.4.1: DL reference measurement channel, physical parameters (384 kbps)

	Parameter
	Level
	Unit

	Information bit rate
	384
	kbps

	DPCH 
	480
	ksps

	Slot Format #i
	15
	-

	TFCI
	On
	-

	Power offsets PO1, PO2 and PO3
	0
	dB

	DTX position
	Fixed
	-


Table C.3.4.2: DL reference measurement channel using RLC-TM for DTCH, transport channel parameters (384 kbps)

	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	TM
	UM/AM

	
	Payload sizes, bit
	3840
	88/80

	
	Max data rate, bps
	384000
	2200/2000

	
	PDU header, bit
	N/A
	8/16

	
	TrD PDU header, bit
	0
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	3840
	100

	
	TFS
	TF0, bits
	0*3840
	0*100

	
	
	TF1, bits
	1*3840
	1*100

	
	TTI, ms
	10
	40

	
	Coding type
	Turbo Coding
	Convolution Coding

	
	Coding Rate
	N/A
	1/3

	
	CRC, bit
	16
	12

	
	Max number of bits/TTI after channel coding
	11580
	360

	
	RM attribute
	256
	256


Table C.3.4.3: DL reference measurement channel using RLC-AM for DTCH, transport channel parameters (384 kbps)
	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	AM
	UM/AM

	
	Payload sizes, bit
	3824
	88/80

	
	Max data rate, bps
	382400
	2200/2000

	
	PDU header, bit
	16
	8/16

	
	TrD PDU header, bit
	N/A
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	3840
	100

	
	TFS
	TF0, bits
	0*3840
	0*100

	
	
	TF1, bits
	1*3840
	1*100

	
	TTI, ms
	10
	40

	
	Coding type
	Turbo Coding
	Convolution Coding

	
	Coding Rate
	N/A
	1/3

	
	CRC, bit
	16
	12

	
	Max number of bits/TTI after channel coding
	11580
	360

	
	RM attribute
	256
	256


Table C.3.4.4: DL reference measurement channel, TFCS (384 kbps)
	TFCS size
	4

	TFCS
	(DTCH, DCCH)=

(TF0, TF0), (TF1, TF0), (TF0, TF1), (TF1, TF1)
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Figure C.3.4 (informative): Channel coding of DL reference measurement channel (384 kbps)
C.3.5
DL reference measurement channel 2 (64 kbps)

The parameters for the DL reference measurement channel 2 for 64 kbps are specified in table C.3.5.1, table C.3.5.2 and table C.3.5.3. The channel coding is detailed in figure C.3.5. For the RLC configuration of AM DCCHs Timer_STATUS_Periodic shall not be set in RRC CONNECTION SETUP message used in test procedure for RF test as defined in TS 34.108 [3] clause 7.3. This is to prevent unexpected DCHs from being transmitted through such RLC entities when the timer has expired in order to sure that the required TFC from the minimum set of TFCs can continuously convey a DCH for DTCH during the test.
Table C.3.5.1: DL reference measurement channel physical parameters (64 kbps)

	Parameter
	Unit
	Level

	Information bit rate (DTCH)
	kbps
	64

	Information bit rate (DCCH)
	kbps
	3.4

	DPCH 
	ksps
	120

	Slot Format #i
	-
	13

	TFCI
	-
	On

	Puncturing (DTCH)
	%
	8.6

	Repetition (DCCH)
	%
	27.9


Table C.3.5.2: DL reference measurement channel 2 using RLC-TM for DTCH, transport channel parameters (64 kbps)

	Higher

Layer
	RAB/Signalling RB
	RAB
	SRB

	RLC
	Logical channel type
	DTCH
	DCCH

	
	RLC mode
	TM
	UM/AM

	
	Payload sizes, bit
	336
	88/80

	
	Max data rate, bps
	64000
	2200/2000

	
	PDU header, bit
	N/A
	8/16

	
	TrD PDU header, bit
	0
	N/A

	MAC
	MAC header, bit
	0
	4

	
	MAC multiplexing
	N/A
	Yes

	Layer 1
	TrCH type
	DCH
	DCH

	
	Transport Channel Identity
	6
	10

	
	TB sizes, bit
	336
	148

	
	TB set size, bit
	1344
	148

	
	TB per TTI, ms
	4
	1

	
	TFS
	TF0, bits
	0*(336*4)
	0*148

	
	
	TF1, bits
	1*(336*4)
	1*148

	
	TTI, ms
	20
	40

	
	Coding type
	Turbo Coding
	Convolution Coding

	
	Coding Rate
	1/3
	1/3

	
	CRC, bit
	16
	16

	
	Max number of bits/TTI after channel coding
	1068*4
	516

	
	RM attribute
	143
	200


Table C.3.5.3: DL reference measurement channel 2, TFCS (64 kbps)
	TFCS size
	4

	TFCS
	(DTCH, DCCH)=

(TF0, TF0), (TF1, TF0), (TF0, TF1), (TF1, TF1)
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Figure C.3.5 (informative): Channel coding of DL reference measurement channel 2 (64 kbps)

------------------------------------- New Section Changes -----------------------------------
F.1.4
Performance requirement

Table F.1.4: Maximum Test System Uncertainty for Performance Requirements

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.2 Demodulation in Static Propagation Condition
	
[image: image8.wmf]oc
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±0.3 dB
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±1.0 dB
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±0.1 dB
	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
[image: image11.wmf]oc
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 based on power meter measurement after the combiner

Overall error is the sum of the 
[image: image12.wmf]oc
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ˆ

 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is not important for any tests in clause 7 but is specified as 1.0 dB.

	7.3 Demodulation of DCH in multipath Fading Propagation conditions
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB
In addition the same ±0.3 dB 
[image: image16.wmf]oc

or

I

I

ˆ

 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
[image: image17.wmf]oc

or
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	7.4 Demodulation of DCH in Moving Propagation conditions
	
[image: image18.wmf]oc
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±0.6 dB


[image: image19.wmf]oc
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±0.1 dB
	Same as 7.3

	7.5 Demodulation of DCH in Birth-Death Propagation conditions
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±0.6 dB
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±1.0 dB


[image: image23.wmf]or
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±0.1 dB
	Same as 7.3

	7.5A Demodulation of DCH in high speed train conditions
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±0.6 dB
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±1.0 dB


[image: image26.wmf]or
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±0.1 dB
	Same as 7.3

	7.6.1 Demodulation of DCH in open loop Transmit diversity mode
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±0.8 dB
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
[image: image30.wmf]oc
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ˆ

 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
[image: image31.wmf]oc
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
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±0.8 dB
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±0.1 dB
	Same as 7.6.1

	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
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±0.1 dB
	Same as 7.6.1

	7.7.1 Demodulation in inter-cell soft Handover (Release 5 and earlier)
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±0.6 dB
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
[image: image42.wmf]oc

or
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ˆ

 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
[image: image43.wmf]oc
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB, but per output 
[image: image44.wmf]oc
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 or 
[image: image45.wmf]oc
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 the error is  (0.52 + 0.32) 0.5 = 0.6 dB.  

	7.7.1A Demodulation in inter-cell soft Handover (Release 6 and later)
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or

I

I

1

ˆ
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[image: image47.wmf]oc

or

I

I

2

ˆ




±0.6 dB


[image: image48.wmf]oc

I





±1.0 dB
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
[image: image50.wmf]oc

or
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I

ˆ

 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
[image: image51.wmf]oc

or
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I
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB, but per output 
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 or 
[image: image53.wmf]oc
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 the error is  (0.52 + 0.32) 0.5 = 0.6 dB.  

	7.7.2 Combining of TPC commands Test 1
	Ior1,Ior2


±1.0 dB
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±0.1 dB
	Test is looking for changes in power – need to allow for relaxation in criteria for power step of probably 0.1 dB to 0.4 dB

	7.7.2 Combining of TPC commands Test 2
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[image: image58.wmf]or

c

I

E

DPCH

_



±0.1 dB
	Same as 7.7.1

	7.7.3 Combining of reliable TPC commands from radio links of different radio link sets
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	Same as 7.2.

Offsets calculated as RMS of:

Ior1/Ioc, DPCH_Ec1/Ior1 and DPCH_Ec2/Ior2

and

Ior1/Ioc, DPCH_Ec1/Ior1 and DPCH_Ec3/Ior3

respectively.



	7.8.1 Power control in downlink constant BLER target (Release 5 and earlier)
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±0.1 dB
	Same as 7.3

For test cases wherein the SS response time to DL power control commands is delayed by one timeslot from the immediate response then additional test system uncertainty in 
[image: image73.wmf]or
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E

DPCH

_

 is applied:

For test 1 an additional 0.3 dB is allowed. This value is based on a rounded 0.24 dB delta value from simulations.

For test 2 an additional 0.2 dB is allowed. This value is based on a rounded 0.14 dB delta value from simulations.

	7.8.1A Power control in downlink constant BLER target (Release 6 and later)
	
[image: image74.wmf]oc
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3

For test cases wherein the SS response time to DL power control commands is delayed by one timeslot from the immediate response then additional test system uncertainty in 
[image: image77.wmf]or

c

I

E

DPCH

_

 is applied:

For test 1 an additional 0.3 dB is allowed. This value is based on a rounded 0.24 dB delta value from simulations.

For test 2 an additional 0.2 dB is allowed. This value is based on a rounded 0.14 dB delta value from simulations.
For test 3 an additional 0.2 dB is allowed. This value is based on a rounded 0.14 dB delta value from simulations.

For test 4 an additional 0.3 dB is allowed. This value is based on a rounded 0.24 dB delta value from simulations.


	7.8.2, Power control in downlink initial convergence
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3.

When the SS response time to DL power control commands is delayed by one timeslot from the immediate response, then additional test system uncertainty in
[image: image81.wmf]or
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DPCH
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 of 0.2 db is applied. This value is based on a rounded 0.15 dB delta value from simulations.

	7.8.3, Power control in downlink: wind up effects
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3.

For test cases wherein the SS response time to DL power control commands is delayed by one timeslot from the immediate response, then additional test system uncertainty in
[image: image85.wmf]or
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E

DPCH

_

 is applied:

For test 1 an additional 0.3 dB is allowed. This value is based on a rounded 0.26 dB delta value from simulations.

	7.8.4, Power control in the downlink, different transport formats
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3

For test cases where the SS response time to DL power control commands is delayed by one timeslot from the immediate response, then additional test system uncertainty in 
[image: image89.wmf]or

c

I

E

DPCH

_

is 

applied:

For test 1 stage 1, an additional 0.2 dB is allowed. This value is based on a rounded 0.24 dB delta value from simulations.

For test 1 stage 2, an additional 0.1 dB is allowed. This value is based on a rounded 0.16 dB delta value from simulations.

	7.9 Downlink compressed mode
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±1.0 dB
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±0.1 dB
	Same as 7.3

	7.10 Blind transport format detection Tests 1, 2, 3
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	Same as 7.2



	7.10 Blind transport format detection Tests 4, 5, 6
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±0.1 dB


	Same as 7.3



	7.11 Demodulation of paging channel (PCH)
	Test 1:


[image: image99.wmf]oc
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±0.3 dB


[image: image100.wmf]oc
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±1.0 dB

S-CCPCH_Ec/Ior

±0.1 dB

PICH_Ec/Ior


±0.1 dB
	Test 1: Values for Îor/Ioc and Ioc are the same as 7.2 

Uncertainties for S-CCPCH_Ec/Ior and PICH_Ec/Ior are the same as for DPCH_Ec/Ior

	
	Test 2: 


[image: image101.wmf]oc
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±0.6 dB


[image: image102.wmf]oc
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±1.0 dB

S-CCPCH_Ec/Ior

±0.1 dB

PICH_Ec/Ior


±0.1 dB
	Test 2: Values for Îor/Ioc and Ioc are the same as 7.3 

Uncertainties for S-CCPCH_Ec/Ior and PICH_Ec/Ior are the same as for DPCH_Ec/Ior

	7.12 Detection of acquisition indicator (AI)
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or

I

I

ˆ





±0.3 dB


[image: image104.wmf]oc
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±1.0 dB

AICH_Ec/Ior


±0.1 dB

S-CCPCH_Ec/Ior 
±0.1 dB


	Values for Îor/Ioc and Ioc are the same as 7.2 

Uncertainty for AICH_Ec/Ior and S-CCPCH_Ec/Ior is the same as for DPCH_Ec/Ior


------------------------------------- New Section Changes -----------------------------------
F.2.3
Performance requirements

Table F.2.3: Test Tolerances for Performance Requirements.

	Clause
	Test Tolerance

	7.2 Demodulation in Static Propagation Condition
	0.3 dB for 
[image: image105.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.3 Demodulation of DCH in multipath Fading Propagation conditions
	0.6 dB for 
[image: image106.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.4 Demodulation of DCH in Moving Propagation conditions
	0.6 dB for 
[image: image107.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.5 Demodulation of DCH in Birth-Death Propagation conditions
	0.6 dB for 
[image: image108.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.5A Demodulation of DCH in high speed train conditions
	0.6 dB for 
[image: image109.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.6.1 Demodulation of DCH in open loop Transmit diversity mode
	0.8 dB for 
[image: image110.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
	0.8 dB for 
[image: image111.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
	0.8 dB for 
[image: image112.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.7.1 Demodulation in inter-cell soft Handover conditions (Release 5 and earlier)
	0.6 dB for 
[image: image113.wmf]oc
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 and 
[image: image114.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.7.1A Demodulation in inter-cell soft Handover conditions (Release 6 and later)
	0.6 dB for 
[image: image115.wmf]oc
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 and 
[image: image116.wmf]oc
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0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 1
	0 dB for Ior1, Ior2
0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 2
	0.8 dB for 
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F.4.3
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	7.8.1A Power control in downlink constant BLER target (Release 6 and later)
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	7.8.2, Power control in downlink initial convergence
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	7.8.3, Power control in downlink: wind up effects
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	7.8.4, Power control in the downlink, different transport formats
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	7.9 Downlink compressed mode
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	7.10 Blind transport format detection Tests 1, 2, 3
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	7.10 Blind transport format detection Tests 4, 5, 6
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	7.11 Demodulation of paging channel (PCH)
	Test 1:

Ioc=-60 dBm

Îor/Ioc = -1 dB

S-CCPCH_Ec/Ior = -14.8 dB

PICH_Ec/Ior = -19 dB
	Test 1:

0.4 dB for Îor/Ioc
	Ioc, S-CCPCH_Ec/Ior and PICH_Ec/Ior are unchanged

Since PICH Power Offset has to be an integer value TT for PICH_Ec/Ior is zero. But TT of Îor/Ioc has been increased by 0.1 dB from its normal value (0.3 dB / 0.6 dB) due to test system uncertainty of PICH_Ec/Ior.
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	Test 2:

Ioc=-60 dBm

Îor/Ioc = -3 dB

S-CCPCH_Ec/Ior = -9.8 dB

PICH_Ec/Ior = -12 dB
	Test 2: 

0.7 dB for Îor/Ioc
	

	7.12 Detection of acquisition indicator (AI)
	Ioc=-60 dBm

Îor/Ioc = -1 dB

AICH_Ec/Ior = -22.0 dB

S-CCPCH_Ec/Ior = -12.0 dB
	0.4 dB for Îor/Ioc
	Ioc and AICH_Ec/Ior are unchanged.

Since AICH Power Offset has to be an integer value TT for AICH_Ec/Ior is zero. But TT of Îor/Ioc has been increased by 0.1 dB from its normal value (0.3 dB) due to test system uncertainty of AICH_Ec/Ior.

No need to add test tolerance to S-CCPCH_Ec/Ior since it is not critical parameter

Formula: Îor/Ioc = Minimum Requirement + TT


------------------------------------- New Section Changes -----------------------------------
F.6.1.10
Dual limit BLER tests

This annex is applicable for subclause 7.8.1 and 7.8.1A Power control in the downlink constant BLER target, subclause 7.8.4 Power control in the downlink, different transport formats and subclause 7.9 Downlink compressed mode. In this tests the BLER shall stay between two limits.

Table F.6.1.10. Parameters for single and dual limit BLER
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------------------------------------- New Section Changes -----------------------------------
Annex I (normative):
Default Message Contents

This Annex contains the default values of common messages, other than those described in TS 34.108 [3]. The messages are primarily concerning the RRM test cases in clause 8 and unless indicated otherwise in specific test cases, shall be transmitted and checked by the system simulator. In this Annex, decimal values are normally used. However, sometimes, a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

Contents of MEASUREMENT REPORT message for Intra frequency test cases

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	

	Measurement identity
	1
	

	Measured Results
	
	

	         - Intra-frequency measured results list
	
	

	          - Cell measured results
	
	

	           - Cell Identity
	Not present
	

	           - Cell synchronisation information
	
	

	            - Tm
	If reporting of “Tm“ measurement is configured then check  that this IE is present. If reporting of “Tm“ measurement is not configured then no check is needed.
	

	             - OFF
	If reporting of “OFF“ measurement is configured then check  that this IE is present. If reporting of “OFF “ measurement is not configured then no check is needed.
	

	           - CHOICE mode
	FDD
	

	            - Primary CPICH info
	Checked that this IE is present
	

	             - Primary scrambling code
	See Annex K and TS 34.108 [3] section 6.1.4
	

	            - CPICH Ec/N0
	If reporting of “CPICH Ec/N0“ measurement is configured then check  that this IE is present. If reporting of “CPICH Ec/N0 “ measurement is not configured then no check is needed.
	

	            - CPICH RSCP
	If reporting of “CPICH RSCP “ measurement is configured then check that this IE is present. If reporting of “CPICH RSCP “ measurement is not configured then no check is needed.
	

	            - DeltaCPICH RSCP
	If reporting of “CPICH RSCP“ measurement is configured this IE may be present
	Rel-5

	            - Pathloss
	This IE does not need to be checked.
	

	Measured results on RACH
	If reporting of “Measured results on RACH“ is configured then check that this IE is present. If reporting of “Measured results on RACH“ measurement is not configured then no check is needed.
	

	Additional measured results
	This IE does not need to be checked.
	

	Event results
	If reporting of “Event results“ is configured then check  that this IE is present. If reporting of “Event results“ measurement is not configured then no check is needed.
	


Contents of MEASUREMENT REPORT message for Inter frequency test cases

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	2

	Measured Results
	

	         - Inter-frequency measured results list
	

	          - UTRA Carrier RSSI
	If reporting of “UTRA Carrier RSSI“ measurement is configured then check  that this IE is present. If reporting of “UTRA Carrier RSSI“ measurement is not configured then no check is needed.

	          - Inter-frequency cell measurement results
	

	           - Cell measured results
	

	            - Cell Identity
	Not present

	            - Cell synchronisation information
	

	             -Tm
	If reporting of “Tm“ measurement is configured then check  that this IE is present. If reporting of “Tm“ measurement is not configured then no check is needed.

	              - OFF
	If reporting of “OFF“ measurement is configured then check  that this IE is present. If reporting of “OFF “ measurement is not configured then no check is needed.

	            - CHOICE mode
	FDD

	             - Primary CPICH info
	Checked that this IE is present

	              - Primary scrambling code
	See Annex K and TS 34.108 [3] section 6.1.4

	             - CPICH Ec/N0
	If reporting of “CPICH Ec/N0“ measurement is configured then check  that this IE is present. If reporting of “CPICH Ec/N0 “ measurement is not configured then no check is needed..

	             - CPICH RSCP
	If reporting of “CPICH RSCP“ measurement is configured then check  that this IE is present. If reporting of “CPICH RSCP“ measurement is not configured then no check is needed.

	             - Pathloss
	absent

	Measured results on RACH
	If reporting of “Measured results on RACH“ is configured then check  that this IE is present. If reporting of “Measured results on RACH “measurement is not configured then no check is needed.

	Additional measured results
	This IE does not need to be checked.

	Event results
	If reporting of “Event results“ is configured then check  that this IE is present.


Contents of MEASUREMENT REPORT message for inter – RAT test cases

	Information Element
	Value/remark
	Version

	Message Type
	
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	

	Measurement identity
	2
	

	Measured Results
	
	

	         - Inter-RAT measured results list
	
	

	          - CHOICE system
	GSM
	

	           - GSM
	
	

	           - Measured GSM cells
	Checked that this IE is present
	

	            - GSM carrier RSSI
	If reporting of “GSM carrier RSSI“ measurement is configured then check  that this IE is present. If reporting of “GSM carrier RSSI “ measurement is not configured then no check is needed.
	

	            - CHOICE BSIC
	If reporting of “BSIC verification“ measurement is required then check this IE. If reporting of “BSIC verification “ measurement is not required then no check is needed.Non verified BSIC
	

	             - Non verified BSIC
	If reporting of “BSIC verification“ measurement is not required then check this IE. If reporting of “BSIC verification “ measurement is required then no check is needed
	

	              - BCCH ARFCN
	Checked that this IE is present
	

	            - Observed time difference to GSM cell 
	This IE does not need to be checked.
	R99 and Rel-4 only

	Measured results on RACH
	If reporting of “Measured results on RACH“ is configured then check  that this IE is present. If reporting of “Measured results on RACH“ measurement is not configured then no check is needed.
	

	Additional measured results
	This IE does not need to be checked.
	

	Event results
	If reporting of “Event results“ is configured then check  that this IE is present. If reporting of “Event results“ measurement is not configured then no check is needed.
	


Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)

The following information element is exception of TS34.108 [3] for test cases 7.8.1, 7.8.1A, 7.8.2, 7.8.3, 7.8.4 and 7.9.1.
	Information Element
	Value/remark

	Added or Reconfigured DL TrCH information
	

	        - DCH quality target
	

	         - BLER Quality value
	0.0
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