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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

The definition of the Conformance Tests for UE in E-UTRAN will be a complex task as the complete test suite covers RF, EMC and Protocol aspects of the UE.

Each test requires a Test Environment to be defined in which the UE has to operate to defined standards, constraints and performance. The overall task can be simplified if there are a number of well defined and agreed Common Test Environments where every one can be used for a number of tests. Hence the present document defines testing conditions that are common to several tests avoiding the need to duplicate the same information for every single test.

The present document defines default values for a variety of common areas. Where values are not specified in test cases, the defaults in the present document will apply. If specified, the test case values will take precedence.

1
Scope

The present document contains definitions of reference conditions and test signals, default parameters, reference radio bearer configurations used in radio bearer interoperability testing, common radio bearer configurations for other test purposes, common requirements for test equipment and generic set-up procedures for use in conformance tests for the 3rd Generation E-UTRAN User Equipment (UE).

2
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 apply, unless specified below:

example: text used to clarify abstract rules by applying them literally

Floor:  Floor(x) is the largest integer smaller than or equal to x.

Ceil: Ceil (x) is the smallest integer larger than or equal to x.
3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations specified in TR 21.905 apply, with any additional abbreviations specified below:

EPS
Evolved Packet System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

ENB
Evolved Node B

FDD
Frequency Division Duplex
FFS
For Further Study
GERAN
GSM/EDGE Radio Access Network
GSM
Global System for Mobile Communications
IETF
Internet Engineering Task Force

MAC
Media Access Control

NAS
Non Access Stratum

PDCP
Packet Data Convergence Protocol

RLC
Radio Link Control
ROHC 
RObust Header Compression 
UE
User Equipment
UMTS
Universal Mobile Telecommunications System

USIM
Universal Subscriber Identity Module

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

4
Common test Environment
4.1
Common requirements of test equipment
Mobile conformance testing can be categorized into 3 distinct areas:

· RF Conformance Testing.

· EMC Conformance Testing.

· Signalling Conformance Testing.

The test equipment required for each category of testing may or not be different, depending on the supplier of the test equipment. However, there will be some generic requirements of the test equipment that are essential for all three categories of test, and these are specified in this clause.

In addition, there will be requirements to test operation in multi-system configurations (eg EUTRAN plus UTRAN). However, these would not form a common test equipment requirement for the three test areas and are not considered in the present document.
4.1.1

General Functional Requirements

NOTE:
This clause has been written such that it does not constrain the implementation of different architectures and designs of test equipment.

All test equipment used to perform conformance testing on a UE shall provide a platform suitable for testing UE's that are either:

a)
FDD Mode; or

b)
TDD Mode; or

c)
both FDD/TDD Modes. 

All test equipment shall provide (for the mode(s) supported) the following minimum functionality.

-
The capability of emulating a single E-UTRA cell with the appropriate channels to allow the UE to register on the cell.

-
The capability to allow the UE to set up an RRC connection with the System Simulator, and to maintain the connection for the duration of the test.

-
The capability (for the specific test):

-
to select and support an appropriate Radio Bearer for the downlink;

-
to set the appropriate downlink power levels;

-
to set up and support the appropriate Radio Bearer for the uplink;

-
to set and control the uplink power levels.
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Minimum performance levels
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